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	First change


A.2.2.19
IOC OutageCompensationInformation
	Attribute of IOC SONTargets in 3GPP TS 32.522 [4]
	SS Attribute
	SS Type
	Support Qualifier
	Read Qualifier
	Write Qualifier

	cOCStatus
	outageCompensationStatus
	GenericSONPolicyNRMAttributeTypes::outageCompensationStatus
	M
	M
	-

	isCOCAllowed
	isCOCAllowed
	Boolean
	M
	M
	M


	Next change


A.3.2
IDL specification "EUtranNetworkResourcesNRMDefs.idl"

//File:EUtranNetworkResourcesNRMDefs.idl

#ifndef _EUTRANNETWORKRESOURCESNRMDEFS_IDL_
#define _EUTRANNETWORKRESOURCESNRMDEFS_IDL_
#include "GenericNetworkResourcesNRMDefs.idl"

#include "EPCResourcesNRMDefs.idl"
#pragma prefix "3gppsa5.org"
/**
 * This module defines constants for each MO class name and
 * the attribute names for each defined MO class.
 */
module EUtranNetworkResourcesNRMDefs
{


/*


 * Definitions for MO class ENBFunction


 */


interface ENBFunction: GenericNetworkResourcesNRMDefs::ManagedFunction


{



const string CLASS = "ENBFunction";



// Attribute Names



//



const string id= "id";


const string eNBId = "eNBId";


const string x2BlackList= "x2BlackList";



const string x2WhiteList= "x2WhiteList";



const string x2HOBlackList= "x2HOBlackList";



const string x2IpAddressList= "x2IpAddressList";

};


/*


 * Definitions for MO class RNFunction


 */


interface RNFunction: GenericNetworkResourcesNRMDefs::ManagedFunction


{



const string CLASS = "RNFunction";



// Attribute Names



//



const string id= "id";


const string rnId = "rnId";

};

/*


 * Definitions for MO class DENBFunction


 */


interface DENBFunction: GenericNetworkResourcesNRMDefs::ManagedFunction


{



const string CLASS = "DENBFunction";



// Attribute Names



//



const string id= "id";


const string deNBId = "deNBId";

};


/*


 * Definitions for MO class ExternalRNFunction


 */


interface ExternalRNFunction: GenericNetworkResourcesNRMDefs::ManagedFunction


{



const string CLASS = "ExternalRNFunction";



// Attribute Names



//



const string id= "id";


const string rnId = "rnId";

};

/*


 * Definitions for MO class ExternalDENBFunction


 */


interface ExternalDENBFunction: GenericNetworkResourcesNRMDefs::ManagedFunction


{



const string CLASS = "ExternalDENBFunction";



// Attribute Names



//



const string id= "id";


const string deNBId = "deNBId";

};


/*


 * Definitions for MO class EUtranGenericCell

 */


interface EUtranGenericCell: GenericNetworkResourcesNRMDefs::ManagedFunction


{



const string CLASS = "EUtranGenericCell";



// Attribute Names



//



const string id = "id";



const string cellLocalId = "cellLocalId";



const string cellSize = "cellSize";


const string plmnIdList = "plmnIdList";



const string tac = "tac";



const string pci = "pci";



const string pciList = "pciList";



const string operationalState = "operationalState";



const string administrativeState = "administrativeState";



const string availabilityStatus = "availabilityStatus";



const string maximumTransmissionPower = "maximumTransmissionPower";


const string referenceSignalPower = "referenceSignalPower";


const string pb = "pb";



const string partOfSectorPower = "partOfSectorPower";



const string relatedTmaList = "relatedTmaList";



const string relatedAntennaList = "relatedAntennaList";



const string relatedSector = "relatedSector";


const string allowedAccessClasses = “allowedAccessClasses”;


};


/*


 * Definitions for MO class ExternalEUtranGenericCell

 */


interface ExternalEUtranGenericCell: GenericNetworkResourcesNRMDefs::ManagedFunction


{



const string CLASS = "ExternalEUtranGenericCell";



// Attribute Names



//



const string id= "id";



const string pci= "pci";



const string plmnIdList = "plmnIdList";



const string cellLocalId = "cellLocalId";


const string eNBId = "eNBId";

};


/*


 * Definitions for MO class EUtranCellFDD

 */


interface EUtranCellFDD: EUtranGenericCell

{



const string CLASS = "EUtranCellFDD";



// Attribute Names



//



const string earfcnDl = "earfcnDl";



const string earfcnUl = "earfcnUl";


};


/*


 * Definitions for MO class ExternalEUtranCellFDD

 */


interface ExternalEUtranCellFDD: ExternalEUtranGenericCell

{



const string CLASS = "ExternalEUtranCellFDD";



// Attribute Names



//



const string earfcnDl = "earfcnDl";



const string earfcnUl = "earfcnUl";


};

/*


 * Definitions for MO class EUtranCellTDD

 */


interface EUtranCellTDD: EUtranGenericCell

{



const string CLASS = "EUtranCellTDD";



// Attribute Names



//


const string earfcn = "earfcn";



const string sfAssignment = "sfAssignment";



const string specialSfPatterns = "specialSfPatterns";

};

/*


 * Definitions for MO class ExternalEUtranCellTDD

 */


interface ExternalEUtranCellTDD: ExternalEUtranGenericCell

{



const string CLASS = "ExternalEUtranCellTDD";



// Attribute Names



//


const string earfcn = "earfcn";


};


/*


 * Definitions for MO class EUtranRelation

 */


interface EUtranRelation: GenericNetworkResourcesNRMDefs::Top


{



const string CLASS = "EUtranRelation";



// Attribute Names



//



const string id= "id";



const string tCI = "tCI";



const string isRemoveAllowed = "isRemoveAllowed";



const string isHOAllowed = "isHOAllowed";


const string adjacentCell = "adjacentCell";



const string isICICInformationSendAllowed = "isICICInformationSendAllowed";



const string isLBAllowed = "isLBAllowed";


};

/*


 * Definitions for MO class Link_ENB_ENB

 */


interface Link_ENB_ENB: GenericNetworkResourcesNRMDefs::Link


{



const string CLASS = "Link_ENB_ENB";



// Attribute Names



//


};

/*


 * Definitions for MO class Cdma2000Relation

 */


interface Cdma2000Relation:GenericNetworkResourcesNRMDefs::Top


{



const string CLASS = "Cdma2000Relation";



// Attribute Names



//



const string id= "id";



const string adjacentSector = "adjacentSector";


};

/*


 * Definitions for MO class ExternalENBFunction


 */


interface ExternalENBFunction: GenericNetworkResourcesNRMDefs::ManagedFunction


{



const string CLASS = "ExternalENBFunction";



// Attribute Names



//



const string id = "id";





const string eNBId = "eNBId";

};

/*


 * Definitions for MO class SectorEquipmentFunction

 */


interface SectorEquipmentFunction: GenericNetworkResourcesNRMDefs::ManagedFunction

{



const string CLASS = "SectorEquipmentFunction";



// Attribute Names



//



const string id= "id";



const string fqBand= "fqBand";



const string confOutputPower= "confOutputPower";


const string relatedTmaList = "relatedTmaList";



const string relatedAntennaList = "relatedAntennaList";


const string relatedEUtranCellList = "relatedEUtranCellList";

};

/*


 * Definitions for MO class MCEFunction

 */

interface MCEFunction: GenericNetworkResourcesNRMDefs::ManagedFunction


{



const string CLASS = "MCEFunction";



// Attribute Names



//



const string id= "id";

};
/*


 * Definitions for MO class Link_MCE_ENB

 */


interface Link_MCE_ENB: GenericNetworkResourcesNRMDefs::Link


{



const string CLASS = "Link_MCE_ENB";



// Attribute Names



//


};

/*


 * Definitions for MO class Link_MCE_MME

 */


interface Link_MCE_MME: GenericNetworkResourcesNRMDefs::Link


{



const string CLASS = "Link_MCE_MME";



// Attribute Names


//

};
/*


 * Definitions for MO class MBSFNArea

 */


interface MBSFNArea: GenericNetworkResourcesNRMDefs::Top

{



const string CLASS = "MBSFNArea";



// Attribute Names


//


const string id= "id";


const string mbsfnAreaId= "mbsfnAreaId";



const string cellIdList= "cellIdList";

};
    /*

     * Definitions for MO class OutageCompensationInformation
     */

    interface OutageCompensationInformation: GenericNetworkResourcesNRMDefs::Top

    {

        const string CLASS = "OutageCompensationInformation";

        // Attribute Names

        //

        const string outageCompensationStatus = "outageCompensationStatus";

        const string isCOCAllowed = 
              "isCOCAllowed";

    };

};

module genericEUTRANNRMAttributeTypes

{


enum CellSizeEnumType


{



verysmall,


small,



medium,



large

};

enum AllowedAccessClassesValues

{

EmergencyCall,


ForPLMNUse,


SecurityServices,


PublicUtilities,


EmergencyServices,


PLMNStaff

};

typedef sequence < AllowedAccessClassesValues,6> AllowedAccessClasses


struct PlmnIdType


{



short mcc;



short mnc;


};


const short PLMNID_LIST_LENGTH = 6;

typedef sequence<PlmnIdType > plmnIdListType;


const short NO_OF_PCIS = 504;


typedef sequence<short,NO_OF_PCIS> pciListType; 

typedef sequence<string> ipAddressListType;

enum CellResvInfoType

{



reservedCell, 


nonReservedCell

};
enum CellOutageCompensationValue
...{

...noCellOutageCompensation,

...cOCStarted,

...cOCFailure,

...cOCCompletedSuccessfully,

...cOCCompletedWithoutSuccess,

...cOCDeactivating,
...cOCDeactivationFailure,

...outageCompensationDeactivationCompletedWithoutSuccess
...};
   typedef sequence<string> DnList;
struct CellOutageCompensationValueAndElementList
   {

   CellOutageCompensationValue cellOutageCompensationValue;

   DnList elementList;

   };

   union OutageCompensationStatus switch (CellOutageCompensationValue)

   {

      case noOutageCompensation: CellOutageCompensationValue 

                               cellOutageCompensationValue;

      case cOCStarted: CellOutageCompensationValue
                               cellOutageCompensationValue;

      case cOCFailure: CellOutageCompensationValueAndElementList 

                               cellOutageCompensationValueAndElementList;

      case cOCCompletedSuccessfully: CellOutageCompensationValue
                               cellOutageCompensationValue;

      case cOCCompletedWithoutSuccess: CellOutageCompensationValue
                               cellOutageCompensationValue;

      case cOCDeactivating: CellOutageCompensationValue
                               cellOutageCompensationValue;

      case cOCDeactivationFailure: CellOutageCompensationValueAndElementList 

                               cellOutageCompensationValueAndElementList;

      case cOCDeactivationCompletedWithoutSuccess: CellOutageCompensationValue
                               cellOutageCompensationValue;

   };

};

#endif // _EUTRANNETWORKRESOURCESNRMDEFS_IDL_
	Next change


B.3.3
XML schema "eutranNrm.xsd"
<?xml version="1.0" encoding="UTF-8"?>

<!--

  3GPP TS 32.766 E-UTRAN Network Resource Model IRP

  XML schema definition

  eutranNrm.xsd

-->

<schema xmlns="http://www.w3.org/2001/XMLSchema" xmlns:xn="http://www.3gpp.org/ftp/specs/archive/32_series/32.626#genericNrm" xmlns:en="http://www.3gpp.org/ftp/specs/archive/32_series/32.766#eutranNrm" xmlns:epc="http://www.3gpp.org/ftp/specs/archive/32_series/32.756#epcNrm" xmlns:un="http://www.3gpp.org/ftp/specs/archive/32_series/32.646#utranNrm" xmlns:gn="http://www.3gpp.org/ftp/specs/archive/32_series/32.656#geranNrm" xmlns:sm="http://www.3gpp.org/ftp/specs/archive/32_series/32.676#stateManagementIRP"
targetNamespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.766#eutranNrm" elementFormDefault="qualified">

  <import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.626#genericNrm"/>

  <import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.756#epcNrm"/>

  <import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.646#utranNrm"/>

  <import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.656#geranNrm"/>

  <import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.676#stateManagementIRP"/>

  <complexType name="IpAddressList">

    <sequence>

      <element name="ipAddress" type="string" minOccurs="0" maxOccurs="unbounded"/>

    </sequence>

  </complexType>

  <simpleType name="EnbId">

    <restriction base="unsignedLong">

      <maxInclusive value="268435455"/>

    </restriction>

  </simpleType>
  <simpleType name="CellLocalId">

    <restriction base="unsignedShort">

      <maxInclusive value="255"/>

    </restriction>

  </simpleType>

  <simpleType name="cellSize">

    <restriction base="string">

      <enumeration value="verysmall"/>

      <enumeration value="small"/>

      <enumeration value="medium"/>
      <enumeration value="large"/>
    </restriction>

  </simpleType>

  <simpleType name="allowedAccessClassesElementType">

    <restriction base="string">

      <enumeration value="EmergencyCall"/>

      <enumeration value="ForPLMNUse"/>
      <enumeration value="SecurityServices"/>
      <enumeration value="PublicUtilities"/>
      <enumeration value="EmergencyServices"/>
      <enumeration value="PLMNStaff"/>
    </restriction>
</simpleType>

  <complexType name="allowedAccessClassesType">

    <sequence minOccurs="0" maxOccurs="6">

      <element name="allowedAccessClassesElement" type="en:allowedAccessClassesElementType"/>

    </sequence>

  </complexType>
  <complexType name="PLMNId">

    <sequence>

      <element name="mcc" type="short"/>

      <element name="mnc" type="short"/>

    </sequence>

  </complexType>

  <complexType name="PLMNIdList">

    <sequence>

      <element name="pLMNId" type="en:PLMNId" maxOccurs="6"/>
      <!-- The first pLMNId of the pLMNIdList is primary PLMN id -->
    </sequence>

  </complexType>
  <simpleType name="Pci">

    <restriction base="unsignedShort">

      <maxInclusive value="503"/>

      <!-- Minimum value is 0, maximum value is 3x167+2=503 -->

    </restriction>

  </simpleType>

  <complexType name="PciList">

    <sequence>

      <element name="pci" type="en:Pci" maxOccurs="504"/>

    </sequence>

  </complexType>

  <simpleType name="cellResvInfo">
    <restriction base="string">

      <enumeration value="reservedCell"/>

      <enumeration value="nonReservedCell"/>
    </restriction>

  </simpleType>
    <simpleType name="mbsfnAreaId">

     <restriction base="unsignedLong">

    <maxInclusive value="255"/>
     </restriction>

   </simpleType>
  </simpleType>

  <simpleType name="cellOutageCompensationValue">

    <restriction base="string">

      <enumeration value="noOutageCompensation"/>

      <enumeration value="cOCStarted"/>

      <enumeration value="cOCFailure"/>

      <enumeration value="cOCCompletedSuccessfully"/>

      <enumeration value="cOCCompletedWithoutSuccess"/>
      <enumeration value="cOCDeactivating"/>
      <enumeration value="cOCDeactivationFailure"/>

      <enumeration value="cOCDeactivationCompletedWithoutSuccess"/>

    </restriction>

  </simpleType>

  <complexType name="outageCompensationStatus">

    <sequence minOccurs="1" maxOccurs="1">

      <element name="cellOutageCompensationValue" type="en:cellOutageCompensationValue" 

      minOccurs="1" maxOccurs="1"/>

      <element name="elementList" type="xn:dnList" minOccurs="0" maxOccurs="1"/>

    </sequence>

  </complexType>
  <element name="OutageCompensationInformation">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="1">

              <complexType>

                <all>

                  <element name="cellOutageCompensationStatus" 
                           type="en:CellOutageCompensationStatus" 
                    minOccurs="1"/>

                  <element name="isCOCAllowed" type="boolean" 
                    minOccurs="1"/>

                </all>
              </complexType>

            </element>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="ENBFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <element name="userLabel" type="string"/>

                  <element name="enbId" type="en:EnbId" minOccurs="0"/>
                  <element name="x2BlackList" type="xn:dnList" minOccurs="0"/>

                  <element name="x2WhiteList" type="xn:dnList" minOccurs="0"/>

                  <element name="x2HOBlackList" type="xn:dnList" minOccurs="0"/>

                  <element name="x2IpAddressList" type="string" minOccurs="0"/>

                  <!-- linkList attribute is to be added when defined in the IS -->

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="en:EUtranCellFDD"/>

              <element ref="en:EUtranCellTDD"/>

              <element ref="epc:EP_RP_EPS"/>

              <element ref="en:ENBFunctionOptionallyContainedNrmClass"/>

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="RNFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <element name="userLabel" type="string"/>

                  <element name="rnId" type="en:rnId" minOccurs="0"/>
                  <!-- linkList attribute is to be added when defined in the IS -->

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">
              <element ref="epc:EP_RP_EPS"/>
              <element ref="en:RNFunctionOptionallyContainedNrmClass"/>

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="DENBFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <element name="userLabel" type="string"/>

                  <element name="deNBId" type="en:deNBId" minOccurs="0"/>
                  <!-- linkList attribute is to be added when defined in the IS -->

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="en:EUtranCellFDD"/>

              <element ref="en:EUtranCellTDD"/>

              <element ref="epc:EP_RP_EPS"/>
              <element ref="en:DENBFunctionOptionallyContainedNrmClass"/>

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>


</element>
  <element name="ExternalRNFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <element name="userLabel" type="string"/>

                  <element name="rnId" type="en:rnId" minOccurs="0"/>
                  <!-- linkList attribute is to be added when defined in the IS -->

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">
              <element ref="epc:EP_RP_EPS"/>
              <element ref="en:ExternalRNFunctionOptionallyContainedNrmClass"/>

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="ExternalDENBFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <element name="userLabel" type="string"/>

                  <element name="deNBId" type="en:deNBId" minOccurs="0"/>
                  <!-- linkList attribute is to be added when defined in the IS -->

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="en:EUtranCellFDD"/>

              <element ref="en:EUtranCellTDD"/>

              <element ref="epc:EP_RP_EPS"/>
              <element ref="en:ExternalDENBFunctionOptionallyContainedNrmClass"/>

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>
   </element>
  <element name="ExternalENBFunction" substitutionGroup="xn:SubNetworkOptionallyContainedNrmClass">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <element name="userLabel" type="string"/>

                  <element name="enbId" type="en:EnbId" minOccurs="0"/>
                  <!-- Attributes are to be added when defined in the IS -->

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="en:ExternalEUtranCellFDD"/>

              <element ref="en:ExternalEUtranCellTDD"/>

              <element ref="en:ExternalENBFunctionOptionallyContainedNrmClass"/>

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="EUtranCellFDD">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EUtranGenericCell-->

                  <element name="userLabel" type="string"/>

                  <element name="cellLocalId" type="en:CellLocalId"/>

                  <element name="cellSize" type="en:cellSize"/>
                  <element name="pLMNIdList" type="en:PLMNIdList"/>
                  <element name="tac" type="long"/>

                  <element name="pci" type="en:Pci"/>

                  <element name="pciList" type="en:PciList" minOccurs="0"/>

                  <element name="maximumTransmissionPower" type="short"/>

                  <element name="partOfSectorPower" type="short" minOccurs="0"/>

                  <element name="referenceSignalPower" type="short"/>

                  <element name="pb" type="short"/>
                  <element name="relatedTmaList" type="xn:dnList" minOccurs="0"/>

                  <element name="relatedAntennaList" type="xn:dnList" minOccurs="0"/>

                  <element name="relatedSector" type="xn:dn" minOccurs="0"/>

                  <element name="operationalState" type="sm:operationalStateType" minOccurs="0"/>

                  <element name="administrativeState" type="sm:administrativeStateType" 

                                minOccurs="0"/>

                  <element name="availabilityStatus" type="sm:availabilityStatusType" 

                                minOccurs="0"/>

                  <element name="allowedAccessClasses" type="en:allowedAccessClassesType"/>

                  <element name="cellResvInfo" type="en:cellResvInfoType" minOccurs="0"/>
                  <!-- End of inherited attributes from EUtranGenericCell -->

                  <element name="earfcnDl" type="short"/>

                  <element name="earfcnUl" type="short"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="en:EUtranRelation"/>

              <element ref="en:Cdma2000Relation"/>

              <element ref="gn:GsmRelation"/>

              <element ref="un:UtranRelation"/>

              <element ref="en:EUtranCellFDDOptionallyContainedNrmClass"/>

              <element ref="xn:VsDataContainer"/>

            </choice>

            <choice minOccurs="0" maxOccurs="1">

              <element ref="en:OutageCompensationInformation"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="ExternalEUtranCellFDD" substitutionGroup="xn:SubNetworkOptionallyContainedNrmClass">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from ExternalEUtranGenericCell-->

                  <element name="userLabel" type="string"/>

                  <element name="pci" type="en:Pci"/>

                  <element name="pLMNIdList" type="en:PLMNIdList"/>

                  <element name="cellLocalId" type="en:CellLocalId"/>
                  <element name="enbId" type="en:EnbId" minOccurs="0"/>
                  <!-- End of inherited attributes from ExternalEUtranGenericCell -->

                  <element name="earfcnDl" type="short"/>

                  <element name="earfcnUl" type="short"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="en:ExternalEUtranCellFDDOptionallyContainedNrmClass"/>

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="EUtranCellTDD">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EUtranGenericCell-->

                  <element name="userLabel" type="string"/>

                  <element name="cellLocalId" type="en:CellLocalId"/>

                  <element name="cellSize" type="en:cellSize"/>
                  <element name="pLMNIdList" type="en:PLMNIdList"/>
                  <element name="tac" type="long"/>

                  <element name="pci" type="en:Pci" />

                  <element name="pciList" type="en:PciList" minOccurs="0"/>

                  <element name="maximumTransmissionPower" type="short"/>

                  <element name="partOfSectorPower" type="short" minOccurs="0"/>

                  <element name="referenceSignalPower" type="short"/>

                  <element name="pb" type="short"/>
                  <element name="relatedTmaList" type="xn:dnList" minOccurs="0"/>
                  <element name="relatedAntennaList" type="xn:dnList" minOccurs="0"/>
                  <element name="relatedSector" type="xn:dn" minOccurs="0"/>
                  <element name="operationalState" type="sm:operationalStateType" minOccurs="0"/>

                  <element name="administrativeState" type="sm:administrativeStateType" 

                                minOccurs="0"/>

                  <element name="availabilityStatus" type="sm:availabilityStatusType" 

                                minOccurs="0"/>

                  <element name="allowedAccessClasses" type="en:allowedAccessClassesType"/>

                  <element name="cellResvInfo" type="en:cellResvInfoType" minOccurs="0"/>
                  <!-- End of inherited attributes from EUtranGenericCell -->

                     <element name="earfcn" type="short"/>

                     <element name="sfAssignment" type="short"/>

                  <element name="specialSfPatterns" type="short"/>
                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="en:EUtranRelation"/>

              <element ref="en:Cdma2000Relation"/>

              <element ref="gn:GsmRelation"/>

              <element ref="un:UtranRelation"/>

              <element ref="en:EUtranCellTDDOptionallyContainedNrmClass"/>

              <element ref="xn:VsDataContainer"/>

            </choice>

            <choice minOccurs="0" maxOccurs="1">

              <element ref="en:OutageCompensationInformation"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="ExternalEUtranCellTDD" substitutionGroup="xn:SubNetworkOptionallyContainedNrmClass">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from ExternalEUtranGenericCell-->

                  <element name="userLabel" type="string"/>

                  <element name="pci" type="en:Pci"/>
                  <element name="pLMNIdList" type="en:PLMNIdList"/>

                  <element name="cellLocalId" type="en:CellLocalId"/>
                  <element name="enbId" type="en:EnbId" minOccurs="0"/>
                  <!-- End of inherited attributes from ExternalEUtranGenericCell -->
                    <element name="earfcn" type="short"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="en:ExternalEUtranCellTDDOptionallyContainedNrmClass"/>

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="EUtranRelation">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <element name="tCI" type="long" minOccurs="0"/>

                  <element name="isRemoveAllowed" type="boolean" minOccurs="0"/>

                  <element name="isHOAllowed" type="boolean" minOccurs="0"/>

                  <element name="isICICInformationSendAllowed" type="boolean" minOccurs="0"/>
                  <element name="isLBAllowed" type="boolean" minOccurs="0"/>

                  <element name="adjacentCell" type="xn:dn"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="en:EUtranRelationOptionallyContainedNrmClass"/>

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="Cdma2000Relation">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <element name="adjacentSector" type="xn:dn"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="en:Cdma2000RelationOptionallyContainedNrmClass"/>

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="Link_ENB_ENB" substitutionGroup="xn:SubNetworkOptionallyContainedNrmClass">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from Link -->

                  <element name="aEnd" type="xn:dn"/>

                  <element name="linkType" type="xn:linkType" minOccurs="0"/>

                  <element name="protocolName" type="string" minOccurs="0"/>

                  <element name="protocolVersion" type="string" minOccurs="0"/>

                  <element name="userLabel" type="string"/>

                  <element name="zEnd" type="xn:dn"/>

                  <!-- End of inherited attributes from Link -->

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="en:Link_ENB_ENBOptionallyContainedNrmClass"/>

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

<element name="MCEFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- Attributes are to be added when defined in the IS -->

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="en:MCEFunctionOptionallyContainedNrmClass"/>
                 <element ref="en:MBSFNArea"/>
              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>
  <element name="MBSFNArea" >

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>
                   <element name="mbsfnAreaId" type="en:mbsfnAreaIdType" minOccurs="0"/>
                   <element name="cellIdList" type="xn:dnList" minOccurs="0"/>
                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="en:MBSFNAreaOptionallyContainedNrmClass"/>

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>
<element name="Link_MCE_ENB" substitutionGroup="xn:SubNetworkOptionallyContainedNrmClass">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from Link -->

                  <element name="aEnd" type="xn:dn" minOccurs="0"/>

                  <element name="linkType" type="xn:linkType" minOccurs="0"/>

                  <element name="protocolName" type="string" minOccurs="0"/>

                  <element name="protocolVersion" type="string" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <element name="zEnd" type="xn:dn" minOccurs="0"/>

                  <!-- End of inherited attributes from Link -->

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="en:Link_MCE_ENBOptionallyContainedNrmClass"/>
              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>
<element name="Link_MCE_MME" substitutionGroup="xn:SubNetworkOptionallyContainedNrmClass">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from Link -->

                  <element name="aEnd" type="xn:dn" minOccurs="0"/>

                  <element name="linkType" type="xn:linkType" minOccurs="0"/>

                  <element name="protocolName" type="string" minOccurs="0"/>

                  <element name="protocolVersion" type="string" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <element name="zEnd" type="xn:dn" minOccurs="0"/>

                  <!-- End of inherited attributes from Link -->

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="en: Link_MCE_MMEOptionallyContainedNrmClass"/>

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>
  </element>

  <element name="SectorEquipmentFunction" substitutionGroup="xn:SubNetworkOptionallyContainedNrmClass">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <element name="fqBand" type="short" minOccurs="0"/>

                  <element name="confOutputPower" type="short" minOccurs="0"/>

                  <element name="relatedTmaList" type="xn:dnList" minOccurs="0"/>

                  <element name="relatedAntennaList" type="xn:dnList" minOccurs="0"/>

                  <element name="relatedEUtranCellList" type="xn:dnList" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="en:SectorEquipmentFunctionOptionallyContainedNrmClass"/>

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>
  <!--  The element definition for EP_RP_EPS is available through 

        the epcNrm.xsd (3GPP TS 32.756), by using epc:EP_RP_EPS -->
  <element name="ENBFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>

  <element name="ExternalENBFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>

  <element name="EUtranCellFDDOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>

  <element name="ExternalEUtranCellFDDOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>

  <element name="EUtranCellTDDOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>

  <element name="ExternalEUtranCellTDDOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>

  <element name="EUtranRelationOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>

  <element name="SectorEquipmentFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>
  <element name="Cdma2000RelationOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>

  <element name="Link_ENB_ENBOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>
  <element name="MCEFunctionOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>
  <element name="Link_MCE_ENBOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>
  <element name="Link_MCE_MMEOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>
  <element name="MBSFNAreaOptionallyContainedNrmClass" type="xn:NrmClass" abstract="true"/>
</schema>
	End of changes


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. ei.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR wre to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





