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4.3.3.3
AoC and Realtime Transfer of Tariff Information

The AoC service shall receive the tariff or cost provided in real time by the external network or service provider (e.g. interconnection scenarios or 3rd party services), according to TS 29.658 [209]. The AoC information, provided to the UE, may take the provided information into consideration.
NOTE: This feature is valid only for AoCI service in this release.
	Next Change


6.4 
AoC subscription and formatting parameters

AoC-related subscription and formatting parameters are stored in the HSS and retrieved via Sh. (see  TS 29.364 [211]). 
There are two sets of parameters retrieved from the HSS:

· Subscription based – general parameters pertaining the service registered per subscriber

· Formatting based – UE presentation preferences parameters

The subscription parameters are listed in table 6.4.1. The formatting parameters are listed in table 6.4.2.

	Parameter
	Description
	Values

	AoC Service
	A paired list of AoC Service type and AoC Service obligatory type
	

	· AoC service type

	Defines the type of AoC information to be provided to the subscriber.
	AoC-S

AoC-D

AoC-E

None

	· AoC service obligatory type
	Defines whether AoC information is binding or non binding.

	AoC for Information (AoCI)

AoC for Charging (AoCC)

	Preferred AoC currency
	Defines the currency preferred by the subscriber


	Currency



Table 6.4.1: AoC Subscription parameters
	Parameter
	Description
	Values

	AoC format
	Defines the format of the AoC information sent to the UE.


	Monetary Charging Information Element

non-Monetary Charging Information Element

Charge Advice Information (CAI)



Table 6.4.2: AoC formatting parameters
The following additional rules are applicable for AoC:

Any combination of AoC service obligatory types and the AoC service types may co-exist.
	End of change
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