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1
Decision/action requested

Clean up of references and abbreviations sections.
2
References

[1]
3GPP TS 32.276 v1.2.0, Voice Call Service (VCS) Charging
3
Rationale

1. Several references are not used and should be removed.

2. References in text should be added to list.

3. Renumbering of one reference to remove overlap with other charging TS use of that same number.

4. Several abbreviations are not used and should be removed.
4
Detailed proposal

It is proposed that the references and abbreviations be cleaned up as specified in the following changes.
First change
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 32.240: "Telecommunication management; Charging management; Charging Architecture and Principles".

[2]-[9]
Void.

[10]
3GPP TS 32.250: "Telecommunication management; Charging management; Circuit Switched (CS) domain charging".

[11]
3GPP TS 32.251: "Telecommunication management; Charging management; Packet Switched (PS) domain charging".

[11]-[19]
Void.

[20]
3GPP TS 32.260: "Telecommunication management; Charging management; IP Multimedia Subsystem (IMS) charging".

[21]-[29]
Void.
[30]
3GPP TS 32.270: "Telecommunication management; Charging management; Multimedia Messaging Service (MMS) charging".






[31]-[49]
Void.

[50]
3GPP TS 32.299: "Telecommunication management; Charging management; Diameter charging application".





[51]-[55]
Void.

[56]
3GPP TS 32.293: "Telecommunication management; Charging management; Proxy Function".

[57]-[99]
Void.

[100]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[101]
Void.
[102]
Void.
[103]
3GPP TS 23.002: "Network Architecture".

[104]-[199]
Void.

[200]-[206]
Void.

[207]
3GPP TS 23.078: "Customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2".

[208]-[211]
Void.

[212]
3GPP TS 29.078: "Customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification".

[213]-[233]
Void.

[234]
3GPP TS 29.163: "Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks".

[232]-[297]
Void.

[298]
EU Roaming regulation III; Structural Solutions; High Level Technical Specifications

[299]
EU Roaming regulation III; Interface & Protocol; Detailed Technical Specifications


[300]-[399]
Void.
[400]-[499]
Void.
[500]-[599]
Void.
Second change
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [100] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [100].


3GPP
3rd Generation Partnership Project

CAMEL
Customized Applications for Mobile network Enhanced Logic

CAP
CAMEL Application Part

CCA
Credit Control Answer

CCR
Credit Control Request



CS
Circuit Switched


CTF
Charging Trigger Function

DCCA
Diameter Credit Control Application

DP
Detection Point




EU
European Union

GMSC
Gateway MSC

gsmSCF
GSM Service Control Function
gsmSRF
GSM Specialized Resource Function
gsmSSF
GSM Service Switching Function

GSM
Global System for Mobile communication

HLR
Home Location Register

HPLMN
Home PLMN




IMSI
International Mobile Subscriber Identity

ISDN
Integrated Services Digital Network









MF
Mobile Forwarded



MO
Mobile Originated



MS
Mobile Station

MSC
Mobile services Switching Centre

MSISDN
Mobile Station ISDN number


MT
Mobile Terminated








OCS
Online Charging System


PLMN
Public Land Mobile Network












UMTS
Universal Mobile Telecommunications System




VCS
Voice Call Service

VLR
Visitor Location Register




Third change
6.3.1.1
VCS charging information assignment for Service Information

The VCS information element used for voice call service charging is provided in the Service Information information element.

Table 6.3.1.1.1: Service Information used for VCS charging

	Information Element
	Category
	Description

	Service Information
	OM
	A set of information elements holding the specific parameters as defined in TS 32.299 [50]. 

	     IMS Information
	OC
	This is a structured information element and holds IMS specific parameters. The complete structure is defined in TS 32.260 [20].

	          Node Functionality
	M
	This information element contains the function of the node: i.e. “Proxy-Function”.

	          Role Of Node
	OM
	This information element specifies whether the Proxy Function is serving an Originating (MO) call, a Terminating (MT) call, or an Forwarding (MF) call.

	          Calling Party Address
	OM
	This information element contains the Calling Part Number converted from the CS domain to a Tel or SIP URI as per TS 29.163 [234] for the P-Asserted-Identity header.

NOTE: The address presentation restriction indication would be utilized for the transformation as per TS 29.163 [234] but would not be included directly for charging purposes as this is not currently utilized for CS domain or IMS charging.

	          Called Party Address
	OM
	This information element contains the Called Party Number converted from the CS domain to a Tel or SIP URI as per TS 29.163 [234] for the Request-URI.

	          Requested Party Address
	OC
	This information element contains the Called Party BCD Number converted from the CS domain to a Tel or SIP URI as per TS 29.163 [234] for the Request-URI. 

	          Service Specific Info
	OC
	This field contains service specific data.

	     PS Information
	OC
	This is a structured information element and holds PS specific parameters. The complete structure is defined in TS 32.251 [11].

	          User Location Info
	OC
	Used based on the definition in TS 32.251 [11].

	          MS TimeZone
	OC
	Used based on the definition in TS 32.251 [11].

	          User Location Info Time
	OC
	Used based on the definition in TS 32.251 [11].

	     VCS Information
	OM
	A set of information element holding the VCS parameters. The details are defined in clause 6.3.1.2.


End of changes
