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	1st Modified Section


4.4.1
Attribute properties

The following table defines the properties of attributes specified in the present document.

Table 6.13: Attributes
	Attribute Name
	Documentation and Allowed values
	Properties

	GSMCell.bcc
	Base station colour code, BCC (part of BSIC). Ref 3GPP TS 44.018 [4].

See Ref 3GPP TS 44.018 [4]. 

allowedValues: N/A


	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False



	ExternalGSMCell.bcc
	Base station colour code, BCC (part of BSIC). Ref 3GPP TS 44.018 [4].

See Ref 3GPP TS 44.018 [4]. 

allowedValues: N/A


	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False



	GSMRelation.bcc
	Base station colour code, BCC (part of BSIC. Ref 3GPP TS 44.018 [4]) for another GSM cell or the external GSM cell, that is broadcast in System Information in the Cell. 

See Ref 3GPP TS 44.018 [4]. 

allowedValues: N/A


	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False



	ExternalGsmCell.bcchFrequency
	This attribute contains the absolute radio frequency channel number of the BCCH channel of the GSM cell.

allowedValues: N/A


	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False



	GSMRelation.bcchFrequency

	This attribute contains the absolute radio frequency channel number of the BCCH channel of another GSM cell or the external GSM cell, that is broadcast in System Information in the Cell.

allowedValues: N/A


	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False



	cellAllocation
	This attribute defines the set of radio frequencies allocated and available to a cell, the first element sets the BCCH frequency, Ref 3GPP TS 44.018 [4].

See Ref 3GPP TS 44.018 [4].

allowedValues: N/A


	type: Integer

multiplicity: 0..*

isOrdered: False

isUnique: True

defaultValue: None

isNullable: False



	cellIdentity
	Cell Identity (Ref 3GPP TS 24.008 [3]).

See Ref 3GPP TS 24.008 [3].

allowedValues: N/A


	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False



	hoppingSequenceList
	
This attribute defines a sequence of structures. Each structure has two elements. One element carries the MA as defined in 44.018 [4] and the other element carries the HSN as defined in 45.502 [6].


allowedValues: N/A

	

type: <<datatype>>
multiplicity: 1
isOrdered: False

isUnique: True

defaultValue: None

isNullable: False
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