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1. Overall Description:

End of 2013, SA5 initiated a new WID on OAM aspects of network sharing. SA5 is creating TS 32.130 (Network sharing; Concepts and requirements) and would like clarification for the following questions:

1. Radio resources sharing policies: SA5 would like to know which, in MOCN and GWCN, radio resources sharing policies are supported in Rel-12:
· Radio resources of a shared cell are fully pooled (UEs served on a first come first served basis with no preference between the sharing operators); 

· Radio resources of a shared cell are fully split between the sharing operators (e.g. 60% for Operator A, 40% for Operator B);

· Radio resources of a shared cell are partially split between sharing operators (e.g. 40% for Operator A, 30% for Operator B), the rest (i.e. 30%) being pooled between Operator A and Operator B;
· Can these policies be supported at the cell level and can different cells in a shared BTS/(e)NodeB have different policies? For example, in a shared three cells BTS/(e)NodeB, radio resources of cell #1 are dedicated to Operator A, while radio resources of cell #2 are dedicated to Operator B and cell #3 is shared according to any other policy described above.

· Are any other policies supported?

2. Access control: In 3GPP TS 22.011 Section 4.3.1, the following is stated: "In the case of multiple core networks sharing the same access network, the access network shall be able to apply Access Class Barring for the different core networks individually". According to this statement, is it possible for each sharing operator to define their own Access Class (for example, in a shared cell, Operator A wants to allow only emergency services for their subscribers while Operator B allows all services for their subscribers)?
3. Quality of service measurement: SA5 is in charge of delivering specifications for performance management. In particular, TS 32.425 (Performance measurements Evolved Universal Terrestrial Radio Access Network (E-UTRAN)) defines measurements for E-UTRAN. In the case where radio resources can be split among sharing operators, which types of performance indicators can be measured on a per PLMN ID basis (e.g. Failed RRC connection establishments)?
2. Actions:

To [RAN3] groups.
ACTION: 
SA5 requests RAN3 to provide guidance to SA5 questions raised above.
Date of Next SA5 Meetings:
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