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1
Decision/action requested

Propose Ro message content and charging Parameter Descriptions for ProSe to the TS 32.277.
2
References

 [1]
3GPP TS 32.277 Proximity-based Services (ProSe) charging
3
Rationale

This contribution provides the proposed ProSe Ro message content and charging Parameter Descriptions to the TS 32.277.
4
Detailed proposal
First Change
6.2
Data description for ProSe online charging

6.2.1
Ro message contents
6.2.1.1
General
The ProSe Online Charging uses the Debit / Reserve Units Request and Debit / Reserve Units Response messages defined in TS 32.299 [50].

Table 6.2.1.1.1 describes the use of these messages for online charging.

Table 6.2.1.1.1: Online charging messages reference table 

	Message
	Source
	Destination

	Debit / Reserve Units Request
	ProSe Function 
	OCS

	Debit / Reserve Units Response
	OCS
	ProSe Function


6.2.1.2
Debit / Reserve Units Request message

Table 6.2.1.2.1 illustrates the basic structure of a Debit / Reserve Units Request message from the ProSe Function as used for ProSe online charging.

Table 6.2.1.2.1: Debit / Reserve Units Request message contents
	Information Element
	Category
	Description

	Session Identifier
	M
	Described in TS 32.299 [50]

	Originator Host
	M
	Described in TS 32.299 [50]

	Originator Domain
	M
	Described in TS 32.299 [50]

	Destination Domain
	M
	Described in TS 32.299 [50]

	Operation Type
	M
	Described in TS 32.299 [50]

	Operation Number
	M
	Described in TS 32.299 [50]

	Operation Identifier
	OM
	Described in TS 32.299 [50]

	User Name
	OC
	Described in TS 32.299 [50]

	Destination Host
	OC
	Described in TS 32.299 [50]

	Operation Interval
	OC
	Described in TS 32.299 [50]

	Origination State
	OC
	Described in TS 32.299 [50]

	Origination Timestamp
	OC
	Described in TS 32.299 [50]

	Proxy Information
	OC
	Described in TS 32.299 [50]

	Route Information
	OC
	Described in TS 32.299 [50]

	Operation Token
	OM
	Described in TS 32.299 [50]

	Service Information
	OM
	This field holds the ProSe specific information described in clause 6.3


NOTE:
Detailed descriptions of the information elements are provided in TS 32.299 [50].
6.2.1.3
Debit / Reserve Units Response message

Table 6.2.1.3.1 illustrates the basic structure of a Debit / Reserve Units Response message as used for the ProSe function. 

Table 6.2.1.3.1: Debit / Reserve Units Response message contents

	Information Element
	Category
	Description

	Session Identifier
	M
	Described in TS 32.299 [50]

	Operation Result
	M
	Described in TS 32.299 [50]

	Originator Host
	M
	Described in TS 32.299 [50]

	Originator Domain
	M
	Described in TS 32.299 [50]

	Operation Type
	M
	Described in TS 32.299 [50]

	Operation Number
	M
	Described in TS 32.299 [50]

	Operation Identifier
	OM
	Described in TS 32.299 [50]

	Operation Interval
	OC
	Described in TS 32.299 [50]

	Error Reporting Host
	OC
	Described in TS 32.299 [50]

	Origination State
	OC
	Described in TS 32.299 [50]

	Origination Timestamp
	OC
	Described in TS 32.299 [50]

	Proxy Information
	OC
	Described in TS 32.299 [50]


NOTE:
Detailed descriptions of the information elements are provided in TS 32.299 [50].

Next Change
6.3.2
Formal ProSe charging parameter description

6.3.2.1
ProSe CDR parameters
The detailed definitions, abstract syntax and encoding of the Prose CDR parameters are specified in TS 32.298 [51].
6.3.2.2
ProSe AVPs

The detailed definitions of Prose AVPs are specified in TS 32.299 [50].
End of Change
