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1
Decision/action requested

Agreement on structure of key issues discussion and resolution.
2
References

[1]
3GPP TR 32.849 Study on Charging aspects on Roaming End-to-end scenarios with VoLTE IMS and interconnecting networks 
[2]
3GPP TR 29.949 Study on Technical aspects on Roaming End-to-end scenarios with VoLTE IMS and other networks
3
Rationale

Proposal of a an update for the callflow section. The main question is how to proceed with this sections.
4
Detailed proposal

It is proposed that TR 32.849 be updated with the following changes.
First change
5.7
Routeing from originating visited network to terminating home network

This subclause describes routeing from the originating visited network to the terminating home network including transit network scenarios.
The signalling and the media path between the originating visited network and the terminating home network might be based on SIP/PS or CS/TDM interconnection interfaces.

NOTE 1: This is different from some other IC scenarios discussed in this document for which SIP/PS interconnection is a mandatory pre-requisite.

The scenario appears after the "originating roaming with loopback" according to clause 5.4 has taken place. I.e. the call has already been set-up from the P-CSCF in the originating visited network via IMS in the originating home network back to the TRF in the originating visited network.

From viewpoint of the originating visited network it doesn’t matter whether the call originates from an own user served by an own S-CSCF or from a roaming inbound user served by the TRF. In both cases the originating visited network will set-up an outgoing call leg via an IBCF acting as an exit point (MGCF, if CS IC applies) towards the destination network. Hereby the path might be established via IC networks. The destination (i.e. in this case the address of the terminating home network) used for routing is given by the request line provided by the originating visited network (CdPty in case of CS IC).

From the viewpoint of the IC network and from the viewpoint of the terminating home network the routing and call handling does not differ from calls originated in any other network. I.e. the fact that the call is originated by a roamer is neither visible nor required/used for any proceeding.

NOTE 2: Even if a calling party identity (P-Asserted-Identity header field, From header field) is present and not within the number range of the originating visited network this does not indicate that the originating party is an inbound roamer within the originating visited network which sets up the call. Number portability and forwarding services might result in the same effect. In any case a mismatch between the calling party identity and address range of the originating visited network does not result in any deviating routing procedures within IC or terminating home network.

End of changes
