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1
Decision/action requested

Approval
2
References

[1]

TR 32.838 V1.1.0 (2014-09) Gap analysis between 3GPP SA5 specifications and NGMN Top Operational Efficiency (OPE) Recommendations
3
Rationale

Fill the section 7.2 of the TR 32.838.
4
Detailed proposal

	"SON should support the automatic parameter optimization for the following use case: 

Automatic optimization of mobility and handover related parameters (i.e. cell individual offsets, down tilts, Event A related parameters) in dependency of related KPIs."

	Relevant 3GPP specifications:


	Support status


	Item
	Description
	Action
	Related CR(s)
	Status 

	1
	
	
	
	


	"SON should support the automatic parameter optimization for the following use case: 

Automatic optimization of cells or services in outage based on an unambiguous detection of this outage."

	Relevant 3GPP specifications:


	Support status


	Item
	Description
	Action
	Related CR(s)
	Status 

	1
	
	
	
	


	"Optimization for identified parameters can be done within a value range, defined by the operator. 
Note: operator and supplier providing a SON solution have to consider that the configuration of a value range eventually could restrict SON functionality leading to less benefits of such a solution. On the other hand without such a definition of a value range SON functionality could lead to negative impacts. It is in interest of supplier and operator to find for every use case the appropriate compromise in form of a well balanced implementation to meet the targets of a specific SON functionality and to avoid side effects. For field solutions the best fitting value range has to be found and to be set as vendor and operator specific parameter(s) if the definition of such a range is applicable for the dedicated use case."

	Relevant 3GPP specifications:

TS 32.522, 28.628, 32.511
	Support status
Partially supported

	Item
	Description
	Action
	Related CR(s)
	Status 

	1
	TS 32.511 contains definition of the attribute maximumDeviationHoTrigger of the IOC EUtranCellSON, that allows the IRPManager to define the maximum allowed absolute deviation of the cell pair specific part of Handover Trigger, from the default point of operation of MRO distributed SON function
	None
	TS 32.522: CR0070R1,

	Closed

	2
	MLB, ICIC, eICIC, CCO SON functions do not have standardized OAM parameters that would allow IRPManager to set a value range for the parameters to be optimized 
	
None
	N/A
	
closed


	"Optimization shall be done with respect to KPIs and parameters not directly related to the use case KPI (i.e. other KPIs shall not become worse than defined thresholds (e.g. handover optimization shall be done with respect to capacity related parameters resp. KPIs)."

	Relevant 3GPP specifications:

TS 32.522, 28.628 
	Support status
Not supported

	Item
	Description
	Action
	Related CR(s)
	Status 

	1
	The Targets defined in TS 32.522, per SON use case, include only KPIs directly related to the use case:
-
Load Balancing Optimization Function
-
Handover (HO) Parameter Optimization Function
-
Capacity and Coverage Optimization Function
-
RACH Optimization Function
	
None
	N/A
	
Closed


	"Dependency between KPIs resp. definition which KPIs shall be considered in addition to use case KPI(s) shall be configurable by the operator."

	Relevant 3GPP specifications:


	Support status
Not supported

	Item
	Description
	Action
	Related CR(s)
	Status 

	1
	There is no standard mechanism for the operator to configure which KPIs shall be considered in addition to use case KPI(s) 
	
None
	N/A
	
Closed


	"Thresholds for start and end point of parameter optimization shall be configurable by the operator."

	Relevant 3GPP specifications:


	Support status


	Item
	Description
	Action
	Related CR(s)
	Status 

	1
	
	
	
	


	"Optimization cycle should be configurable (periodically, event-based)."

	Relevant 3GPP specifications:


	Support status
Not supported

	Item
	Description
	Action
	Related CR(s)
	Status 

	1
	There is no standard mechanism for the operator to configure the optimization cycle of CCO, MLB, MRO, ICIC, RACH
	
None
	N/A
	
Closed


	"Support of centralized / decentralized solution."

	Relevant 3GPP specifications:


	Support status


	Item
	Description
	Action
	Related CR(s)
	Status 

	1
	
	
	
	


	"Degree of automation configurable by the operator.

o Optimization cycle completely automated: yes / no

o Automated import of optimized settings: yes / no"

	Relevant 3GPP specifications:


	Support status
Not supported

	Item
	Description
	Action
	Related CR(s)
	Status 

	1
	There is no standard mechanism for the operator to configure the degree of automation 
	
None
	N/A
	
Closed


	"Import / export function of network status with history and fallback solution."

	Relevant 3GPP specifications:


	Support status


	Item
	Description
	Action
	Related CR(s)
	Status 

	1
	
	
	
	


	"OSS should provide standardized interfaces to planning tools / processes."

	Relevant 3GPP specifications:


	Support status


	Item
	Description
	Action
	Related CR(s)
	Status 

	1
	Ongoing work in 3GPP SA5, Work Item OAM_RPTi 630012 “Radio Planning Tool (RPT) interface “
	
None
	N/A
	Open


	End of modified sections


