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Decision/action requested

This contribution proposes to add a new requirement for reporting of NFVI alarm related to VNF instance
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Rationale
According to the NFV fault management flow, the NFVI alarms related to VNF instance/s are received by VNF Manager and forwarded to EM, and then EM may forward the alarms to NMS/OSS. And the NFVI alarms related to VNF instance(s) may be new kinds of alarm, so it is necessary to clarify that EM should have the capability to support the reporting of the new kinds of alarm caused by NFVI faults related to VNF instance(s).
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Detailed proposal

	1st Modified Section


6.1
Requirements for management of virtualized network

REQ-NFVM_VN-CON-1 The following management functions should be supported: 

· The trace collection mechanism for virtualized nodes shall follow the same trace collection for non-virtualized nodes as defined in TS 32.422

· The performance management for virtualized nodes shall follow the same performance management as defined in TS 32.41x /TS 32.406/ TS 32.407/ TS 32.409.

-  FFS.
REQ-NFVM_VN-CON-X The EM should support the following FM capabilities: 
·  Processing the alarms caused by virtualized resource faults affecting the VNF instance(s).

·  The correlation of necessary alarms seperated from VNF instance fault and relavent virtualized resource faults.

·  The reporting of VNF alarm with the virtualized resource fault information.
REQ-NFVM_VN-CON-Y The VNFM should support the following FM capabilities through Ve-Vnfm-em interface:

· The reporting of alarms caused by virtualized resource faults affecting theVNF instance(s) to EM.
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