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1
Explanation and Justification

SA2 has excluded UE-to-UE relay from release 13. 
******************************************* 1st change *******************************************

9.3
Architecture model for off-network operations

9.3.1
Off-network architectural model diagram

Figure 9.3.1-1 below is the off-network architectural model for the MCPTT system solution, where no relay function is used. 
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Figure 9.3.1-1: Off-network architectural model where no relay function is used



The entities within this model are described in the following clauses and a full functional model is given in subclause 9.3.7.

9.3.2
UE 3

UE3 is a device using ProSe and supporting application(s) related to Off-Network MCPTT service. It is composed of the following functional entities:

-
for MCPTT application services, an MCPTT client as described in subclause 7.4.2.2.1;

-
for signalling control, a signalling user agent as described in subclause 7.4.3.1; and

-
for media, a floor participant as described in subclause 7.4.4.1 and, for centralised floor control, a floor control server as described in subclause 7.4.4.2.
9.3.3
UE 4

UE4 represents one or more devices with the same functionality as UE3.










9.3.7
Off-network functional model

The off-network functional model for the MCPTT system solution, where no relay function is used, is illustrated in figure 9.3.7-1.
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Figure 9.3.7-1: Off-network functional model where no relay function is used

Editor’s note:
The existence of multiple floor control servers is FFS.






9.4
Architecture model for MCPTT roaming

******************************************* End of change ****************************************
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