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1. Introduction
According to SA1 requirement, an MCPTT User can simultaneously have several active MCPTT UEs. This contribution will focus on the requirement and identify the possible requirement to change the existed signalling flow to reflect that case.
2. Discussion 
For each MCPTT user, it may perform the following signalling procedure for getting MCPTT service.

· Service registration

· Affiliation 

· Group call setup( originating side or terminating side)

· Private call setup

· Group management( Being notified about the creation of new group).

These signalling flow may need to be impacted to the case that one MCPTT user logging from mutiples MCPTT Ues. 

This contribution mainly focus on the possible impact to the call setup procedure. If a call(private call or group call) is initiated, MCPTT server need to decide to send call invite/notification to which UE for a MCPTT user logging from mutiple UEs. 
Assuming that it is the primary MCPTT server of a MCPTT User which store the registration information, it seems it should be the primary MCPTT server who can decide which UE the call invite shall be routed to according to the user setting. 
Accordingly, it is proposed to change the flow as the following CR.
**************************Begin of the first change***************************
10.8.2.1.1
Pre-arranged group call

10.8.2.1.1.1
Group call setup

The procedure focuses on the case where an authorized MCPTT user is initiating an MCPTT group call with unicast signalling for communicating with the affiliated MCPTT members of that group.

Procedures in figure 10.8.2.1.1.1-1 are the signalling control plane procedures for the MCPTT client initiating establishment of an MCPTT group call with a pre-arranged group i.e., MCPTT users on client 1, client 2 and client 3 belong to the same group which is defined in the MCPTT group management server.

Pre-conditions:

1.
A pre-arranged group is an MCPTT group that is pre-defined with group identity and member list in the group management server. All members of the group belong to the same MCPTT system.

2.
It is assumed that MCPTT users on MCPTT client 1, MCPTT client 2 and MCPTT client 3 are already registered for receiving MCPTT service and affiliated.
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Figure 10.8.2.1.1.1-1: Pre-arranged group call setup

1.
It is assumed that MCPTT users on MCPTT client 1, client 2 and client 3 are already registered for receiving MCPTT service and affiliated.

2.
User at MCPTT client 1 would like to initiate an MCPTT group call with a selected group (identified by group identity).

NOTE 1:
MCPTT client 1 may not be aware of the affiliation status of other MCPTT clients to the group while initiating the group call.

3.
MCPTT client 1 sends an MCPTT group call request towards the MCPTT server via the SIP core, which hosts the group selected by the user and identified by group identity. The MCPTT group call request also contains the MCPTT group identity, an SDP offer containing one or more media types.
4.
MCPTT server checks whether the user of MCPTT client 1 is authorized to initiate a group call for the selected group. If authorized and the group call is ongoing for that group identity, the MCPTT server adds the requesting MCPTT client 1 to the existing MCPTT group call and notifies the MCPTT client 1 that the MCPTT group call is already in progress. Otherwise, MCPTT server resolves the group identity to determine the members of that group and their affiliation status, based on the information from the group management server.

5.
MCPTT server includes information that it communicates using MCPTT service, offers the same media types or a subset of the media types contained in the initial received request and sends the corresponding MCPTT group call request via the SIP core towards the MCPTT clients of each of those affiliated group members. MCPTT users are notified about the incoming group call.
     For a particular affiliated group member, if it is logging from multiple UEs, MCPTT server will decide to send the MCPTT group call request to:

· - One of the logging UEs according to the user setting information; or
· - All of  logging UEs according to the user setting information;
6.
The receiving MCPTT clients accept the group call MCPTT group call request, and an acknowledgement is sent to the group host MCPTT server.

7.
MCPTT server sends the OK response including the selected media types to the MCPTT client 1 through the signalling path to inform about successful call establishment.

NOTE 2:
Step 7 may occur at any time following step 5b, and prior to step 8 depending on the conditions to proceed with the call.

8.
If the initiating MCPTT user requires the acknowledgement from affiliated MCPTT group members, and the required MCPTT Group Members do not acknowledge the call setup within a configured time (the "acknowledged call setup timeout"), then the MCPTT server may proceed with or abandon the call and then notify the initiating MCPTT user that the acknowledgements did not include all required members. This notification may be sent to the initiating MCPTT user by the MCPTT server more than once during the call when MCPTT users join or leave the MCPTT group call.
9.
MCPTT client 1, client 2 and client 3 have successfully established media plane for communication. MCPTT floor participant 1, floor participant 2 and floor participant 3 exchange floor control information e.g., MCPTT client 1 receives the floor granted information over the established media plane, while the other MCPTT client’s receive floor taken information. MCPTT client 1 indicates to the MCPTT user that the floor is available to send media, while the other MCPTT clients in the group call will be receiving that media.

10.8.2.1.1.2
End group call

The procedures focuses on the case where an MCPTT server initiates the termination of an ongoing MCPTT group call for all the participants of that group call, since at least one of the termination conditions are met e.g., due to hang time expiry, last participant leaving, second last participant leaving, initiator leaving, or minimum number of affiliated MCPTT group members are not present.

NOTE:
The procedure for MCPTT user leaving the group call is a different scenario and not considered in this solution.

Procedures in figure 10.8.2.1.1.2-1 are the signalling control plane procedures for the MCPTT server initiating termination of an ongoing MCPTT group call.
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Figure 10.8.2.1.1.2-1: End group call

1.
It is assumed that MCPTT users on MCPTT client 1, client 2 and client 3 are already part of the ongoing group call (e.g., as a result of pre-arranged group call setup).

2.
MCPTT server would like to terminate the MCPTT group call which is ongoing e.g., due to hang time expiry, due to hang time expiry, last participant leaving, second last participant leaving, initiator leaving, or minimum number of affiliated MCPTT group members are not present.

3.
MCPTT server identifies the participants of the ongoing group call and generates group_call_end to terminate ongoing session.

4. 
MCPTT server sends a group_call_end via SIP core towards each participant of the ongoing group call.

5.
MCPTT users are notified about the termination of the group call.
     For a particular affiliated group member, if it is logging from multiple UEs, MCPTT server will decide to send the MCPTT group_call_end to:

· - One of the logging UEs if one of the logging UEs was invited to the call ; or
· - All of  logging UEs if all the UEs were invited to the call;
6.
MCPTT client(s) receiving group_call_end, acknowledge towards the MCPTT server.

7. MCPTT client 1, client 2 and client 3 have successfully released the floor control and media plane resources associated with the group call that is terminated.

*************************Begin of the next change***********************************

10.8.2.1.1.4.2
Group call setup – terminating side

This procedure is used for group call setup when acknowledgement is required from at least some of the call recipients.
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Figure 10.8.2.1.1.4.2-1: Group call for an MCPTT group defined in partner MCPTT system (terminating)
1.
Partner MCPTT server sends the corresponding group call invite message towards to the primary MCPTT server of the MCPTT client.
2.
The primary MCPTT server determines whether to forwards group call invite message to the MCPTT client based on the user subscription. 
  For a particular affiliated group member, if it is logging from multiple UEs, the primary MCPTT server will decide to send the MCPTT group call request to:

· - One of the logging UEs according to the user setting information; or
· - All of  logging UEs according to the user setting information;
3.
The primary MCPTT server forwards the group call invite message to MCPTT client .

4.
MCPTT user is notified about the incoming group call.

5.
The receiving MCPTT client accepts the group call and a response message is sent to the primary MCPTT server.

6.
The primary MCPTT server forwards the response message to the partner MCPTT server (i.e. group hosting MCPTT server).
*****************************End of the change**********************************
*****************************Begin of the next change**********************************

10.10.2
Private call in on-network
10.10.2.1
Private call within one MCPTT system
10.10.2.1.1
Private call setup in automatic commencement mode

The procedure focuses on the case where an MCPTT user is initiating an MCPTT private call for communicating with another MCPTT user, with or without floor control enabled, in an automatic commencement mode. 

Procedures in figure 10.10.2.1.1-1 are the basic signalling control plane procedures for the MCPTT client initiating establishment of MCPTT private call with the chosen MCPTT user.
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Figure 10.10.2.1.1-1: Private call setup in automatic commencement mode– MCPTT users in the same MCPTT system
1.
It is assumed that MCPTT users on MCPTT client 1 and MCPTT client 2 are already registered for receiving MCPTT service, as per procedure in subclause 10.3.

2.
User at MCPTT client 1 would like to initiate an MCPTT private call for the chosen MCPTT user. In case of private call with floor control, floor control is to be established.

3.
MCPTT client 1 sends an MCPTT private call request towards the MCPTT server (via SIP core) using a service identifier as defined in 3GPP TS 23.228 [5] for MCPTT, for establishing a private call with the MCPTT client 2. The MCPTT private call request contains the MCPTT id of invited user, an SDP offer containing one or more media types, and an automatic commencement mode indication. In case of private call with floor control, the MCPTT private call request also contains an element that indicates that MCPTT client 1 is requesting the floor. The MCPTT client 1 indicates that the call is to be established in automatic commencement mode.
4.
MCPTT server checks whether the MCPTT user at MCPTT client 1 is authorized to initiate the private call, and that MCPTT user at MCPTT client 2 is authorized to receive the private call. The MCPTT server also checks whether the MCPTT user at MCPTT client 1 is authorized to initiate a private call in automatic commencement mode.
5.
MCPTT server may provide a progress indication to MCPTT client 1 to indicate progress in the call setup process.

NOTE:
Step 5 may occur at any time following step 4, and prior to step 9.

6.
If authorized, MCPTT server includes information that it communicates using MCPTT service, offers the same media types or a subset of the media types contained in the initial received request, automatic commencement mode indication and sends the corresponding MCPTT private call request towards the MCPTT client specified in the original MCPTT private call request (MCPTT client 2). If the called MCPTT user has registered to the MCPTT service with multiple MCPTT UEs and has designated the MCPTT UE for receiving the private calls, then the incoming MCPTT private call request is delivered only to the designated MCPTT UE.
    If the MCPTT user associated with MCPTT client 2 is logging from multiple UEs , the MCPTT server will decide to send the MCPTT group call request to:

·     - One of the logging UEs according to the user setting information; or

·    - All of  logging UEs according to the user setting information;
7.
The receiving MCPTT client 2 notifies the user about the incoming private call.

8. The receiving MCPTT client 2 accepts the private call automatically, and an acknowledgement is sent to the MCPTT server (via SIP core).

9.
Upon receiving the the acknowledgement from MCPTT client 2 accepting the private call request, the MCPTT server informs the MCPTT client 1 about successful call establishment.

10.
MCPTT client 1 and MCPTT client 2 have successfully established media plane for communication and either user can transmit media. In case of successful call establishment for private call with floor control request from MCPTT client 1, floor participant at MCPTT client 1 is granted floor by the floor control server, giving it permission to transmit. At the same time floor participant at MCPTT client 2 is informed by the floor control server that floor is taken.

10.10.2.1.2
Private call setup in manual commencement mode 

10.10.2.1.2.1
Description

The information flow in figure 10.10.2.1.2.2-1 is the basic flow for the MCPTT client initiating an MCPTT private call that uses manual commencement mode. The flow may use a floor request in the MCPTT private call request indicating that the originator will be given the floor when the call starts and eliminates the need for a separate initial floor request message during media plane establishment. Alternatively the call initiation may be sent without the floor request, which allows the called party to request the floor first.
10.10.2.1.2.2
Procedure

Both clients are served by the primary MCPTT service provider in figure 10.10.2.1.2.2-1.
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Figure 10.10.2.1.2.2-1: MCPTT private call in manual commencement mode– MCPTT users in the same MCPTT system
1.
MCPTT client 1 and MCPTT client 2 are both registered and their respective users, MCPTT user 1 and MCPTT user 2, are authenticated and authorized to use the MCPTT Service, as per procedure in subclause 10.3.

2.
MCPTT user at MCPTT client 1 would like to initiate a MCPTT private call for the selected MCPTT user. In case of private call with floor control, floor control is to be established. In the case of private call without floor control, both users will have the ability to transmit without floor arbitration.

3.
MCPTT client 1 sends an MCPTT private call request addressed to the MCPTT user identity of MCPTT user 2 using an MCPTT service identifier as defined in 3GPP TS 23.228 [5] (possible for the SIP core to route the request to the MCPTT server). The MCPTT private call request contains the MCPTT id of invited user and an SDP offer containing one or more media types. Commencement mode indication is not included since default is assumed to be manual commencement mode. The MCPTT private call request may also contain a data element that indicates that MCPTT client 1 is requesting the floor, in the case of private call with floor control. The MCPTT client 1 indicates that the call is to be established in manual commencement mode.

4.
The MCPTT server confirms that both MCPTT users are authorized for the private call. The MCPTT server also checks whether the MCPTT user at MCPTT client 1 is authorized to initiate a call in manual commencement mode.
5.
The MCPTT server includes information that it communicates using MCPTT service, offers the same media types or a subset of the media types contained in the initial received request and sends an MCPTT private call request for the call to MCPTT client 2, including the MCPTT user identity of the calling MCPTT user 1. If the called MCPTT user has registered to the MCPTT service with multiple MCPTT UEs and has designated the MCPTT UE for receiving the private calls, then the incoming MCPTT private call request is delivered only to the designated MCPTT UE.
    If the MCPTT user associated with MCPTT client 2 is logging from multiple UEs, the MCPTT server will decide to send the MCPTT group call request to:

·      - One of the logging UEs according to the user setting information; or

·    - All of  logging UEs according to the user setting information;
6.
MCPTT server may provide a progress indication to MCPTT client 1 to indicate progress in the call setup process.
NOTE:
Step 6 may occur at any time following step 4, and prior to step 7b.
7a.
The MCPTT user is alerted. MCPTT client 2 sends an MCPTT ringing to the MCPTT server.

7b.
The MCPTT server sends an MCPTT ringing to MCPTT client 1, indicating that MCPTT client 2 is being alerted.

8.
MCPTT user 2 has accepted the call using manual commencement mode (i.e., has taken some action to accept via the user interface) which causes MCPTT client 2 to send an OK to the MCPTT server. If MCPTT user 2 has not accepted the incoming call, the MCPTT client 2 sends a call failure response to the MCPTT server without adding reason for call failure.
9.
The MCPTT server sends an OK to MCPTT client 1 indicating that MCPTT user 2 has accepted the call, including the accepted media parameters.

10.
The media plane for communication is established. Either user can transmit media individually when using floor control. In the case of successful call establishment for private call with floor request from MCPTT client 1, the floor participant associated with MCPTT client 1 is granted the floor initially. At the same time the floor participant associated with MCPTT client 2 is informed that the floor is taken. The meaning of the floor request (give floor initially to originator [client 1], or give floor initially to target [client 2]) may be configurable. In the case of private call without floor control both users are allowed to transmit simultaneously.

10.10.2.1.3
Private call release

10.10.2.1.3.1
Client initiated
The procedure focuses on the case where an MCPTT client is requesting to release an ongoing MCPTT private call (with or without floor control) and the call established in either of the two commencement modes (manual or automatic).

Procedures in figure 10.10.2.1.3.1-1 are the basic signalling control plane procedures for the MCPTT client initiating the release of an ongoing MCPTT private call.
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Figure 10.10.2.1.3.1-1: Private call release – client initiated
1.
It is assumed that MCPTT users on MCPTT client 1 and MCPTT client 2 are already registered for receiving MCPTT service and are involved in private call with or without floor control established either in manual or automatic commencement mode, as described in subclause 10.10.2.1.1 and subclause 10.10.2.1.2.

2.
User at MCPTT client 1 would like to release an ongoing MCPTT private call with MCPTT client 2.

3.
MCPTT client 1 sends an MCPTT call end request towards the MCPTT server (via SIP core), for tearing down the private call with the other client.

4.
MCPTT server sends the corresponding MCPTT call end request towards the MCPTT client specified in the original MCPTT call end request.
If MCPTT user is logging from multiple UEs, MCPTT server will decide to send the MCPTT group_call_end to:

· - One of the logging UEs if one of the logging UEs was invited to the call ;

· - All of  logging UEs if all the UEs were invited to the call;
5.
MCPTT user is notified about the release of the private call.
6.
The receiving MCPTT client 2 acknowledges the MCPTT call end request.
7.
After receiving the MCPTT call end request acknowledgement from MCPTT client 2, the MCPTT server generates an acknowledgement for the MCPTT client 1’s MCPTT call end request.

8.
MCPTT clients release all the media plane resources used for the private call. Further, if the private call was established with floor control, floor control resources are released and MCPTT clients cannot make further requests for floor control or send media.
10.10.2.1.3.2
Server initiated

The procedure focuses on the case where an MCPTT server is terminating an ongoing MCPTT private call (with or without floor control) and the call established in either of the two commencement modes (manual or automatic), upon conditions to terminate call e.g., administrator configured maximum duration for MCPTT private calls has expired or timed out due to MCPTT private call without transmission/reception.

Procedures in figure 10.10.2.1.3.2-1 are the basic signalling control plane procedures for the MCPTT server initiating termination of an ongoing MCPTT private call.
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Figure 10.10.2.1.3.2-1: End private call – server initiated

1.
It is assumed that MCPTT users on MCPTT client 1 and MCPTT client 2 are already registered for receiving MCPTT service and are involved in private call with or without floor control established either in manual or automatic commencement mode.

2.
Upon conditions to terminate call e.g., administrator configured maximum duration for MCPTT private calls has expired or timed out due to MCPTT private call without transmission/reception, the MCPTT server decides to initiate termination of an ongoing MCPTT private call between MCPTT client 1 and MCPTT client 2.

3.
MCPTT server sends a MCPTT call end request towards the MCPTT clients 1 and 2 (via SIP core), for tearing down the private call between them.
If MCPTT user is logging from multiple UEs, MCPTT server will decide to send the MCPTT group_call_end to:

· - One of the logging UEs if one of the logging UEs was invited to the call ;

· - All of  logging UEs if all the UEs were invited to the call;
4.
MCPTT users at client 1 and client 2 are notified about the termination of the private call.

5.
The MCPTT call end request receiving MCPTT clients 1 and 2 acknowledge the request with OK.

6.
MCPTT clients release all the media plane resources used for the private call. Further, if the private call was established with floor control, floor control resources are released and MCPTT clients cannot make further requests for floor control or send media.
10.10.2.2
Private call within several MCPTT systems
10.10.2.2.1
Private call setup in automatic commencement mode – MCPTT users in multiple MCPTT systems
The procedure focuses on the case where an MCPTT user is initiating an MCPTT private call (automatic commencement mode) for communicating with MCPTT user in another MCPTT system with or without floor control enabled. 

Editor's note: How two MCPTT servers interact with each other, with regards to which takes on a controlling function is FFS.

Procedures in figure 10.10.2.2.1-1 are the procedures for the MCPTT client initiating establishment of MCPTT private call with the chosen MCPTT user.
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Figure 10.10.2.2.1-1: Private call setup in automatic commencement mode – users in multiple MCPTT systems

1.
It is assumed that MCPTT users on MCPTT client 1 and MCPTT client 2 are already registered for receiving MCPTT service to their respective MCPTT service provider, as per procedure in subclause 10.3.

2.
MCPTT user at MCPTT client 1 would like to initiate an MCPTT private call for the chosen MCPTT user. In case of private call with floor control, floor control is to be established.

3.
MCPTT client 1 sends an MCPTT private call request towards the home MCPTT server 1 (via SIP core) using a service identifier as defined in 3GPP TS 23.228 [5] for MCPTT, for establishing private call with the MCPTT client 2 registered at MCPTT service provider 2. The MCPTT private call request contains the MCPTT id of invited user, an SDP offer containing one or more media types, and an automatic commencement mode indication. In case of private call with the floor control, the MCPTT private call request also contains an element that indicates that MCPTT client 1 is requesting the floor. The MCPTT client 1 indicates that the call is to be established in automatic commencement mode.
4.
MCPTT server 1 checks whether the MCPTT user at MCPTT client 1 is authorized to initiate the private call. The MCPTT server 1 also checks whether the MCPTT user at MCPTT client 1 is authorized to initiate a call in automatic commencement mode.
5.
MCPTT server 1 may provide a progress indication to MCPTT client 1 to indicate progress in the call setup process.

NOTE:
Step 5 may occur at any time following step 4, and prior to step 11.

6.
If authorized, MCPTT server 1 includes information that it communicates using MCPTT service, offers the same media types or a subset of the media types contained in the initial received request, automatic commencement mode indication and sends the corresponding MCPTT private call request towards the MCPTT system (via SIP core) of the MCPTT client specified in the original MCPTT private call request (MCPTT client 2) i.e., MCPTT server 2.

7. 
MCPTT server 2 checks whether the MCPTT user at MCPTT client 2 is authorized to receive a private call.

8. MCPTT server 2 includes information that it communicates using MCPTT service, offers the same media types or a subset of the media types contained in the initial received request, automatic commencement mode indication and sends the received MCPTT private call request towards the MCPTT client specified in the received MCPTT private call request (i.e., MCPTT client 2)
  If the MCPTT user associated with MCPTT client 2 is logging from multiple UEs, the MCPTT server will decide to send the MCPTT group call request to:

·      - One of the logging UEs according to the user setting information; or

·    -  All of  logging UEs according to the user setting information;
9.
The receiving MCPTT client 2 notifies the user about the incoming private call.

10. The receiving MCPTT client 2 accepts the private call automatically, and an acknowledgement is sent to the MCPTT server 1 (via SIP core and MCPTT server 2).

11.
Upon receiving the MCPTT client 2 acknowledgement accepting the private call request, MCPTT client 1 is informed about successful call establishment.

12.
MCPTT client 1 and MCPTT client 2 have successfully established media plane for communication and either user can transmit media. In case of successful call establishment for private call with implicit floor control request from MCPTT client 1, floor participant at MCPTT client 1 is granted floor by the floor control server at MCPTT service provider 1, giving it permission to transmit. At the same time floor participant at MCPTT client 2 is informed by the floor control server at MCPTT service provider 1 that the floor is taken.

10.10.2.2.2
Private call setup in manual commencement mode – MCPTT users in multiple MCPTT systems

The procedure focuses on the case where an MCPTT user is initiating an MCPTT private call (automatic commencement mode) for communicating with MCPTT user in another MCPTT system with or without floor control enabled. 

Editor's note: How two MCPTT servers interact with each other, with regards to which takes on a controlling function is FFS.

Procedures in figure 10.10.2.2.2-1 are the procedures for the MCPTT client initiating establishment of MCPTT private call with the selected MCPTT user.
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Figure 10.10.2.2.2-1: Private call setup in manual commencement mode – users in multiple MCPTT systems

1.
It is assumed that MCPTT users on MCPTT client 1 and MCPTT client 2 are already registered for receiving MCPTT service to their respective MCPTT service provider, as per procedure in subclause 10.3.

2.
MCPTT user at MCPTT client 1 would like to initiate a MCPTT private call for the selected MCPTT user. In case of private call with floor control, floor control is to be established.

3.
MCPTT client 1 sends an MCPTT private call request towards the home MCPTT server 1 (via SIP core), for establishing private call with the MCPTT client 2 registered at MCPTT service provider 2. In case of private call with the floor control, the MCPTT private call request contains an element that indicates that MCPTT client 1 is requesting the floor. The MCPTT client 1 indicates that the call is to be established in manual commencement mode.

4.
MCPTT server 1 checks whether the MCPTT user at MCPTT client 1 is authorized to initiate the private call. The MCPTT server 1 also checks whether the MCPTT user at MCPTT client 1 is authorized to initiate a call in manual commencement mode.

5.
If authorized, MCPTT server 1 sends the corresponding MCPTT private call request towards the MCPTT system (via SIP core) of the MCPTT client specified in the original MCPTT private call request (MCPTT client 2) i.e., MCPTT server 2.

6.
MCPTT server may provide a progress indication to MCPTT client 1 to indicate progress in the call setup process.

NOTE:
Step 6 may occur at any time following step 4, and prior to step 10.

7. 
MCPTT server 2 checks whether the MCPTT user at MCPTT client 2 is authorized to receive a private call.

8. MCPTT server 2 sends the received MCPTT private call request towards the MCPTT client specified in the received MCPTT private call request (i.e., MCPTT client 2)
  If the MCPTT user associated with MCPTT client 2 is logging from multiple UEs, the MCPTT server will decide to send the MCPTT group call request to:

·      - One of the logging UEs according to the user setting information; or

·    - All of  logging UEs according to the user setting information;
9.
The MCPTT user is alerted. MCPTT client 2 sends an MCPTT ringing to the MCPTT server 1 (via SIP core and MCPTT server 2).

10.
The MCPTT server 1 sends an MCPTT ringing to MCPTT client 1, indicating that MCPTT client 2 is being alerted.

11. MCPTT user 2 has accepted the call using manual commencement mode (i.e. has taken some action to accept via the user interface) which causes MCPTT client 2 to send an OK to the MCPTT server 1 (via SIP acore nad MCPTT server 2) 

12.
Upon receiving the MCPTT client 2 accepting the private call request, MCPTT client 1 is informed about successful call establishment.

13.
MCPTT client 1 and client 2 have successfully established media plane for communication and either user can transmit media. In case of successful call establishment for private call with implicit floor control request from MCPTT client 1, floor participant at MCPTT client 1 is granted floor by the floor control server at MCPTT service provider 1, giving it permission to transmit. At the same time floor participant at MCPTT client 2 is informed by the floor control server at MCPTT service provider 1 that the floor is taken.

***********************End of the change************************************
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