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Abstract: This contribution proposes to introduce information flow for an MCPTT user revoking the affiliation to an MCPTT group.
1.
Introduction
This contribution proposes the information flow for an MCPTT user to revoke the affiliation with an MCPTT group.
2.
Discussion
According to the description about the de-affiliation in section 5.2.5 of TS 23.179, group de-affiliation can be achieved through MCPTT user’s explicit request , or implicit. And corresponding section about de-affiation has been listed in section10.4. However, the contents are not covered. Therefore this document proposes to include the information flow for an MCPTT user explicitly request to revoke the affilition to an MCPTT group. 
3.
Proposal
It is kindly proposed to include the following information flows for an MCPTT user to revoke the affiliation with an MCPTT group.

*************************************Start of  first change*******************************


10.x
De-affiliation to an MCPTT group

10.x.1
General

When an MCPTT user does not want to communicate with an MCPTT group anymore, it can revoke the affiliation with the MCPTT group,
10.x.2
MCPTT group de-affiliation procedure
Procedure for revoking the affiliation with an MCPTT group is described in figure 10.x.2-1.
Pre-conditions:
-
MCPTT server has already subscribed to the group information from group management server and stored the data of MCPTT group(s) to which the MCPTT user intends to de-affiliate.
-
The MCPTT user triggers the de-affiliation procedure. This is an explicit affiliation caused by the MCPTT user.
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Figure 10.x.2-1: MCPTT group de-affiliation procedure
1.
MCPTT client requests the MCPTT server to de-affiliate to a group or set of groups.

2.
Based on the stored group policy, the MCPTT server checks if the MCPTT client is authorised to de-affiliate to the requested group(s).

3.
If the user of the MCPTT client is authorised to de-affiliate to the requested group(s) then the MCPTT server stores the de-affiliation status of the user for the requested group(s).

4.
MCPTT server provides to the MCPTT client with the de-affiliation confirmation (4a) and updates the group management server with the de-affiliation status of the user for the requested group(s) (4b).

NOTE:
Steps 4a and 4b can occur in any order or in parallel.
10.x.3
De-affiliation from MCPTT group(s) defined in partner MCPTT system
Procedure for de-affiliation from affiliated MCPTT group(s) which is defined in partner MCPTT system is describer in figure 10.x.3-1.
Pre-conditions:
-
The primary/partner MCPTT servers have already subscribed to the group information from group management server and stored the data of MCPTT group(s) to which the MCPTT user intends to de-affiliate.
-
The MCPTT user triggers the de-affiliation procedure. This is an explicit affiliation caused by the MCPTT user.
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Figure 10.x.3-1: De-affiliation from an MCPTT group defined in partner MCPTT system
1.
The MCPTT client requests the primary MCPTT server (participating) to de-affiliate to a group or a set of groups.

2.
The primary MCPTT server (participating) shall check if the MCPTT client is authorized to de-affiliate to the requested group(s) based on the user subscription. It performs the check on if the user has affiliated to the MCPTT groups. 

3.
Based on the group information included in the request, the primary MCPTT server (participating) determines to send group de-affiliation request to the corresponding partner MCPTT server (controlling). The request may be routed through some intermediate signalling nodes.

4.
Based on the stored group policy, the partner MCPTT server (controlling) checks if the group is not disabled and if the user of the MCPTT client has affiliated to the requested group(s) and is authorised to de-affiliate to the requested group(s).

5.
If the user of the MCPTT client has affiliated to the requested group(s) and is authorised to de-affiliate to the requested group(s) then the partner MCPTT server (controlling) stores the de-affiliation status of the user for the requested group(s). 
6.
The partner MCPTT server (controlling) sends the de-affiliation status result of requested MCPTT groups to primary MCPTT server (participating) (6a) and updates the group management server with the de-affiliation status of the user for the requested MCPTT group(s) (6b).

NOTE:
Steps 6a and 6b can occur in any order or in parallel.

7.
The primary MCPTT server (participating) will remove any information stored about this user's affiliation with requested group of another system.
8.
The primary MCPTT server (participating) sends the group de-affiliation response for the requested MCPTT groups to the MCPTT client.
**************************************End of  first change********************************
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