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Abstract: The contribution proposes information flow for report of the location information assisted for MBMS transmission.
1.
Introduction
The contribution proposes informaion flow for report of the location information assisted for MBMS transmission.
2.
Discussion
According to the following SA1 requirement of MCPTT and also GCSE specification, the user’s location information about located cell is needed to report to GCSE AS.

[R-5.12-008] The MCPTT Service shall provide a means for an MCPTT UE to send a Location information update whenever a trigger condition configured in the MCPTT User’s active MCPTT User Profile is satisfied (e.g., initial registration, distance travelled, elapsed time, cell change, tracking area change, PLMN change, MCPTT call initiation).

 3.
Proposals
Based on the preceding analysis, it is kindly proposed to include the following texts into MCPTT TS 23.179.

***********************************Start of  change**********************************
10.X
Location information assistance for MBMS transmission 
The signalling flow for location information reporting and update is shown in figure 10.x-1. The location information in this section refers to the cell ID, which may be used by the GCS AS to establish the MBMS delivery dynamically. 
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Figure 10.x-1 Location information reported/updated by an MCPTT user

1.
When the trigger condition configured in the MCPTT user's active MCPTT user profile is satisfied (e.g., initial registration, distance travelled, elapsed time, cell change, tracking area change, PLMN change, MCPTT call initiation), the MCPTT UE shall report the current cell location information to the primary MCPTT server of the MCPTT user.

NOTE :
The location information update trigger for an MCPTT user in an MCPTT emergency state (a predefined area) might be different than the location update trigger used when the MCPTT user is not in an MCPTT emergency state (a predefined area).

2.
MCPTT UE sends location information (for example cell ID) to the primary MCPTT server of the MCPTT user. The location information shall be protected according to the security and privacy requirements.

3.
The primary MCPTT server stores the location information. If it already has the MCPTT user's location information, it updates it.
4.
The primary MCPTT server provides an acknowledgement response to the MCPTT UE. 
************************************End of  change**********************************
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