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Discussion
Several editor's notes in TS 23.179 were added as a guide for developing the specification and are not needed any longer. It is proposed to remove these editor's notes. This is the case for the following editor's notes: 
Clause 7:
Editor’s note:
This clause is intended to consist of the overall functional model diagram, a description of each of the functional entities, and a description of the functional entity relationships.
Subclause 7.4:

Editor’s note:
This subclause is a placeholder for the list of functional entities and their description.

Subclause 7.5:

Editor’s note:
This subclause contains a list of the reference points, indicating the functional entities that the reference point supports communication between, and a brief description of the purpose of the reference point. As well as appearing in the functional specification, this subclause will also form input to the relevant subclause in 3GPP TS 23.002 [3].
Subclause 7.1 contains the following editor's note:

Editor's note:
Terminology for "plane" needs to be further discussed. "High level functions" has also been proposed.
This note was added in SA6#2 (S6-150154), and since then SA6 has been working with plane terminology. It is proposed to stick to plane terminology and consequently remove the above editor's note.

Again in subclause 7.1, a note captures the following:

Editor's note:
A figure showing a complete functional model is given here.
Since the functional model will appear in subclause 7.3, the above note is not relevant any longer and should be removed.
In subclause 7.4, SA6 captured the following note:

Editor's note:
In 3GPP TR 23.779 subclause 5.3.1, a relay functional entity of some form is required. At which plane in the description below is it provided? It would appear to be at the bearer plane, in which case no functionality in the MCPTT functional model is required, merely a description of its use.

Since SA6#5 agreed that the UE-to-network relay will provide pure layer-3 IP data routing service, no specific entity is needed in the MCPTT functional model. Also, subclause 10.14 contains description for UE-to-network relay service. The above editor's note can then be removed.

Proposal
It is proposed to approve the below proposed changes to TS 23.179 v0.2.0:

FIRST CHANGE
7
Functional model


7.1
Introduction

The functional model for the support of MCPTT is defined as a series of planes to allow for the breakdown of the architectural description.


Further, each plane is expected to operate in an independent manner, providing services to the connected planes as and when requested by the connected plane, and requesting services from other planes as required.

As a consequence of this each plane should manage on its own behalf:

a)
use of identities. Each plane is therefore responsible for the privacy of that plane's own identities; and

b)
security for that plane. This does not preclude a plane requesting security services from another plane, but that is a decision made within the plane, as to whether to use offered security services or mechanisms within the plane itself.

Editor's note:
Whether this applies to every plane needs to be evaluated and described later.


NOTE:
Terminology such as client and server are not meant to imply specific physical implementation of a functional entity.

NEXT CHANGE
7.4
Functional entities description


NEXT CHANGE
7.5
Reference points


END OF CHANGES






3GPP


