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Abstract: The term "main/master group call controller" or "main/master controller" appears 5 times but is not defined in the definitions clause, nor are any main/master controller procedures described. Text is reworded to avoid using this term. Figures are updated to indicate server roles in brackets after the server name and to use the information flow template. 
*** first change *** 
10.8.2.1.1.3
Group call involving groups from multiple MCPTT systems

The information flow in figure 10.8.2.1.1.3-1 illustrates the group call involving groups from multiple MCPTT systems. It considers the scenario for group hierarchies and temporary groups formed by group regroup. The protocol followed may be SIP.

Pre-conditions:

1.
The security aspects of sharing the user information between primary and partner MCPTT systems shall be governed as per the service provider agreement between them. In this case, we consider the partner MCPTT system does not share their users’ information to the primary MCPTT system.

2.
The MCPTT user belongs to a MCPTT group hosted by the primary MCPTT server.

3.
A temporary group is formed by authorized MCPTT user/dispatcher by the group regroup procedure (subclause 10.6.2.2) and identified via a temporary group ID (TGI).

4.
The MCPTT group members of the constituent MCPTT groups belonging to the temporary group are affiliated to participate in a group call for the temporary group.

5.
The authorized MCPTT user/dispatcher created the temporary group on the primary MCPTT server .

6.
The constituent groups of the temporary group may belong to partner MCPTT servers.
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Figure 10.8.2.1.1.3-1: Group call involving groups from multiple MCPTT systems

1.
The affiliated MCPTT user via MCPTT client initiates a group call with a group id. A call setup message with the group id is routed to the Primary MCPTT server, which owns the group and is where the  authorized MCPTT user/dispatcher created the temporary group. If the group call is for a temporary group formed by the group regroup procedure, the group id will be a temporary group identity (TGI).

2.
The primary MCPTT server gets the group information (either from group management server or itself) including the constituent MCPTT groups’ identities, accessible group members list of the constituent groups, and other related data. 

3.
The primary MCPTT server initiates directly a call invitation to the accessible group members using the detailed user information and/or location information. The group members upon receipt of the invitation may accept or reject the call. Alternatively, the primary MCPTT server notifies the group members via a notification message containing the group id and/or the group call session identity information. Upon receipt of the notification message, the group members may perform a late call entry.

4.
The primary MCPTT server may not have access to group members’ information of the constituent group belonging to the partner MCPTT system. For such group members, the primary MCPTT server initiates a group call invitation via a call setup message to the partner MCPTT server with the target group’s group id information. 

5.
The partner MCPTT server further initiates a call invitation or call notification to the constituent group’s members as described in step 3.

6.
The partner MCPTT server provides a call setup response to the primary MCPTT server with success or failure result and/or detailed reason information in case of failure.

7.
The primary MCPTT server provides a call setup complete response via a call setup complete message to the MCPTT UE of authorized MCPTT user/dispatcher upon receiving responses to the call invitations sent to members of primary and partner MCPTT servers. The call setup complete response will consist of the success or failure result and/or detailed reason information in case of failure.

NOTE:
The call setup complete message is triggered depending on the conditions to proceed with the call.

8.
Upon successful call setup completion a group call is established for the group members from constituent groups of multiple MCPTT servers.

Editor’s note:
The feature interaction for the group call with another active group call is FFS.

10.8.2.1.1.4
Group call for an MCPTT group defined in the partner MCPTT system
10.8.2.1.1.4.1
Group call setup procedure – initiating side
The information flow in figure 10.8.2.1.1.4.1-1 illustrates the group call setup procedure for an MCPTT group defined in the partner MCPTT system. Pre-conditions:

1.
MCPTT group is defined on the group management server which is located in the partner MCPTT system with MCPTT users affiliated to that group.
2.
The members of the MCPTT group defined in partner MCPTT system belong to different MCPTT systems.
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Figure 10.8.2.1.1.4.1-1: Group call for an MCPTT group defined in partner MCPTT system (initiating)
1.
The affiliated MCPTT user via MCPTT client initiates a group call with a group id. A group call request message with the group id is routed to the primary MCPTT server.

2.
The primary MCPTT server determines the group home MCPTT server where the MCPTT group is defined. 
3.
The primary MCPTT server forwards the group call request to the partner MCPTT server which owns the group and is where the  authorized MCPTT user/dispatcher created the temporary group.

4.
The partner MCPTT server checks whether the user of MCPTT client is authorized for initiating the group call for the selected group. If authorized, it resolves the group id to determine the members of that group and their affiliation status, based on the information from group management server.

5.
The partner MCPTT server initiates a call invitation or call notification to the group’s affiliated members.

6.
The partner MCPTT server provides a group call setup complete message to the primary MCPTT server of the authorized MCPTT user. The group call setup message will consist of the success or failure result and/or detailed reason information in case of failure.

7. 
The primary MCPTT server forwards the group call setup complete message to the MCPTT client of the authorized MCPTT user.

8
Upon successful call setup completion a group call is established for the group members.
*** next change *** 
10.8.3
Broadcast group call

10.8.3.1
General

A broadcast group call is a special group call where the initiating MCPTT user expects no response from the other MCPTT users, so that when his transmission is complete, so is the call.

Broadcast group calls are available in both on-network and off-network.

10.8.3.2
Broadcast group call in on-network

10.8.3.2.1
Temporary group – broadcast group call

Figure 10.8.3.2.1-1 illustrates the information flow for temporary group-broadcast group call procedure. The protocol used may be SIP.

Pre-conditions:

1.
The security aspects of sharing the user information between primary and partner MCPTT systems shall be governed as per the service provider agreement between them. In this case, we consider the partner MCPTT system does not share their users’ information to the primary MCPTT system.

2.
The authorized MCPTT user/dispatcher belongs to the primary MCPTT server.

3.
The primary MCPTT server is where the  authorized MCPTT user/dispatcher created the temporary group.

4.
Other groups in the temporary group – broadcast group may belong to partner MCPTT servers.
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Figure 10.8.3.2.1-1: Temporary group – broadcast group call

1.
The dispatcher/authorized MCPTT user/client initiates a group call with multiple groups from primary and partner MCPTT servers. A call setup message with the identities of the groups (group id1||group id2) is routed to the primary MCPTT server, which where the authorized MCPTT user/dispatcher created the temporary group.

2.
The primary MCPTT server forms the temporary group with the groups’ information received. It resolves the group ids and identifies the appropriate MCPTT server responsible for the groups. It further triggers a temporary group – broadcast group call via a call invite message to the affiliated group members of group id1 of the primary MCPTT server.

NOTE 1:
The temporary group information is not notified to the group members of the constituent groups.

3.
A call setup message is further initiated with the partner MCPTT server for group id2.

4.
Upon receiving the call setup message from the primary MCPTT server, the partner MCPTT server initiates a call invitation to their affiliated group members. The group members upon receipt of the invitation may accept or reject the call. Alternatively, the partner MCPTT server notifies the group members via a notification message containing the group call session identity information. Upon receipt of the notification message, the group members may perform a late call entry.

5.
The partner MCPTT server provides a call setup response to the primary MCPTT server with success or failure result and/or detailed reason information in case of failure.

6.
The primary MCPTT server provides a call setup complete response via a call setup complete message to the MCPTT client of authorized MCPTT user/dispatcher upon receiving response to the corresponding call setup with the partner MCPTT server. The call setup complete response will consist of the success or failure result and/or detailed reason information in case of failure.

NOTE 2:
The call setup complete message is triggered depending on the conditions to proceed with the call.

7.
Upon successful call setup completion, a group call is established amongst the multiple group members from primary and partner MCPTT servers.

8.
At the completion of the call, the temporary group – broadcast group terminates.

Editor’s note:
The feature interaction for the group call with another active group call is FFS.

10.8.3.2.2
User broadcast group
10.8.3.3
Broadcast group call in off-network

10.8.3.3.1
Group broadcast group
10.8.3.3.2
User broadcast group
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