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1.
Introduction
This contribution aims to correct some editorial errors in the TS23.179.
2.
Discussion
Some minor errors in figure7.5.2.1-1, section 7.5.3.6, section 10.9.1.6 and section 10.14 of TS23.179 are exist, there is a need to correct these errors to guarantee the accurate of the figure and text. 
3.
Proposal
It is kindly to agree with the following changes.
*************************************Start of  first change********************************
7.5.3.6
Reference point HTTP-2 (between the MCPTT server and the HTTP server)

The HTTP-2 reference point exists between the MCPTT server in a trusted domain and the HTTP server for MCPTT data management of the MCPTT service. The HTTP-2 reference point is:

-
based on HTTP (which may be secured using e.g. SSL, TLS); and

-
provides group management functionality i.e. supports the transport of user profile/configuration information between network entities.
*************************************Start of  second change********************************
10.14
UE-to-network relay MCPTT service

The ProSe UE-to-network relay provides a purely layer 3 IP data routing service, when the remote UE loses the coverage of cellular network and the MCPTT user on the remote UE requires to access the MCPTT service via a ProSe UE-to-network relay.

The application layer signalling for the MCPTT user on a remote UE are identical to the application layer signalling for the MCPTT user on an on network UE.
**************************************End of  change************************************
