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Abstract: This proposal is for updating the description about information elements of the off-network floor control messages in TS 23.179 v0.2.0.
1. Proposal

TS 22.179 defines following requirements.
	[R-7.3.5-001] An MCPTT UE shall be pre-provisioned by an MCPTT Administrator and/or authorized user with the necessary information in order that a transmit time limit function may operate during off-network MCPTT.

[R-7.3.5-002] The MCPTT Service shall enable an MCPTT Administrator to configure the limit for the length of time that a Participant transmits from a single request to transmit. 

[R-7.3.5-003] The Floor control functionality shall have a configurable limit for the length of time that a Participant transmits from a single request to transmit.

[R-7.3.5-004] The Floor control functionality shall provide an indication to the transmitting Participant that the Participant is within a configurable amount of time before his transmit time limit is reached.

[R-7.3.5-005] The Floor control functionality shall provide an indication to the transmitting Participant that the Participant's transmit time limit has been reached.

[R-7.3.5-006] The Floor control functionality shall remove the permission to transmit from the transmitting Participant when the Participant's transmit time limit has been reached. 


According to the requirements, MCPTT service shall offer a method to limit the transmission time and indicate the limitation time to the transmitting participant.
-------------------------------------------First Change-----------------------------------------------
10.9.2.4
Floor request during speaking with queue

Figure 10.9.2.4-1 shows the high level procedure that the floor control is conducted when the MCPTT off-network session is already established among MCPTT floor participants and while voice media is transmitting. In the case, MCPTT clients should support queue function. The current speaking MCPTT client acting as the floor arbitrator put the floor request into the queue list when receiving the floor request from other MCPTT clients.
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Figure 10.9.2.4-1: Floor request during speaking with queue
This procedure happens while voice media is transmitting. In the above flow, MCPTT client 1 transmits the voice media to the MCPTT group and acts as the floor arbitrator.
1.
MCPTT client 2 sends the floor request message to the MCPTT group.
2.
MCPTT client 1 acting as the floor arbitrator put the floor request of MCPTT client 2 into the queue list. 

3.
MCPTT client 1 sends the floor request accepted message with the queuing status regarding the floor request of MCPTT client 2 in order to inform the floor request is queued.
4.
MCPTT client 1 sends the floor granted message to the MCPTT group when releasing the floor. The message contains the MCPTT user identity to be granted to send the voice media, and queue list, if any. MCPTT client 1 may include the maximum duration that MCPTT client 2 transmits in the floor granted message.
5.
MCPTT client 2 sends the voice media when receiving the floor granted message and being granted as next speaker in the floor granted message. In addition, MCPTT client 2 becomes the floor arbitrator.

10.9.2.6
Override

Figure 10.9.2.6-1 shows the high level procedure that the floor control is conducted when the MCPTT off-network session is already established among MCPTT floor participants and while voice media is transmitting. While currently sending voice media and when receiving the floor request to override the active transmission, the current speaking MCPTT client stops sending the voice media and gives the permission to the requestor immediately.
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Figure 10.9.2.6-1: Floor request with override

This procedure happens while voice media is transmitting. In the above flow, MCPTT client 1 transmits the voice media to the MCPTT group and acts as the floor arbitrator. 

1.
MCPTT client 2 sends the floor request message with override criteria (e.g., priority level) to the MCPTT group.
Editor’s Note: It is FFS which priority level in off-network is classified and how the priority influences the override among group participants. 

2.
MCPTT client 1 acting as the floor arbitrator determines whether or not its floor needs to be revoked based on override criteria. If necessary, MCPTT client 1 revokes its floor and stops sending the voice immediately. 

3.
MCPTT client 1 sends the Floor Grant message to the MCPTT client requesting override. The message contains the following such as the MCPTT user identity to be granted, queue list, if any. MCPTT client 1 may include the maximum duration that MCPTT client 2 transmits in the floor grant message.
4.
MCPTT client 2 sends the voice media when receiving the Floor Grant message and being granted as next speaker in the floor granted message. In addition, MCPTT client 2 becomes the floor arbitrator while speaking.
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