Page 1



3GPP TSG-SA WG6 Meeting #11
S6-160391
Bangalore, India, 23rd – 27th May 2016
(revision of S6-160xxx)

	CR-Form-v11.1

	CHANGE REQUEST

	

	
	23.179
	CR
	0101
	rev
	-
	Current version:
	13.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	
	Core Network
	x


	

	Title:

	Active MCPTT user profile selection

	
	

	Source to WG:
	BlackBerry UK Ltd.

	Source to TSG:
	S6

	
	

	Work item code:
	MCPTT
	
	Date:
	2016-05-13

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	At SA6 #9, it was proposed to restrict Rel-13 MCPTT to the use of only one MCPTT user profile per MCPTT user. However, this was not agreeable to the meeting, and instead it was preferred by the meeting that Rel-13 allow for multiple MCPTT user profiles per MCPTT user. At SA6 #10 in CR 23.179-0079, it was agreed that all MCPTT user profiles appropriate to a UE are provided to that UE, and if multiple MCPTT user profiles are received then the UE selects one to use as the "active" MCPTT user profile. However, how the UE informs the network as to which MCPTT user profile out of multiple received MCPTT user profiles has been chosen as the active MCPTT user profile was not described, and it was noted that this would need to be addressed in order to provide a full solution to enable multiple MCPTT user profiles in Rel-13.

	
	

	Summary of change:
	Clarification of how the UE informs the network as to which MCPTT user profile has been chosen as the active MCPTT user profile.

	
	

	Consequences if not approved:
	The network will be unaware of which MCPTT user profile is active on the UE, resulting in certain MCPTT operations being impossible for the network to execute e.g. routing of private calls, checks on group membership when the UE tries to affiliate to a group, implicit affiliation, etc.

	
	

	Clauses affected:
	10.1.4.x.9-9 (new), 10.1.4.2, 10.1.4.y (new)

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ...

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	Related CR in 23.179-100 (S6-160387)


<<< FIRST SET OF CHANGES >>>
10.1.4
MCPTT user profile

10.1.4.1
General

An MCPTT user is associated with at least one MCPTT user profile and can be associated with several. The MCPTT user profile is associated with the user’s MCPTT ID. The MCPTT user profile is stored in MCPTT user database.MCPTT user profile information is downloaded to the MCPTT UE. For the same MCPTT user there can be different MCPTT user profiles active on different MCPTT UEs or on the same MCPTT UE at different times. Only one MCPTT user profile per MCPTT client is active at a time.

Different parts of the MCPTT user profile are provisioned by the Mission Critical Organization, by the MCPTT service provider and by the MCPTT user, respectively. The MCPTT user profile provisioning can be initiated by configuration management client (e.g. upon MCPTT user’s initial log on or on reconnect to MCPTT service), or initiated by configuration management server (e.g. the dynamic attributes applied to MCPTT service due to role change or organization change).
Information contained in the MCPTT user profile is listed in annex B.
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Figure 10.1.4.1-1: The relationship of MCPTT ID, MCPTT User Profile
10.1.4.x
Information flows for MCPTT user profile
10.1.4.x.8
Inform active MCPTT user profile request
Table 10.1.4.x.8-1 describes the information flow inform active MCPTT user profile request from the MCPTT client to the MCPTT server.

Table 10.1.4.x.8-1: Update MCPTT user profile request

	Information element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the originator who triggered the get MCPTT profile request.


10.1.4.x.9
Inform active MCPTT user profile response
Table 10.1.4.x.9-1 describes the information flow inform active MCPTT user profile response from the MCPTT server to the MCPTT client.

Table 10.1.4.x.9-1: Update MCPTT user profile response

	Information element
	Status
	Description

	Result
	M
	Indicates the success or failure.


<<< NEXT SET OF CHANGES >>>
10.1.4.2
MCPTT user obtains the user profile (UE initiated)

The procedure for MCPTT user obtaining the user profile that is initiated by MCPTT UE is illustrated in figure 10.1.4.2-1.
Pre-conditions:

-
The MCPTT user has performed user authentication in identity management server.
-
The MCPTT UE has the secure access to the configuration management server.
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Figure 10.1.4.2-1: MCPTT user obtains the user profile (UE initiated)

1.
The configuration management client sends get MCPTT user profile request message to the configuration management server. This message provides the MCPTT ID and identifies the MCPTT user profile.

2.
The configuration management server obtains the MCPTT user profile information.

3.
The configuration management server sends get MCPTT user profile response message to the configuration management client. When a download is necessary, this message carries the requested MCPTT user profile information that is associated with the MCPTT ID. If more than one MCPTT user profile was received, then the UE immediately performs the procedure in 10.1.4.y.
<<< NEXT SET OF CHANGES >>>
10.1.4.y
Active MCPTT user profile selection

The procedure for selection of an active MCPTT user profile for an MCPTT UE is illustrated in figure 10.1.4.y-1.

Pre-conditions:

-
The MCPTT user has performed user authentication in identity management server.

-
The MCPTT UE has secure access to the MCPTT server.

-
The MCPTT UE has already obtained one or more MCPTT user profiles.
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Figure 10.1.4.y-1: MCPTT user informs the network of the active MCPTT user profile

1.
The MCPTT client is triggered (e.g. by user interaction, by some automated means) to select a particular MCPTT user profile as active.

2.
The MCPTT client sends inform active MCPTT user profile request to the MCPTT server, which includes the MCPTT user's MCPTT ID and an indication of which MCPTT user profile is selected to be active for the MCPTT client.

3.
The MCPTT server sets the active MCPTT user profile to the indicated MCPTT user profile for the MCPTT client.
NOTE:
Different MCPTT user profiles can be active for different MCPTT clients of the same MCPTT user.

4.
The MCPTT server sends inform active MCPTT user profile response to the MCPTT client to confirm the active MCPTT user profile has been set.
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