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* * * First Change * * * *

10.1.4.1
General

An MCPTT user is associated with at least one MCPTT user profile and can be associated with several. The MCPTT user profile is associated with the user’s MCPTT ID. The MCPTT user profile is stored in MCPTT user database. MCPTT user profile information is downloaded to the MCPTT UE. For the same MCPTT user there can be different MCPTT user profiles active on different MCPTT UEs or on the same MCPTT UE at different times. Only one MCPTT user profile per MCPTT client is active at a time.

Different parts of the MCPTT user profile are provisioned by the Mission Critical Organization, by the MCPTT service provider and by the MCPTT user, respectively. The MCPTT user profile provisioning can be initiated by configuration management client (e.g. upon MCPTT user authentication or on reconnect to MCPTT service), or initiated by configuration management server (e.g. the dynamic attributes applied to MCPTT service due to role change or organization change).
Information contained in the MCPTT user profile is listed in annex B.
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Figure 10.1.4.1-1: The relationship of MCPTT ID, MCPTT User Profile
* * * Next Change * * * *

10.5.3.1
General

The pre-established session can be established after the initial SIP registration of the MCPTT UE, MCPTT user authentication and SIP registration of the MCPTT client. Figure 10.5.3.1-1 presents the high level description of the pre-established session procedure.
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Figure 10.5.3.1-1: Pre-established session

1.
The MCPTT client performs SIP registration with the SIP core on behalf of the UE. This gives the user of the MCPTT client early access to limited MCPTT services, e.g.an anonymous MCPTT emergency group call (see TS 33.179[xx]).
2.
The user of the MCPTT client within an MCPTT UE performs user authentication for the MCPTT service.
3.
The MCPTT client performs SIP registration with the SIP core on behalf of the user of the MCPTT client.
4.
The pre-established session is a session establishment procedure between the MCPTT client and the MCPTT server to exchange necessary media parameters needed for the definition of the media bearers. After the pre-established session is established, the media bearer carrying the floor control messages is always active. Additionally, the MCPTT client is able to activate the media bearer carrying the voice whenever needed:

-
immediately after the pre-established session procedure; or

-
using SIP signalling when an MCPTT call is initiated.
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1. SIP registration of the MCPTT UE
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1. SIP registration



