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1. Introduction
This pCR captures some of the changes that were discussed on the SA6 conference call from the beginning of May. Specifically there was an action to move section 8.3.x from the 23.CFA TS to the 23.PTT TS.
2. Reason for Change
Section 8.3 defines the MCPTT identities and their relationships across planes. This section belongs to the MCPTT service and is best to reside in draft TS 23.PTT.
3. Conclusions

The corresponding section is added to the MCPTT draft TS 23.PTT.
4. Proposal

It is proposed to agree to the following changes in draft 3GPP TS 23.PTT v0.1.0.
* * * First change * * * *

8.3
Relationship between identities in different planes

8.3.1
Relationship between MCPTT ID and public user identity

The following relationships exist between the MCPTT ID(s) and the public user identity(ies):

-
An MCPTT ID may be mapped to one or more public user identities (e.g. multiple UEs, shared UE);

-
A public user identity may be mapped to one or more MCPTT IDs (e.g. UE-to-network relay); and

-
An MCPTT ID may be mapped to one or more public GRUUs (e.g. a user logging on from multiple UEs, multiple users sharing the same UE).

The MCPTT server manages the mapping between MCPTT IDs and public user identities.

The MCPTT server manages the mapping between MCPTT IDs and public GRUUs.

Temporary GRUUs are mapped to public GRUUs by the SIP core.

The public user identity does not necessarily identify the MCPTT user at the SIP signalling control plane. When the MCPTT service provider and the home PLMN operator are part of the same trust domain, the public user identity in the SIP signalling control plane may also identify the MCPTT user at the application plane.

8.3.2
Relationship between MCPTT group ID and public service identity

Each MCPTT group ID shall be mapped to a public service identity for the MCPTT server where the group is defined. The MCPTT server manages the mapping between MCPTT group IDs and public service identities.
When the MCPTT service provider and the home PLMN operator are part of the same trust domain, the public service identity in the SIP signalling control plane may also identify the MCPTT group ID at the application plane.
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Figure 8.3.2-1: The relationship of MCPTT Group IDs, PSIs and MCPTT Servers
* * * End of first change * * * *
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