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1. Introduction
There are two scenarios for service continuity issue:1) a TETRA/P25 user within a ongoing private call or group call leaves the coverage of TETRA/P25, and migrates to the MCPTT service area without TETRA/P25 coverage. The call is  expected to keep ongoing during the network switching. When the user accesses to the MCPTT successfuly, he/she can initiate a private call or group call as well. 2) a MCPTT user in idle status leaves the coverage of MCPTT, and migrate to  the TETRA/P25 service area. The user is able to access to the TETRA/P25 network. When he/she has accessed to the TETRA/P25 successfuly,he/she can initiate a private call or group call. It is proposed to consider the service continuity issue in the interworking between MCPTT and TETRA/P25.
2. Reason for Change
It is proposed to consider service contiuity issue for the above scenarios which could be experienced largely during the network update from narrow band to broad band.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.782 020.
* * * First Change * * * *
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Key issues

5.X
Service continuity
5.X.X
Key issue 
5.X.X.1
Description
It is assumed that there would be migration cross the TETRA/P25 and MCPTT networks. Therefore, it is necessary to consider the service continuity when UE moves between the networks. 

It is need to consider at least:

1) 3GPP need to provide the policy and strategy when a UE migrated between TETRA/P25 and MCPTT.

· To provide the strategy of network discovery and selection.

· To provide the strategy of reselection across network.

· To provide the strategy of handover across network.
· To provide EPS procedure for service continuity.
2) 3GPP need to consider the user ID management across network.

3) UEs which support MCPTT also need to provide the ability of access to TETRA/P25.
***************************************** End change 1 ************************************************
