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1. Introduction
The editor’s note in subclause 6.14.1 states that resumption of bearers is FFS. However, solution 9-1 describes the signalling of success/failure of bearers. Bearer activation itself (by the GCS AS) is standard procedure and should be left for implementation.
A comment was made in SA6#13 about a possible automatic resumption of bearers, which resulted in the editor’s note in sub-clause 6.14.2.
2. Reason for Change
Subclauses 6.14.1 and 6.14.2 contain editor’s notes which need resolving.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.780 v1.1.0.
* * * First Change * * * *

6.14
Solution 11-1: Reporting of MBMS bearer suspension.

6.14.1
Description

This subclause discusses the potential solution for the key issue 11 in subclause 5.11.

Pre-emption of bearers can take place in the BM-SC, MBMS GW, MME, MCE and eNB based on Allocation and Retention Priority (ARP, see subclause 6.3 of 3GPP TS 23.246 [8]), which is outside control of the GCS AS. 
At some point, the RAN (MCE) may determine that it can resume the MBMS bearer within the MBSFN area(s), e.g. when the congestion is over. The decision which of the suspended MBMS bearers to resume may be based on e.g. the ARP for the corresponding MBMS service(s).

If resumption of a bearer needs to be done by the GCS AS, then signalling needs to be in place to signal bearer suspension to the GCS AS.

6.14.2
Procedure

The procedure for signalling of bearer suspension can use the same procedure as used for signalling the result of bearer activation in solution 9-1 (see subclause 6.11.2).


* * * End of Changes * * * *

