
3GPP TSG-SA WG6 Meeting #19
S6-171320
Dubrovnik, HR, 9th – 13th October 2017
(Revision of S6-171256)
Source:
Airbus DS SLC
Title:
Pseudo-CR on TS 23.283 Interworking group creation
Spec:
3GPP TS 23.283 v0.1.0
Agenda item:
8.6
Document for:
Approval
Contact:
Jukka Vialén
1. Introduction
Interworking group creation procedure as descibed in TS 23.282-010 is not supported by TETRA system. An interworking group between MCPTT and TETRA can be created by configurations in the Group Management Server and in the IWF.
A note is needed in clause 10.2.2.

2. Reason for Change
The procedure defined in TS is not supported (at least) by one LMR system.
3. Conclusions

4. Proposal

It is proposed to agree the following change to 3GPP TS 23.283.
* * * First Change * * * *
10.2.2
Interworking group creation
This procedure describes creation of an interworking group in MCPTT system which includes both MCPTT users and LMR users. An LMR user is represented by an MCPTT ID in the MCPTT system's group management system as if the LMR user were homed on a peer MCPTT system.

The signalling procedure is described in figure 10.2.2‑1.
NOTE 1:
Another method for creating an interworking group between MCPTT and LMR is by configurations in the Group Management Server and in the IWF – this method does not require signalling between GMS and IWF. The exact procedures for such configurations are out of scope of the current document.
Pre-conditions:

1.
An MCPTT client is registered and its respective MCPTT user is authenticated and authorized to use the MCPTT service.

2.
The mapping relationships of group and user identities between the MCPTT system and the LMR system have been configured at the IWF.
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Figure 10.2.2-1: Group creation between MCPTT and LMR system
1.
MCPTT user at group management client initiates interworking group creation by sending group creation request to group management server. A list of MCPTT IDs corresponding to the LMR users is included.

2.
The group management server performs authorization check.

3.
The group management server sends an IWF group add member request to the IWF, informing the IWF that one or more members being added to the group belong to the IWF.

4.
The IWF performs an authorization check whether the LMR users can be included in the group creation. The IWF may reject the authorization check if the group or one of the MCPTT IDs are unknown to the IWF or are not mapped to LMR identities in the IWF configuration.

5.
The IWF returns the IWF group add member response to the group management server. The IWF may reject the request in step 3 depending upon the decision in step 4.

6.
The group management server creates and stores the information of the interworking group as group configuration data as described in 3GPP TS 23.280 [5]. The users of the group may be automatically affiliated if so configured.

7.
The group management server notifies the MCPTT server regarding the group creation with the information of the group members. 

8.
The group management server notifies the IWF regarding the group creation.

9.
The group management server notifies the MCPTT users.
10.
The group management server returns a group creation response to the group management client of the authorized user.
NOTE 2:
How IWF interacts with LMR system is outside the scope of the present document.


_1561931992.vsd
MCPTT client


GMS


MCPTT server


IWF


1. Group creation request


6. Create and store the group related information


7. Group creation notify


9. Notify MCPTT users


10. Group creation response


8. IWF group creation notify


3. IWF group add member request


4. Authorization check


2. authorization check


5. IWF group add member response



