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1. Introduction
This pCR adds information flows for IWF group regroup
2. Reason for Change
The regroup solution has some messages that transit the IWF interface and require information flows.

Changes since SA6#18 in Malmö (S6-170919):

- Removed both existing flows, they were for messages that were deleted from the procedure

- Added all new flows for messages that go to/from the IWF.

Change for S6-171322
- Added result code and group ID to 10.x.1.5
3. Conclusions

4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.283.
* * * First Change * * * *
10.x
Group regroup
10.x.1
Information flows for group regroup

10.x.1.1
General
Except as specified in the subclauses below, information flows for group regrouping are defined in 3GPP TS 23.280 [5].
10.x.1.2
IWF group regroup teardown notification

Table 10.x.1.2-1 describes the information flow IWF group regroup teardown notification between the group management server and the IWF or between the IWF and the group manament server.

Table 10.x.1.2-1: IWF group regroup teardown notification
	Information element
	Status
	Description

	MC service group ID
	M
	MC service group ID of the temporary group which is torn down


10.x.1.3
IWF group regroup teardown notification response
Table 10.x.1.3-1 describes the information flow IWF group regroup teardown notification response between the group management server and the IWF or between the IWF and the group manament server.
Table 10.x.1.3-1: IWF group regroup teardown notification response
	Information element
	Status
	Description

	MC service group ID
	M
	MC service group ID of the temporary group which was torn down

	Result
	M
	Indicates success or failure of the notification


10.x.1.4
IWF group regroup request

Table 10.x.1.4-1 describes the information flow IWF group regroup request between the group management server and the IWF or between the IWF and the group manament server.
Table 10.x.1.4-1: IWF group regroup request
	Information element
	Status
	Description

	MC service group ID list
	M
	List of constituent MC service group IDs belonging to the target group management server


10.x.1.5
IWF group regroup response 
Table 10.x.1.5-1 describes the information flow IWF group regroup response between the group management server and the IWF or between the IWF and the group manament server.
Table 10.x.1.5-1: IWF group regroup response
	Information element
	Status
	Description

	MC service group ID
	O (NOTE)
	MC service group ID of the temporary group

	MC service group ID list
	M
	List of constituent MC service group IDs from group management server of the partner system

	Result
	M
	Indicates whether the IWF group regroup was accepted or rejected by the group management server in the partner system. 

	NOTE: 
Shall be present if the Result information element indicates that the group regroup operation is successful.  Otherwise MC service group ID shall not be present.


10.x.1.6
IWF group regroup notification

Table 10.x.1.6-1 describes the information flow IWF group regroup notification between the group management server and the IWF or between the IWF and the group manament server.
Table 10.x.1.6-1: IWF group regroup notification
	Information element
	Status
	Description

	MC service group ID list
	M
	List of constituent MC service group IDs

	MC service group ID
	M
	MC service group ID of the temporary group

	Priority level
	O
	Required priority level for the temporary group

	Security level (see NOTE)
	O
	Required security level for the temporary group

	NOTE:
Security level refers to the configuration of media and floor control protection parameters as listed in 3GPP TS 23.280 [5]


10.x.1.7
IWF group regroup notification response
Table 10.x.1.7-1 describes the information flow IWF group regroup notification response between the group management server and the IWF or between the IWF and the group manament server.
Table 10.x.1.7-1: IWF group regroup notification response
	Information element
	Status
	Description

	MC service group ID list
	M
	List of constituent MC service group IDs

	MC service group ID
	M
	MC service group ID of the temporary group

	Priority level
	M
	Required priority level for the temporary group

	Security level
	M
	Required security level for the temporary group


