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1. Introduction
This contributio provides key issue and requirement of MBMS listening control for MC MBMS API.
2. Reason for Change
Functions and relevant requirements of MBMS monitoring without MBMS data reception needs to be addressed.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.792 v0.1.0.
* * * First Change * * * *

4.1
Functional requirements
Editor’s note: functional requirements in this section are derived from key issues or based on existing specifications regarding the use of MBMS for mission critical services.

[MBMSAPI-FR-1] The MC MBMS API shall support registration and de-registration of MC service applications, for the use of MBMS services on the UE.
[MBMSAPI-FR-x] The MC MBMS API shall support mechanisms for the MC applications to start and stop monitoring the MBMS bearer.
[MBMSAPI-FR-x] The MC MBMS API shall support mechanisms for the MC applications to monitor the MBMS bearer without receiving the MBMS data.
* * * Next Change * * * *

5.x
MBMS monitoring
There may be time span between an MBMS bearer to be announced and mapped with a group. The UE should be able to only monitor the MBMS bearer by listening the broadcast channels associated with the announced TMGIs and detecting the MBMS bearer quality, untill the MBMS bearer for group media being mapped with the group. This requires the MC MBMS API to support functions for monitoring an MBMS bearer without receiving the MBMS data. Further studies need to address the issue.
