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1. Introduction
This contribution proposes CAPIF general architectural requirements
2. Reason for Change
According to the study of CAPIF in 3GPP TR 23.722 the general architectural requirements were agreed to be moved to normative phase. 
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.222 v0.0.0.
* * * First Change * * * *

4
Architectural requirements
Editor's note:
Add architectural requirements here.

4.1
General
4.1.1
Introduction
This subclause specifies the general requirements for CAPIF architecture.
4.1.2
Requirements
[AR-4.1.2-a] The CAPIF shall provide mechanisms (e.g. publish service APIs, authorization, logging, charging) to support service API operations.

[AR-4.1.2-b] The CAPIF shall enable API invoker(s) to discover and communicate with service APIs from the API providers.

[AR-4.1.2-c] Reference points between CAPIF and external applications shall be provided as APIs.

[AR-4.1.2-d] Reference points internal to CAPIF may be provided as APIs.
4.1.3
Requirements for supporting 3rd party API providers
[AR-4.1.3-a] The CAPIF shall provide mechanisms (e.g. publish service APIs, authorization, logging, charging) to support service API operations from trusted 3rd party API providers.

[AR-4.1.3-b] The CAPIF shall enable API invoker(s) to discover and communicate with service APIs from trusted 3rd party API providers.

Editor's Note:
The inclusion of the requirements for 3rd party API providers in Release 15 is FFS.
* * * End Change * * * *

