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1. Introduction
This contribution proposes the structure of clause 6 in presenting the MC MBMS API solutions.
2. Reason for Change
The solution of MC MBMS API in TR phase should capture how the API interacts between the MC application and the MC MBMS user agent, how the API meet the functional requirements, how the MC application use the API, and how the API support the use of MBMS tansmission for MC services defined in TS 23.280.
It is proposed to structurize the solution part of the TR into two main parts:

· Use cases extracted from typical scenarios of the use of MBMS bearer service.
· API that is composed of a set of API methods; the API methods are defined based on use cases.
It is also recommended to refer to the presentation of API solutions in TS 26.347 except for the client state machines.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.792 v0.2.0.
* * * First Change * * * *

6
Use cases

6.1
<Use case 1>
6.1.1
General description
6.1.2
Typical flows
* * * Next Change * * * *

7
Solutions

7.x
<API name 1>

7.x.1
General
Editor’s note: this subclause provides general description of the API function and the mapping with key issues and use cases. 
7.x.2
Procedures
Editor’s note: this subclause contains the descriptions for pre-conditions that are ensured before the API is invoked and the post-conditions that are ensured by the behavior of the API operation.
7.x.2.1

<Procedure 1>
Figure 7.x.2.1-1 below illustrates the…
Pre-conditions:

1.

2.

Post-conditions:

1.

2.

7.x.3
Information flows
7.x.3.1

<Information flow 1>
Table 7.x.3.1-1 describes the...

Table 7.x.3.1-1: 
	Information element
	Status
	Description

	
	
	

	
	
	


7.x.4
Evaluation

