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1. Introduction
The contribution proposes the API solutions in supporting the location information (SAI related) functions.
2. Reason for Change
The API solution is proposed based on key issue and use case raised in S6-180323 and S6-180324.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.792 v0.3.1.
* * * First Change * * * *

7.x
Obtain location information
7.x.1
General

This solution covers requirement [MBMSAPI-FR-2] and [MBMSAPI-FR-3].
7.x.2
Procedures
7.x.2.1

Get SAI List
Figure 7.x.2.1-1 below illustrates the procedure of get SAI list by which the MC application query the current SAIs that the MC service UE is located.
Pre-conditions:

1.
The MC application is registered towards the MC MBMS user agent.
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Figure 7.x.2.1-1: get SAI list procedure
1.
The MC application queries the SAI list from the MC MBMS user agent.

2.
The MC MBMS user agent gets the list of SAIs that the MC service UE is currently located.

3.
The MC MBMS user agent responds with the list of SAIs.
Post-conditions:

1.
The MC application is able to monitor the MBMS bearer corresponding to the TMGI that is associated with the SAI(s).
2.
The MC application is able to report the SAI information.

7.x.2.2

SAI List Changed Notification
Figure 7.x.2.1-1 below illustrates the procedure of SAI list changed notification by which the MC application is notified about the change of SAIs that the MC service UE is located.
Pre-conditions:

1.
The MC application is registered towards the MC MBMS user agent.
2.
The SAI list that the MC service UE is currently located is changed.
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Figure 7.x.2.1-1: SAI list changed notification procedure
1.
The MC MBMS user agent detects the list of SAIs that the MC service UE is currently located is changed.

2.
The MC MBMS user agent notifies the MC application about the updated SAI list.
Post-conditions:

1.
The MC application is able to monitor the MBMS bearer corresponding to the TMGI that is associated with the SAI(s).
2.
The MC application is able to report the SAI information.
7.x.3
Information flows

7.x.3.1

get SAI list response
Table 7.x.3.1-1 describes the information flow for the get SAI list response.
Table 7.x.3.1-1: get SAI list response
	Information element
	Status
	Description

	List of SAIs
	M
	The list of SAIs that the MC service UE is currently located.


7.x.3.2

SAI list changed notification
Table 7.x.3.2-1 describes the information flow for the SAI list changed notification.
Table 7.x.3.2-1: SAI list changed notification
	Information element
	Status
	Description

	SAIs
	M
	Updated SAIs.


7.x.4
Evaluation
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