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1. Introduction
This pCR provides additional information on affiliation for interworking.

2. Reason for Change

An issue was discovered where LMR identities could not be obtained in calls originating from the IWF when the IWF is affiliating on behalf of the LMR users.  This pCR adds details of a solution created during SA6 #22 to the general section on affiliation.   

3. Proposal

It is proposed to agree to the following changes to 3GPP TS 23.283 V1.1.1. 
* * * First Change * * * *

10.1.2
Affiliation procedures 

10.1.2.1
General

When an interworking group is homed in the MCPTT system the LMR system (via the IWF) informs the MCPTT system of group affiliations in one of the following ways:

-
Every group affiliation in the LMR system results in an affiliation sent to the MCPTT system, which contains the identity (with appropriate translation by the IWF) of the affiliating group member; or

-
A group affiliation is sent from the LMR system (via the IWF) to the MCPTT system when the first group member affiliates to the designated group in the LMR system, and a group de-affiliation is sent to the MCPTT system when the last group member de-affiliates, and no other group affiliation signalling is sent.

The first and second options may be used at the same time, such that some group members may explicitly affiliate while the IWF may affiliate on behalf of other group members. 
In the second option, 
when the IWF is configured to affiliate on behalf of some group members in the LMR system then:
a)
the group list in the MCPTT system contains the IWF's MCPTT ID. This ID is recognized (through configuration) as having the ability to affiliate on behalf of the users associated with this IWF;
b)
the IWF affiliates with its MCPTT ID to the group homed on the MCPTT system;
c)
the MCPTT system recognizes the affiliation as being from an IWF on behalf of the LMR users;
d)
when the IWF has affiliated to the group, the MCPTT system: 
i)
considers any user from the IWF’s domain to be affiliated to the group on which the IWF affiliated. The IWF’s users need not be listed ahead of time in the group list for this group in the MCPTT system;
ii)
allows requests such as call setup or floor request, from MCPTT IDs representing LMR users associated with the IWF for actions on the group to which the IWF has affiliated;
iii)
the MCPTT system does not carry out an additional affiliation on behalf of LMR users when those users make call requests, and therefore does not send additional messages to those users (e.g. release messages to both the IWF affiliated identity and the LMR user identity performing the action), via the IWF, during call processing;
iv)
recognizes which LMR users are associated to the IWF because their MCPTT IDs belong to the same system as the IWF; and,
v)
uses special rules for the IWF for limits such as “Limitation of number of affiliations per user (N2)”.
e)
requests from LMR users to the MCPTT system are identified with their individual MCPTT IDs (as translated by the IWF): 
i)
a user in the LMR system can affiliate on its own (via the IWF) as long as the user is a group member (i.e. in the group list), even if the IWF has affiliated to the group.
f)
the IWF may make requests on behalf of LMR users using the IWF MCPTT ID like a normal group member;
g)
the IWF is not allowed to affiliate to a group that is not configured with the IWFs MCPTT ID in the group member list; and,
h)
if the IWF has not affiliated to an MCPTT group, then call requests to this group from LMR users on the system where the IWF is homed, can only be accepted if the LMR user's MCPTT ID is in the group list, and has already affiliated.
* * * End of Changes * * * *

