Page 1



	3GPP TSG-T2 #15

Cancún, Mexico
26-30 November 2001
	T2-011180

	CR-Form-v4

	CHANGE REQUEST

	

	(

	27.007
	CR
	081
	(

rev
	-
	(

Current version:
	4.2.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	(U)SIM
	
	ME/UE
	X
	Radio Access Network
	
	Core Network
	

	

	Title:
(

	Added reference to 23.227 

	
	

	Source:
(

	T2

	
	

	Work item code:
(

	TEI5
	
	Date: (

	2001-11-20

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	REL-5

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)

	
	

	Reason for change:
(

	Indicate the requirements that the TE-(TA)MT interface shall consider regarding interaction handling in the MT-TA.

	
	

	Summary of change:
(

	Indicate that an application in the TE, interfacing the MT-TA, shall fulfil the framework described in the interaction handling specification. The responses to AT commands requests, from MT-TA shall also follow the framework.

Reference to the TS 23.227 “Applications and User interactions in the UE- Principles and specific requirements” added.

	
	

	Consequences if 
(

not approved:
	Incomplete view of the AT commands behaviour and environment.

	
	

	Clauses affected:
(

	1, 2

	
	

	Other specs
(

	
	 Other core specifications
(

	

	Affected:
	
	 Test specifications
	

	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at: http://www.3gpp.org/3G_Specs/CRs.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.
1
Scope

The present document specifies a profile of AT commands and recommends that this profile be used for controlling Mobile Equipment (ME) functions and GSM/UMTS network services from a Terminal Equipment (TE) through Terminal Adaptor (TA). The command prefix +C is reserved for Digital Cellular in ITU‑T Recommendation V.25ter [14]. The present document has also the syntax details used to construct these extended GSM/UMTS commands. Commands from ITU‑T Recommendation V.25ter [14] and existing digital cellular standards (TIA IS‑99 [15] and TIA IS‑135 [16]) are used whenever applicable. Some of the new commands are defined such way that they can be easily applied to ME of networks other than GSM/UMTS. ITU‑T T.31 [11] and T.32 [12] fax AT commands may be used for GSM/UMTS fax transmission from TE. GSM/UMTS Short Message Service AT commands are defined in 3GPP TS 27.005 [24]. GPRS AT commands are defined in clause 10 of this specification. The present document assumes an abstract architecture comprising a TE (e.g. a computer) and a ME interfaced by a TA (see figure 1). The span of control of the defined commands should allow to handle any physical implementation that this abstract architecture may lead to:

‑
TA, ME and TE as three separate entities;

‑
TA integrated under the ME cover, and the TE implemented as a separate entity;

‑
TA integrated under the TE cover, and the ME implemented as a separate entity;

‑
TA and ME integrated under the TE cover as a single entity. 

The commands described in the present document may be observed on the link between the TE and the TA. However, most of the commands retrieve information about the ME, not about the TA.




Figure 1: Setup

Interface between TE and TA is intended to operate over existing serial (ITU‑T Recommendation V.24) cables, infrared link, and all link types with similar behaviour. For correct operation many of the defined commands require eight bit data and therefore it is recommended that TE‑TA link is set to eight bits/ byte mode. (For infrared operation implementation refer informative references IrDA. For embedding AT commands and data during on-line data state refer TIA‑617/ITU-T V.80.) Interface between TA and ME is dependent on the interface in the ME.
The functional blocks shown in Figure 1, using AT commands, shall follow the principles described in the interactions handling framework 3GPP TS 23.227 [61].
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