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This document contains 7 CRs to TS 34.108 v3.6.0 and 7 CRs to TS 34.108 v4.1.0. These CRs have been agreed by T1 and are put forward to TSG T for approval.

CRs related to maintenance of R99:

	Spec
	CR
	Rev
	Release
	Subject
	Cat
	Version

Current
	Version-New
	Doc-2nd-Level
	Workitem

	34.108
	082
	
	R99
	Replacement of Block STTD by Space Code Transmit Diversity (SCTD)
	F
	3.6.0
	3.7.0
	T1-020091
	

	34.108
	084
	
	R99
	Update of reference radio conditions
	F
	3.6.0
	3.7.0
	T1-020097
	

	34.108
	086
	
	R99
	Update of system reference configurations and default messages
	F
	3.6.0
	3.7.0
	T1-020099
	

	34.108
	088
	
	R99
	Corrections to 34108-360
	F
	3.6.0
	3.7.0
	T1-020101
	

	34.108
	092
	
	R99
	Clarification of bit rate of Interactive/Background PS RAB function
	F
	3.6.0
	3.7.0
	T1-020105
	

	34.108
	093
	
	R99
	Update of SIBs for TDD mode in TS34.108 (Rel99)
	F
	3.6.0
	3.7.0
	T1-020106
	


CRs related to maintenance of Rel-4:

	Spec
	CR
	Rev
	Release
	Subject
	Cat
	Version

Current
	Version-New
	Doc-2nd-Level
	Workitem

	34.108
	083
	
	Rel-4
	Replacement of Block STTD by Space Code Transmit Diversity (SCTD) (Rel-4)
	A
	4.1.0
	4.2.0
	T1-020092
	TEI

	34.108
	085
	
	Rel-4
	Update of reference radio conditions (Rel-4)
	A
	4.1.0
	4.2.0
	T1-020098
	TEI

	34.108
	087
	
	Rel-4
	Update of system reference configurations and default messages (Rel-4)
	A
	4.1.0
	4.2.0
	T1-020100
	TEI

	34.108
	089
	
	Rel-4
	Corrections to 34108-410
	A
	4.1.0
	4.2.0
	T1-020102
	TEI

	34.108
	094
	
	Rel-4
	Update of SIBs for TDD (both modes) in TS34.108 (Rel4)
	F
	4.1.0
	4.2.0
	T1-020107
	TEI,

LCRTDD

	34.108
	095
	
	Rel-4
	Clarification of bit rate of Interactive/Background PS RAB function (Rel-4)
	A
	4.1.0
	4.2.0
	T1-020184
	TEI


CRs presented directly to T due to editorial error in T1-020103 and T1-020104 (agreed by T1):

	Spec
	CR
	Rev
	Release
	Subject
	Cat
	Version

Current
	Version-New
	Doc-2nd-Level
	Workitem

	34.108
	090
	
	R99
	Introduction of new Reference RABs (LS from RAN T1-020025)
	F
	3.6.0
	3.7.0
	T1-020194
	

	34.108
	091
	
	Rel-4
	Introduction of new Reference RABs (Rel-4)
	A
	4.1.0
	4.2.0
	T1-020195
	TEI


Explanation of change: 

For one of the new radio bearer configurations "Streaming / unknown / UL:16 DL:64 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH" there was an editorial error in the DL parameter "TB size" in clause 6.10.2.4.1.58.2.1.1. The value should be 656 and not 336 (changes marked in blue).
