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8.1
Behaviour of the Remote File Management Application

1.
The parameter(s) in the Data Download Message to UICC is either a single command, or a list of commands, which shall be processed sequentially.

2.
The application shall take parameters from the Data Download Message to UICC and shall act upon the 3G and/or GSM files according to these parameters.

3.
A Command "session" is defined as starting upon receipt of the parameter/command list, and ends when the parameter list in the  Data Download Message to UICC is completed, or when an error is detected which shall halt further processing of the command list.

4.
At the beginning and end of a Command "session" the logical state, (e.g. file pointers) of the UICC as seen from the ME shall not be changed to an extent sufficient to disrupt the behaviour of the ME. If changes in the logical state have occurred that the ME needs to be aware of, the application on the UICC may issue a REFRESH command according to 3GPP TS 31.111 [6]. However, this is application dependent and therefore out of scope of the present document.
5.
The following directory shall be implicitely selected and be the current directory at the beginning of a Command "session" :

- the MF for a Command "session" sent to a UICC Shared File System (as defined in TS 101 220 [XX]) or SIM File System (as defined in TS 101 220 [XX]) Remote File Management Application,

- the ADF for a Command "session" sent to a USIM File System (as defined in TS 101 220 [XX]) Remote File Management Application.
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