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4.1.1.5
EFKeysPS (Ciphering and Integrity Keys for Packet Switched domain)

Logically:
Key Set Identifier KSI:
0x


Ciphering Keys CK:
xx


Integrity Keys IK:
xx

Coding:
B1
B2
B3
...
B16
B17
B18
...
B31
B32
B33

Hex
0x
xx
xx
...
xx
xx
xx
...
xx
xx
xx

5.1.5.5
Acceptance criteria

1)
After step a) the UE shall not respond to the PAGING REQUEST.

2)
After step c) the UE shall send PAGING RESPONSE to the USS containing the IMSI stored in the USIM.

3)
After step e) the UE shall send TMSI REALLOCATION COMPLETE to the USS.

4)
After step g) the USIM shall contain the following values:

EFLOCI (Location Information)

Logically:
LAI-MCC:
246


LAI-MNC:
081


TMSI:
"32547698"

Coding:
B1
B2
B3
B4
B5
B6
B7
B8
B9
B10
B11

Hex
32
54
76
98
42
06
18
xx
xx
xx
00

EFKeys (Ciphering and Integrity Keys)

Logically:
Key Set Identifier KSI:
02


Ciphering Keys CK:
xx (result of the authentication algorithm)


Integrity Keys IK:
xx (result of the authentication algorithm)

Coding:
B1
B2
B3
...
B16
B17
B18
...
B31
B32
B33

Hex
02
xx
xx
...
xx
xx
xx
...
xx
xx
xx

7.1.1.3
Test purpose

1)
To verify that in automatic PLMN selection mode the UE does not attempt to access PLMNs stored in EFFPLMN on the USIM.

2)
To verify that the EFFPLMN is correctly updated by the Terminal after receipt of a LOCATION UPDATE REJECT message with cause "PLMN not allowed".

3)
To verify that the EFKeys has been correctly updated by the Terminal.

4)
To verify that the EFLOCI has been correctly updated by the Terminal.

7.1.1.4.1
Initial conditions

The USS transmits on the BCCH, with the following network parameters:

-
Attach/detach:
disabled.

-
LAI (MCC/MNC/LAC):
234/002/0001.

-
Access control:
unrestricted.

The default UICC is used with the following exception:

EFIMSI (IMSI)

Logically:
246081111111111

Coding:
B1
B2
B3
B4
B5
B6
B7
B8
B9

Hex
08
29
64
80
11
11
11
11
11

EFLOCI (Location Information)

Logically:
LAI-MCC:
234


LAI-MNC:
007


LAI-LAC:
0000


TMSI:
"32547698"

Coding:
B1
B2
B3
B4
B5
B6
B7
B8
B9
B10
B11

Hex
32
54
76
98
32
04
10
00
00
FF
00

The UICC is installed into the Terminal and the UE is set to automatic PLMN selection mode.

EFKeys (Ciphering and Integrity Keys)

Logically:
Key Set Identifier KSI:
02


Ciphering Keys CK:
undefined


Integrity Keys IK:
undefined

Coding:
B1
B2
B3
...
B16
B17
B18
...
B31
B32
B33

Hex
02
xx
xx
...
xx
xx
xx
...
xx
xx
xx

7.1.1.5
Acceptance criteria

1)
After each of the steps a) to d) the UE shall not attempt a LOCATION UPDATE.

2)
After step f) the UE shall send LOCATION UPDATE REQUEST to the USS.

3)
After step h) the UE shall send LOCATION UPDATE REQUEST to the USS.

4)
After step i) the UE shall respond with TMSI REALLOCATION COMPLETE.

5)
After step k) the USIM shall contain the following values:

EFLOCI (Location Information)

Logically:
LAI-MCC:
234


LAI-MNC:
008


TMSI:
"43658709"

Coding:
B1
B2
B3
B4
B5
B6
B7
B8
B9
B10
B11

Hex
43
65
87
09
32
04
80
xx
xx
xx
00

EFKeys (Ciphering and Integrity Keys)

Logically:
Key Set Identifier KSI:
07 (not available)


Ciphering Keys CK:
xx


Integrity Keys IK:
xx

Coding:
B1
B2
B3
...
B16
B17
B18
...
B31
B32
B33

Hex
07
xx
xx
...
xx
xx
xx
...
xx
xx
xx

EFFPLMN (Forbidden PLMNs)

Logically:
PLMN1:
234 002 (MCC MNC)


PLMN2:
234 003


PLMN3:
234 004


PLMN4:
234 005


PLMN5:
234 006


PLMN6:
234 007

Coding:
B1
B2
B3
B4
B5
B6
B7
B8
B9
B10
B11
B12

Hex
32
04
20
32
04
30
32
04
40
32
04
50
















B13
B14
B15
B16
B17
B18








32
04
60
32
04
70
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