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Annex C:
SIM/USIM file mapping table

The following table lists all SIM and USIM files that can be mapped in a UICC. It should be noted that most files are optional and these files are not necessarily present in the SIM or USIM application. Files not mentioned do not have a corresponding file in both applications. Mapping with multiple USIMs is not considered.

  SIM Application

DF / EF
USIM Application

DF / EF
Mapping possible



single subscription UICC
double subscription UICC

GSM / IMSI
USIM / IMSI
yes
no

GSM / HPLMN
USIM / HPLMN
yes
yes, 1)

GSM / ACM
USIM / ACM
yes
yes, 1)

GSM / ACMmax
USIM / ACMmax
yes
yes, 1)

GSM / PUCT
USIM / PUCT
yes
yes, 1)

GSM / GID1
USIM / GID1
yes
yes, 1)

GSM / GID2
USIM / GID2
yes
yes, 1)

GSM / SPN
USIM / SPN
yes
yes, 1)

GSM / CBMI
USIM / CBMI
yes

GSM / CBMIR
USIM / CBMIR
yes

GSM / CBMID
USIM / CBMID
yes
yes, 1)

GSM / ACC
USIM / ACC
yes
no

GSM / FPLMN
USIM / FPLMN
yes
yes, 1)

GSM / LOCI
USIM / LOCI
yes

GSM / LOCIGPRS
USIM / PSLOCI 
yes, 5)

GSM / AD
USIM / AD
yes

GSM / eMLPP
USIM / eMLPP
yes
yes, 1)

GSM / AAeM
USIM / AAeM
yes
yes, 1)

GSM / DCK
USIM / DCK
yes
yes, 1)

GSM / CNL
USIM / CNL
yes
yes, 1)

GSM / PLMNwACT
USIM / PLMNwACT
yes

GSM / OPLMNwACT
USIM / OPLMNwACT
yes
yes, 1)

GSM / HPLMNwACT
USIM / HPLMNwACT
yes, 3)

GSM / RPLMNACT
USIM / RPLMNACT
no

GSM / SUME
TELECOM / SUME
yes

GSM / Kc
USIM / GSM / Kc
yes
no

GSM / KcGPRS
USIM / GSM / KcGPRS
yes
no

GSM / CPBCCH
USIM / GSM / CPBCCH
yes

GSM / INVSCAN
USIM / GSM / INVSCAN
yes
yes, 1)

GSM / PNN
USIM / PNN
yes
yes, 1)

GSM / OPL
USIM / OPL
yes
yes, 1)

GSM / MBDN
USIM / MBDN
yes
no

GSM / EXT6
USIM / EXT6
yes
no

GSM / MBI
USIM / MBI
yes
no

GSM / MWIS
USIM / MWIS
yes
no

GSM / CFIS
USIM / CFIS
yes
no

GSM / EXT7
USIM / EXT7
yes
no

GSM / SPDI
USIM / SPDI
yes
yes, 1)

TELECOM / SMS
USIM / SMS
yes

TELECOM / SMSP
USIM / SMSP
yes
yes, 1)

TELECOM / SMSS
USIM / SMSS
yes

TELECOM / SMSR
USIM / SMSR
yes

TELECOM / SDN
USIM / SDN
yes
yes, 1)

TELECOM / FDN
USIM / FDN
yes

TELECOM / BDN
USIM / BDN
yes

TELECOM / CMI
USIM / CMI
yes, 6)

TELECOM / MSISDN
USIM / MSISDN
yes, 4)
no

TELECOM / EXT2
USIM / EXT2
yes

TELECOM / EXT3
USIM / EXT3
yes
yes, 1)

TELECOM / EXT4
USIM / EXT4
yes, 5)

TELECOM / ADN
... / PHONEBOOK / ADN
yes, required, 2)

TELECOM / EXT1
... / PHONEBOOK / EXT1
yes, required, 2)

TELECOM / ECCP
... / PHONEBOOK / CCP1
yes, required, 2)

GSM / MEXE / all files
USIM / MEXE / all files
yes
yes, 1)

GSM / SoLSA / all files
USIM / SoLSA / all files
yes
yes, 1)

Note: 
1)
No mapping, if subscription specific differences are required



2)
SIM file to be mapped with related USIM file either in DF PHONEBOOK under DF USIM or in DF 


PHONEBOOK under DF TELECOM



3) 
Only if the same settings apply to 2G and 3G operation


4)
No mapping of EF-MSISDN if EF-EXT1 is used in the SIM and / or EF-EXT5 is used in the USIM


5)
Caution: Different file identifiers in SIM and USIM



6)
No mapping if coding "FF" is used in the content
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