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START OF MODIFICATION

8.1.6.4

UPLINK Direct Transfer (RLC re-establishment)

8.1.6.4.1
Definition

8.1.6.4.2
Conformance requirement

If signalling radio bearer RB n (where n equals to 3 or 4) was used when transmitting the UPLINK DIRECT TRANSFER message and a re-establishment of RLC on same signalling radio bearer RB n  occurs before the successful delivery of the UPLINK DIRECT TRANSFER message has been confirmed by RLC, the UE shall:

1>
retransmit the UPLINK DIRECT TRANSFER message on the uplink DCCH using AM RLC on signalling radio bearer RB3.

Reference

3GPP TS 25.331 clause 8.1.8.2a.

8.1.6.4.3
Test purpose

To confirm that the UE transmits a second UPLINK DIRECT TRANSFER message after the re-establishment of RLC on RB3 which occurs before the successful delivery of the first UPLINK DIRECT TRANSFER message

8.1.6.4.4
Method of test

Initial Condition

System Simulator: 1 cell – Cell 1 is active.
UE: PS-DCCH+DTCH_DCH (state 6-10) as specified in clause 7.4 of TS 34.108.
Specific Message Contents
For RRC CONNECTION SETUP message to be transmitted in the initial setup, use the default message given in TS 34.108 subclause 9 with the following exceptions:.

RRC CONNECTION SETUP
	Information Element
	Value/Remarks

	Signalling RB information to setup
	(AM DCCH for NAS_DT High priority)

	        - RB identity
	Not Present

	        - CHOICE RLC info type
	

	         - RLC info
	

	          - CHOICE Uplink RLC mode
	AM RLC

	           - Transmission RLC discard
	

	            - SDU discard mode
	No discard

	             - MAX_DAT
	15

	           - Transmission window size
	128

	           - Timer_RST
	500

	           - Max_RST
	1

	           - Polling info
	

	            - Timer_poll_prohibit
	1000

	            - Timer_poll
	1000

	            - Poll_PDU
	Not present

	            - Poll_SDU
	1

	            - Last transmission PDU poll
	TRUE

	            - Last retransmission PDU poll
	TRUE

	            - Poll_Window
	99

	            - Timer_poll_periodic
	Not Present

	          - CHOICE Downlink RLC mode
	AM RLC

	           - In-sequence delivery
	TRUE

	           - Receiving window size
	128

	           - Downlink RLC status info
	

	            - Timer_status_prohibit
	200

	            - Timer_EPC
	Not present

	            - Missing PDU indicator
	TRUE

	            - Timer_STATUS_periodic
	Not Present

	        - RB mapping info
	

	         - Information for each multiplexing option
	2 RBMuxOptions

	          - RLC logical channel mapping indicator
	Not Present

	          - Number of RLC logical channels
	1

	           - Uplink transport channel type
	DCH

	           - UL Transport channel identity
	5

	           - Logical channel identity
	3

	           - CHOICE RLC size list
	Configured

	           - MAC logical channel priority
	3

	          - Downlink RLC logical channel info
	

	           - Number of RLC logical channels
	1

	            - Downlink transport channel type
	DCH

	            - DL DCH Transport channel identity
	10

	            - DL DSCH Transport channel identity
	Not Present

	            - Logical channel identity
	3

	          - RLC logical channel mapping indicator
	Not Present

	          - Number of RLC logical channels
	1

	           - Uplink transport channel type
	RACH

	           - UL Transport channel identity
	Not Present

	           - Logical channel identity
	3

	           - CHOICE RLC size list
	Explicit List

	             - RLC size index
	According to TS34.108 clause 6.10.2.4.1.3 (standalone 13.6 kbps signalling radio bearer)

	           - MAC logical channel priority
	3

	          - Downlink RLC logical channel info
	

	           - Number of RLC logical channels
	1

	            - Downlink transport channel type
	FACH

	            - DL DCH Transport channel identity
	Not Present

	            - DL DSCH Transport channel identity
	Not Present

	            - Logical channel identity
	3


Test Procedure

UE is in CELL_DCH. SS set the RLC entity for SRB3 to stop. SS requests operator to deactivate the established PDP context. Then the UE shall transmit an UPLINK DIRECT TRANSFER message on the uplink DCCH. SS does not acknowledge the AM PDUs carrying UPLINK DIRECT TRANSFER message. The SS then sends a UTRAN MOBILITY INFORMATION message on SRB1 requesting the UE to do a SRNS relocation, 5s after asking the operator to deactivate the established PDP context. The UE shall send a UTRAN MOBILITY INFORMATION CONFIRM message on SRB2. The SS set the RLC entity for SRB3 to continue upon receiving UTRAN MOBILITY INFORMATION CONFIRM message. Then UE shall retransmit an UPLINK DIRECT TRANSFER message on the uplink DCCH.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	SS set the RLC entity for SRB3 to stop. SS requests operator to make an outgoing cal.

	2
	(
	UPLINK DIRECT TRANSFER 
	. 

	3
	(
	UTRAN MOBILITY INFORMATION
	

	4
	(
	UTRAN MOBILITY INFORMATION CONFIRM
	UE sends this message on uplink DCCH on AM RLC.
After the reception, SS configures RB 3 to continue.


	5
	(
	UPLINK DIRECT TRANSFER
	DEEACTIVATE PDP CONTEXT REQUEST message is embedded in UPLINK DIRECT TRANSFER message.


Specific Message Contents

UTRAN MOBILITY INFORMATION (Step 3)

Use the same message sub-type found in [9] TS 34.108 clause 9 with the following exception:

	Information Element
	Value/remark

	Ciphering mode info
	This presence of this IE is dependent on IXIT statements in TS 34.123-2. If ciphering is indicated to be active, this IE present with the values of the sub IEs as stated below. Else, this IE is omitted.

	         - Ciphering mode command
	Start/restart

	         - Ciphering algorithm
	UEA0 or UEA1. The indicated algorithm must be one of the algorithms supported by the UE as indicated in the IE “security capability” in the RRC CONNECTION SETUP COMPLETE message.

	         - Ciphering activation time for DPCH
	(256+CFN-(CFN MOD 8 + 8))MOD 256, this IE is set to ”Not present” if only PS RABs are established during the initial setup procedure.

	         - Radio bearer downlink ciphering activation time info
	

	         - Radio bearer activation time
	

	          - RB identity
	1

	          - RLC sequence number
	Current RLC SN + 2

	          - RB identity
	2

	          - RLC sequence number
	Current RLC SN + 2

	          - RB identity
	3

	          - RLC sequence number
	Current RLC SN + 2

	          - RB identity
	4

	          - RLC sequence number
	Current RLC SN + 2

	          - RB identity
	20, this IE is set to ”Not present” if PS RAB is not established during the initial setup procedure.

	          - RLC sequence number
	Current RLC SN + 2

	Integrity protection mode info
	The presence of this IE is dependent on IXIT statements in TS 34.123-2. If integrity protection is indicated to be active, this IE is present with the values of the sub IEs as stated below. Else, this IE and the sub-IEs are omitted.

	          - Integrity protection mode command
	Start

	          - Downlink integrity protection activation info
	Not Present

	          - Integrity protection algorithm
	UIA1

	          - Integrity protection initialisation number
	SS selects an arbitrary 32 bits number for FRESH

	New U-RNTI
	

	        - SRNC identity
	0000 0000 0010B

	        - S-RNTI
	0000 0000 0000 0000 0001B

	Downlink counter synchronisation info
	

	  - RB with PDCP information list
	Not present


UTRAN MOBILITY INFORMATION CONFIRM (Step 4)

Check that the UE uses the same message sub-type found in TS 34.108 clause 9, with the following exception.

	Information Element
	Value/remark

	Uplink counter synchronisation info
	

	  - RB with PDCP information list
	Not present

	  - START list
	Not checked.


INITIAL DIRECT TRANSFER (Step 5) 

	Information Element
	Value/remark

	Message Type
	

	Integrity check info
	The presence of this IE is dependent on IXIT statements in TS 34.123-2. If integrity protection is indicated to be active, this IE shall be present with the values of the sub IEs as stated below. Else, this IE and the sub-IEs shall be absent.

	     - Message authentication code
	This IE is checked to see if it is present. The value is compared against the XMAC-I value computed by SS.

	     - RRC Message sequence number
	This IE is checked to see if it is present. The value is used by SS to compute the XMAC-I value.

	CN domain identity
	PS domain

	NAS message
	DEACTIVATE PDP CONTEXT REQUEST

	Measured results on RACH
	Not checked



8.1.6.4.5
Test requirement

After step 3, the UE shall transmit UTRAN MOBILITY INFORMATION CONFIRM message using uplink DCCH on AM RLC and then retransmit UPLINK DIRECT TRANSFER message on the uplink DCCH. 

END OF MODIFICATION

START OF MODIFICATION

8.1.9a
Signalling Connection Release Indication (RLC re-establishment): CS signalling connection release
8.1.9a.1
Definition

8.1.9a.2
Conformance requirement 

If a re-establishment of RLC on signalling radio bearer RB2 occurs before the successful delivery of the SIGNALLING CONNECTION RELEASE INDICATION message has been confirmed by RLC, the UE shall:

1>
retransmit the SIGNALLING CONNECTION RELEASE INDICATION message on the uplink DCCH using AM RLC on signalling radio bearer RB2.
Reference

3GPP TS 25.331 clause 8.1.14.2a.
8.1.9a.3
Test purpose

To confirm that the UE re-transmits a SIGNALLING CONNECTION RELEASE INDICATION message after it re-establishes the RLC entity on signalling radio bearer RB2 if SRNS relocation occurs before the successful delivery of SIGNALLING CONECTION RELEASE INDICATION message.


8.1.9a.4
Method of test

Initial Condition

System Simulator: 1 cells – Cell 1.
UE: CS-DCCH+DTCH_DCH (state 6-9) as specified in clause 7.4 of TS 34.108.
Test Procedure

The UE is in CELL_DCH mode. The SS transmits a DOWNLINK DIRECT TRANSFER message. This message contains a NAS message (AUTHENTICATION REQUEST for CS domain). The UE shall transmit an UPLINK DIRECT TRANSFER message (AUTHENTICATION RESPONSE) using AM on DCCH. After SS responses with a DOWNLINK DIRECT TRANSFER message (AUTHENTICATION REJECT), SS shall set the RLC entity for SRB2 to stop and wait for T3240 to expire in the UE. The UE shall send a SIGNALLING CONNECTION RELEASE INDICATION message which includes the CN domain identity with the same value as that in the UPLINK DIRECT TRANSFER message. But SS do not respond with STATUS PDU for the AM DATA PDU with POLL. The SS then sends a UTRAN MOBILITY INFORMATION message on SRB1 requesting the UE to do a  SRNS relocation. SS shall set the RLC entity for SRB2 to continue. The UE shall send a UTRAN MOBILITY INFORMATION CONFIRM message. The UE shall re-transmit a SIGNALLING CONNECTION RELEASE INDICATION message on the uplink DCCH using AM RLC.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	DOWNLINK DIRECT TRANSFER (AUTHENTICATION REQUEST)
	Depending on supported CN domain, AUTHENTICATION AND CIPHERING REQUEST message (PS domain) or AUTHENTICATION REQUEST (CS domain) message is embedded in DOWNLINK DIRECT TRANSFER message. An invalid SQN is provided in this message.

	2
	(
	UPLINK DIRECT TRANSFER
(AUTHENTICATION RESPONSE)
	

	3
	(
	DOWNLINK DIRECT TRANSFER (AUTHENTICATION REJECT)
	After SS transmits this message, SS sets the RLC entity for SRB2 to stop and waits for T3240 to expire.

	4
	(
	SIGNALLING CONNECTION RELEASE INDICATION
	 

	5
	(
	UTRAN MOBILITY INFORMATION
	. SS sets RLC for SRB2 to continue.

	6
	(
	UTRAN MOBILITY INFORMATION CONFIRM
	UE sends this message on uplink DCCH on AM.

	7
	(
	SIGNALLING CONNECTION RELEASE INDICATION
	UE re-transmits this message.




Specific Message Content

DOWNLINK DIRECT TRANSFER (Step 1) 

Use the same message sub-type as found in TS 34.108 clause 9, with the following exceptions.

	Information Element
	Value/remark

	CN domain identity
	CS domain or PS domain

	NAS message
	AUTHENTICATION REQUEST (CS domain) or

AUTHENTICATION AND CIPHERING REQUEST (PS domain)


UPLINK DIRECT TRANSFER (Step 2) 

	Information Element
	Value/remark

	Message Type
	

	Integrity check info
	The presence of this IE is dependent on IXIT statements in TS 34.123-2. If integrity protection is indicated to be active, this IE shall be present with the values of the sub IEs as stated below. Else, this IE and the sub-IEs shall be absent.

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS.

	     - RRC Message sequence number
	This IE is checked to see if it is present. The value is used by SS to compute the XMAC-I value.

	CN domain identity
	CS domain or PS domain

	NAS message
	AUTHENTICATION FAILURE(CS domain) or

AUTHENTICATION AND CIPHERING FAILURE (PS domain)

	Measured results on RACH
	Not checked


UTRAN MOBILITY INFORMATION (Step 5)

Use the same message sub-type found in [9] TS 34.108 clause 9 with the following exception:

	Information Element
	Value/remark

	Ciphering mode info
	This presence of this IE is dependent on IXIT statements in TS 34.123-2. If ciphering is indicated to be active, this IE present with the values of the sub IEs as stated below. Else, this IE is omitted.

	         - Ciphering mode command
	Start/restart

	         - Ciphering algorithm
	UEA0 or UEA1. The indicated algorithm must be one of the algorithms supported by the UE as indicated in the IE “security capability” in the RRC CONNECTION SETUP COMPLETE message.

	         - Ciphering activation time for DPCH
	(256+CFN-(CFN MOD 8 + 8))MOD 256, this IE is set to ”Not present” if only PS RABs are established during the initial setup procedure.

	         - Radio bearer downlink ciphering activation time info
	

	         - Radio bearer activation time
	

	          - RB identity
	1

	          - RLC sequence number
	Current RLC SN + 2

	          - RB identity
	2

	          - RLC sequence number
	Current RLC SN + 2

	          - RB identity
	3

	          - RLC sequence number
	Current RLC SN + 2

	          - RB identity
	4

	          - RLC sequence number
	Current RLC SN + 2

	          - RB identity
	20, this IE is set to ”Not present” if PS RAB is not established during the initial setup procedure.

	          - RLC sequence number
	Current RLC SN + 2

	Integrity protection mode info
	The presence of this IE is dependent on IXIT statements in TS 34.123-32. If integrity protection is indicated to be active, this IE is present with the values of the sub IEs as stated below. Else, this IE and the sub-IEs are omitted.

	          - Integrity protection mode command
	Start

	          - Downlink integrity protection activation info
	Not Present

	          - Integrity protection algorithm
	UIA1

	          - Integrity protection initialisation number
	SS selects an arbitrary 32 bits number for FRESH

	New U-RNTI
	

	        - SRNC identity
	0000 0000 0010B

	        - S-RNTI
	0000 0000 0000 0000 0001B

	Downlink counter synchronisation info
	

	  - RB with PDCP information list
	Not present


UTRAN MOBILITY INFORMATION CONFIRM (Step 6)

Check that the UE uses the same message sub-type found in TS 34.108 clause 9, with the following exception.

	Information Element
	Value/remark

	Uplink counter synchronisation info
	

	  - RB with PDCP information list
	Not present

	  - START list
	Not checked.


SIGNALLING CONNECTION RELEASE INDICATION (Step 7)

	Information Element
	Value/remark

	Message Type
	

	Integrity check info
	The presence of this IE is dependent on IXIT statements in TS 34.123-2. If integrity protection is indicated to be active, this IE shall be present with the values of the sub IEs as stated below. Else, this IE and the sub-IEs shall be absent.

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS.

	     - RRC Message sequence number
	This IE is checked to see if it is present. The value is used by SS to compute the XMAC-I value.

	CN domain identity
	Check to see if this value is the same as in the UPLINK DIRECT TRANSFER message.



8.1.9a.5
Test requirement

After step 1 the UE shall transmit UPLINK DIRECT TRANSFER messages using AM on DCCH.

After step 5, the UE shall transmit UTRAN MOBILITY INFORMATION CONFIRM message using uplink DCCH on AM RLC.

After step 6 the UE shall re-transmit a SIGNALLING CONNECTION RELEASE INDICATION message which includes the same CN domain identity as that found in the UPLINK DIRECT TRANSFER message.

END OF MODIFICATION

START OF MODIFICATION

8.1.9b
Signalling Connection Release Indication (RLC re-establishment): PS signalling connection release

8.1.9b.1
Definition

8.1.9b.2
Conformance requirement 

If a re-establishment of RLC on signalling radio bearer RB2 occurs before the successful delivery of the SIGNALLING CONNECTION RELEASE INDICATION message has been confirmed by RLC, the UE shall:

1>
retransmit the SIGNALLING CONNECTION RELEASE INDICATION message on the uplink DCCH using AM RLC on signalling radio bearer RB2.
Reference

3GPP TS 25.331 clause 8.1.14.2a.
8.1.9b.3
Test purpose

To confirm that the UE re-transmits a SIGNALLING CONNECTION RELEASE INDICATION message after it re-establishes the RLC entity on signalling radio bearer RB2 if SRNS relocation occurs before the successful delivery of SIGNALLING CONECTION RELEASE INDICATION message.

8.1.9b.4
Method of test

Initial Condition

System Simulator: 1 cells – Cell 1 is active.
UE: Registered Idle Mode on PS (state 3) as specified in clause 7.4 of TS 34.108.
Test Procedure

The UE is in idle mode of cell 1. SS requests operator to initial an outgoing PS call. UE shall send RRC CONNECTION REQUEST message on the uplink CCCH. Then the SS shall respond with a RRC CONNECTION SETUP message, which request the UE to enter CELL_DCH state, on a downlink CCCH. The UE shall then send a RRC CONNECTION SETUP COMPLETE message on the uplink DCCH. After this, the UE shall send a INITIAL DIRECT TRANSFER message to SS. This message contains a NAS message (SERVICE REQUEST). After SS has acknowledge the INITIAL DIRECT TRANSFER message, the SS shall set the RLC entity for SRB3 to stop wait for T3240 to expire in the UE. The UE shall send a SIGNALLING CONNECTION RELEASE INDICATION message which includes the CN domain identity with the same value as that in the INITIAL DIRECT TRANSFER message. But SS do not respond with STATUS PDU for the AM DATA PDU with POLL. The SS then sends a UTRAN MOBILITY INFORMATION message requesting the UE to do SRNS relocation. The UE shall send a UTRAN MOBILITY INFORMATION CONFIRMmessage.  The UE shall re-transmit a SIGNALLING CONNECTION RELEASE INDICATION message on the uplink DCCH using AM RLC.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	RRC CONNECTION REQUEST
	SS request the operator to make an outgoing PS call.

	2
	(
	RRC CONNECTION SETUP
	

	3
	(
	RRC CONNECTION SETUP COMPLETE
	

	4
	(
	INITIAL DIRECT TRANSFER

(SERVICE REQUEST)
	After SS acknowledges this message, SS set the RLC entity for SRB2 to stop and waits for T3240 to expire.

	5
	(
	SIGNALLING CONNECTION RELEASE INDICATION
	SS do not send any RLC response (STATUS PDU).

	6
	(
	UTRAN MOBILITY INFORMATION
	SS sets RLC for SRB2 to continue.

	7
	(
	UTRAN MOBILITY INFORMATION CONFIRM
	

	8
	(
	SIGNALLING CONNECTION RELEASE INDICATION
	UE re-transmits this message.




Specific Message Content

RRC CONNECTION REQUEST (Step 1) 

Check that the UE sends the same message sub-type as found in TS 34.108 clause 9, with the following exceptions.

	Information Element
	Value/remark

	Establishment cause
	Originating Interactive Call or Originating Background Call

	Measured results on RACH
	Not checked.


RRC CONNECTION SETUP (Step 2) 

Use the same message sub-type “RRC CONNECTION SETUP message: UM (Transition to CELL_DCH)”as found in TS 34.108 clause 9.

RRC CONNECTION SETUP COMPLETE (Step 3) 

Check that the UE sends the same message sub-type as found in TS 34.108 clause 9.

INITIAL DIRECT TRANSFER (Step 4) 
Check that the UE sends the same message sub-type as found in TS 34.108 clause 9, with the following exceptions.
	Information Element
	Value/remark

	CN domain identity
	PS domain

	NAS message
	SERVICE REQUEST


UTRAN MOBILITY INFORMATION (Step 5)

Use the same message sub-type found in [9] TS 34.108 clause 9 with the following exception:

Use the same message sub-type found in [9] TS 34.108 clause 9, which is entitled “Speech to CELL_DCH from CELL_DCH in CS “or “Non speech to CELL_DCH from CELL_DCH in CS”, with the following exception:

	Information Element
	Value/remark

	Ciphering mode info
	This presence of this IE is dependent on IXIT statements in TS 34.123-2. If ciphering is indicated to be active, this IE present with the values of the sub IEs as stated below. Else, this IE is omitted.

	         - Ciphering mode command
	Start/restart

	         - Ciphering algorithm
	UEA0 or UEA1. The indicated algorithm must be one of the algorithms supported by the UE as indicated in the IE “security capability” in the RRC CONNECTION SETUP COMPLETE message.

	         - Ciphering activation time for DPCH
	(256+CFN-(CFN MOD 8 + 8))MOD 256, this IE is set to ”Not present” if only PS RABs are established during the initial setup procedure.

	         - Radio bearer downlink ciphering activation time info
	

	         - Radio bearer activation time
	

	          - RB identity
	1

	          - RLC sequence number
	Current RLC SN + 2

	          - RB identity
	2

	          - RLC sequence number
	Current RLC SN + 2

	          - RB identity
	3

	          - RLC sequence number
	Current RLC SN + 2

	          - RB identity
	4

	          - RLC sequence number
	Current RLC SN + 2

	          - RB identity
	20, this IE is set to ”Not present” if PS RAB is not established during the initial setup procedure.

	          - RLC sequence number
	Current RLC SN + 2

	Integrity protection mode info
	The presence of this IE is dependent on IXIT statements in TS 34.123-32. If integrity protection is indicated to be active, this IE is present with the values of the sub IEs as stated below. Else, this IE and the sub-IEs are omitted.

	          - Integrity protection mode command
	Start

	          - Downlink integrity protection activation info
	Not Present

	          - Integrity protection algorithm
	UIA1

	          - Integrity protection initialisation number
	SS selects an arbitrary 32 bits number for FRESH

	New U-RNTI
	

	        - SRNC identity
	0000 0000 0010B

	        - S-RNTI
	0000 0000 0000 0000 0001B

	Downlink counter synchronisation info
	

	  - RB with PDCP information list
	Not present


UTRAN MOBILITY INFORMATION CONFIRM (Step 4)

Check that the UE uses the same message sub-type found in TS 34.108 clause 9, with the following exception.

	Information Element
	Value/remark

	Uplink counter synchronisation info
	

	  - RB with PDCP information list
	Not present

	  - START list
	Not checked.


SIGNALLING CONNECTION RELEASE INDICATION (Step 8)

	Information Element
	Value/remark

	Message Type
	

	Integrity check info
	The presence of this IE is dependent on IXIT statements in TS 34.123-2. If integrity protection is indicated to be active, this IE shall be present with the values of the sub IEs as stated below. Else, this IE and the sub-IEs shall be absent.

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS.

	     - RRC Message sequence number
	This IE is checked to see if it is present. The value is used by SS to compute the XMAC-I value.

	CN domain identity
	Check to see if this value is the same as in the INITIAL DIRECT TRANSFER message.


8.1.9b.5
Test requirement

In step 1, the UE shall transmit RRC CONNECTION REQUEST message using TM RLC on uplink CCCH.

After step 2, the UE shall transmit RRC CONNECTION SETUP COMPLETE message using AM RLC on uplink DCCH.

After step 3 the UE shall transmit INITIAL DIRECT TRANSFER messages using AM on DCCH.

After step 6, the UE shall transmit UTRAN MOBILITY INFORMATION CONFIRM message using uplink DCCH on AM RLC.

After step 7 the UE shall re-transmit a SIGNALLING CONNECTION RELEASE INDICATION message which includes the same CN domain identity as that found in the INITIAL DIRECT TRANSFER message.
END OF MODIFICATION
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