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This document contains 16 CRs to TS 34.108 v3.11.0 and v4.6.0. These CRs have been agreed by T1 and are put forward to TSG T for approval.

CRs related to general corrections to R99:

	Spec
	CR
	Rev
	Release
	Subject
	Cat
	Version

Current
	Version-New
	Doc-2nd-Level
	Workitem

	34.108
	207
	-
	R99
	Reinstate parameters for Interactive or background /UL:64 kbps / PS RAB
	F
	3.11.0
	3.12.0
	T1-030436
	-

	34.108
	209
	-
	R99
	Correction to  Figure 7.4.1.1 (Rel-99)
	F
	3.11.0
	3.12.0
	T1-030482
	-

	34.108
	211
	-
	R99
	Update of SIB 11 and 12 in clause 6.1.0b in  TS34.108 (TDD)
	F
	3.11.0
	3.12.0
	T1-030506
	-

	34.108
	213
	-
	R99
	Update of  Default parameters for 1 to 8 cell environments in TS34.108 (TDD)
	F
	3.11.0
	3.12.0
	T1-030508
	-

	34.108
	215
	-
	R99
	Correction of default messages according to 25331 CR1823
	F
	3.11.0
	3.12.0
	T1-030631
	-

	34.108
	217
	-
	R99
	Section 8.2: Definition of default values for authentication key K on test USIM
	F
	3.11.0
	3.12.0
	T1-030643
	-

	34.108
	220
	-
	R99
	Correction to RADIO BEARER RELEASE and RRC CONNECTION SETUP messages (Revision of T1-030568)
	F
	3.11.0
	3.12.0
	T1-030698
	-

	34.108
	222
	-
	R99
	Update of Reconfiguration messages [revision to T1-030691]
	F
	3.11.0
	3.12.0
	T1-030711
	-


CRs related to general corrections to Rel-4:

	Spec
	CR
	Rev
	Release
	Subject
	Cat
	Version

Current
	Version-New
	Doc-2nd-Level
	Workitem

	34.108
	208
	-
	Rel-4
	Reinstate parameters for Interactive or background /UL:64 kbps / PS RAB
	A
	4.6.0
	4.7.0
	T1-030437
	TEI

	34.108
	210
	-
	Rel-4
	Correction to  Figure 7.4.1.1 (Rel-4)
	A
	4.6.0
	4.7.0
	T1-030483
	TEI

	34.108
	212
	-
	Rel-4
	Update of SIB 11 and 12 in clause 6.1.0b in  TS34.108 (TDD)
	A
	4.6.0
	4.7.0
	T1-030507
	TEI

	34.108
	214
	-
	Rel-4
	Update of Default parameters for 1 to 8 cell environments in TS34.108 (TDD)
	A
	4.6.0
	4.7.0
	T1-030509
	TEI

	34.108
	216
	-
	Rel-4
	Correction of default messages according to 25331 CR1823
	A
	4.6.0
	4.7.0
	T1-030632
	TEI

	34.108
	218
	-
	Rel-4
	Section 8.2: Definition of default values for authentication key K on test USIM
	A
	4.6.0
	4.7.0
	T1-030644
	TEI

	34.108
	219
	-
	Rel-4
	Update of Reconfiguration messages
	A
	4.6.0
	4.7.0
	T1-030692
	TEI

	34.108
	221
	-
	Rel-4
	Correction to RADIO BEARER RELEASE and RRC CONNECTION SETUP messages (Revision of T1-030569)
	A
	4.6.0
	4.7.0
	T1-030699
	TEI


