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Annex F:
Status of all 3GPP CRs after TSG SA #20 Meeting

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	Specification Title
	WG
Responsible

	NP-030213
	03.08
	A040
	-
	6.5.0
	R97
	Distinction between Roaming Restriction Due To Unsupported Feature and Roaming Restricted in the SGSN Due To Unsupported Feature
	approved
	F
	6.6.0
	Organization of Subscriber Data
	N4

	NP-030213
	03.08
	A041
	-
	7.4.0
	R98
	Distinction between Roaming Restriction Due To Unsupported Feature and Roaming Restricted in the SGSN Due To Unsupported Feature
	approved
	A
	7.5.0
	Organization of Subscriber Data
	N4

	NP-030200
	09.61
	A050
	1
	7.9.0
	R98
	Attribute corrections in 09.61
	approved
	F
	7.10.0
	General Packet Radio Service (GPRS); Interworking between the Public Land Mobile Network (PLMN) supporting GPRS and Packet Data Networks (PDN)
	N3

	NP-030209
	23.003
	063
	-
	3.11.0
	R99
	Correction to Annex C.3 – Target ID
	approved
	F
	3.12.0
	Numbering, Addressing and Identification
	N4

	NP-030209
	23.003
	064
	-
	4.5.0
	Rel-4
	Correction to Annex C.3 – Target ID
	approved
	A
	4.6.0
	Numbering, Addressing and Identification
	N4

	NP-030209
	23.003
	065
	-
	5.5.1
	Rel-5
	Correction to Annex C.3 – Target ID
	approved
	A
	5.6.0
	Numbering, Addressing and Identification
	N4

	NP-030213
	23.008
	119
	-
	3.7.0
	R99
	Distinction between Roaming Restriction Due To Unsupported Feature and Roaming Restricted in the SGSN Due To Unsupported Feature
	approved
	A
	3.8.0
	Organisation of subscriber data
	N4

	NP-030213
	23.008
	120
	-
	4.2.0
	Rel-4
	Distinction between Roaming Restriction Due To Unsupported Feature and Roaming Restricted in the SGSN Due To Unsupported Feature
	approved
	A
	4.3.0
	Organisation of subscriber data
	N4

	NP-030223
	23.008
	068
	1
	5.4.0
	Rel-5
	Storage of UESBI in the VLR and SGSN
	approved
	F
	5.5.0
	Organisation of subscriber data
	N4

	NP-030213
	23.008
	121
	-
	5.4.0
	Rel-5
	Distinction between Roaming Restriction Due To Unsupported Feature and Roaming Restricted in the SGSN Due To Unsupported Feature
	approved
	A
	5.5.0
	Organisation of subscriber data
	N4

	NP-030268
	23.009
	094
	2
	3.13.0
	R99
	Correct text related to timer expiry for receipt of A-HANDOVER-COMPLETE / Iu-RELOCATION-COMPLETE
	APPROVED
	F
	3.14.0
	Handover procedures
	N1

	NP-030268
	23.009
	095
	2
	4.7.0
	Rel-4
	Correct text related to timer expiry for receipt of A-HANDOVER-COMPLETE / Iu-RELOCATION-COMPLETE
	APPROVED
	A
	4.8.0
	Handover procedures
	N1

	NP-030268
	23.009
	096
	2
	5.4.0
	Rel-5
	Correct text related to timer expiry for receipt of A-HANDOVER-COMPLETE / Iu-RELOCATION-COMPLETE
	APPROVED
	A
	5.5.0
	Handover procedures
	N1

	NP-030283
	23.009
	097
	2
	5.4.0
	Rel-5
	Addition of UESBI-Iu to handover and relocation procedures
	APPROVED
	F
	5.5.0
	Handover procedures
	N1

	NP-030226
	23.012
	010
	1
	5.0.0
	Rel-5
	Addition of procedure to retrieve UE-specific behaviour data
	approved
	F
	5.1.0
	Location management procedures
	N4

	NP-030224
	23.012
	010
	1
	5.0.0
	Rel-5
	Addition of procedure to retrieve UE-specific behaviour data
	approved
	F
	5.1.0
	Location management procedures
	N4

	NP-030225
	23.012
	011
	-
	5.0.0
	Rel-5
	Addition of procedure to retrieve UE-specific behaviour data
	rejected
	F
	
	Location management procedures
	N4

	NP-030227
	23.012
	011
	-
	5.0.0
	Rel-5
	Addition of procedure to retrieve UE-specific behaviour data
	rejected
	F
	
	Location management procedures
	N4

	NP-030217
	23.018
	115
	2
	5.6.0
	Rel-5
	Stopping No_Answer timer in the case of forwarding notification
	approved
	F
	5.7.0
	Basic Call Handling; Technical realization
	N4

	NP-030217
	23.018
	123
	1
	5.6.0
	Rel-5
	Enhancements of dialled services procedures in MO and MF calls
	approved
	F
	5.7.0
	Basic Call Handling; Technical realization
	N4

	NP-030224
	23.018
	124
	1
	5.6.0
	Rel-5
	Addition of procedure to retrieve UE-specific behaviour data
	approved
	F
	5.7.0
	Basic Call Handling; Technical realization
	N4

	NP-030226
	23.018
	124
	1
	5.6.0
	Rel-5
	Addition of procedure to retrieve UE-specific behaviour data
	approved
	F
	5.7.0
	Basic Call Handling; Technical realization
	N4

	NP-030225
	23.018
	125
	-
	5.6.0
	Rel-5
	Addition of procedure to retrieve UE-specific behaviour data
	rejected
	F
	
	Basic Call Handling; Technical realization
	N4

	NP-030227
	23.018
	125
	-
	5.6.0
	Rel-5
	Addition of procedure to retrieve UE-specific behaviour data
	rejected
	F
	
	Basic Call Handling; Technical realization
	N4

	NP-030221
	23.066
	023
	1
	5.0.0
	Rel-5
	IN-based solution for correct charging of calls to ported or non-ported subscribers originated by pre-payed subscribers
	approved
	F
	5.1.0
	Support of GSM Mobile Number Portability (MNP) stage 2
	N4

	NP-030185
	23.078
	581
	1
	3.16.0
	R99
	Behavior of HLR upon location updating in CAMEL Phase 3
	approved
	F
	3.17.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	N2

	NP-030185
	23.078
	582
	1
	4.8.0
	Rel-4
	Behavior of HLR upon location updating in CAMEL Phase 3
	approved
	A
	4.9.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	N2

	NP-030188
	23.078
	486
	6
	5.3.0
	Rel-5
	Implementing and handling of the Outstanding Request Counter
	approved
	F
	5.4.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	N2

	NP-030188
	23.078
	554
	2
	5.3.0
	Rel-5
	Correction to MAP PRN and to MAP SRI
	approved
	F
	5.4.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	N2

	NP-030188
	23.078
	555
	1
	5.3.0
	Rel-5
	Removal of ENC disarming from SDL
	approved
	F
	5.4.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	N2

	NP-030188
	23.078
	556
	-
	5.3.0
	Rel-5
	Correction to assisting gsmSSF
	approved
	F
	5.4.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	N2

	NP-030188
	23.078
	559
	1
	5.3.0
	Rel-5
	Correction to Destination Routeing Address in ICA
	approved
	F
	5.4.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	N2

	NP-030188
	23.078
	560
	1
	5.3.0
	Rel-5
	Default value for Domain Indicator in ATI IF
	approved
	F
	5.4.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	N2

	NP-030188
	23.078
	561
	2
	5.3.0
	Rel-5
	Correction to Cancel IF
	approved
	F
	5.4.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	N2

	NP-030188
	23.078
	562
	-
	5.3.0
	Rel-5
	Correction to Specialized Resource Report IF
	approved
	F
	5.4.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	N2

	NP-030188
	23.078
	563
	1
	5.3.0
	Rel-5
	Reference to ITU-T timer for default No_Answer timer
	approved
	F
	5.4.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	N2

	NP-030188
	23.078
	564
	1
	5.3.0
	Rel-5
	Correction to Reset Timer handling in CS_gsmSSF
	approved
	F
	5.4.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	N2

	NP-030189
	23.078
	565
	-
	5.3.0
	Rel-5
	TC-ABORT shall not cause "same signal" output in GPRS dialogue handler
	approved
	F
	5.4.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	N2

	NP-030189
	23.078
	567
	-
	5.3.0
	Rel-5
	Adding of TIF-CSI into CAMEL stage 2 MAP-ISD for Call Deflection
	approved
	F
	5.4.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	N2

	NP-030189
	23.078
	572
	1
	5.3.0
	Rel-5
	Receiving Int_CWA after reporting Abandon
	approved
	F
	5.4.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	N2

	NP-030189
	23.078
	576
	-
	5.3.0
	Rel-5
	Correction to TC Establishment procedure
	approved
	F
	5.4.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	N2

	NP-030189
	23.078
	585
	-
	5.3.0
	Rel-5
	VLR number in ERB is not needed
	approved
	F
	5.4.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	N2

	NP-030189
	23.078
	586
	-
	5.3.0
	Rel-5
	Removal of Int_CWA in Process CAMEL_T_CHANGE_OF_POSITION_MSC
	approved
	F
	5.4.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	N2

	NP-030189
	23.078
	587
	-
	5.3.0
	Rel-5
	SRI Handling and CAMEL phase 4
	approved
	F
	5.4.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	N2

	NP-030189
	23.078
	593
	-
	5.3.0
	Rel-5
	Behavior of HLR upon location updating in CAMEL Phase 4
	approved
	F
	5.4.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	N2

	NP-030189
	23.078
	594
	-
	5.3.0
	Rel-5
	Inclusion of DFC IF for assisting gsmSSF
	approved
	F
	5.4.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	N2

	NP-030189
	23.078
	596
	-
	5.3.0
	Rel-5
	Replacing DP numbers by DP names
	approved
	F
	5.4.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	N2

	NP-030061
	23.079
	025
	1
	5.2.0
	Rel-5
	Correction to interaction between ORLCF and forwarding notification
	rejected
	F
	
	Support of Optimal Routeing (SOR); Technical realization; Stage 2
	N4

	NP-030211
	23.153
	054
	2
	4.7.0
	Rel-4
	PCM codec handling clarifications
	approved
	F
	4.8.0
	Out of Band Transcoder Control; Stage 2
	N4

	NP-030211
	23.153
	056
	-
	4.7.0
	Rel-4
	DTMF Clarifications
	approved
	F
	4.8.0
	Out of Band Transcoder Control; Stage 2
	N4

	NP-030211
	23.153
	058
	2
	4.7.0
	Rel-4
	TMR handling
	approved
	F
	4.8.0
	Out of Band Transcoder Control; Stage 2
	N4

	NP-030211
	23.153
	060
	-
	4.7.0
	Rel-4
	Clarification Of IuUP Initialisation during codec modification
	rejected
	
	
	Out of Band Transcoder Control; Stage 2
	N4

	NP-030222
	23.153
	051
	1
	5.4.0
	Rel-5
	Inter-MSC SRNS relocation with TrFO
	approved
	F
	5.5.0
	Out of Band Transcoder Control; Stage 2
	N4

	NP-030211
	23.153
	055
	2
	5.4.0
	Rel-5
	PCM codec handling clarifications
	approved
	A
	5.5.0
	Out of Band Transcoder Control; Stage 2
	N4

	NP-030211
	23.153
	057
	-
	5.4.0
	Rel-5
	DTMF Clarifications
	approved
	A
	5.5.0
	Out of Band Transcoder Control; Stage 2
	N4

	NP-030211
	23.153
	059
	1
	5.4.0
	Rel-5
	TMR handling
	approved
	A
	5.5.0
	Out of Band Transcoder Control; Stage 2
	N4

	NP-030211
	23.153
	061
	-
	5.4.0
	Rel-5
	Clarification Of IuUP Initialisation during codec modification
	rejected
	
	
	Out of Band Transcoder Control; Stage 2
	N4

	NP-030204
	23.172
	012
	2
	5.1.0
	Rel-5
	Call flows for Service Change DURING THE ACTIVE STATE
	rejected
	F
	
	Technical realization of Circuit Switched (CS) multimedia service; UDI/RDI fallback and service modification; Stage 2
	N3

	NP-030212
	23.205
	041
	-
	4.6.0
	Rel-4
	OoB DTMF Clarifications
	approved
	F
	4.7.0
	Bearer-independent circuit-switched core network; Stage 2
	N4

	NP-030212
	23.205
	043
	1
	4.6.0
	Rel-4
	OoB DTMF Timing
	approved
	F
	4.7.0
	Bearer-independent circuit-switched core network; Stage 2
	N4

	NP-030212
	23.205
	042
	-
	5.5.0
	Rel-5
	OoB DTMF Clarifications
	approved
	A
	5.6.0
	Bearer-independent circuit-switched core network; Stage 2
	N4

	NP-030212
	23.205
	044
	1
	5.5.0
	Rel-5
	OoB DTMF Timing
	approved
	A
	5.6.0
	Bearer-independent circuit-switched core network; Stage 2
	N4

	NP-030272
	23.218
	043
	5
	5.4.0
	Rel-5
	Correction on Handling of MO request
	APPROVED
	F
	5.5.0
	IP Multimedia (IM) session handling; IM call model; Stage 2
	N1

	NP-030272
	23.218
	044
	1
	5.4.0
	Rel-5
	Corrections regarding SPTs and Filter Criteria handling on REGISTER request
	APPROVED
	F
	5.5.0
	IP Multimedia (IM) session handling; IM call model; Stage 2
	N1

	NP-030272
	23.218
	046
	1
	5.4.0
	Rel-5
	Clarifications on SPT.
	APPROVED
	F
	5.5.0
	IP Multimedia (IM) session handling; IM call model; Stage 2
	N1

	NP-030272
	23.218
	048
	-
	5.4.0
	Rel-5
	Clarification concerning the use of Service Key
	APPROVED
	F
	5.5.0
	IP Multimedia (IM) session handling; IM call model; Stage 2
	N1

	NP-030272
	23.218
	051
	1
	5.4.0
	Rel-5
	S-CSCF behavior correction to enable call forwarding
	APPROVED
	F
	5.5.0
	IP Multimedia (IM) session handling; IM call model; Stage 2
	N1

	NP-030272
	23.218
	055
	1
	5.4.0
	Rel-5
	Filtering of unknown header fields and header parameters
	APPROVED
	F
	5.5.0
	IP Multimedia (IM) session handling; IM call model; Stage 2
	N1

	NP-030191
	23.278
	040
	1
	5.2.0
	Rel-5
	Incorrect list of TDPs listed for O-IM-CSI
	approved
	F
	5.3.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) - IP Multimedia System (IMS) interworking; Stage 2
	N2

	NP-030191
	23.278
	041
	-
	5.2.0
	Rel-5
	Corrections to process IM_SSF 
	approved
	F
	5.3.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) - IP Multimedia System (IMS) interworking; Stage 2
	N2

	NP-030191
	23.278
	042
	-
	5.2.0
	Rel-5
	Redundant check for Final_Response_Received in Disconnect procedures.
	approved
	F
	5.3.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) - IP Multimedia System (IMS) interworking; Stage 2
	N2

	NP-030269
	24.008
	751
	1
	3.15.0
	R99
	Combined RAU successful for GPRS only, missing GMM cause IE
	APPROVED
	F
	3.16.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030269
	24.008
	753
	3
	3.15.0
	R99
	Bearer Capability IE
	APPROVED
	F
	3.16.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030269
	24.008
	761
	1
	3.15.0
	R99
	Provision of DNS server IPv6 address
	APPROVED
	F
	3.16.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030270
	24.008
	769
	-
	3.15.0
	R99
	Alignment on BC IE coding for FAX between TS24.008 and TS27.001
	APPROVED
	F
	3.16.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030267
	24.008
	773
	-
	3.15.0
	R99
	Unciphered transmission of Authentication and Ciphering Failure in A/Gb mode
	APPROVED
	F
	3.16.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030270
	24.008
	781
	1
	3.15.0
	R99
	Clarification of the procedure for the change of DRX parameter 
	APPROVED
	F
	3.16.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030269
	24.008
	752
	1
	4.10.0
	Rel-4
	Combined RAU successful for GPRS only, missing GMM cause IE(corresponding change to Rel-5 was part of N1-030216, CR 24.008-741 rev1, work item TEI5)
	APPROVED
	A
	4.11.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030269
	24.008
	754
	3
	4.10.0
	Rel-4
	Bearer Capability IE
	APPROVED
	A
	4.11.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030269
	24.008
	762
	1
	4.10.0
	Rel-4
	Provision of DNS server IPv6 address
	APPROVED
	A
	4.11.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030271
	24.008
	765
	1
	4.10.0
	Rel-4
	Indication of the MS support of "Modulation based multislot class"
	APPROVED
	F
	4.11.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030270
	24.008
	770
	-
	4.10.0
	Rel-4
	Alignment on BC IE coding for FAX between TS24.008 and TS27.001
	APPROVED
	A
	4.11.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030267
	24.008
	774
	-
	4.10.0
	Rel-4
	Unciphered transmission of Authentication and Ciphering Failure in A/Gb mode
	APPROVED
	A
	4.11.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030270
	24.008
	782
	1
	4.10.0
	Rel-4
	Clarification of the procedure for the change of DRX parameter
	APPROVED
	A
	4.11.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030269
	24.008
	755
	3
	5.7.0
	Rel-5
	Bearer Capability IE
	APPROVED
	A
	5.8.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030273
	24.008
	759
	-
	5.7.0
	Rel-5
	Alignment of parameter 'signalling information' with other QoS parameters
	APPROVED
	F
	5.8.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030273
	24.008
	763
	1
	5.7.0
	Rel-5
	Cleanup and correction of the PCO-IE
	APPROVED
	F
	5.8.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030271
	24.008
	766
	1
	5.7.0
	Rel-5
	Indication of the MS support of "Modulation based multislot class"
	APPROVED
	A
	5.8.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030270
	24.008
	771
	-
	5.7.0
	Rel-5
	Alignment on BC IE coding for FAX between TS24.008 and TS27.001
	APPROVED
	A
	5.8.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030267
	24.008
	775
	-
	5.7.0
	Rel-5
	Unciphered transmission of Authentication and Ciphering Failure in A/Gb mode
	APPROVED
	A
	5.8.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030282
	24.008
	779
	-
	5.7.0
	Rel-5
	Correction of the static conditions for the bearer capability IE contents 
	APPROVED
	F
	5.8.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030270
	24.008
	783
	1
	5.7.0
	Rel-5
	Clarification of the procedure for the change of DRX parameter
	APPROVED
	A
	5.8.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030284
	24.008
	750
	-
	6.0.0
	Rel-6
	MS RAC encoding
	APPROVED
	F
	6.1.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030269
	24.008
	756
	3
	6.0.0
	Rel-6
	Bearer Capability IE
	APPROVED
	A
	6.1.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030273
	24.008
	760
	-
	6.0.0
	Rel-6
	Alignment of parameter 'signalling information' with other QoS parameters
	APPROVED
	A
	6.1.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030273
	24.008
	764
	1
	6.0.0
	Rel-6
	Cleanup and correction of the PCO-IE
	APPROVED
	A
	6.1.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030271
	24.008
	767
	1
	6.0.0
	Rel-6
	Indication of the MS support of "Modulation based multislot class"
	APPROVED
	A
	6.1.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030284
	24.008
	768
	-
	6.0.0
	Rel-6
	Wrong references in SETUP and redirected number/subaddress IEs
	APPROVED
	F
	6.1.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030270
	24.008
	772
	-
	6.0.0
	Rel-6
	Alignment on BC IE coding for FAX between TS24.008 and TS27.001
	APPROVED
	A
	6.1.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030267
	24.008
	776
	-
	6.0.0
	Rel-6
	Unciphered transmission of Authentication and Ciphering Failure in A/Gb mode
	APPROVED
	A
	6.1.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030282
	24.008
	780
	-
	6.0.0
	Rel-6
	Correction of the static conditions for the bearer capability IE contents
	APPROVED
	A
	6.1.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030270
	24.008
	784
	1
	6.0.0
	Rel-6
	Clarification of the procedure for the change of DRX parameter
	APPROVED
	A
	6.1.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	N1

	NP-030282
	24.011
	027
	2
	5.1.0
	Rel-5
	UE behaviour when sending SMS over GPRS
	APPROVED
	F
	5.2.0
	Point-to-Point  (PP) Short Message Service (SMS) Support on Mobile Radio Interface
	N1

	NP-030201
	24.022
	009
	-
	3.4.0
	R99
	Determination of the RLP version by the signalled Bearer capability IE
	approved
	F
	3.5.0
	Radio Link Protocol (RLP) for circuit switched bearer and teleservices
	N3

	NP-030201
	24.022
	010
	-
	4.0.0
	Rel-4
	Determination of the RLP version by the signalled Bearer capability IE
	approved
	A
	4.1.0
	Radio Link Protocol (RLP) for circuit switched bearer and teleservices
	N3

	NP-030201
	24.022
	011
	-
	5.2.0
	Rel-5
	Determination of the RLP version by the signalled Bearer capability IE
	approved
	A
	5.3.0
	Radio Link Protocol (RLP) for circuit switched bearer and teleservices
	N3

	NP-030274
	24.228
	103
	-
	5.4.0
	Rel-5
	Minor 24.228 cleanup
	APPROVED
	F
	5.5.0
	Signalling flows for the IP multimedia call control based on SIP and SDP; Stage 3
	N1

	NP-030274
	24.228
	104
	2
	5.4.0
	Rel-5
	General update (SDP) to clauses 7 and 8
	APPROVED
	F
	5.5.0
	Signalling flows for the IP multimedia call control based on SIP and SDP; Stage 3
	N1

	NP-030274
	24.228
	105
	-
	5.4.0
	Rel-5
	Globally unique value of the ICID
	APPROVED
	F
	5.5.0
	Signalling flows for the IP multimedia call control based on SIP and SDP; Stage 3
	N1

	NP-030274
	24.228
	106
	1
	5.4.0
	Rel-5
	Alignment of flows with RFC 3329 (sec-agree)
	APPROVED
	F
	5.5.0
	Signalling flows for the IP multimedia call control based on SIP and SDP; Stage 3
	N1

	NP-030274
	24.228
	107
	-
	5.4.0
	Rel-5
	Minor corrections in 10.4.2 and 10.5.2
	APPROVED
	F
	5.5.0
	Signalling flows for the IP multimedia call control based on SIP and SDP; Stage 3
	N1

	NP-030274
	24.228
	108
	-
	5.4.0
	Rel-5
	Minor corrections in 5.3.6
	APPROVED
	F
	5.5.0
	Signalling flows for the IP multimedia call control based on SIP and SDP; Stage 3
	N1

	NP-030274
	24.228
	109
	1
	5.4.0
	Rel-5
	SUBSCRIBE request information stored at the P-CSCF and S-CSCF
	APPROVED
	F
	5.5.0
	Signalling flows for the IP multimedia call control based on SIP and SDP; Stage 3
	N1

	NP-030274
	24.228
	110
	-
	5.4.0
	Rel-5
	Removal of the Event header field from the response to the SUBSCRIBE request
	APPROVED
	F
	5.5.0
	Signalling flows for the IP multimedia call control based on SIP and SDP; Stage 3
	N1

	NP-030274
	24.228
	111
	1
	5.4.0
	Rel-5
	Expires header alignment with 24.229
	APPROVED
	F
	5.5.0
	Signalling flows for the IP multimedia call control based on SIP and SDP; Stage 3
	N1

	NP-030307
	24.229
	000
	-
	5.4.0
	Rel-5
	-
	WITHDRAWN
	F
	
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030291
	24.229
	035
	2
	5.4.0
	Rel-5
	User initiated de-registration at P-CSCF
	rejected
	F
	
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030275
	24.229
	295
	4
	5.4.0
	Rel-5
	Security agreement inclusion in SIP profile
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030275
	24.229
	304
	4
	5.4.0
	Rel-5
	SAs lifetimes in P-CSCF
	REJECTED
	F
	
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030275
	24.229
	322
	5
	5.4.0
	Rel-5
	3GPP P-header inclusion in SIP profile
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030275
	24.229
	332
	5
	5.4.0
	Rel-5
	Change of IP address for the UE
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030275
	24.229
	342
	-
	5.4.0
	Rel-5
	Removal of the requirement for UE re-authentication initiated by HSS
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030275
	24.229
	343
	2
	5.4.0
	Rel-5
	UE behaviour on reception of 420 (Bad Extension) message
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030275
	24.229
	344
	1
	5.4.0
	Rel-5
	Setting the SA liftime at UE upon registration
	REJECTED
	F
	
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030275
	24.229
	346
	1
	5.4.0
	Rel-5
	SA liftime upon network initiated de-registration
	REJECTED
	F
	
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030275
	24.229
	347
	2
	5.4.0
	Rel-5
	Handling of DTMF
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030276
	24.229
	348
	1
	5.4.0
	Rel-5
	Format of Tel URL in P-Asserted-Id
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030276
	24.229
	349
	-
	5.4.0
	Rel-5
	Delete Note on header stripping/SDP manipulation
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030276
	24.229
	354
	1
	5.4.0
	Rel-5
	Clarifications on using DNS procedures
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030276
	24.229
	356
	4
	5.4.0
	Rel-5
	Addition of procedures at the AS for SDP
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030276
	24.229
	357
	1
	5.4.0
	Rel-5
	Usage of P-Associated-URI
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030296
	24.229
	358
	2
	5.4.0
	Rel-5
	User initiated de-registration at P-CSCF
	revised
	F
	
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030276
	24.229
	359
	1
	5.4.0
	Rel-5
	Network-initiated deregistration at UE and P-CSCF
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030276
	24.229
	360
	2
	5.4.0
	Rel-5
	Barred identities
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030296
	24.229
	362
	2
	5.4.0
	Rel-5
	User initiated de-registration
	revised
	F
	
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030291
	24.229
	362
	2
	5.4.0
	Rel-5
	User initiated de-registration
	rejected
	F
	
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030276
	24.229
	365
	1
	5.4.0
	Rel-5
	PDP contex subject to SBLP cannot be reused by other IMS sessions
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030276
	24.229
	368
	1
	5.4.0
	Rel-5
	User authentication failure cleanups
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030277
	24.229
	369
	3
	5.4.0
	Rel-5
	S-CSCF behavior correction to enable call forwarding
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030277
	24.229
	370
	1
	5.4.0
	Rel-5
	SUBSCRIBE request information stored at the P-CSCF and S-CSCF
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030277
	24.229
	371
	1
	5.4.0
	Rel-5
	Profile Tables - Transparency
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030277
	24.229
	375
	1
	5.4.0
	Rel-5
	Profile Tables - Major Capability Corrections
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030277
	24.229
	376
	2
	5.4.0
	Rel-5
	Profile Tables - Deletion of Elements not used in 24.229
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030277
	24.229
	377
	1
	5.4.0
	Rel-5
	Use of the QoS parameter 'signalling information' for a signalling PDP context
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030277
	24.229
	378
	2
	5.4.0
	Rel-5
	Deregistration of a PUID (not the last one)
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030277
	24.229
	379
	2
	5.4.0
	Rel-5
	'Last registered public user identity' terminology change
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030277
	24.229
	380
	1
	5.4.0
	Rel-5
	Check Integrity Protection for P-Access-Network-Info header
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030278
	24.229
	381
	1
	5.4.0
	Rel-5
	PCSCF setting of Integrity protection indicator and checking of Security Verify header
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030278
	24.229
	383
	1
	5.4.0
	Rel-5
	Consistent treatment of register and de-register
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030278
	24.229
	384
	1
	5.4.0
	Rel-5
	Optionality of sending CK is removed
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030278
	24.229
	385
	1
	5.4.0
	Rel-5
	Addition of note and Correction of References regarding security associations and registration
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030278
	24.229
	387
	1
	5.4.0
	Rel-5
	Subscription/Registration refresh time
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030278
	24.229
	388
	1
	5.4.0
	Rel-5
	Corrections to use of IK
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030278
	24.229
	390
	-
	5.4.0
	Rel-5
	Mobile-originating case at UE
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030278
	24.229
	394
	2
	5.4.0
	Rel-5
	Re-authentication procedure.
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030278
	24.229
	395
	-
	5.4.0
	Rel-5
	Replacement of SIP URL with SIP URI
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030279
	24.229
	397
	2
	5.4.0
	Rel-5
	Notification about registration state
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	SP-030259
	24.229
	398
	-
	5.4.0
	Rel-5
	Combined CRs: N1-030495 (Lucent), N1-030558 (Nokia), and N1-030559(Nokia)
	revised
	F
	
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030279
	24.229
	398
	-
	5.4.0
	Rel-5
	Combined CRs: N1-030495, N1-030558 , and N1-030559
	REJECTED
	F
	
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030291
	24.229
	398
	-
	5.4.0
	Rel-5
	Combined CRs: N1-030495 (Lucent), N1-030558 (Nokia), and N1-030559(Nokia)
	rejected
	F
	
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030279
	24.229
	402
	1
	5.4.0
	Rel-5
	Handling of P-Asserted ID in MGCF
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030279
	24.229
	404
	1
	5.4.0
	Rel-5
	S-CSCF initiated release of calls to circiut switched network
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030279
	24.229
	405
	2
	5.4.0
	Rel-5
	Supported Integrity algorithms
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030279
	24.229
	407
	1
	5.4.0
	Rel-5
	RFC 3524, Single Reservation Flows
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030279
	24.229
	410
	1
	5.4.0
	Rel-5
	Clarification of the S-CSCF's handling of the P-access-network-info header
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030279
	24.229
	411
	2
	5.4.0
	Rel-5
	Port numbers in the RR header entries
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030279
	24.229
	412
	2
	5.4.0
	Rel-5
	Registration abnormal cases
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030280
	24.229
	415
	-
	5.4.0
	Rel-5
	Minor correction to section 5.4.5.1.2
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030280
	24.229
	417
	1
	5.4.0
	Rel-5
	Introduction of RTCP bandwidth
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030280
	24.229
	418
	1
	5.4.0
	Rel-5
	Registratin Event - Shortend
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030280
	24.229
	419
	1
	5.4.0
	Rel-5
	HSS / S-CSCF text relating to user deregistration
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030280
	24.229
	421
	-
	5.4.0
	Rel-5
	Handling of unknown methods at the P-CSCF
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030280
	24.229
	422
	1
	5.4.0
	Rel-5
	Definitions and abbreviations update
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030280
	24.229
	423
	-
	5.4.0
	Rel-5
	Removal of hanging paragraph
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030280
	24.229
	424
	-
	5.4.0
	Rel-5
	Access network charging information
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030280
	24.229
	425
	1
	5.4.0
	Rel-5
	UE procedure tidyup
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030281
	24.229
	426
	-
	5.4.0
	Rel-5
	P-CSCF procedure tidyup
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030281
	24.229
	427
	-
	5.4.0
	Rel-5
	I-CSCF procedure tidyup
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030281
	24.229
	428
	-
	5.4.0
	Rel-5
	S-CSCF procedure tidyup
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030281
	24.229
	429
	-
	5.4.0
	Rel-5
	BGCF procedure tidyup
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030281
	24.229
	430
	-
	5.4.0
	Rel-5
	AS procedure tidyup
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030281
	24.229
	431
	-
	5.4.0
	Rel-5
	MRFC procedure tidyup
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030281
	24.229
	434
	1
	5.4.0
	Rel-5
	SDP procedure tidyup
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030281
	24.229
	438
	2
	5.4.0
	Rel-5
	Profile Tables – Further Corrections
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030281
	24.229
	439
	3
	5.4.0
	Rel-5
	AS's subscription for the registration state event package
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030281
	24.229
	440
	-
	5.4.0
	Rel-5
	Temporary Public User Identity in re- and de-REGISTER requests
	APPROVED
	F
	5.5.0
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	SP-030259
	24.229
	CR 35
	2
	5.4.0
	Rel-5
	User initiated de-registration at P-CSCF
	revised
	F
	
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030291
	24.229
	CR 35
	2
	5.4.0
	Rel-5
	User initiated de-registration at P-CSCF
	rejected
	F
	
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	SP-030259
	24.229
	CR362
	2
	5.4.0
	Rel-5
	User initiated de-registration
	revised
	F
	
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030291
	24.229
	CR362
	2
	5.4.0
	Rel-5
	User initiated de-registration
	rejected
	F
	
	IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3
	N1

	NP-030201
	27.001
	086
	-
	3.11.0
	R99
	Negotiation of fixed network user rate (FNUR)
	approved
	F
	3.12.0
	General on Terminal Adaptation Functions (TAF) for Mobile Stations (MS)
	N3

	NP-030202
	27.001
	089
	1
	3.11.0
	R99
	Removal of S interface in the MS
	rejected
	F
	
	General on Terminal Adaptation Functions (TAF) for Mobile Stations (MS)
	N3

	NP-030260
	27.001
	094
	2
	3.11.0
	R99
	BC-IE alignment with 24.008
	approved
	F
	3.12.0
	General on Terminal Adaptation Functions (TAF) for Mobile Stations (MS)
	N3

	NP-030201
	27.001
	097
	-
	3.11.0
	R99
	Use of single or multislot configuration
	approved
	F
	3.12.0
	General on Terminal Adaptation Functions (TAF) for Mobile Stations (MS)
	N3

	NP-030201
	27.001
	087
	-
	4.9.0
	Rel-4
	Negotiation of fixed network user rate (FNUR)
	approved
	A
	4.10.0
	General on Terminal Adaptation Functions (TAF) for Mobile Stations (MS)
	N3

	NP-030202
	27.001
	090
	1
	4.9.0
	Rel-4
	Removal of S interface in the MS
	approved
	F
	4.10.0
	General on Terminal Adaptation Functions (TAF) for Mobile Stations (MS)
	N3

	NP-030260
	27.001
	095
	1
	4.9.0
	Rel-4
	BC-IE alignment with 24.008
	approved
	A
	4.10.0
	General on Terminal Adaptation Functions (TAF) for Mobile Stations (MS)
	N3

	NP-030201
	27.001
	098
	1
	4.9.0
	Rel-4
	Use of single or multislot configuration
	approved
	A
	4.10.0
	General on Terminal Adaptation Functions (TAF) for Mobile Stations (MS)
	N3

	NP-030201
	27.001
	088
	-
	5.5.0
	Rel-5
	Negotiation of fixed network user rate (FNUR)
	approved
	A
	5.6.0
	General on Terminal Adaptation Functions (TAF) for Mobile Stations (MS)
	N3

	NP-030202
	27.001
	091
	1
	5.5.0
	Rel-5
	Removal of S interface in the MS
	approved
	A
	5.6.0
	General on Terminal Adaptation Functions (TAF) for Mobile Stations (MS)
	N3

	NP-030260
	27.001
	096
	1
	5.5.0
	Rel-5
	BC-IE alignment with 24.008
	approved
	A
	5.6.0
	General on Terminal Adaptation Functions (TAF) for Mobile Stations (MS)
	N3

	NP-030201
	27.001
	099
	1
	5.5.0
	Rel-5
	Use of single or multislot configuration
	approved
	A
	5.6.0
	General on Terminal Adaptation Functions (TAF) for Mobile Stations (MS)
	N3

	NP-030199
	27.060
	082
	-
	3.7.0
	R99
	Configuration of Domain Name System (DNS) server IPV6 addresses
	approved
	F
	3.8.0
	Packet domain;  Mobile Station (MS) supporting Packet Switched services
	N3

	NP-030199
	27.060
	083
	-
	4.2.0
	Rel-4
	Configuration of Domain Name System (DNS) server IPV6 addresses
	approved
	A
	4.3.0
	Packet domain;  Mobile Station (MS) supporting Packet Switched services
	N3

	NP-030173
	27.060
	084
	1
	5.3.0
	Rel-5
	PDP context used for IMS signalling
	approved
	F
	5.4.0
	Packet domain;  Mobile Station (MS) supporting Packet Switched services
	N3

	NP-030214
	29.002
	630
	-
	3.16.0
	R99
	missing SMS transmission via MSC
	approved
	F
	3.17.0
	Mobile Application Part (MAP) specification
	N4

	NP-030208
	29.002
	534
	1
	4.11.0
	Rel-4
	Additional SGSN related Access Types - Detach
	approved
	F
	4.12.0
	Mobile Application Part (MAP) specification
	N4

	NP-030214
	29.002
	631
	-
	4.11.0
	Rel-4
	missing SMS transmission via MSC
	approved
	A
	4.12.0
	Mobile Application Part (MAP) specification
	N4

	NP-030218
	29.002
	500
	5
	5.5.0
	Rel-5
	Addition of Positioning Data IE to Provide Subscriber Location and Send Location Report
	approved
	F
	5.6.0
	Mobile Application Part (MAP) specification
	N4

	NP-030208
	29.002
	535
	1
	5.5.0
	Rel-5
	Additional SGSN related Access Types - Detach
	approved
	A
	5.6.0
	Mobile Application Part (MAP) specification
	N4

	NP-030228
	29.002
	578
	1
	5.5.0
	Rel-5
	Provision of SDL diagrams and removal of redundant text in chapter 24A
	approved
	F
	5.6.0
	Mobile Application Part (MAP) specification
	N4

	NP-030228
	29.002
	580
	-
	5.5.0
	Rel-5
	Provision of SDL diagrams in chapter 24B
	approved
	F
	5.6.0
	Mobile Application Part (MAP) specification
	N4

	NP-030228
	29.002
	593
	2
	5.5.0
	Rel-5
	Provision of SDL diagrams and removal of redundant text in chapter 24
	approved
	F
	5.6.0
	Mobile Application Part (MAP) specification
	N4

	NP-030218
	29.002
	598
	-
	5.5.0
	Rel-5
	LCS Client external ID
	approved
	F
	5.6.0
	Mobile Application Part (MAP) specification
	N4

	NP-030228
	29.002
	606
	1
	5.5.0
	Rel-5
	Provision of SDL diagrams and removal of redundant text in chapter 22
	approved
	F
	5.6.0
	Mobile Application Part (MAP) specification
	N4

	NP-030224
	29.002
	609
	1
	5.5.0
	Rel-5
	Transfer of UE-specific behaviour bitmap at handover
	approved
	B
	5.6.0
	Mobile Application Part (MAP) specification
	N4

	NP-030226
	29.002
	611
	1
	5.5.0
	Rel-5
	Enhancement of the CheckIMEI operation to retrieve the BMUEF
	approved
	A
	5.6.0
	Mobile Application Part (MAP) specification
	N4

	NP-030224
	29.002
	611
	1
	5.5.0
	Rel-5
	Enhancement of the CheckIMEI operation to retrieve the BMUEF
	approved
	A
	5.6.0
	Mobile Application Part (MAP) specification
	N4

	NP-030228
	29.002
	617
	-
	5.5.0
	Rel-5
	Formal correction to the ASN.1 syntax of SendIdentificationRes
	approved
	F
	5.6.0
	Mobile Application Part (MAP) specification
	N4

	NP-030217
	29.002
	618
	1
	5.5.0
	Rel-5
	Correction to naming of PRN parameter
	approved
	F
	5.6.0
	Mobile Application Part (MAP) specification
	N4

	NP-030225
	29.002
	627
	-
	5.5.0
	Rel-5
	Transfer of IMEISV at handover
	rejected
	F
	
	Mobile Application Part (MAP) specification
	N4

	NP-030214
	29.002
	632
	-
	5.5.0
	Rel-5
	missing SMS transmission via MSC
	approved
	A
	5.6.0
	Mobile Application Part (MAP) specification
	N4

	NP-030228
	29.002
	634
	-
	5.5.0
	Rel-5
	Provision of SDL diagrams and removal of redundant text in chapter 25
	approved
	F
	5.6.0
	Mobile Application Part (MAP) specification
	N4

	NP-030228
	29.002
	635
	-
	5.5.0
	Rel-5
	Removal of redundant text from 29.002 Chapter 23
	approved
	F
	5.6.0
	Mobile Application Part (MAP) specification
	N4

	NP-030208
	29.002
	536
	1
	6.1.0
	Rel-6
	Additional SGSN related Access Types - Detach
	approved
	A
	6.2.0
	Mobile Application Part (MAP) specification
	N4

	NP-030218
	29.002
	568
	4
	6.1.0
	Rel-6
	Addition of Positioning Data IE to Provide Subscriber Location and Send Location Report
	approved
	A
	6.2.0
	Mobile Application Part (MAP) specification
	N4

	NP-030228
	29.002
	574
	-
	6.1.0
	Rel-6
	Provision of SDL diagrams and removal of redundant text in chapter 25
	approved
	A
	6.2.0
	Mobile Application Part (MAP) specification
	N4

	NP-030228
	29.002
	579
	1
	6.1.0
	Rel-6
	Provision of SDL diagrams and removal of redundant text in chapter 24A
	approved
	A
	6.2.0
	Mobile Application Part (MAP) specification
	N4

	NP-030228
	29.002
	581
	-
	6.1.0
	Rel-6
	Provision of SDL diagrams in chapter 24B
	approved
	A
	6.2.0
	Mobile Application Part (MAP) specification
	N4

	NP-030228
	29.002
	594
	2
	6.1.0
	Rel-6
	Provision of SDL diagrams and removal of redundant text in chapter 24
	approved
	A
	6.2.0
	Mobile Application Part (MAP) specification
	N4

	NP-030228
	29.002
	595
	2
	6.1.0
	Rel-6
	Removal of redundant text from 29.002 Chapter 23
	approved
	A
	6.2.0
	Mobile Application Part (MAP) specification
	N4

	NP-030218
	29.002
	599
	-
	6.1.0
	Rel-6
	LCS Client external ID
	approved
	A
	6.2.0
	Mobile Application Part (MAP) specification
	N4

	NP-030228
	29.002
	607
	1
	6.1.0
	Rel-6
	Provision of SDL diagrams and removal of redundant text in chapter 22
	approved
	A
	6.2.0
	Mobile Application Part (MAP) specification
	N4

	NP-030231
	29.002
	608
	1
	6.1.0
	Rel-6
	Addition of LCS capability sets to MAP_SRI_for_LCS response
	approved
	B
	6.2.0
	Mobile Application Part (MAP) specification
	N4

	NP-030224
	29.002
	610
	1
	6.1.0
	Rel-6
	Transfer of UE-specific behaviour bitmap at handover
	approved
	B
	6.2.0
	Mobile Application Part (MAP) specification
	N4

	NP-030224
	29.002
	612
	1
	6.1.0
	Rel-6
	Enhancement of the CheckIMEI operation to retrieve the BMUEF
	approved
	A
	6.2.0
	Mobile Application Part (MAP) specification
	N4

	NP-030226
	29.002
	612
	1
	6.1.0
	Rel-6
	Enhancement of the CheckIMEI operation to retrieve the BMUEF
	approved
	A
	6.2.0
	Mobile Application Part (MAP) specification
	N4

	NP-030217
	29.002
	619
	1
	6.1.0
	Rel-6
	Correction to naming of PRN parameter
	approved
	A
	6.2.0
	Mobile Application Part (MAP) specification
	N4

	NP-030231
	29.002
	624
	1
	6.1.0
	Rel-6
	Addition of Privacy Check Related Action to Provide Subscriber Location request
	approved
	F
	6.2.0
	Mobile Application Part (MAP) specification
	N4

	NP-030225
	29.002
	628
	-
	6.1.0
	Rel-6
	Transfer of IMEISV at handover
	rejected
	A
	
	Mobile Application Part (MAP) specification
	N4

	NP-030214
	29.002
	633
	-
	6.1.0
	Rel-6
	missing SMS transmission via MSC
	approved
	A
	6.2.0
	Mobile Application Part (MAP) specification
	N4

	NP-030201
	29.007
	068
	-
	3.11.0
	R99
	Negotiation of fixed network user rate (FNUR)
	approved
	F
	3.12.0
	General requirements on interworking between the Public Land Mobile Network (PLMN) and the Integrated Services Digital Network (ISDN) or Public Switched Telephone Network (PSTN)
	N3

	NP-030201
	29.007
	076
	-
	3.11.0
	R99
	Use of single or multislot configurations
	approved
	F
	3.12.0
	General requirements on interworking between the Public Land Mobile Network (PLMN) and the Integrated Services Digital Network (ISDN) or Public Switched Telephone Network (PSTN)
	N3

	NP-030203
	29.007
	078
	-
	3.11.0
	R99
	Subscription check after Call Confirmed
	approved
	F
	3.12.0
	General requirements on interworking between the Public Land Mobile Network (PLMN) and the Integrated Services Digital Network (ISDN) or Public Switched Telephone Network (PSTN)
	N3

	NP-030201
	29.007
	069
	-
	4.7.0
	Rel-4
	Negotiation of fixed network user rate (FNUR)
	approved
	A
	4.8.0
	General requirements on interworking between the Public Land Mobile Network (PLMN) and the Integrated Services Digital Network (ISDN) or Public Switched Telephone Network (PSTN)
	N3

	NP-030201
	29.007
	077
	-
	4.7.0
	Rel-4
	Use of single or multislot configurations
	approved
	A
	4.8.0
	General requirements on interworking between the Public Land Mobile Network (PLMN) and the Integrated Services Digital Network (ISDN) or Public Switched Telephone Network (PSTN)
	N3

	NP-030203
	29.007
	079
	-
	4.7.0
	Rel-4
	Subscription check after Call Confirmed
	approved
	A
	4.8.0
	General requirements on interworking between the Public Land Mobile Network (PLMN) and the Integrated Services Digital Network (ISDN) or Public Switched Telephone Network (PSTN)
	N3

	NP-030201
	29.007
	070
	-
	5.5.0
	Rel-5
	Negotiation of fixed network user rate (FNUR)
	approved
	A
	5.6.0
	General requirements on interworking between the Public Land Mobile Network (PLMN) and the Integrated Services Digital Network (ISDN) or Public Switched Telephone Network (PSTN)
	N3

	NP-030201
	29.007
	071
	1
	5.5.0
	Rel-5
	Use of single or multislot configurations
	approved
	A
	5.6.0
	General requirements on interworking between the Public Land Mobile Network (PLMN) and the Integrated Services Digital Network (ISDN) or Public Switched Telephone Network (PSTN)
	N3

	NP-030203
	29.007
	073
	1
	5.5.0
	Rel-5
	Subscription check after Call Confirmed
	approved
	A
	5.6.0
	General requirements on interworking between the Public Land Mobile Network (PLMN) and the Integrated Services Digital Network (ISDN) or Public Switched Telephone Network (PSTN)
	N3

	NP-030210
	29.010
	086
	-
	3.10.0
	R99
	LCS Cause Code Mappings between RANAP & BSSMAP
	approved
	F
	3.11.0
	Information Element Mapping between Mobile Station - Base Station System (MS - BSS) and Base Station System - Mobile-services Switching Centre (BSS - MCS) Signalling Procedures and the Mobile Application Part (MAP)
	N4

	NP-030210
	29.010
	087
	-
	4.5.0
	Rel-4
	LCS Cause Code Mappings between RANAP & BSSMAP
	approved
	A
	4.6.0
	Information Element Mapping between Mobile Station - Base Station System (MS - BSS) and Base Station System - Mobile-services Switching Centre (BSS - MCS) Signalling Procedures and the Mobile Application Part (MAP)
	N4

	NP-030210
	29.010
	088
	-
	5.2.0
	Rel-5
	LCS Cause Code Mappings between RANAP & BSSMAP
	approved
	A
	5.3.0
	Information Element Mapping between Mobile Station - Base Station System (MS - BSS) and Base Station System - Mobile-services Switching Centre (BSS - MCS) Signalling Procedures and the Mobile Application Part (MAP)
	N4

	NP-030224
	29.010
	089
	1
	5.2.0
	Rel-5
	Handling of UE-specific behaviour data in the relay MSC
	approved
	F
	5.3.0
	Information Element Mapping between Mobile Station - Base Station System (MS - BSS) and Base Station System - Mobile-services Switching Centre (BSS - MCS) Signalling Procedures and the Mobile Application Part (MAP)
	N4

	NP-030225
	29.010
	089
	1
	5.2.0
	Rel-5
	Handling of UE-specific behaviour data in the relay MSC
	rejected
	F
	
	Information Element Mapping between Mobile Station - Base Station System (MS - BSS) and Base Station System - Mobile-services Switching Centre (BSS - MCS) Signalling Procedures and the Mobile Application Part (MAP)
	N4

	NP-030226
	29.010
	090
	-
	5.2.0
	Rel-5
	Handling of UE-specific behaviour data in the relay MSC
	approved
	F
	5.3.0
	Information Element Mapping between Mobile Station - Base Station System (MS - BSS) and Base Station System - Mobile-services Switching Centre (BSS - MCS) Signalling Procedures and the Mobile Application Part (MAP)
	N4

	NP-030227
	29.010
	090
	-
	5.2.0
	Rel-5
	Handling of UE-specific behaviour data in the relay MSC
	rejected
	F
	
	Information Element Mapping between Mobile Station - Base Station System (MS - BSS) and Base Station System - Mobile-services Switching Centre (BSS - MCS) Signalling Procedures and the Mobile Application Part (MAP)
	N4

	NP-030283
	29.018
	033
	-
	5.3.0
	Rel-5
	Addition of IMEISV to BSSAP+-LOCATION-UPDATE-REQUEST message
	APPROVED
	F
	5.4.0
	General Packet Radio Service (GPRS); Serving GPRS Support Node (SGSN) - Visitors Location Register (VLR); Gs interface layer 3 specification
	N1

	NP-030209
	29.060
	405
	1
	3.16.0
	R99
	Correction for PDP Context Response with no PDP Contexts
	approved
	F
	3.17.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	N4

	NP-030209
	29.060
	406
	1
	4.7.0
	Rel-4
	Correction for PDP Context Response with no PDP Contexts
	approved
	A
	4.8.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	N4

	NP-030209
	29.060
	407
	1
	5.5.0
	Rel-5
	Correction for PDP Context Response with no PDP Contexts
	approved
	A
	5.6.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	N4

	NP-030219
	29.060
	411
	1
	5.5.0
	Rel-5
	Enhancement of description for 'User authentication failed' error for Create PDP Context response message
	approved
	F
	5.6.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	N4

	NP-030219
	29.060
	419
	2
	5.5.0
	Rel-5
	Definition of reserved TEID value
	approved
	F
	5.6.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	N4

	NP-030219
	29.060
	421
	-
	5.5.0
	Rel-5
	QoS Profile Data parameter in the Quality of Service (Data) Profile IE extended with one octet
	approved
	F
	5.6.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	N4

	NP-030223
	29.060
	423
	-
	5.5.0
	Rel-5
	IMEISV to be included in the Container within the MM Context
	approved
	F
	5.6.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	N4

	NP-030209
	29.060
	408
	1
	6.0.0
	Rel-6
	Correction for PDP Context Response with no PDP Contexts
	approved
	A
	6.1.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	N4

	NP-030230
	29.060
	410
	-
	6.0.0
	Rel-6
	Controlling compression performed on the SGSN
	approved
	F
	6.1.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	N4

	NP-030219
	29.060
	412
	1
	6.0.0
	Rel-6
	Enhancement of description for 'User authentication failed' error for Create PDP Context response message
	approved
	A
	6.1.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	N4

	NP-030219
	29.060
	420
	2
	6.0.0
	Rel-6
	Definition of reserved TEID value
	approved
	A
	6.1.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	N4

	NP-030219
	29.060
	422
	-
	6.0.0
	Rel-6
	QoS Profile Data parameter in the Quality of Service (Data) Profile IE extended with one octet
	approved
	A
	6.1.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	N4

	NP-030223
	29.060
	424
	-
	6.0.0
	Rel-6
	IMEISV to be included in the Container within the MM Context
	approved
	A
	6.1.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	N4

	NP-030199
	29.061
	084
	1
	3.12.0
	R99
	Configuration of Domain Name System (DNS) server IPV6 addresses
	approved
	F
	3.13.0
	Interworking between the Public Land Mobile Network (PLMN) supporting Packet Based services and Packet Data Networks (PDN)
	N3

	NP-030200
	29.061
	089
	1
	3.12.0
	R99
	Attribute corrections in 29.061
	approved
	A
	3.13.0
	Interworking between the Public Land Mobile Network (PLMN) supporting Packet Based services and Packet Data Networks (PDN)
	N3

	NP-030199
	29.061
	085
	1
	4.7.0
	Rel-4
	Configuration of Domain Name System (DNS) server IPv6 addresses
	approved
	A
	4.8.0
	Interworking between the Public Land Mobile Network (PLMN) supporting Packet Based services and Packet Data Networks (PDN)
	N3

	NP-030200
	29.061
	090
	1
	4.7.0
	Rel-4
	Attribute corrections in 29.061
	approved
	A
	4.8.0
	Interworking between the Public Land Mobile Network (PLMN) supporting Packet Based services and Packet Data Networks (PDN)
	N3

	NP-030199
	29.061
	086
	-
	5.5.0
	Rel-5
	Clean-up of references
	approved
	F
	5.6.0
	Interworking between the Public Land Mobile Network (PLMN) supporting Packet Based services and Packet Data Networks (PDN)
	N3

	NP-030173
	29.061
	087
	-
	5.5.0
	Rel-5
	Application level Signalling Indication in the  QoS IE
	approved
	F
	5.6.0
	Interworking between the Public Land Mobile Network (PLMN) supporting Packet Based services and Packet Data Networks (PDN)
	N3

	NP-030200
	29.061
	091
	1
	5.5.0
	Rel-5
	Attribute corrections in 29.061
	approved
	A
	5.6.0
	Interworking between the Public Land Mobile Network (PLMN) supporting Packet Based services and Packet Data Networks (PDN)
	N3

	NP-030190
	29.078
	308
	-
	5.3.0
	Rel-5
	Removal of SCI Operation from NC call CAP syntax
	approved
	F
	5.4.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	N2

	NP-030190
	29.078
	309
	1
	5.3.0
	Rel-5
	Correction to IPSSPCapabilities ASN.1 syntax
	approved
	F
	5.4.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	N2

	NP-030190
	29.078
	310
	-
	5.3.0
	Rel-5
	Removing UnknownLegId Error from DFCWA
	approved
	F
	5.4.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	N2

	NP-030190
	29.078
	311
	1
	5.3.0
	Rel-5
	Removing DFCWA from assisting gsmSSF dialogue
	approved
	F
	5.4.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	N2

	NP-030190
	29.078
	312
	1
	5.3.0
	Rel-5
	Correction to SplitLeg pre-conditions
	approved
	F
	5.4.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	N2

	NP-030186
	29.078
	314
	2
	5.3.0
	Rel-5
	Health warning for Calling Party Number length in IDP SMS
	rejected
	F
	
	Customised Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	N2

	NP-030190
	29.078
	321
	-
	5.3.0
	Rel-5
	ASN.1 syntax basic corrections
	approved
	F
	5.4.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	N2

	NP-030190
	29.078
	323
	-
	5.3.0
	Rel-5
	DP arming requirement for NP calls
	approved
	F
	5.4.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	N2

	NP-030187
	29.078
	324
	2
	5.3.0
	Rel-5
	ASN.1 change for Calling Party Number length in IDP SMS
	approved
	F
	5.4.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	N2

	NP-030235
	29.198-01
	021
	-
	4.3.2
	Rel-4
	Removal of un-used references
	Rejected
	F
	
	Open Service Access (OSA) Application Programming Interface (API); Part 1: Overview
	N5

	NP-030239
	29.198-01
	022
	-
	5.1.1
	Rel-5
	Removal of un-used references
	revised
	F
	
	Open Service Access (OSA) Application Programming Interface (API); Part 1: Overview
	N5

	NP-030298
	29.198-01
	022
	1
	5.1.1
	Rel-5
	Removal of un-used references
	Approved
	F
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 1: Overview
	N5

	NP-030239
	29.198-01
	023
	-
	5.1.1
	Rel-5
	Correction to Java Realisation Annex
	Approved
	F
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 1: Overview
	N5

	NP-030236
	29.198-02
	033
	-
	4.5.0
	Rel-4
	Correction of SIP Address wildcard rules
	Approved
	F
	4.6.0
	Open Service Access (OSA) Application Programming Interface (API); Part 2: Common data
	N5

	NP-030236
	29.198-02
	034
	-
	5.2.0
	Rel-5
	Correction of SIP Address wildcard rules
	Approved
	A
	5.3.0
	Open Service Access (OSA) Application Programming Interface (API); Part 2: Common data
	N5

	NP-030240
	29.198-02
	035
	-
	5.2.0
	Rel-5
	Add the type TpURN to Common Data Types
	Approved
	F
	5.3.0
	Open Service Access (OSA) Application Programming Interface (API); Part 2: Common data
	N5

	NP-030237
	29.198-03
	078
	-
	4.7.0
	Rel-4
	Correction to TpEncryptionCapability to correct support for Triple-DES
	Approved
	F
	4.8.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	N5

	NP-030237
	29.198-03
	080
	-
	4.7.0
	Rel-4
	Correction of the Framework Service Instance Lifecycle Manager Sequence Diagram
	Approved
	F
	4.8.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	N5

	NP-030237
	29.198-03
	082
	-
	4.7.0
	Rel-4
	Correction of the use of TpDomainID in Framework initiateAuthentication method
	Approved
	F
	4.8.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	N5

	NP-030237
	29.198-03
	079
	-
	5.2.0
	Rel-5
	Correction to TpEncryptionCapability to correct support for Triple-DES
	Approved
	A
	5.3.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	N5

	NP-030237
	29.198-03
	081
	-
	5.2.0
	Rel-5
	Correction of the Framework Service Instance Lifecycle Manager Sequence Diagram
	Approved
	A
	5.3.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	N5

	NP-030237
	29.198-03
	083
	-
	5.2.0
	Rel-5
	Correction of the use of TpDomainID in Framework initiateAuthentication method
	Approved
	A
	5.3.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	N5

	NP-030241
	29.198-03
	084
	-
	5.2.0
	Rel-5
	Change reference to PAM Presence and Availability SCF to PAM Access SCF to reflect change in 29.198-14
	Approved
	F
	5.3.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	N5

	NP-030238
	29.198-04
	065
	-
	4.6.0
	Rel-4
	Correction of the description for callEventNotify & reportNotification
	Approved
	F
	4.7.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control
	N5

	NP-030242
	29.198-04-1
	005
	-
	5.2.0
	Rel-5
	Correction to Common Call Control Data
	Approved
	F
	5.3.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 1: Common call control data definitions
	N5

	NP-030246
	29.198-04-1
	006
	-
	5.2.0
	Rel-6
	Add support for multi services
	revised
	F
	
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 1: Common call control data definitions
	N5

	NP-030304
	29.198-04-1
	006
	1
	5.2.0
	Rel-6
	Add support for multi services
	Approved
	C
	6.0.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 1: Common call control data definitions
	N5

	NP-030238
	29.198-04-2
	007
	-
	5.2.0
	Rel-5
	Correction of the description for callEventNotify & reportNotification
	Approved
	F
	5.3.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 2: Generic call control data Service Capability Feature (SCF)
	N5

	NP-030238
	29.198-04-3
	011
	-
	5.2.0
	Rel-5
	Correction of the description for callEventNotify & reportNotification
	Approved
	F
	5.3.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 3: Multi-party call control data Service Capability Feature (SCF)
	N5

	NP-030247
	29.198-04-3
	012
	-
	5.2.0
	Rel-6
	Unclear overlap criteria for rejection of createNotification
	Rejected
	F
	
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 3: Multi-party call control data Service Capability Feature (SCF)
	N5

	NP-030305
	29.198-04-3
	012
	1
	5.2.0
	Rel-6
	Unclear overlap criteria for rejection of createNotification
	Approved
	C
	6.0.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 3: Multi-party call control data Service Capability Feature (SCF)
	N5

	NP-030247
	29.198-04-3
	013
	-
	5.2.0
	Rel-6
	Add support for advanced subscriber presentation
	Approved
	B
	6.0.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 3: Multi-party call control data Service Capability Feature (SCF)
	N5

	NP-030238
	29.198-04-4
	005
	-
	5.2.0
	Rel-5
	Correction of the description for callEventNotify & reportNotification
	Approved
	F
	5.3.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 4: Multimedia call control Service Capability Feature (SCF)
	N5

	NP-030243
	29.198-04-4
	006
	-
	5.2.0
	Rel-5
	Correction to TpAudioCapabiltiesType and TpVideoCapabilitiesType to correctly indicate the required capabilities
	Approved
	F
	5.3.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 4: Multimedia call control Service Capability Feature (SCF)
	N5

	NP-030248
	29.198-04-4
	007
	-
	5.2.0
	Rel-6
	Adding QoS Reporting Functionality to MMCCS
	Approved
	B
	6.0.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 4: Multimedia call control Service Capability Feature (SCF)
	N5

	NP-030248
	29.198-04-4
	008
	-
	5.2.0
	Rel-6
	Correction of the mechanism for Requesting Event Reports in MMCCS
	revised
	F
	
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 4: Multimedia call control Service Capability Feature (SCF)
	N5

	NP-030306
	29.198-04-4
	008
	1
	5.2.0
	Rel-6
	Correction of the mechanism for Requesting Event Reports in MMCCS
	Approved
	C
	6.0.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 4: Multimedia call control Service Capability Feature (SCF)
	N5

	NP-030238
	29.198-05
	034
	-
	4.6.0
	Rel-4
	Correction of the description for callEventNotify & reportNotification
	Approved
	F
	4.7.0
	Open Service Access (OSA) Application Programming Interface (API); Part 5: Generic user interaction
	N5

	NP-030238
	29.198-05
	035
	-
	5.2.0
	Rel-5
	Correction of the description for callEventNotify & reportNotification
	Approved
	A
	5.3.0
	Open Service Access (OSA) Application Programming Interface (API); Part 5: Generic user interaction
	N5

	NP-030244
	29.198-05
	036
	-
	5.2.0
	Rel-5
	Clarify IpUI sendInfoReq()
	Approved
	F
	5.3.0
	Open Service Access (OSA) Application Programming Interface (API); Part 5: Generic user interaction
	N5

	NP-030244
	29.198-05
	037
	-
	5.2.0
	Rel-5
	Update TpUIInfo for consistency with GMS capabilities
	Approved
	F
	5.3.0
	Open Service Access (OSA) Application Programming Interface (API); Part 5: Generic user interaction
	N5

	NP-030294
	29.198-05
	038
	-
	5.2.0
	Rel-5
	Specifying the origin of a GUI message
	Rejected
	F
	
	Open Service Access (OSA) Application Programming Interface (API); Part 5: Generic user interaction
	N5

	NP-030299
	29.198-05
	038
	1
	5.2.0
	Rel-5
	Specifying the origin of a GUI message
	Approved
	F
	5.3.0
	Open Service Access (OSA) Application Programming Interface (API); Part 5: Generic user interaction
	N5

	NP-030249
	29.198-06
	021
	-
	5.2.0
	Rel-6
	Add methods to prevent unnecessary strict requirements on application persistency for Mobility
	Approved
	C
	6.0.0
	Open Service Access (OSA) Application Programming Interface (API); Part 6: Mobility
	N5

	NP-030249
	29.198-06
	022
	-
	5.2.0
	Rel-6
	Extension to User Status
	Approved
	B
	6.0.0
	Open Service Access (OSA) Application Programming Interface (API); Part 6: Mobility
	N5

	NP-030238
	29.198-08
	024
	-
	4.6.0
	Rel-4
	Correction of the description for callEventNotify & reportNotification
	Approved
	F
	4.7.0
	Open Service Access (OSA) Application Programming Interface (API); Part 8: Data session control
	N5

	NP-030238
	29.198-08
	025
	-
	5.2.0
	Rel-5
	Correction of the description for callEventNotify & reportNotification
	Approved
	A
	5.3.0
	Open Service Access (OSA) Application Programming Interface (API); Part 8: Data session control
	N5

	NP-030250
	29.198-13
	003
	-
	5.1.0
	Rel-6
	New Policy Evaluation SCF introduced
	Approved
	B
	6.0.0
	Open Service Access (OSA) Application Programming Interface (API); Part 13: Policy management SCF
	N5

	NP-030245
	29.198-14
	004
	-
	5.1.0
	Rel-5
	Make TpPAMCapability extensible by changing its type to TpString
	Approved
	F
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 14: Presence and Availability Management (PAM)
	N5

	NP-030240
	29.198-14
	005
	-
	5.1.0
	Rel-5
	Change the type of TpPAMFQName to TpURN
	Approved
	F
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 14: Presence and Availability Management (PAM)
	N5

	NP-030245
	29.198-14
	006
	-
	5.1.0
	Rel-5
	Clarifiy use of askerData parameter to getAuthToken method in each PAM SCF
	Approved
	F
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 14: Presence and Availability Management (PAM)
	N5

	NP-030245
	29.198-14
	007
	-
	5.1.0
	Rel-5
	Add authToken parameter to computeAvailability method
	Approved
	F
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 14: Presence and Availability Management (PAM)
	N5

	NP-030245
	29.198-14
	008
	-
	5.1.0
	Rel-5
	Replace use of IpInterfaceRef in PAM with actual application interfaces
	Approved
	F
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 14: Presence and Availability Management (PAM)
	N5

	NP-030245
	29.198-14
	009
	-
	5.1.0
	Rel-5
	Add expiration time for PAM event registrations
	Approved
	F
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 14: Presence and Availability Management (PAM)
	N5

	NP-030245
	29.198-14
	010
	-
	5.1.0
	Rel-5
	Send subscription notification cancellation to watchers
	Approved
	F
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 14: Presence and Availability Management (PAM)
	N5

	NP-030241
	29.198-14
	011
	-
	5.1.0
	Rel-5
	Change PAM Presence and Availability SCF name to PAM Access
	Approved
	F
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 14: Presence and Availability Management (PAM)
	N5

	NP-030245
	29.198-14
	012
	-
	5.1.0
	Rel-5
	Move Acess Control Mechanism to Manager Interface
	Approved
	F
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 14: Presence and Availability Management (PAM)
	N5

	NP-030220
	29.205
	006
	2
	5.0.0
	Rel-5
	Alignment of references after renumbering of H248 by ITU-T
	approved
	F
	5.1.0
	Application of Q.1900 series to bearer-independent circuit-switched core network architecture; Stage 3
	N4

	NP-030174
	29.207
	089
	-
	5.3.0
	Rel-5
	Update of reference [11]
	approved
	F
	5.4.0
	Policy control over Go interface
	N3

	NP-030174
	29.207
	090
	-
	5.3.0
	Rel-5
	Alignment with the latest version of Framework PIB
	approved
	F
	5.4.0
	Policy control over Go interface
	N3

	NP-030174
	29.207
	091
	1
	5.3.0
	Rel-5
	Definition of Auth Token
	approved
	F
	5.4.0
	Policy control over Go interface
	N3

	NP-030174
	29.207
	094
	1
	5.3.0
	Rel-5
	Clarification to Binding Information Handling
	approved
	F
	5.4.0
	Policy control over Go interface
	N3

	NP-030174
	29.207
	099
	1
	5.3.0
	Rel-5
	Change PDP Context to Client Handle for PDF
	approved
	F
	5.4.0
	Policy control over Go interface
	N3

	NP-030174
	29.207
	100
	3
	5.5.0
	Rel-5
	Remove Decision
	approved
	F
	5.6.0
	Policy control over Go interface
	N3

	NP-030175
	29.208
	034
	2
	5.3.1
	Rel-5
	Revoke QoS authorization procedure for session redirection after bearer establishment
	approved
	F
	5.4.0
	End to end Quality of Service (QoS) signalling flows
	N3

	NP-030215
	29.228
	043
	-
	5.3.0
	Rel-5
	Correct use of the Result-Code AVP
	approved
	F
	5.4.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	N4

	NP-030215
	29.228
	044
	1
	5.3.0
	Rel-5
	Conditionality of User-Name AVP in Server-Assignment-Answer
	approved
	F
	5.4.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	N4

	NP-030215
	29.228
	045
	2
	5.3.0
	Rel-5
	Corrections to the base 64 encoding examples
	approved
	F
	5.4.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	N4

	NP-030215
	29.228
	046
	1
	5.3.0
	Rel-5
	Deregistration of implicitly registered public user identities
	approved
	F
	5.4.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	N4

	NP-030215
	29.228
	047
	-
	5.3.0
	Rel-5
	Clarification on the Server-Assignment-Type NO_ASSIGNMENT
	approved
	F
	5.4.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	N4

	NP-030215
	29.228
	048
	-
	5.3.0
	Rel-5
	Incorrect use of result-code
	approved
	F
	5.4.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	N4

	NP-030215
	29.228
	049
	1
	5.3.0
	Rel-5
	Misalignment Public-User-Identity IE
	approved
	F
	5.4.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	N4

	NP-030215
	29.228
	050
	1
	5.3.0
	Rel-5
	Duplicated Destination-Host AVP within MAR command mode
	approved
	F
	5.4.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	N4

	NP-030215
	29.229
	019
	-
	5.3.0
	Rel-5
	Conditionality of User-Name AVP in Server-Assignment-Answer
	approved
	F
	5.4.0
	Cx and Dx interfaces based on the Diameter protocol; Protocol details
	N4

	NP-030211
	29.232
	055
	1
	4.7.0
	Rel-4
	Independence of SDU and Application
	rejected
	F
	
	Media Gateway Controller (MGC) - Media Gateway (MGW) interface; Stage 3
	N4

	NP-030212
	29.232
	058
	-
	4.7.0
	Rel-4
	DTMF timing requirements on MGW
	approved
	F
	4.8.0
	Media Gateway Controller (MGC) - Media Gateway (MGW) interface; Stage 3
	N4

	NP-030211
	29.232
	056
	1
	5.5.0
	Rel-5
	Independence of SDU and Application
	rejected
	A
	
	Media Gateway Controller (MGC) - Media Gateway (MGW) interface; Stage 3
	N4

	NP-030220
	29.232
	057
	1
	5.5.0
	Rel-5
	Alignment of references after renumbering of H248 by ITU-T
	approved
	F
	5.6.0
	Media Gateway Controller (MGC) - Media Gateway (MGW) interface; Stage 3
	N4

	NP-030212
	29.232
	059
	-
	5.5.0
	Rel-5
	DTMF timing requirements on MGW
	approved
	A
	5.6.0
	Media Gateway Controller (MGC) - Media Gateway (MGW) interface; Stage 3
	N4

	NP-030216
	29.328
	022
	1
	5.3.2
	Rel-5
	Co-ordination of Update of Repository Data
	approved
	F
	5.4.0
	IP Multimedia Subsystem (IMS) Sh interface signalling flows and message contents
	N4

	NP-030216
	29.328
	023
	1
	5.3.2
	Rel-5
	Enhanced description of Sh-Pull Request and Response
	approved
	F
	5.4.0
	IP Multimedia Subsystem (IMS) Sh interface signalling flows and message contents
	N4

	NP-030216
	29.328
	024
	2
	5.3.2
	Rel-5
	Enhanced description of Sh-Notif and Sh-Notif-Subs Request and Response
	approved
	F
	5.4.0
	IP Multimedia Subsystem (IMS) Sh interface signalling flows and message contents
	N4

	NP-030216
	29.328
	025
	2
	5.3.2
	Rel-5
	A range of editorial changes and corrections and additions of references
	approved
	F
	5.4.0
	IP Multimedia Subsystem (IMS) Sh interface signalling flows and message contents
	N4

	NP-030216
	29.328
	027
	-
	5.3.2
	Rel-5
	Discrepancy between XML schema of Cx and Sh interface
	approved
	F
	5.4.0
	IP Multimedia Subsystem (IMS) Sh interface signalling flows and message contents
	N4

	NP-030216
	29.328
	029
	-
	5.3.2
	Rel-5
	Correction to the use of User-Identity
	approved
	F
	5.4.0
	IP Multimedia Subsystem (IMS) Sh interface signalling flows and message contents
	N4

	NP-030216
	29.328
	030
	-
	5.3.2
	Rel-5
	Clarification on the handling of the "Charging Information" via the Sh Interface
	approved
	F
	5.4.0
	IP Multimedia Subsystem (IMS) Sh interface signalling flows and message contents
	N4

	NP-030216
	29.329
	014
	1
	5.3.0
	Rel-5
	Co-ordination of Update of Repository Data
	approved
	F
	5.4.0
	Sh interface based on the Diameter protocol
	N4

	NP-030216
	29.329
	015
	1
	5.3.0
	Rel-5
	Command code correction for UDA plus editorial corrections
	approved
	F
	5.4.0
	Sh interface based on the Diameter protocol
	N4

	NP-030216
	29.329
	016
	-
	5.3.0
	Rel-5
	Correction on Current-Location AVP values
	approved
	F
	5.4.0
	Sh interface based on the Diameter protocol
	N4

	NP-030216
	29.329
	018
	-
	5.3.0
	Rel-5
	Correction to the use of User-Identity
	approved
	F
	5.4.0
	Sh interface based on the Diameter protocol
	N4

	NP-030216
	29.329
	019
	1
	5.3.0
	Rel-5
	Correction to the use of Data-Reference
	approved
	F
	5.4.0
	Sh interface based on the Diameter protocol
	N4

	NP-030284
	44.065
	004
	4
	5.0.0
	Rel-6
	Additional support of ROHC in SNDCP
	APPROVED
	B
	6.0.0
	Mobile Station (MS) - Serving GPRS Support Node (SGSN);  Subnetwork Dependent Convergence Protocol (SNDCP)
	N1

	NP-030284
	44.065
	005
	1
	5.0.0
	Rel-6
	Multiple header compression algorithms handling
	APPROVED
	C
	6.0.0
	Mobile Station (MS) - Serving GPRS Support Node (SGSN);  Subnetwork Dependent Convergence Protocol (SNDCP)
	N1

	RP-030207
	25.101
	235
	1
	3.13.0
	R99
	Problems with "Out of sync" in Initial convergence test
	approved
	F
	3.14.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030207
	25.101
	240
	1
	3.13.0
	R99
	Correction of SSDT performance requirements
	approved
	F
	3.14.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030207
	25.101
	236
	1
	4.7.0
	Rel-4
	Problems with "Out of sync" in Initial convergence test
	approved
	A
	4.8.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030207
	25.101
	241
	1
	4.7.0
	Rel-4
	Correction of SSDT performance requirements
	approved
	A
	4.8.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030217
	25.101
	231
	-
	5.6.0
	Rel-5
	Maximum input power for the UE
	approved
	F
	5.7.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030207
	25.101
	237
	1
	5.6.0
	Rel-5
	Problems with "Out of sync" in Initial convergence test
	approved
	A
	5.7.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030207
	25.101
	242
	1
	5.6.0
	Rel-5
	Correction of SSDT performance requirements
	approved
	A
	5.7.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030213
	25.101
	244
	-
	5.6.0
	Rel-5
	Correction of TPC dynamic range in tests using DPCCH as a phase reference
	approved
	F
	5.7.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030217
	25.101
	248
	-
	5.6.0
	Rel-5
	Removal of some of the FRC test cases with PA3 channel
	approved
	F
	5.7.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030217
	25.101
	249
	1
	5.6.0
	Rel-5
	Specification of HSDPA CQI test
	approved
	F
	5.7.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030217
	25.101
	255
	-
	5.6.0
	Rel-5
	Specification of HSDPA FRC Performance with Closed Loop Transmit Diversity
	approved
	F
	5.7.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030217
	25.101
	257
	-
	5.6.0
	Rel-5
	Specification of HS-SCCH Performance
	approved
	F
	5.7.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030217
	25.101
	259
	-
	5.6.0
	Rel-5
	Specification of HSDPA CQI test in fading
	approved
	F
	5.7.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030217
	25.101
	232
	-
	6.0.0
	Rel-6
	Maximum input power for the UE
	approved
	A
	6.1.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030220
	25.101
	234
	1
	6.0.0
	Rel-6
	Requirements on common channels with TX diversity
	approved
	F
	6.1.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030207
	25.101
	238
	1
	6.0.0
	Rel-6
	Problems with "Out of sync" in Initial convergence test
	approved
	A
	6.1.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030207
	25.101
	243
	1
	6.0.0
	Rel-6
	Correction of SSDT performance requirements
	approved
	A
	6.1.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030213
	25.101
	245
	-
	6.0.0
	Rel-6
	Correction of TPC dynamic range in tests using DPCCH as a phase reference
	approved
	A
	6.1.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030217
	25.101
	252
	-
	6.0.0
	Rel-6
	Removal of some of the FRC test cases with PA3 channel
	approved
	A
	6.1.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030217
	25.101
	253
	-
	6.0.0
	Rel-6
	Specification of HSDPA CQI test
	approved
	A
	6.1.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030217
	25.101
	256
	-
	6.0.0
	Rel-6
	Specification of HSDPA FRC Performance with Closed Loop Transmit Diversity
	approved
	A
	6.1.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030217
	25.101
	258
	-
	6.0.0
	Rel-6
	Specification of HS-SCCH Performance
	approved
	A
	6.1.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030217
	25.101
	260
	-
	6.0.0
	Rel-6
	Specification of HSDPA CQI test in fading 
	approved
	A
	6.1.0
	UE Radio transmission and reception (FDD)
	R4

	RP-030218
	25.102
	137
	1
	5.4.0
	Rel-5
	Specification of HSDPA CQI test for 3.84 Mcps
	approved
	F
	5.5.0
	UTRA (UE) TDD; Radio transmission and reception
	R4

	RP-030218
	25.102
	138
	-
	5.4.0
	Rel-5
	CQI performance requirements for  1.28 Mcps TDD option
	approved
	B
	5.5.0
	UTRA (UE) TDD; Radio transmission and reception
	R4

	RP-030218
	25.102
	139
	-
	5.4.0
	Rel-5
	Addition of VRC performance requirements with low resource units for 1.28 Mcps TDD option
	approved
	B
	5.5.0
	UTRA (UE) TDD; Radio transmission and reception
	R4

	RP-030218
	25.102
	140
	-
	5.4.0
	Rel-5
	Specification of HS-SCCH performance for 1.28 Mcps TDD option
	approved
	B
	5.5.0
	UTRA (UE) TDD; Radio transmission and reception
	R4

	RP-030214
	25.104
	191
	1
	5.6.0
	Rel-5
	General corrections on co-existence and co-location requirements for UTRA-FDD BS
	approved
	F
	5.7.0
	UTRA (BS) FDD; Radio transmission and reception
	R4

	RP-030220
	25.104
	185
	-
	6.1.0
	Rel-6
	Frequency error requirement correction
	approved
	F
	6.2.0
	UTRA (BS) FDD; Radio transmission and reception
	R4

	RP-030221
	25.104
	186
	-
	6.1.0
	Rel-6
	Correction to DCH demodulation performance requirement in multipath fading case 4
	approved
	F
	6.2.0
	UTRA (BS) FDD; Radio transmission and reception
	R4

	RP-030214
	25.104
	192
	1
	6.1.0
	Rel-6
	General corrections on co-existence and co-location requirements for UTRA-FDD BS
	approved
	A
	6.2.0
	UTRA (BS) FDD; Radio transmission and reception
	R4

	RP-030211
	25.106
	022
	1
	4.5.0
	Rel-4
	Spurious emissions: Co-existence with UTRA-FDD BS, Operation in the same geographic area
	approved
	F
	4.6.0
	UTRA Repeater; Radio transmission and reception
	R4

	RP-030211
	25.106
	023
	1
	5.4.0
	Rel-5
	Spurious emissions: Co-existence with UTRA-FDD BS, Operation in the same geographic area
	approved
	A
	5.5.0
	UTRA Repeater; Radio transmission and reception
	R4

	RP-030208
	25.123
	305
	-
	3.12.0
	R99
	Applicability of Timer T-reselection for 2G cell reselection
	approved
	F
	3.13.0
	Requirements for support of radio resource management  (TDD)
	R4

	RP-030208
	25.123
	299
	-
	4.8.0
	Rel-4
	Applicability of Timer T-reselection for 2G cell reselection
	approved
	F
	4.9.0
	Requirements for support of radio resource management  (TDD)
	R4

	RP-030208
	25.123
	306
	-
	4.8.0
	Rel-4
	Applicability of Timer T-reselection for 2G cell reselection
	approved
	A
	4.9.0
	Requirements for support of radio resource management  (TDD)
	R4

	RP-030208
	25.123
	300
	-
	5.4.0
	Rel-5
	Applicability of Timer T-reselection for 2G cell reselection
	approved
	A
	5.5.0
	Requirements for support of radio resource management  (TDD)
	R4

	RP-030222
	25.123
	301
	1
	5.4.0
	Rel-5
	Correction of measurement and reporting capability requirements in CELL_DCH state in case of parallel measurements
	approved
	F
	5.5.0
	Requirements for support of radio resource management  (TDD)
	R4

	RP-030278
	25.123
	302
	-
	5.4.0
	Rel-5
	Power Measurement in non HSDPA codes for TDD
	approved
	F
	5.5.0
	Requirements for support of radio resource management  (TDD)
	R4

	RP-030218
	25.123
	304
	-
	5.4.0
	Rel-5
	HS-SICH measurements for UTRA TDD (1.28 and 3.84 Mcps option)
	approved
	F
	5.5.0
	Requirements for support of radio resource management  (TDD)
	R4

	RP-030208
	25.123
	307
	-
	5.4.0
	Rel-5
	Applicability of Timer T-reselection for 2G cell reselection
	approved
	A
	5.5.0
	Requirements for support of radio resource management  (TDD)
	R4

	RP-030209
	25.133
	564
	2
	3.13.0
	R99
	UE soft handover delay requirements
	approved
	F
	3.14.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030209
	25.133
	570
	1
	3.13.0
	R99
	Correction to CPICH Ec/Io in correct reporting of neighbours in AWGN propagation condition test case
	approved
	F
	3.14.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030209
	25.133
	574
	-
	3.13.0
	R99
	SFN-SFN observed time difference type 1
	approved
	F
	3.14.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030209
	25.133
	577
	-
	3.13.0
	R99
	Correction to CPCH RSCP Test case A.9.1.1
	approved
	F
	3.14.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030210
	25.133
	585
	-
	3.13.0
	R99
	Correction to RRC Re-establishment delay test case in Section A.6.1
	approved
	F
	3.14.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030210
	25.133
	589
	1
	3.13.0
	R99
	TGPL limitations for inter-frequency measurements
	approved
	F
	3.14.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030210
	25.133
	599
	-
	3.13.0
	R99
	Correction to SFN-CFN observed time difference
	approved
	F
	3.14.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030209
	25.133
	565
	2
	4.8.0
	Rel-4
	UE soft handover delay requirements
	approved
	A
	4.9.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030209
	25.133
	571
	1
	4.8.0
	Rel-4
	Correction to CPICH Ec/Io in correct reporting of neighbours in AWGN propagation condition test case
	approved
	A
	4.9.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030209
	25.133
	575
	-
	4.8.0
	Rel-4
	SFN-SFN observed time difference type 1
	approved
	A
	4.9.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030209
	25.133
	578
	-
	4.8.0
	Rel-4
	Correction to CPCH RSCP Test case A.9.1.1
	approved
	A
	4.9.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030210
	25.133
	586
	-
	4.8.0
	Rel-4
	Correction to RRC Re-establishment delay test case in Section A.6.1
	approved
	A
	4.9.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030210
	25.133
	590
	1
	4.8.0
	Rel-4
	TGPL limitations for inter-frequency measurements
	approved
	A
	4.9.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030210
	25.133
	600
	-
	4.8.0
	Rel-4
	Correction to SFN-CFN observed time difference
	approved
	A
	4.9.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030209
	25.133
	566
	2
	5.6.0
	Rel-5
	UE soft handover delay requirements
	approved
	A
	5.7.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030209
	25.133
	572
	1
	5.6.0
	Rel-5
	Correction to CPICH Ec/Io in correct reporting of neighbours in AWGN propagation condition test case
	approved
	A
	5.7.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030209
	25.133
	576
	-
	5.6.0
	Rel-5
	SFN-SFN observed time difference type 1
	approved
	A
	5.7.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030209
	25.133
	579
	-
	5.6.0
	Rel-5
	Correction to CPCH RSCP Test case A.9.1.1
	approved
	A
	5.7.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030219
	25.133
	583
	-
	5.6.0
	Rel-5
	Correction to Observed time difference to GSM cell requirement
	approved
	F
	5.7.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030210
	25.133
	587
	-
	5.6.0
	Rel-5
	Correction to RRC Re-establishment delay test case in Section A.6.1
	approved
	A
	5.7.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030210
	25.133
	591
	1
	5.6.0
	Rel-5
	TGPL limitations for inter-frequency measurements
	approved
	A
	5.7.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030210
	25.133
	601
	-
	5.6.0
	Rel-5
	Correction to SFN-CFN observed time difference
	approved
	A
	5.7.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030209
	25.133
	567
	2
	6.1.0
	Rel-6
	UE soft handover delay requirements
	approved
	A
	6.2.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030209
	25.133
	573
	1
	6.1.0
	Rel-6
	Correction to CPICH Ec/Io in correct reporting of neighbours in AWGN propagation condition test case
	approved
	A
	6.2.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030209
	25.133
	580
	-
	6.1.0
	Rel-6
	Correction to CPCH RSCP Test case A.9.1.1
	approved
	A
	6.2.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030219
	25.133
	584
	-
	6.1.0
	Rel-6
	Correction to Observed time difference to GSM cell requirement
	approved
	A
	6.2.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030210
	25.133
	588
	-
	6.1.0
	Rel-6
	Correction to RRC Re-establishment delay test case in Section A.6.1
	approved
	A
	6.2.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030210
	25.133
	592
	1
	6.1.0
	Rel-6
	TGPL limitations for inter-frequency measurements
	approved
	A
	6.2.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030220
	25.133
	596
	1
	6.1.0
	Rel-6
	Correction to CPICH_RSCP test case A.9.1.1.1
	approved
	F
	6.2.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030209
	25.133
	597
	-
	6.1.0
	Rel-6
	SFN-SFN observed time difference type 1
	approved
	A
	6.2.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030210
	25.133
	602
	-
	6.1.0
	Rel-6
	Correction to SFN-CFN observed time difference
	approved
	A
	6.2.0
	Requirements for support of radio resource management  (FDD)
	R4

	RP-030215
	25.141
	299
	1
	5.6.0
	Rel-5
	Correction and alignment on the test requirements for UTRA-FDD BS in co-existence and co-location with GSM/UTRA
	approved
	F
	5.7.0
	Base station conformance testing (FDD)
	R4

	RP-030221
	25.141
	291
	-
	6.1.0
	Rel-6
	Correction to DCH demodulation performance test in multipath fading case 4
	approved
	F
	6.2.0
	Base station conformance testing (FDD)
	R4

	RP-030221
	25.141
	292
	-
	6.1.0
	Rel-6
	Correction of applicability of requirements to BS classes
	approved
	F
	6.2.0
	Base station conformance testing (FDD)
	R4

	RP-030215
	25.141
	300
	1
	6.1.0
	Rel-6
	Correction and alignment on the test requirements for UTRA-FDD BS in co-existence and co-location with GSM/UTRA
	approved
	A
	6.2.0
	Base station conformance testing (FDD)
	R4

	RP-030216
	25.142
	167
	1
	5.4.0
	Rel-5
	Statistical approach for BER BLER tests for  TDD
	approved
	F
	5.5.0
	Base station conformance testing (TDD)
	R4

	RP-030211
	25.143
	031
	1
	4.7.0
	Rel-4
	Spurious emissions: Co-existence with UTRA-FDD BS, Operation in the same geographic area
	approved
	F
	4.8.0
	UTRA repeater; Conformance testing
	R4

	RP-030212
	25.143
	033
	-
	4.7.0
	Rel-4
	Removal of square brackets in the test uncertainty section regarding output intermodulation
	approved
	F
	4.8.0
	UTRA repeater; Conformance testing
	R4

	RP-030211
	25.143
	032
	1
	5.4.0
	Rel-5
	Spurious emissions: Co-existence with UTRA-FDD BS, Operation in the same geographic area
	approved
	A
	5.5.0
	UTRA repeater; Conformance testing
	R4

	RP-030212
	25.143
	034
	-
	5.4.0
	Rel-5
	Removal of square brackets in the test uncertainty section regarding output intermodulation
	approved
	A
	5.5.0
	UTRA repeater; Conformance testing
	R4

	RP-030351
	25.211
	177
	-
	5.3.0
	Rel-5
	Removal of the combination of TxAA Mode 1 with HS-SCCH
	rejected
	F
	
	Physical channels and mapping of transport channels onto physical channels (FDD)
	R1

	RP-030271
	25.211
	178
	-
	5.3.0
	Rel-5
	Alignment of the terminology, "subframe"
	approved
	F
	5.4.0
	Physical channels and mapping of transport channels onto physical channels (FDD)
	R1

	RP-030271
	25.211
	179
	-
	5.3.0
	Rel-5
	Correction of AICH description
	approved
	F
	5.4.0
	Physical channels and mapping of transport channels onto physical channels (FDD)
	R1

	RP-030271
	25.211
	180
	-
	5.3.0
	Rel-5
	Correction of description of TTX_diff
	approved
	F
	5.4.0
	Physical channels and mapping of transport channels onto physical channels (FDD)
	R1

	RP-030272
	25.212
	172
	1
	5.4.0
	Rel-5
	Clarification of TPC and Pilot transmission with STTD in compressed mode
	approved
	F
	5.5.0
	Multiplexing and channel coding (FDD)
	R1

	RP-030272
	25.212
	173
	2
	5.4.0
	Rel-5
	Correction on the flexible TFCI coding in the DSCH hard split mode for Rel5
	approved
	F
	5.5.0
	Multiplexing and channel coding (FDD)
	R1

	RP-030273
	25.214
	314
	1
	5.4.0
	Rel-5
	Correction of TPC command combining in SHO
	approved
	F
	5.5.0
	Physical layer procedures (FDD)
	R1

	RP-030273
	25.214
	319
	-
	5.4.0
	Rel-5
	Correction for HS-DPCCH gain factor in compressed frame
	approved
	F
	5.5.0
	Physical layer procedures (FDD)
	R1

	RP-030273
	25.214
	320
	1
	5.4.0
	Rel-5
	Clarification of HS-SCCH reception in case of minimum interTTI interval is not 1
	approved
	F
	5.5.0
	Physical layer procedures (FDD)
	R1

	RP-030273
	25.214
	321
	-
	5.4.0
	Rel-5
	Correction of description of CQI transmission timing calculation
	approved
	F
	5.5.0
	Physical layer procedures (FDD)
	R1

	RP-030273
	25.214
	322
	1
	5.4.0
	Rel-5
	Clarification of the reference power for HS-DPCCH
	approved
	F
	5.5.0
	Physical layer procedures (FDD)
	R1

	RP-030270
	25.215
	140
	-
	3.11.0
	R99
	Correction of transmitted carrier power definition in case of Tx diversity
	approved
	F
	3.12.0
	Physical layer; Measurements (FDD)
	R1

	RP-030270
	25.215
	141
	-
	4.6.0
	Rel-4
	Correction of transmitted carrier power definition in case of Tx diversity
	approved
	A
	4.7.0
	Physical layer; Measurements (FDD)
	R1

	RP-030353
	25.215
	138
	3
	5.3.0
	Rel-5
	Beamforming Enhancement related measurements
	revised
	B
	
	Physical layer; Measurements (FDD)
	R1

	RP-030367
	25.215
	138
	4
	5.3.0
	Rel-5
	Beamforming Enhancement related measurements
	revised
	F
	
	Physical layer; Measurements (FDD)
	R1

	RP-030368
	25.215
	138
	5
	5.3.0
	Rel-5
	Beamforming Enhancement related measurements
	approved
	F
	5.4.0
	Physical layer; Measurements (FDD)
	R1

	RP-030270
	25.215
	142
	-
	5.3.0
	Rel-5
	Correction of transmitted carrier power definition in case of Tx diversity
	approved
	A
	5.4.0
	Physical layer; Measurements (FDD)
	R1

	RP-030274
	25.215
	143
	-
	5.3.0
	Rel-5
	Correction of transmitted carrier power of all codes not used for HS-PDSCH or HS-SCCH transmission definition in case of Tx diversity:
	approved
	F
	5.4.0
	Physical layer; Measurements (FDD)
	R1

	RP-030275
	25.221
	114
	1
	5.4.0
	Rel-5
	Corrections to field coding of TPC for support of HS-SICH (3.84Mcps TDD)
	approved
	F
	5.5.0
	Physical channels and mapping of transport channels onto physical channels (TDD)
	R1

	RP-030276
	25.222
	111
	-
	5.4.0
	Rel-5
	Corrections to field coding of CQI for HS-SICH (3.84Mcps TDD)
	approved
	F
	5.5.0
	Multiplexing and channel coding  (TDD)
	R1

	RP-030276
	25.222
	112
	-
	5.4.0
	Rel-5
	Correction to definition of number of bits available to HS-DSCH in one TTI.
	approved
	F
	5.5.0
	Multiplexing and channel coding  (TDD)
	R1

	RP-030277
	25.224
	120
	-
	5.4.0
	Rel-5
	Clarifications for the 1.28Mcps TDD power control procedure
	approved
	F
	5.5.0
	Physical layer procedures (TDD)
	R1

	RP-030365
	25.225
	072
	-
	3.11.0
	R99
	Correction of transmitted carrier power definition in case of Tx diversity
	approved
	F
	3.12.0
	Physical layer; Measurements (TDD)
	R1

	RP-030365
	25.225
	073
	-
	4.6.0
	Rel-4
	Correction of transmitted carrier power definition in case of Tx diversity
	approved
	A
	4.7.0
	Physical layer; Measurements (TDD)
	R1

	RP-030278
	25.225
	070
	-
	5.4.0
	Rel-5
	Power Measurement in non HSDPA codes for TDD
	revised
	F
	
	Physical layer; Measurements (TDD)
	R1

	RP-030366
	25.225
	070
	1
	5.4.0
	Rel-5
	Power Measurement in non HSDPA codes for TDD
	approved
	F
	5.5.0
	Physical layer; Measurements (TDD)
	R1

	RP-030365
	25.225
	074
	-
	5.4.0
	Rel-5
	Correction of transmitted carrier power definition in case of Tx diversity
	approved
	A
	5.5.0
	Physical layer; Measurements (TDD)
	R1

	RP-030299
	25.302
	138
	-
	5.4.0
	Rel-5
	Measurements on HS-SICH for UTRA TDD
	approved
	F
	5.5.0
	Services provided by the physical layer
	R2

	RP-030278
	25.302
	139
	-
	5.4.0
	Rel-5
	Power Measurement in non HSDPA codes
	approved
	F
	5.5.0
	Services provided by the physical layer
	R2

	RP-030289
	25.304
	105
	-
	3.12.0
	R99
	Correction to cell selection process to include RRC connected mode
	approved
	F
	3.13.0
	UE Procedures in Idle Mode and Procedures for Cell Reselection in Connected Mode
	R2

	RP-030289
	25.304
	106
	-
	4.6.0
	Rel-4
	Correction to cell selection process to include RRC connected mode
	approved
	A
	4.7.0
	UE Procedures in Idle Mode and Procedures for Cell Reselection in Connected Mode
	R2

	RP-030289
	25.304
	107
	-
	5.2.0
	Rel-5
	Correction to cell selection process to include RRC connected mode
	approved
	A
	5.3.0
	UE Procedures in Idle Mode and Procedures for Cell Reselection in Connected Mode
	R2

	RP-030290
	25.305
	086
	-
	3.8.0
	R99
	Handling of UP Assistance Data
	approved
	F
	3.9.0
	User Equipment (UE) positioning in Universal Terrestrial Radio Access Network (UTRAN); Stage 2
	R2

	RP-030290
	25.305
	087
	-
	4.4.0
	Rel-4
	Handling of UP Assistance Data
	approved
	A
	4.5.0
	User Equipment (UE) positioning in Universal Terrestrial Radio Access Network (UTRAN); Stage 2
	R2

	RP-030290
	25.305
	088
	-
	5.5.0
	Rel-5
	Handling of UP Assistance Data
	approved
	A
	5.6.0
	User Equipment (UE) positioning in Universal Terrestrial Radio Access Network (UTRAN); Stage 2
	R2

	RP-030300
	25.305
	089
	-
	5.5.0
	Rel-5
	Addition of Position Method Used, to attributes returned with position estimate.
	approved
	F
	5.6.0
	User Equipment (UE) positioning in Universal Terrestrial Radio Access Network (UTRAN); Stage 2
	R2

	RP-030291
	25.306
	065
	-
	3.7.0
	R99
	Extension of 32 kbps UE capability class
	approved
	F
	3.8.0
	UE Radio Access capabilities definition
	R2

	RP-030291
	25.306
	066
	-
	4.6.0
	Rel-4
	Extension of 32 kbps UE capability class
	approved
	A
	4.7.0
	UE Radio Access capabilities definition
	R2

	RP-030291
	25.306
	067
	-
	5.4.0
	Rel-5
	Extension of 32 kbps UE capability class
	approved
	A
	5.5.0
	UE Radio Access capabilities definition
	R2

	RP-030301
	25.306
	068
	-
	5.4.0
	Rel-5
	Correction of maximum transport block sizes for UE categories
	approved
	F
	5.5.0
	UE Radio Access capabilities definition
	R2

	RP-030301
	25.306
	069
	-
	5.4.0
	Rel-5
	SF1 corrections for TDD
	approved
	F
	5.5.0
	UE Radio Access capabilities definition
	R2

	RP-030305
	25.306
	071
	-
	5.4.0
	Rel-5
	Variable Tx/Rx frequency separation
	rejected
	F
	
	UE Radio Access capabilities definition
	R2

	RP-030305
	25.307
	005
	-
	3.1.0
	R99
	Variable Tx/Rx frequency separation
	rejected
	F
	
	Requirements on UEs supporting a release-independent frequency band
	R2

	RP-030305
	25.307
	006
	-
	4.1.0
	Rel-4
	Variable Tx/Rx frequency separation
	rejected
	A
	
	Requirements on UEs supporting a release-independent frequency band
	R2

	RP-030302
	25.321
	171
	-
	5.4.0
	Rel-5
	Text clean up of the description of the reordering entity
	approved
	F
	5.5.0
	Medium Access Control (MAC) protocol specification
	R2

	RP-030302
	25.321
	172
	-
	5.4.0
	Rel-5
	MAC header for DTCH and DCCH mapped to HS-DSCH
	approved
	F
	5.5.0
	Medium Access Control (MAC) protocol specification
	R2

	RP-030302
	25.321
	173
	-
	5.4.0
	Rel-5
	UE procedure for TB Size signaling
	rejected
	F
	
	Medium Access Control (MAC) protocol specification
	R2

	RP-030292
	25.322
	218
	2
	3.14.0
	R99
	Handling of erroneous PDUs
	approved
	F
	3.15.0
	Radio Link Control (RLC)  protocol specification
	R2

	RP-030292
	25.322
	223
	-
	3.14.0
	R99
	Setting of the “Polling bit” in the “Every Poll_SDU SDU” function
	approved
	F
	3.15.0
	Radio Link Control (RLC)  protocol specification
	R2

	RP-030292
	25.322
	219
	2
	4.8.0
	Rel-4
	Handling of erroneous PDUs
	approved
	A
	4.9.0
	Radio Link Control (RLC)  protocol specification
	R2

	RP-030297
	25.322
	221
	-
	4.8.0
	Rel-4
	Receiver behaviour when detecting an AMD PDU duplicate
	approved
	F
	4.9.0
	Radio Link Control (RLC)  protocol specification
	R2

	RP-030292
	25.322
	224
	-
	4.8.0
	Rel-4
	Setting of the “Polling bit” in the “Every Poll_SDU SDU” function
	approved
	A
	4.9.0
	Radio Link Control (RLC)  protocol specification
	R2

	RP-030297
	25.322
	226
	-
	4.8.0
	Rel-4
	RLC window size reconfigurations
	approved
	F
	4.9.0
	Radio Link Control (RLC)  protocol specification
	R2

	RP-030292
	25.322
	220
	2
	5.4.0
	Rel-5
	Handling of erroneous PDUs
	approved
	A
	5.5.0
	Radio Link Control (RLC)  protocol specification
	R2

	RP-030297
	25.322
	222
	-
	5.4.0
	Rel-5
	Receiver behaviour when detecting an AMD PDU duplicate
	approved
	A
	5.5.0
	Radio Link Control (RLC)  protocol specification
	R2

	RP-030292
	25.322
	225
	-
	5.4.0
	Rel-5
	Setting of the “Polling bit” in the “Every Poll_SDU SDU” function
	approved
	A
	5.5.0
	Radio Link Control (RLC)  protocol specification
	R2

	RP-030297
	25.322
	227
	-
	5.4.0
	Rel-5
	RLC window size reconfigurations
	approved
	A
	5.5.0
	Radio Link Control (RLC)  protocol specification
	R2

	RP-030293
	25.331
	1911
	-
	3.14.0
	R99
	Handling of UP Assistance Data
	approved
	F
	3.15.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030293
	25.331
	1914
	1
	3.14.0
	R99
	Concerns on Procedures for Cell-ID Positioning Method
	approved
	F
	3.15.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030293
	25.331
	1917
	-
	3.14.0
	R99
	Inconsistency between Procedural, ASN.1, and Tabular Aspects of UE Positioning Error
	approved
	F
	3.15.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030293
	25.331
	1920
	-
	3.14.0
	R99
	Removal of FFS (For further Study) and references to other working groups
	approved
	F
	3.15.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030293
	25.331
	1924
	-
	3.14.0
	R99
	Key handling when entering idle mode and coding of security capabilities
	approved
	F
	3.15.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030293
	25.331
	1927
	-
	3.14.0
	R99
	Security actions when SIM is present on RRC Connection Request
	approved
	F
	3.15.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030294
	25.331
	1930
	-
	3.14.0
	R99
	Update of interfrequency measurement cell info list, reading of SIB11/12, inclusion of Measured Results on RACH
	approved
	F
	3.15.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030294
	25.331
	1933
	-
	3.14.0
	R99
	L3 filtering
	approved
	F
	3.15.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030294
	25.331
	1935
	-
	3.14.0
	R99
	Additional measurements without measurement validity
	approved
	F
	3.15.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030294
	25.331
	1938
	-
	3.14.0
	R99
	Handover to UTRAN in macrodiversity
	approved
	F
	3.15.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030294
	25.331
	1941
	1
	3.14.0
	R99
	TVM Reporting in CELL_PCH state
	approved
	F
	3.15.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030294
	25.331
	1944
	1
	3.14.0
	R99
	Initialisation of the Virtual Active Set
	approved
	F
	3.15.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030295
	25.331
	1947
	-
	3.14.0
	R99
	IE “Tx diversity mode” in ACTIVE SET UPDATE message
	approved
	F
	3.15.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030295
	25.331
	1950
	1
	3.14.0
	R99
	Correction to transport channel traffic volume measurement events 4a and 4b
	approved
	F
	3.15.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030295
	25.331
	1953
	-
	3.14.0
	R99
	Maximum Number of GPS Almanac Messages to be Stored in UE_POSITIONING_GPS_DATA
	approved
	F
	3.15.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030296
	25.331
	1956
	1
	3.14.0
	R99
	Stopping of RLC entities at relocation
	revised
	F
	
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030374
	25.331
	1956
	2
	3.14.0
	R99
	Stopping of RLC entities at relocation
	approved
	F
	3.15.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030284
	25.331
	1964
	1
	3.14.0
	R99
	Setting of T317 to infinity
	rejected
	F
	
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030285
	25.331
	1967
	3
	3.14.0
	R99
	UE behaviour when out of service (RRC connection released on emergency camping)
	rejected
	F
	
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030286
	25.331
	1970
	4
	3.14.0
	R99
	RRC connection kept on emergency camping
	rejected
	F
	
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030287
	25.331
	1973
	1
	3.14.0
	R99
	Keep connection during OOS or perform RAU on return to coverage
	rejected
	F
	
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030306
	25.331
	1976
	1
	3.14.0
	R99
	Ciphering Mode info IE in 2G-3G Handover
	revised
	F
	
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030306
	25.331
	1976
	2
	3.14.0
	R99
	Ciphering Mode info IE in 2G-3G Handover
	revised
	F
	
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030349
	25.331
	1976
	3
	3.14.0
	R99
	Ciphering Mode info IE in 2G-3G Handover
	revised
	F
	
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030369
	25.331
	1976
	4
	3.14.0
	R99
	Ciphering Mode info IE in 2G-3G Handover
	approved
	F
	3.15.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030295
	25.331
	1979
	-
	3.14.0
	R99
	START values on 2G-3G handover
	approved
	F
	3.15.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030307
	25.331
	1985
	1
	3.14.0
	R99
	Corrections to security procedures in case of pending security configurations at SRNS Relocation
	revised
	F
	
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030350
	25.331
	1985
	1
	3.14.0
	R99
	Corrections to security procedures in case of pending security configurations at SRNS Relocation
	approved
	F
	3.15.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030371
	25.331
	1988
	-
	3.14.0
	R99
	Setting of T317 to infinity and out of service behaviour
	approved
	F
	3.15.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030293
	25.331
	1912
	-
	4.9.0
	Rel-4
	Handling of UP Assistance Data
	approved
	A
	4.10.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030293
	25.331
	1915
	1
	4.9.0
	Rel-4
	Concerns on Procedures for Cell-ID Positioning Method
	approved
	A
	4.10.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030293
	25.331
	1918
	-
	4.9.0
	Rel-4
	Inconsistency between Procedural, ASN.1, and Tabular Aspects of UE Positioning Error
	approved
	A
	4.10.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030293
	25.331
	1921
	-
	4.9.0
	Rel-4
	Removal of FFS (For further Study) and references to other working groups
	approved
	A
	4.10.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030293
	25.331
	1925
	-
	4.9.0
	Rel-4
	Key handling when entering idle mode and coding of security capabilities
	approved
	A
	4.10.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030293
	25.331
	1928
	-
	4.9.0
	Rel-4
	Security actions when SIM is present on RRC Connection Request
	approved
	A
	4.10.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030294
	25.331
	1931
	-
	4.9.0
	Rel-4
	Update of interfrequency measurement cell info list, reading of SIB11/12, inclusion of Measured Results on RACH
	approved
	A
	4.10.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030294
	25.331
	1934
	-
	4.9.0
	Rel-4
	L3 filtering
	approved
	A
	4.10.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030294
	25.331
	1936
	-
	4.9.0
	Rel-4
	Additional measurements without measurement validity
	approved
	F
	4.10.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030294
	25.331
	1939
	-
	4.9.0
	Rel-4
	Handover to UTRAN in macrodiversity
	approved
	A
	4.10.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030294
	25.331
	1942
	1
	4.9.0
	Rel-4
	TVM Reporting in CELL_PCH state
	approved
	F
	4.10.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030294
	25.331
	1945
	1
	4.9.0
	Rel-4
	Initialisation of the Virtual Active Set
	approved
	A
	4.10.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030295
	25.331
	1948
	-
	4.9.0
	Rel-4
	IE “Tx diversity mode” in ACTIVE SET UPDATE message
	approved
	A
	4.10.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030295
	25.331
	1951
	1
	4.9.0
	Rel-4
	Correction to transport channel traffic volume measurement events 4a and 4b
	approved
	A
	4.10.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030295
	25.331
	1954
	-
	4.9.0
	Rel-4
	Maximum Number of GPS Almanac Messages to be Stored in UE_POSITIONING_GPS_DATA
	approved
	A
	4.10.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030296
	25.331
	1957
	1
	4.9.0
	Rel-4
	Stopping of RLC entities at relocation
	revised
	A
	
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030374
	25.331
	1957
	2
	4.9.0
	Rel-4
	Stopping of RLC entities at relocation
	approved
	A
	4.10.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030284
	25.331
	1965
	1
	4.9.0
	Rel-4
	Setting of T317 to infinity
	rejected
	A
	
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030285
	25.331
	1968
	3
	4.9.0
	Rel-4
	UE behaviour when out of service (RRC connection released on emergency camping)
	rejected
	A
	
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030286
	25.331
	1971
	4
	4.9.0
	Rel-4
	RRC connection kept on emergency camping
	rejected
	A
	
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030287
	25.331
	1974
	1
	4.9.0
	Rel-4
	Keep connection during OOS or perform RAU on return to coverage
	rejected
	A
	
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030306
	25.331
	1977
	1
	4.9.0
	Rel-4
	Ciphering Mode info IE in 2G-3G Handover
	revised
	A
	
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030349
	25.331
	1977
	3
	4.9.0
	Rel-4
	Ciphering Mode info IE in 2G-3G Handover
	revised
	A
	
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030369
	25.331
	1977
	4
	4.9.0
	Rel-4
	Ciphering Mode info IE in 2G-3G Handover
	approved
	A
	4.10.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030295
	25.331
	1980
	-
	4.9.0
	Rel-4
	START values on 2G-3G handover
	approved
	A
	4.10.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030298
	25.331
	1982
	-
	4.9.0
	Rel-4
	ROHC profile signalling
	approved
	F
	4.10.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030298
	25.331
	1984
	-
	4.9.0
	Rel-4
	Optimisation of the INTER RAT HANDOVER INFO message
	approved
	C
	4.10.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030307
	25.331
	1986
	1
	4.9.0
	Rel-4
	Corrections to security procedures in case of pending security configurations at SRNS Relocation
	revised
	A
	
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030350
	25.331
	1986
	1
	4.9.0
	Rel-4
	Corrections to security procedures in case of pending security configurations at SRNS Relocation
	approved
	A
	4.10.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030371
	25.331
	1989
	-
	4.9.0
	Rel-4
	Setting of T317 to infinity and out of service behaviour
	approved
	A
	4.10.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030293
	25.331
	1913
	-
	5.4.0
	Rel-5
	Handling of UP Assistance Data
	approved
	A
	5.5.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030293
	25.331
	1916
	1
	5.4.0
	Rel-5
	Concerns on Procedures for Cell-ID Positioning Method
	approved
	A
	5.5.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030293
	25.331
	1919
	-
	5.4.0
	Rel-5
	Inconsistency between Procedural, ASN.1, and Tabular Aspects of UE Positioning Error
	approved
	A
	5.5.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030293
	25.331
	1922
	-
	5.4.0
	Rel-5
	Removal of FFS (For further Study) and references to other working groups
	approved
	A
	5.5.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030293
	25.331
	1926
	-
	5.4.0
	Rel-5
	Key handling when entering idle mode and coding of security capabilities
	approved
	A
	5.5.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030293
	25.331
	1929
	-
	5.4.0
	Rel-5
	Security actions when SIM is present on RRC Connection Request
	approved
	A
	5.5.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030294
	25.331
	1932
	-
	5.4.0
	Rel-5
	Update of interfrequency measurement cell info list, reading of SIB11/12, inclusion of Measured Results on RACH
	approved
	A
	5.5.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030294
	25.331
	1937
	-
	5.4.0
	Rel-5
	Additional measurements without measurement validity
	approved
	A
	5.5.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030294
	25.331
	1940
	-
	5.4.0
	Rel-5
	Handover to UTRAN in macrodiversity
	approved
	A
	5.5.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030294
	25.331
	1943
	1
	5.4.0
	Rel-5
	TVM Reporting in CELL_PCH state
	approved
	A
	5.5.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030294
	25.331
	1946
	1
	5.4.0
	Rel-5
	Initialisation of the Virtual Active Set
	approved
	A
	5.5.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030295
	25.331
	1949
	-
	5.4.0
	Rel-5
	IE “Tx diversity mode” in ACTIVE SET UPDATE message
	approved
	A
	5.5.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030295
	25.331
	1952
	1
	5.4.0
	Rel-5
	Correction to transport channel traffic volume measurement events 4a and 4b
	approved
	A
	5.5.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030295
	25.331
	1955
	-
	5.4.0
	Rel-5
	Maximum Number of GPS Almanac Messages to be Stored in UE_POSITIONING_GPS_DATA
	approved
	A
	5.5.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030296
	25.331
	1958
	1
	5.4.0
	Rel-5
	Stopping of RLC entities at relocation
	revised
	A
	
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030374
	25.331
	1958
	2
	5.4.0
	Rel-5
	Stopping of RLC entities at relocation
	approved
	A
	5.5.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030298
	25.331
	1959
	1
	5.4.0
	Rel-5
	Optimisation of the INTER RAT HANDOVER INFO message
	approved
	C
	5.5.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030303
	25.331
	1960
	-
	5.4.0
	Rel-5
	Correction to the IE ‘HS-DSCH capability class’
	approved
	F
	5.5.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030303
	25.331
	1961
	-
	5.4.0
	Rel-5
	Correction of “RB mapping info” in case HS-DSCH + DCH
	approved
	F
	5.5.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030305
	25.331
	1962
	-
	5.4.0
	Rel-5
	Variable Tx/Rx frequency separation
	rejected
	F
	
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030303
	25.331
	1963
	-
	5.4.0
	Rel-5
	Explanation of CV-UE for the IE MidambleShift in the tabular
	approved
	F
	5.5.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030284
	25.331
	1966
	1
	5.4.0
	Rel-5
	Setting of T317 to infinity
	rejected
	F
	
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030285
	25.331
	1969
	3
	5.4.0
	Rel-5
	UE behaviour when out of service (RRC connection released on emergency camping)
	rejected
	F
	
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030286
	25.331
	1972
	4
	5.4.0
	Rel-5
	RRC connection kept on emergency camping
	rejected
	F
	
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030287
	25.331
	1975
	1
	5.4.0
	Rel-5
	Keep connection during OOS or perform RAU on return to coverage
	rejected
	F
	
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030306
	25.331
	1978
	1
	5.4.0
	Rel-5
	Ciphering Mode info IE in 2G-3G Handover
	revised
	A
	
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030349
	25.331
	1978
	3
	5.4.0
	Rel-5
	Ciphering Mode info IE in 2G-3G Handover
	revised
	A
	
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030369
	25.331
	1978
	4
	5.4.0
	Rel-5
	Ciphering Mode info IE in 2G-3G Handover
	approved
	A
	5.5.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030295
	25.331
	1981
	-
	5.4.0
	Rel-5
	START values on 2G-3G handover
	approved
	A
	5.5.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030298
	25.331
	1983
	-
	5.4.0
	Rel-5
	ROHC profile signalling
	approved
	A
	5.5.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030307
	25.331
	1987
	1
	5.4.0
	Rel-5
	Corrections to security procedures in case of pending security configurations at SRNS Relocation
	revised
	A
	
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030350
	25.331
	1987
	2
	5.4.0
	Rel-5
	Corrections to security procedures in case of pending security configurations at SRNS Relocation
	approved
	A
	5.5.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030371
	25.331
	1990
	-
	5.4.0
	Rel-5
	Setting of T317 to infinity and out of service behaviour
	approved
	F
	5.5.0
	Radio Resource Control (RRC) protocol specification
	R2

	RP-030317
	25.401
	067
	1
	5.5.0
	Rel-5
	Correction to HS-DSCH transport in case of  SRNC not coincident with CRNC and without flow control in the CRNC.
	approved
	F
	5.6.0
	UTRAN overall description
	R3

	RP-030317
	25.401
	068
	1
	6.0.0
	Rel-6
	Correction to HS-DSCH transport in case of  SRNC not coincident with CRNC and without flow control in the CRNC.
	approved
	A
	6.1.0
	UTRAN overall description
	R3

	RP-030318
	25.402
	039
	-
	5.1.0
	Rel-5
	Removal of the Frequency Acquisition for Late-Entrant Cells for 1.28Mcps TDD
	approved
	F
	5.2.0
	Synchronisation in UTRAN Stage 2
	R3

	RP-030340
	25.413
	563
	3
	3.12.0
	R99
	Introduction of early UE Handling – IMEISV Option
	rejected
	F
	
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	R3

	RP-030339
	25.413
	565
	2
	3.12.0
	R99
	Introduction of Early UE Handling – Bitmap Option
	rejected
	F
	
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	R3

	RP-030314
	25.413
	568
	2
	3.12.0
	R99
	Essential Correction of Iu Release Issue
	approved
	F
	3.13.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	R3

	RP-030340
	25.413
	564
	3
	4.8.0
	Rel-4
	Introduction of early UE Handling- IMEISV Option
	rejected
	A
	
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	R3

	RP-030339
	25.413
	566
	2
	4.8.0
	Rel-4
	Introduction of Early UE Handling – Bitmap Option
	rejected
	A
	
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	R3

	RP-030314
	25.413
	569
	2
	4.8.0
	Rel-4
	Essential Correction of Iu Release Issue
	approved
	A
	4.9.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	R3

	RP-030326
	25.413
	571
	1
	4.8.0
	Rel-4
	Correction of failure message used for logical errors
	approved
	F
	4.9.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	R3

	RP-030316
	25.413
	575
	2
	4.8.0
	Rel-4
	Iu UP Initialisation during RAB modification
	approved
	F
	4.9.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	R3

	RP-030340
	25.413
	567
	3
	5.4.0
	Rel-5
	Introduction of Early UE Handling Functionality – IMEISV Option
	rejected
	A
	
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	R3

	RP-030314
	25.413
	570
	2
	5.4.0
	Rel-5
	Essential Correction of Iu Release Issue
	approved
	A
	5.5.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	R3

	RP-030326
	25.413
	572
	1
	5.4.0
	Rel-5
	Correction of failure message used for logical errors
	approved
	A
	5.5.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	R3

	RP-030339
	25.413
	573
	2
	5.4.0
	Rel-5
	Introduction of Early UE Handling – Bitmap Option
	approved
	F
	5.5.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	R3

	RP-030316
	25.413
	576
	2
	5.4.0
	Rel-5
	Iu UP Initialisation during RAB modification
	approved
	A
	5.5.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	R3

	RP-030315
	25.419
	110
	2
	3.10.0
	R99
	Correction of Kill Unsuccessful Outcome
	approved
	F
	3.11.0
	UTRAN Iu-BC interface: Service Area Broadcast Protocol (SABP)
	R3

	RP-030315
	25.419
	111
	1
	4.7.0
	Rel-4
	Correction of Kill Unsuccessful Outcome
	approved
	A
	4.8.0
	UTRAN Iu-BC interface: Service Area Broadcast Protocol (SABP)
	R3

	RP-030362
	25.419
	114
	2
	4.7.0
	Rel-4
	Correction of Finite Number of Broadcast
	withdrawn
	F
	
	UTRAN Iu-BC interface: Service Area Broadcast Protocol (SABP)
	R3

	RP-030326
	25.419
	116
	-
	4.7.0
	Rel-4
	Correction of failure message used for logical errors
	approved
	F
	4.8.0
	UTRAN Iu-BC interface: Service Area Broadcast Protocol (SABP)
	R3

	RP-030315
	25.419
	112
	1
	5.3.0
	Rel-5
	Correction of Kill Unsuccessful Outcome
	approved
	A
	5.4.0
	UTRAN Iu-BC interface: Service Area Broadcast Protocol (SABP)
	R3

	RP-030362
	25.419
	115
	2
	5.3.0
	Rel-5
	Correction of Finite Number of Broadcast
	withdrawn
	A
	
	UTRAN Iu-BC interface: Service Area Broadcast Protocol (SABP)
	R3

	RP-030326
	25.419
	117
	-
	5.3.0
	Rel-5
	Correction of failure message used for logical errors
	approved
	A
	5.4.0
	UTRAN Iu-BC interface: Service Area Broadcast Protocol (SABP)
	R3

	RP-030330
	25.423
	839
	1
	3.13.0
	R99
	Corrections to Tx Diversity
	revised
	F
	
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	R3

	RP-030372
	25.423
	839
	2
	3.13.0
	R99
	Corrections to Tx Diversity
	rejected
	F
	
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	R3

	RP-030324
	25.423
	823
	1
	4.8.0
	Rel-4
	Alignment of the Requested Data Value Information IE description
	approved
	F
	4.9.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	R3

	RP-030325
	25.423
	825
	-
	4.8.0
	Rel-4
	GPS trigger condition
	approved
	F
	4.9.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	R3

	RP-030330
	25.423
	840
	1
	4.8.0
	Rel-4
	Corrections to Tx Diversity
	rejected
	A
	
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	R3

	RP-030326
	25.423
	841
	-
	4.8.0
	Rel-4
	Correction of failure message used for logical errors
	approved
	F
	4.9.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	R3

	RP-030332
	25.423
	815
	-
	5.5.0
	Rel-5
	Alignment of TDD HSDPA parameters to RAN2 and RAN 1.
	approved
	F
	5.6.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	R3

	RP-030344
	25.423
	817
	1
	5.5.0
	Rel-5
	Phase Reference Signalling Support
	revised
	F
	
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	R3

	RP-030368
	25.423
	817
	2
	5.5.0
	Rel-5
	Phase Reference Signalling Support
	rejected
	F
	
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	R3

	RP-030367
	25.423
	817
	2
	5.5.0
	Rel-5
	Phase Reference Signalling Support
	revised
	F
	
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	R3

	RP-030338
	25.423
	820
	2
	5.5.0
	Rel-5
	Group reset
	revised
	F
	
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	R3

	RP-030358
	25.423
	820
	3
	5.5.0
	Rel-5
	Group reset
	approved
	F
	5.6.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	R3

	RP-030334
	25.423
	821
	-
	5.5.0
	Rel-5
	TDD Channelisation Code LCR correction for HSDPA
	approved
	F
	5.6.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	R3

	RP-030319
	25.423
	822
	-
	5.5.0
	Rel-5
	Correction of the figure of the Information Exchange Failure procedure
	approved
	F
	5.6.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	R3

	RP-030324
	25.423
	824
	1
	5.5.0
	Rel-5
	Alignment of the Requested Data Value Information IE description
	approved
	A
	5.6.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	R3

	RP-030325
	25.423
	826
	-
	5.5.0
	Rel-5
	GPS trigger condition
	approved
	A
	5.6.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	R3

	RP-030319
	25.423
	827
	-
	5.5.0
	Rel-5
	Alignment of tables in Information Exchange Initiation procedure description
	approved
	F
	5.6.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	R3

	RP-030329
	25.423
	832
	2
	5.5.0
	Rel-5
	HS-SCCH Change Indicator
	approved
	F
	5.6.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	R3

	RP-030330
	25.423
	833
	2
	5.5.0
	Rel-5
	Corrections to Tx Diversity
	rejected
	A
	
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	R3

	RP-030335
	25.423
	835
	-
	5.5.0
	Rel-5
	Correction to HARQ Memory Partitioning
	approved
	F
	5.6.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	R3

	RP-030337
	25.423
	836
	-
	5.5.0
	Rel-5
	Correction for the value range of “CQI Feedback cycle, k”
	approved
	F
	5.6.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	R3

	RP-030336
	25.423
	837
	1
	5.5.0
	Rel-5
	Clarification for the handling of the HS-DSCH
	revised
	F
	
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	R3

	RP-030279
	25.423
	837
	2
	5.5.0
	Rel-5
	Clarification for the handling of the HS-DSCH
	approved
	F
	5.6.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	R3

	RP-030328
	25.423
	838
	2
	5.5.0
	Rel-5
	Resource handling of HS-DSCH Guaranteed Bit Rate
	approved
	F
	5.6.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	R3

	RP-030326
	25.423
	842
	-
	5.5.0
	Rel-5
	Correction of failure message used for logical errors
	approved
	A
	5.6.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	R3

	RP-030331
	25.425
	061
	2
	5.4.0
	Rel-5
	Correction for the HS-DSCH frame structure
	approved
	F
	5.5.0
	UTRAN Iur interface user plane protocols for CCH data streams
	R3

	RP-030327
	25.425
	062
	1
	5.4.0
	Rel-5
	Clarification of Capacity Allocation Interval Definition
	approved
	F
	5.5.0
	UTRAN Iur interface user plane protocols for CCH data streams
	R3

	RP-030330
	25.433
	863
	-
	3.13.0
	R99
	Corrections to Tx Diversity
	revised
	F
	
	UTRAN Iub interface NBAP signalling
	R3

	RP-030372
	25.433
	863
	1
	3.13.0
	R99
	Corrections to Tx Diversity
	rejected
	F
	
	UTRAN Iub interface NBAP signalling
	R3

	RP-030325
	25.433
	844
	-
	4.8.0
	Rel-4
	GPS trigger condition
	approved
	F
	4.9.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030324
	25.433
	861
	-
	4.8.0
	Rel-4
	Alignment of the Requested Data Value Information IE description
	approved
	F
	4.9.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030330
	25.433
	864
	-
	4.8.0
	Rel-4
	Corrections to Tx Diversity
	rejected
	A
	
	UTRAN Iub interface NBAP signalling
	R3

	RP-030326
	25.433
	866
	-
	4.8.0
	Rel-4
	Correction of failure message used for logical errors
	approved
	F
	4.9.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030332
	25.433
	833
	-
	5.4.0
	Rel-5
	Alignment of TDD HSDPA parameters to RAN2 and RAN 1.
	approved
	F
	5.5.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030278
	25.433
	834
	-
	5.4.0
	Rel-5
	HS-DSCH: Addition of non HS-DSCH power measurement for TDD.
	approved
	F
	5.5.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030333
	25.433
	835
	-
	5.4.0
	Rel-5
	HSPDA General Corrections
	approved
	F
	5.5.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030344
	25.433
	836
	1
	5.4.0
	Rel-5
	Phase Reference Signalling Support
	revised
	F
	
	UTRAN Iub interface NBAP signalling
	R3

	RP-030367
	25.433
	836
	3
	5.4.0
	Rel-5
	Phase Reference Signalling Support
	revised
	F
	
	UTRAN Iub interface NBAP signalling
	R3

	RP-030368
	25.433
	836
	4
	5.4.0
	Rel-5
	Phase Reference Signalling Support
	rejected
	F
	
	UTRAN Iub interface NBAP signalling
	R3

	RP-030320
	25.433
	840
	-
	5.4.0
	Rel-5
	Alignment of maximum HS DSCH code numbers to 25.211
	approved
	F
	5.5.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030320
	25.433
	841
	-
	5.4.0
	Rel-5
	Correction in the tabular format of the CELL SYNCHRONISATION REPORT [TDD] message
	approved
	F
	5.5.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030320
	25.433
	842
	-
	5.4.0
	Rel-5
	Clarification of optional IEs for Node B synchronisation for LCR TDD
	approved
	F
	5.5.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030334
	25.433
	843
	-
	5.4.0
	Rel-5
	TDD Channelisation Code LCR correction for HSDPA
	approved
	F
	5.5.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030325
	25.433
	845
	-
	5.4.0
	Rel-5
	GPS trigger condition
	approved
	A
	5.5.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030329
	25.433
	850
	1
	5.4.0
	Rel-5
	HS-SCCH Change Indicator
	approved
	F
	5.5.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030330
	25.433
	851
	1
	5.4.0
	Rel-5
	Corrections to Tx Diversity
	rejected
	A
	
	UTRAN Iub interface NBAP signalling
	R3

	RP-030335
	25.433
	854
	-
	5.4.0
	Rel-5
	Correction to HARQ Memory Partitioning
	approved
	F
	5.5.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030337
	25.433
	855
	-
	5.4.0
	Rel-5
	Correction for the value range of “CQI Feedback cycle, k”
	approved
	F
	5.5.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030336
	25.433
	856
	1
	5.4.0
	Rel-5
	Clarification for the handling of the HS-DSCH
	approved
	F
	5.5.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030320
	25.433
	857
	1
	5.4.0
	Rel-5
	Clarification of SCCPCH maximum power for TDD
	approved
	F
	5.5.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030328
	25.433
	859
	2
	5.4.0
	Rel-5
	Resource handling of HS-DSCH Guaranteed Bit Rate
	approved
	F
	5.5.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030324
	25.433
	862
	-
	5.4.0
	Rel-5
	Alignment of the Requested Data Value Information IE description
	approved
	A
	5.5.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030320
	25.433
	865
	-
	5.4.0
	Rel-5
	HS-SCCH Code deletion/replacement  with Physical Shared Channel Reconfiguration
	approved
	F
	5.5.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030326
	25.433
	867
	-
	5.4.0
	Rel-5
	Correction of failure message used for logical errors
	approved
	A
	5.5.0
	UTRAN Iub interface NBAP signalling
	R3

	RP-030331
	25.435
	099
	2
	5.4.0
	Rel-5
	Correction for the HS-DSCH frame structure
	approved
	F
	5.5.0
	UTRAN Iub interface user plane protocols for CCH data streams
	R3

	RP-030321
	25.435
	100
	-
	5.4.0
	Rel-5
	Power setting for multiplexed DSCH data frames
	approved
	F
	5.5.0
	UTRAN Iub interface user plane protocols for CCH data streams
	R3

	RP-030327
	25.435
	101
	1
	5.4.0
	Rel-5
	Clarification of Capacity Allocation Interval Definition
	approved
	F
	5.5.0
	UTRAN Iub interface user plane protocols for CCH data streams
	R3

	RP-030321
	25.435
	102
	1
	5.4.0
	Rel-5
	S-CCPCH power setting in case of no data transmission
	approved
	F
	5.5.0
	UTRAN Iub interface user plane protocols for CCH data streams
	R3

	RP-030324
	25.453
	031
	1
	5.5.0
	Rel-5
	Alignment of the Requested Data Value Information IE description
	approved
	F
	5.6.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	R3

	RP-030325
	25.453
	033
	-
	5.5.0
	Rel-5
	GPS trigger condition
	approved
	F
	5.6.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	R3

	RP-030322
	25.453
	036
	1
	5.5.0
	Rel-5
	“On Modification” and “Periodic” reporting alignment for Information Exchange procedures
	approved
	F
	5.6.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	R3

	RP-030322
	25.453
	039
	-
	5.5.0
	Rel-5
	Criticality Aspects
	approved
	F
	5.6.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	R3

	RP-030322
	25.453
	040
	-
	5.5.0
	Rel-5
	Information Exchange Initiation Request for GPS Navigation Model
	approved
	F
	5.6.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	R3

	RP-030322
	25.453
	041
	-
	5.5.0
	Rel-5
	DGPS Parameters
	approved
	F
	5.6.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	R3

	RP-030322
	25.453
	042
	1
	5.5.0
	Rel-5
	Removal of Information Exchange Object Type
	approved
	F
	5.6.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	R3

	RP-030322
	25.453
	043
	-
	5.5.0
	Rel-5
	Information Report of GPS Almanac and Satellite Health
	approved
	F
	5.6.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	R3

	RP-030326
	25.453
	049
	-
	5.5.0
	Rel-5
	Correction of failure message used for logical errors
	approved
	F
	5.6.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	R3

	RP-030341
	25.453
	028
	-
	6.0.0
	Rel-6
	Improvement of position calculation with pathloss
	rejected
	C
	
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	R3

	RP-030324
	25.453
	032
	1
	6.0.0
	Rel-6
	Alignment of the Requested Data Value Information IE description
	approved
	A
	6.1.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	R3

	RP-030325
	25.453
	034
	-
	6.0.0
	Rel-6
	GPS trigger condition
	approved
	A
	6.1.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	R3

	RP-030341
	25.453
	035
	-
	6.0.0
	Rel-6
	Position Calculation Extension for TDD
	approved
	C
	6.1.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	R3

	RP-030322
	25.453
	037
	1
	6.0.0
	Rel-6
	“On Modification” and “Periodic” reporting alignment for Information Exchange procedures
	approved
	A
	6.1.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	R3

	RP-030322
	25.453
	044
	-
	6.0.0
	Rel-6
	Criticality Aspects
	approved
	A
	6.1.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	R3

	RP-030322
	25.453
	045
	-
	6.0.0
	Rel-6
	Information Exchange Initiation Request for GPS Navigation Model
	approved
	A
	6.1.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	R3

	RP-030322
	25.453
	046
	-
	6.0.0
	Rel-6
	DGPS Parameters
	approved
	A
	6.1.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	R3

	RP-030322
	25.453
	047
	-
	6.0.0
	Rel-6
	Removal of Information Exchange Object Type
	approved
	A
	6.1.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	R3

	RP-030322
	25.453
	048
	-
	6.0.0
	Rel-6
	Information Report of GPS Almanac and Satellite Health
	approved
	A
	6.1.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	R3

	RP-030326
	25.453
	050
	-
	6.0.0
	Rel-6
	Correction of failure message used for logical errors
	approved
	A
	6.1.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	R3

	RP-030304
	25.922
	023
	-
	5.0.0
	Rel-5
	UTRAN-GERAN handovers
	rejected
	F
	
	Radio Resource Management Strategies
	R2

	RP-030323
	25.933
	004
	2
	5.2.0
	Rel-5
	Corrections to ATM-IP interworking
	approved
	F
	5.3.0
	IP transport in UTRAN
	R3

	RP-030221
	25.951
	001
	1
	6.0.0
	Rel-6
	Radio network planning considerations
	approved
	F
	6.1.0
	Base Station classification (FDD)
	R4

	RP-030288
	25.993
	004
	-
	6.1.0
	Rel-6
	Corrections to the UE capabilities and editorial changes
	approved
	F
	6.2.0
	Typical examples of Radio Access Bearers (RABs) and Radio Bearers (RBs) supported by Universal Terrestrial Radio Access (UTRA)
	R2

	RP-030288
	25.993
	005
	-
	6.1.0
	Rel-6
	New configuration for CBS: CTCH, PCCH, 32kbps RAB and SRBs on 1 S-CCPCH
	approved
	F
	6.2.0
	Typical examples of Radio Access Bearers (RABs) and Radio Bearers (RBs) supported by Universal Terrestrial Radio Access (UTRA)
	R2

	RP-030288
	25.993
	006
	-
	6.1.0
	Rel-6
	New SCCPCH Configurations
	approved
	F
	6.2.0
	Typical examples of Radio Access Bearers (RABs) and Radio Bearers (RBs) supported by Universal Terrestrial Radio Access (UTRA)
	R2

	RP-030288
	25.993
	008
	-
	6.1.0
	Rel-6
	PS streaming and CS speech RAB combinations
	approved
	F
	6.2.0
	Typical examples of Radio Access Bearers (RABs) and Radio Bearers (RBs) supported by Universal Terrestrial Radio Access (UTRA)
	R2

	RP-030288
	25.993
	009
	-
	6.1.0
	Rel-6
	RB configuration for the support of wideband AMR speech telephony services
	approved
	F
	6.2.0
	Typical examples of Radio Access Bearers (RABs) and Radio Bearers (RBs) supported by Universal Terrestrial Radio Access (UTRA)
	R2

	RP-030288
	25.993
	010
	-
	6.1.0
	Rel-6
	Corrections on  TDD RAB’s
	approved
	F
	6.2.0
	Typical examples of Radio Access Bearers (RABs) and Radio Bearers (RBs) supported by Universal Terrestrial Radio Access (UTRA)
	R2

	SP-030228
	01.01
	012
	-
	3.0.0
	Ph2
	Update of list of specs for next Release
	approved
	F
	4.0.0
	Technical Specifications and Technical Reports for a GERAN-based 3GPP system
	SP

	SP-030228
	01.01
	013
	-
	4.0.0
	R96
	Update of list of specs for next Release
	approved
	F
	5.0.0
	Technical Specifications and Technical Reports for a GERAN-based 3GPP system
	SP

	SP-030228
	01.01
	014
	-
	5.0.0
	R97
	Update of list of specs for next Release
	approved
	F
	6.0.0
	Technical Specifications and Technical Reports for a GERAN-based 3GPP system
	SP

	SP-030228
	01.01
	015
	-
	6.0.0
	R98
	Update of list of specs for next Release
	approved
	F
	7.0.0
	Technical Specifications and Technical Reports for a GERAN-based 3GPP system
	SP

	SP-030229
	01.01
	016
	-
	8.9.0
	R99
	Change of title to render it independent of Release
	approved
	F
	8.10.0
	Technical Specifications and Technical Reports for a GERAN-based 3GPP system
	SP

	SP-030229
	01.01
	017
	-
	8.9.0
	R99
	Correction to list of specs
	approved
	F
	8.10.0
	Technical Specifications and Technical Reports for a GERAN-based 3GPP system
	SP

	SP-030229
	21.101
	014
	-
	3.11.0
	R99
	Correction to list of specs
	approved
	F
	3.12.0
	Technical Specifications and Technical Reports for a UTRAN-based 3GPP system
	SP

	SP-030359
	21.101
	015
	-
	3.11.0
	R99
	Change spec title to make it release-independent
	approved
	F
	3.12.0
	Technical Specifications and Technical Reports for a UTRAN-based 3GPP system
	SP

	SP-030357
	21.101
	015
	-
	3.11.0
	R99
	Change spec title to make it release-independent
	withdrawn
	F
	
	Technical Specifications and Technical Reports for a UTRAN-based 3GPP system
	SP

	SP-030229
	21.102
	011
	-
	4.8.0
	Rel-4
	Correction to list of specs
	approved
	F
	4.9.0
	3rd Generation mobile system Release 4 specifications
	SP

	SP-030357
	21.102
	012
	-
	4.8.0
	Rel-4
	Removal of list of specs and substitution of a pointer to replacement spec
	withdrawn
	F
	
	3rd Generation mobile system Release 4 specifications
	SP

	SP-030359
	21.102
	012
	-
	4.8.0
	Rel-4
	Removal of list of specs and substitution of a pointer to replacement spec
	approved
	F
	4.9.0
	3rd Generation mobile system Release 4 specifications
	SP

	SP-030229
	21.103
	004
	1
	5.3.0
	Rel-5
	Correction to list of specs
	approved
	F
	5.4.0
	3rd Generation mobile system Release 5 specifications
	SP

	SP-030359
	21.103
	005
	-
	5.3.0
	Rel-5
	Removal of list of specs and substitution of a pointer to replacement spec
	approved
	F
	5.4.0
	3rd Generation mobile system Release 5 specifications
	SP

	SP-030357
	21.103
	005
	-
	5.3.0
	Rel-5
	Removal of list of specs and substitution of a pointer to replacement spec
	withdrawn
	F
	
	3rd Generation mobile system Release 5 specifications
	SP

	SP-030240
	21.905
	048
	-
	4.4.0
	Rel-4
	Correction of acronyms in TR21.905
	approved
	F
	4.5.0
	Vocabulary for 3GPP Specifications
	S1

	SP-030240
	21.905
	049
	-
	5.6.0
	Rel-5
	Correction of acronyms in TR21.905
	approved
	A
	5.7.0
	Vocabulary for 3GPP Specifications
	S1

	SP-030247
	21.905
	047
	-
	6.2.0
	Rel-6
	Addition of the definition and acronym of 3GPP Generic User Profile
	approved
	B
	6.3.0
	Vocabulary for 3GPP Specifications
	S1

	SP-030240
	21.905
	050
	-
	6.2.0
	Rel-6
	Correction of acronyms in TR21.905
	approved
	A
	6.3.0
	Vocabulary for 3GPP Specifications
	S1

	SP-030327
	22.011
	051
	-
	6.0.0
	Rel-6
	Network Selection requirements for WLAN Interworking
	approved
	B
	6.1.0
	Service accessibility
	S1

	SP-030249
	22.011
	051
	-
	6.0.0
	Rel-6
	Network Selection requirements for WLAN Interworking
	withdrawn
	B
	
	Service accessibility
	S1

	SP-030248
	22.011
	052
	-
	6.0.0
	Rel-6
	Network selection in shared networks
	approved
	B
	6.1.0
	Service accessibility
	S1

	SP-030238
	22.038
	009
	-
	3.2.0
	R99
	Clean up of (U)SAT requirements
	approved
	F
	3.3.0
	USIM/SIM Application Toolkit (USAT/SAT); Service description; Stage 1
	S1

	SP-030238
	22.038
	010
	-
	4.1.0
	Rel-4
	Clean up of (U)SAT requirements
	approved
	A
	4.2.0
	USIM/SIM Application Toolkit (USAT/SAT); Service description; Stage 1
	S1

	SP-030238
	22.038
	011
	-
	5.2.0
	Rel-5
	Clean up of USAT requirements
	approved
	A
	5.3.0
	USIM/SIM Application Toolkit (USAT/SAT); Service description; Stage 1
	S1

	SP-030250
	22.038
	013
	-
	5.2.0
	Rel-6
	MMS support on the card
	revised
	B
	
	USIM/SIM Application Toolkit (USAT/SAT); Service description; Stage 1
	S1

	SP-030333
	22.038
	014
	-
	5.2.0
	Rel-6
	MMS support on the card
	revised
	B
	
	USIM/SIM Application Toolkit (USAT/SAT); Service description; Stage 1
	S1

	SP-030355
	22.038
	015
	-
	5.2.0
	Rel-6
	MMS support on the card
	approved
	B
	6.0.0
	USIM/SIM Application Toolkit (USAT/SAT); Service description; Stage 1
	S1

	SP-030241
	22.042
	004
	-
	4.1.0
	Rel-4
	Alignment of TS 22.042 (NITZ) with implementation in TS 24.008
	approved
	F
	4.2.0
	Network Identity and Time Zone (NITZ) service description; Stage 1
	S1

	SP-030241
	22.042
	005
	-
	5.0.0
	Rel-5
	Alignment of TS 22.042 (NITZ) with implementation in TS 24.008
	approved
	A
	5.1.0
	Network Identity and Time Zone (NITZ) service description; Stage 1
	S1

	SP-030242
	22.066
	005
	-
	5.0.0
	Rel-5
	Charging Requirements in an MNP environment
	revised
	F
	
	Support of Mobile Number Portability (MNP); Stage 1
	S1

	SP-030263
	22.066
	005
	1
	5.0.0
	Rel-5
	Charging Requirements in an MNP environment
	approved
	F
	5.1.0
	Support of Mobile Number Portability (MNP); Stage 1
	S1

	SP-030242
	22.066
	006
	-
	6.0.0
	Rel-6
	Charging Requirements in an MNP environment
	revised
	A
	
	Support of Mobile Number Portability (MNP); Stage 1
	S1

	SP-030263
	22.066
	006
	1
	6.0.0
	Rel-6
	Charging Requirements in an MNP environment
	approved
	A
	6.1.0
	Support of Mobile Number Portability (MNP); Stage 1
	S1

	SP-030251
	22.067
	005
	-
	6.0.0
	Rel-6
	Changes to align with 23.067 for Priority Service
	approved
	F
	6.1.0
	enhanced Multi-Level Precedence and Pre-emption service (eMLPP); Stage 1
	S1

	SP-030252
	22.071
	050
	-
	6.3.0
	Rel-6
	Introduction of codeword generation by network or UE
	approved
	B
	6.4.0
	Location Services (LCS); Stage 1
	S1

	SP-030252
	22.071
	051
	-
	6.3.0
	Rel-6
	LCS in IMS
	approved
	B
	6.4.0
	Location Services (LCS); Stage 1
	S1

	SP-030252
	22.071
	052
	-
	6.3.0
	Rel-6
	Clarification of requirement regarding ‘Query, Cancel of activated location requests for the Target UE’
	approved
	F
	6.4.0
	Location Services (LCS); Stage 1
	S1

	SP-030322
	22.071
	053
	-
	6.3.0
	Rel-6
	Routing of Emergency Calls based on Geographic Coordinates
	approved
	B
	6.4.0
	Location Services (LCS); Stage 1
	S1

	SP-030239
	22.101
	121
	-
	3.13.0
	R99
	Correction to R99 emergency calls when attached to data only networks
	approved
	F
	3.14.0
	Service aspects; Service principles
	S1

	SP-030239
	22.101
	122
	-
	4.6.0
	Rel-4
	Correction to Rel-4 emergency calls when attached to data only networks
	approved
	A
	4.7.0
	Service aspects; Service principles
	S1

	SP-030239
	22.101
	123
	-
	5.9.0
	Rel-5
	Correction to Rel-5 emergency calls when attached to data only networks
	approved
	A
	5.10.0
	Service aspects; Service principles
	S1

	SP-030244
	22.101
	124
	-
	5.9.0
	Rel-5
	Alignment of Subscriber Identification requirements to current implementation
	revised
	F
	
	Service aspects; Service principles
	S1

	SP-030351
	22.101
	124
	1
	5.9.0
	Rel-5
	Alignment of Subscriber Identification requirements to current implementation
	approved
	F
	5.10.0
	Service aspects; Service principles
	S1

	SP-030253
	22.101
	120
	-
	6.3.0
	Rel-6
	Clarification of UE Requirements for Emergency Calls
	rejected
	F
	
	Service aspects; Service principles
	S1

	SP-030244
	22.101
	125
	-
	6.3.0
	Rel-6
	Alignment of Subscriber Identification requirements to current implementation
	revised
	A
	
	Service aspects; Service principles
	S1

	SP-030351
	22.101
	125
	1
	6.3.0
	Rel-6
	Alignment of Subscriber Identification requirements to current implementation
	approved
	A
	6.4.0
	Service aspects; Service principles
	S1

	SP-030258
	22.101
	126
	-
	6.3.0
	Rel-6
	Storage of generic user information on the USIM
	withdrawn
	B
	
	Service aspects; Service principles
	S1

	SP-030254
	22.105
	042
	-
	6.1.0
	Rel-6
	Service Based Local Policy Requirements
	approved
	B
	6.2.0
	Services and service capabilities
	S1

	SP-030245
	22.115
	011
	-
	5.2.0
	Rel-5
	SMS on CS and PS domain, charging aspect
	approved
	F
	5.3.0
	Service Aspects Charging and billing
	S1

	SP-030243
	22.115
	012
	-
	5.2.0
	Rel-5
	Charging Requirements in an MNP environment
	revised
	F
	
	Service Aspects Charging and billing
	S1

	SP-030263
	22.115
	012
	1
	5.2.0
	Rel-5
	Charging Requirements in an MNP environment
	approved
	F
	5.3.0
	Service Aspects Charging and billing
	S1

	SP-030243
	22.115
	013
	-
	6.0.0
	Rel-6
	Charging Requirements in an MNP environment
	revised
	A
	
	Service Aspects Charging and billing
	S1

	SP-030263
	22.115
	013
	1
	6.0.0
	Rel-6
	Charging Requirements in an MNP environment
	approved
	A
	6.1.0
	Service Aspects Charging and billing
	S1

	SP-030255
	22.127
	065
	-
	6.2.0
	Rel-6
	Removal of Generic Network Interface Function from OSA Release 6
	approved
	C
	6.3.0
	Service Requirement for the Open Services Access (OSA); Stage 1
	S1

	SP-030255
	22.127
	066
	-
	6.2.0
	Rel-6
	Removal of Information Transfer feature from OSA Release 6
	approved
	C
	6.3.0
	Service Requirement for the Open Services Access (OSA); Stage 1
	S1

	SP-030255
	22.127
	067
	-
	6.2.0
	Rel-6
	Removal of Information Services functions from OSA Release 6
	approved
	C
	6.3.0
	Service Requirement for the Open Services Access (OSA); Stage 1
	S1

	SP-030246
	22.140
	030
	-
	5.4.0
	Rel-5
	Determination of MMS support in the terminal
	rejected
	F
	
	Multimedia Messaging Service (MMS);  Stage 1
	S1

	SP-030256
	22.140
	026
	-
	6.1.0
	Rel-6
	Add DRM Requirement to 22.140
	approved
	B
	6.2.0
	Multimedia Messaging Service (MMS);  Stage 1
	S1

	SP-030256
	22.140
	027
	-
	6.1.0
	Rel-6
	Add a Standardized Charging Record Interface Requirement to 22.140
	approved
	B
	6.2.0
	Multimedia Messaging Service (MMS);  Stage 1
	S1

	SP-030256
	22.140
	028
	-
	6.1.0
	Rel-6
	Add a Standardized User Profile to 22.140
	approved
	B
	6.2.0
	Multimedia Messaging Service (MMS);  Stage 1
	S1

	SP-030256
	22.140
	029
	-
	6.1.0
	Rel-6
	Addition of blacklisting capability in the the multimedia messaging profiles
	approved
	B
	6.2.0
	Multimedia Messaging Service (MMS);  Stage 1
	S1

	SP-030246
	22.140
	031
	-
	6.1.0
	Rel-6
	Determination of MMS support in the terminal
	rejected
	A
	
	Multimedia Messaging Service (MMS);  Stage 1
	S1

	SP-030258
	22.140
	032
	1
	6.1.0
	Rel-6
	MMS support on the card
	withdrawn
	B
	
	Multimedia Messaging Service (MMS);  Stage 1
	S1

	SP-030257
	22.140
	033
	-
	6.1.0
	Rel-6
	Conditional delivery behaviour
	withdrawn
	B
	
	Multimedia Messaging Service (MMS);  Stage 1
	S1

	SP-030257
	22.140
	034
	-
	6.1.0
	Rel-6
	Error Messages in MMS
	approved
	F
	6.2.0
	Multimedia Messaging Service (MMS);  Stage 1
	S1

	SP-030259
	22.228
	019
	-
	6.2.0
	Rel-6
	Multiple UEs in IMS service subscription
	approved
	B
	6.3.0
	Service requirements for the Internet Protocol (IP) multimedia core network subsystem; Stage 1
	S1

	SP-030259
	22.228
	020
	-
	6.2.0
	Rel-6
	Addition of requirements to IMS to enable conference-like services
	approved
	B
	6.3.0
	Service requirements for the Internet Protocol (IP) multimedia core network subsystem; Stage 1
	S1

	SP-030260
	22.243
	004
	-
	6.2.0
	Rel-6
	UE and network capabilities
	approved
	F
	6.3.0
	Speech recognition framework for automated voice services; Stage 1
	S1

	SP-030260
	22.243
	005
	-
	6.2.0
	Rel-6
	Addition of Streaming and interactive QoS
	approved
	C
	6.3.0
	Speech recognition framework for automated voice services; Stage 1
	S1

	SP-030261
	22.243
	006
	-
	6.2.0
	Rel-6
	Reconstructed speech as an output mechanism
	rejected
	F
	
	Speech recognition framework for automated voice services; Stage 1
	S1

	SP-030299
	23.002
	130
	-
	4.7.0
	Rel-4
	Removal of Mh interface from the reference model
	approved
	F
	4.8.0
	Network architecture
	S2

	SP-030299
	23.002
	131
	1
	5.10.0
	Rel-5
	Architecture corrections
	approved
	F
	5.11.0
	Network architecture
	S2

	SP-030299
	23.002
	124
	-
	6.0.1
	Rel-6
	Gd reference point
	approved
	F
	6.1.0
	Network architecture
	S2

	SP-030299
	23.002
	127
	2
	6.0.1
	Rel-6
	SLF on Sh interface
	approved
	B
	6.1.0
	Network architecture
	S2

	SP-030299
	23.002
	128
	1
	6.0.1
	Rel-6
	Ge reference point
	approved
	F
	6.1.0
	Network architecture
	S2

	SP-030299
	23.002
	129
	2
	6.0.1
	Rel-6
	Management interface
	approved
	F
	6.1.0
	Network architecture
	S2

	SP-030299
	23.002
	132
	1
	6.0.1
	Rel-6
	Architecture corrections
	approved
	A
	6.1.0
	Network architecture
	S2

	SP-030343
	23.060
	436
	2
	3.14.0
	R99
	Update to Iu release procedure 
	approved
	F
	3.15.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030297
	23.060
	436
	2
	3.14.0
	R99
	Update to Iu release procedure 
	withdrawn
	F
	
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030343
	23.060
	437
	2
	4.7.0
	Rel-4
	Update to Iu release procedure
	approved
	A
	4.8.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030297
	23.060
	437
	2
	4.7.0
	Rel-4
	Update to Iu release procedure
	withdrawn
	A
	
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030343
	23.060
	447
	-
	4.7.0
	Rel-4
	CAMEL triggers at SRNS relocation cancel
	approved
	F
	4.8.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030297
	23.060
	447
	-
	4.7.0
	Rel-4
	CAMEL triggers at SRNS relocation cancel
	withdrawn
	F
	
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030343
	23.060
	431
	2
	5.5.0
	Rel-5
	GGSN update at SRNS relocation
	approved
	F
	5.6.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030297
	23.060
	431
	2
	5.5.0
	Rel-5
	GGSN update at SRNS relocation
	withdrawn
	F
	
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030343
	23.060
	432
	2
	5.5.0
	Rel-5
	Max SDU Size and MTU clarification
	approved
	F
	5.6.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030297
	23.060
	432
	2
	5.5.0
	Rel-5
	Max SDU Size and MTU clarification
	withdrawn
	F
	
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030343
	23.060
	435
	2
	5.5.0
	Rel-5
	Preservation procedure for realtime bearers in A/Gb
	approved
	F
	5.6.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030297
	23.060
	435
	2
	5.5.0
	Rel-5
	Preservation procedure for realtime bearers in A/Gb
	withdrawn
	F
	
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030297
	23.060
	438
	2
	5.5.0
	Rel-5
	Update to Iu release procedure
	withdrawn
	A
	
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030343
	23.060
	438
	2
	5.5.0
	Rel-5
	Update to Iu release procedure
	approved
	A
	5.6.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030297
	23.060
	443
	1
	5.5.0
	Rel-5
	Changes for Early UE handling
	withdrawn
	F
	
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030343
	23.060
	443
	1
	5.5.0
	Rel-5
	Changes for Early UE handling
	approved
	F
	5.6.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030297
	23.060
	448
	-
	5.5.0
	Rel-5
	CAMEL triggers at SRNS relocation cancel
	withdrawn
	A
	
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030343
	23.060
	448
	-
	5.5.0
	Rel-5
	CAMEL triggers at SRNS relocation cancel
	approved
	A
	5.6.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030343
	23.060
	433
	2
	6.0.0
	Rel-6
	RAU in PMM-connected
	approved
	F
	6.1.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030297
	23.060
	433
	2
	6.0.0
	Rel-6
	RAU in PMM-connected
	withdrawn
	F
	
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030297
	23.060
	439
	2
	6.0.0
	Rel-6
	Update to Iu release procedure
	withdrawn
	A
	
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030343
	23.060
	439
	2
	6.0.0
	Rel-6
	Update to Iu release procedure
	approved
	A
	6.1.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030343
	23.060
	440
	1
	6.0.0
	Rel-6
	User inactivity usage with Iu/RAB release
	approved
	F
	6.1.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030297
	23.060
	440
	1
	6.0.0
	Rel-6
	User inactivity usage with Iu/RAB release
	withdrawn
	F
	
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030297
	23.060
	442
	4
	6.0.0
	Rel-6
	CR on 23.060: Controlling compression performed at the SGSN.
	rejected
	B
	
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030343
	23.060
	445
	-
	6.0.0
	Rel-6
	Max SDU Size and MTU clarification
	approved
	A
	6.1.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030297
	23.060
	445
	-
	6.0.0
	Rel-6
	Max SDU Size and MTU clarification
	withdrawn
	F
	
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030343
	23.060
	446
	-
	6.0.0
	Rel-6
	GGSN update at SRNS relocation
	approved
	A
	6.1.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030297
	23.060
	446
	-
	6.0.0
	Rel-6
	GGSN update at SRNS relocation
	withdrawn
	F
	
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030343
	23.060
	449
	-
	6.0.0
	Rel-6
	CAMEL triggers at SRNS relocation cancel
	approved
	A
	6.1.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030297
	23.060
	449
	-
	6.0.0
	Rel-6
	CAMEL triggers at SRNS relocation cancel
	withdrawn
	A
	
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030343
	23.060
	451
	-
	6.0.0
	Rel-6
	Changes for Early UE handling
	approved
	A
	6.1.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030297
	23.060
	451
	-
	6.0.0
	Rel-6
	Changes for Early UE handling
	withdrawn
	A
	
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030343
	23.060
	452
	-
	6.0.0
	Rel-6
	Mapping of PFCs onto LLC SAPIs
	approved
	F
	6.1.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030297
	23.060
	452
	-
	6.0.0
	Rel-6
	Mapping of PFCs onto LLC SAPIs
	withdrawn
	F
	
	General Packet Radio Service (GPRS) Service description; Stage 2
	S2

	SP-030263
	23.066
	023
	1
	5.0.0
	Rel-5
	IN-based solution for correct charging of calls to ported or non-ported subscribers originated by pre-paid subscribers
	withdrawn
	F
	
	Support of GSM Mobile Number Portability (MNP) stage 2
	N4

	SP-030300
	23.107
	133
	3
	5.8.0
	Rel-5
	Generic UMTS QoS model
	approved
	F
	5.9.0
	Quality of Service (QoS) concept and architecture
	S2

	SP-030300
	23.107
	135
	2
	5.8.0
	Rel-5
	Max SDU Size and MTU clarification
	approved
	F
	5.9.0
	Quality of Service (QoS) concept and architecture
	S2

	SP-030300
	23.107
	136
	2
	5.8.0
	Rel-5
	Transfer Delay definition
	approved
	F
	5.9.0
	Quality of Service (QoS) concept and architecture
	S2

	SP-030300
	23.107
	137
	-
	5.8.0
	Rel-5
	QoS Signalling indicator handling
	approved
	F
	5.9.0
	Quality of Service (QoS) concept and architecture
	S2

	SP-030301
	23.141
	050
	2
	6.2.0
	Rel-6
	CR for Supplying  Presence info from 3GPP-WLAN
	approved
	B
	6.3.0
	Presence service; Architecture and functional description; Stage 2
	S2

	SP-030301
	23.141
	051
	1
	6.2.0
	Rel-6
	Editorial cleanup of 23.141
	approved
	F
	6.3.0
	Presence service; Architecture and functional description; Stage 2
	S2

	SP-030298
	23.171
	029
	2
	3.9.0
	R99
	Exception procedures in 23.171
	withdrawn
	F
	
	Location Services (LCS); Functional description; Stage 2 (UMTS)
	S2

	SP-030344
	23.171
	029
	2
	3.9.0
	R99
	Exception procedures in 23.171
	approved
	F
	3.10.0
	Location Services (LCS); Functional description; Stage 2 (UMTS)
	S2

	SP-030302
	23.207
	057
	1
	5.7.0
	Rel-5
	Handling of IMS signalling information in QoS and PCO IEs at GGSN
	approved
	F
	5.8.0
	End-to-end Quality of Service (QoS) concept and architecture
	S2

	SP-030303
	23.228
	292
	2
	5.8.0
	Rel-5
	Handling of IMS signalling information in QoS and PCO IEs at GGSN
	approved
	F
	5.9.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030303
	23.228
	298
	1
	5.8.0
	Rel-5
	IMS corrections
	approved
	F
	5.9.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030303
	23.228
	300
	1
	5.8.0
	Rel-5
	Guidelines for the UE to apply IPv6 privacy mechanism in conjunction with IMS
	approved
	F
	5.9.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030303
	23.228
	313
	1
	5.8.0
	Rel-5
	Barring and roaming restrictions
	approved
	F
	5.9.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030303
	23.228
	317
	1
	5.8.0
	Rel-5
	Implicit Registration with multiple Service Profiles
	approved
	F
	5.9.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030303
	23.228
	319
	-
	5.8.0
	Rel-5
	S-CSCF requirements at registration
	approved
	F
	5.9.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030303
	23.228
	272
	5
	6.1.0
	Rel-6
	GUP for IMS Subscription Management
	approved
	B
	6.2.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030303
	23.228
	284
	2
	6.1.0
	Rel-6
	Introducing session timer to IMS
	approved
	B
	6.2.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030303
	23.228
	286
	3
	6.1.0
	Rel-6
	IMS Group Management
	approved
	B
	6.2.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030303
	23.228
	287
	2
	6.1.0
	Rel-6
	Format of Public Service Identities
	approved
	C
	6.2.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030303
	23.228
	288
	-
	6.1.0
	Rel-6
	Corrections and Clean-Up after Re-organisation of TS 23.228
	approved
	F
	6.2.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030303
	23.228
	291
	4
	6.1.0
	Rel-6
	Enhancements for Messaging
	approved
	C
	6.2.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030303
	23.228
	293
	2
	6.1.0
	Rel-6
	Handling of IMS signalling information in QoS and PCO IEs at GGSN
	approved
	A
	6.2.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030303
	23.228
	295
	1
	6.1.0
	Rel-6
	Capability to route non-SIP URIs
	approved
	F
	6.2.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030303
	23.228
	296
	3
	6.1.0
	Rel-6
	SLF on Sh interface
	approved
	B
	6.2.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030303
	23.228
	297
	3
	6.1.0
	Rel-6
	AS use of the MRFC
	approved
	B
	6.2.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030303
	23.228
	299
	1
	6.1.0
	Rel-6
	IMS corrections
	approved
	A
	6.2.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030303
	23.228
	301
	1
	6.1.0
	Rel-6
	Guidelines for the UE to apply IPv6 privacy mechanism in conjunction with IMS
	approved
	A
	6.2.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030303
	23.228
	302
	1
	6.1.0
	Rel-6
	Clarifications on multiple registrations
	approved
	C
	6.2.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030303
	23.228
	305
	2
	6.1.0
	Rel-6
	Data Format at Sh Reference Point
	approved
	B
	6.2.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030303
	23.228
	306
	1
	6.1.0
	Rel-6
	Public Service Identities Definition
	approved
	C
	6.2.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030303
	23.228
	311
	1
	6.1.0
	Rel-6
	S-CSCF requirements at registration
	approved
	A
	6.2.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030303
	23.228
	314
	1
	6.1.0
	Rel-6
	Barring and roaming restrictions
	approved
	A
	6.2.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030303
	23.228
	318
	2
	6.1.0
	Rel-6
	Implicit registration with multiple Service profiles
	approved
	A
	6.2.0
	IP Multimedia Subsystem (IMS); Stage 2
	S2

	SP-030344
	23.271
	167
	2
	4.8.0
	Rel-4
	Exception procedures in 23.271
	approved
	F
	4.9.0
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030298
	23.271
	167
	2
	4.8.0
	Rel-4
	Exception procedures in 23.271
	withdrawn
	F
	
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030298
	23.271
	175
	-
	4.8.0
	Rel-4
	CR on 23.271: Correction to NI-LR for Emergency Services
	withdrawn
	F
	
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030344
	23.271
	175
	-
	4.8.0
	Rel-4
	CR on 23.271: Correction to NI-LR for Emergency Services
	approved
	F
	4.9.0
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030298
	23.271
	181
	2
	5.5.0
	Rel-5
	Addition of Position Method Used, to attributes returned with location estimate.
	withdrawn
	F
	
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030344
	23.271
	168
	2
	5.6.0
	Rel-5
	Exception procedures in 23.271
	approved
	A
	5.7.0
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030298
	23.271
	168
	2
	5.6.0
	Rel-5
	Exception procedures in 23.271
	withdrawn
	A
	
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030344
	23.271
	176
	-
	5.6.0
	Rel-5
	CR on 23.271: Correction to NI-LR for Emergency Services
	approved
	A
	5.7.0
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030298
	23.271
	176
	-
	5.6.0
	Rel-5
	CR on 23.271: Correction to NI-LR for Emergency Services
	withdrawn
	A
	
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030344
	23.271
	181
	3
	5.6.0
	Rel-5
	Addition of Position Method Used, to attributes returned with location estimate.
	approved
	F
	5.7.0
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030298
	23.271
	155
	10
	6.3.0
	Rel-6
	Addition of mobile based change of area event to deferred location request
	withdrawn
	B
	
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030345
	23.271
	155
	11
	6.3.0
	Rel-6
	Addition of mobile based change of area event to deferred location request
	approved
	B
	6.4.0
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030344
	23.271
	163
	-
	6.3.0
	Rel-6
	CR on 23.271. Correction to GMLC Definition
	approved
	D
	6.4.0
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030298
	23.271
	163
	-
	6.3.0
	Rel-6
	CR on 23.271. Correction to GMLC Definition
	withdrawn
	D
	
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030298
	23.271
	164
	1
	6.3.0
	Rel-6
	CR on 23.271: Clarification of UE Available event Defintion
	withdrawn
	D
	
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030344
	23.271
	164
	1
	6.3.0
	Rel-6
	CR on 23.271: Clarification of UE Available event Defintion
	approved
	F
	6.4.0
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030344
	23.271
	166
	2
	6.3.0
	Rel-6
	Including pseudonym in the LCS authorisation request
	approved
	C
	6.4.0
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030298
	23.271
	166
	2
	6.3.0
	Rel-6
	Including pseudonym in the LCS authorisation request
	withdrawn
	C
	
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030344
	23.271
	169
	2
	6.3.0
	Rel-6
	Exception procedures in 23.271
	approved
	A
	6.4.0
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030298
	23.271
	169
	2
	6.3.0
	Rel-6
	Exception procedures in 23.271
	withdrawn
	A
	
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030344
	23.271
	170
	1
	6.3.0
	Rel-6
	Pseudonym attachment options
	approved
	F
	6.4.0
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030298
	23.271
	170
	1
	6.3.0
	Rel-6
	Pseudonym attachment options
	withdrawn
	F
	
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030344
	23.271
	171
	2
	6.3.0
	Rel-6
	Clarification on privacy check procedures with PPR
	approved
	F
	6.4.0
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030298
	23.271
	171
	2
	6.3.0
	Rel-6
	Clarification on privacy check procedures with PPR
	withdrawn
	F
	
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030344
	23.271
	172
	-
	6.3.0
	Rel-6
	Clarification on pseudonym mediation device functionality
	approved
	F
	6.4.0
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030298
	23.271
	172
	-
	6.3.0
	Rel-6
	Clarification on pseudonym mediation device functionality
	withdrawn
	F
	
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030298
	23.271
	177
	-
	6.3.0
	Rel-6
	CR on 23.271: Correction to NI-LR for Emergency Services
	withdrawn
	A
	
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030344
	23.271
	177
	-
	6.3.0
	Rel-6
	CR on 23.271: Correction to NI-LR for Emergency Services
	approved
	A
	6.4.0
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030344
	23.271
	178
	2
	6.3.0
	Rel-6
	Clarification of Annex E
	approved
	F
	6.4.0
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030298
	23.271
	178
	2
	6.3.0
	Rel-6
	Clarification of Annex E
	withdrawn
	F
	
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030344
	23.271
	179
	-
	6.3.0
	Rel-6
	Request to response correction
	approved
	F
	6.4.0
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030298
	23.271
	179
	-
	6.3.0
	Rel-6
	Request to response correction
	withdrawn
	F
	
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030298
	23.271
	182
	3
	6.3.0
	Rel-6
	Addition of Position Method Used, to attributes returned with location estimate.
	withdrawn
	F
	
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030344
	23.271
	182
	3
	6.3.0
	Rel-6
	Addition of Position Method Used, to attributes returned with location estimate.
	approved
	F
	6.4.0
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030298
	23.271
	183
	3
	6.3.0
	Rel-6
	Clarification on privacy procedure
	withdrawn
	F
	
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030344
	23.271
	183
	3
	6.3.0
	Rel-6
	Clarification on privacy procedure
	approved
	F
	6.4.0
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030298
	23.271
	184
	3
	6.3.0
	Rel-6
	Procedure of Area Event handling when the current visited network does not cover the predefined area
	withdrawn
	B
	
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030298
	23.271
	185
	2
	6.3.0
	Rel-6
	Alignment of TS 23.271 with GERAN acceptance of U-TDOA location determination method
	withdrawn
	C
	
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030344
	23.271
	185
	2
	6.3.0
	Rel-6
	Alignment of TS 23.271 with GERAN acceptance of U-TDOA location determination method
	approved
	B
	6.4.0
	Location Services (LCS); Functional description; Stage 2
	S2

	SP-030304
	23.895
	005
	1
	6.1.0
	Rel-6
	New RANAP message for transfer of UESBI-Iu
	approved
	C
	6.2.0
	Provision of UE specific behaviour information to network entities
	S2

	SP-030214
	26.104
	025
	-
	4.4.0
	Rel-4
	Correction on codec mode handling during DTX
	approved
	F
	4.5.0
	ANSI-C code for the floating-point Adaptive Multi-Rate (AMR) speech codec
	S4

	SP-030214
	26.104
	026
	-
	5.1.0
	Rel-5
	Correction on codec mode handling during DTX
	approved
	A
	5.2.0
	ANSI-C code for the floating-point Adaptive Multi-Rate (AMR) speech codec
	S4

	SP-030215
	26.111
	007
	1
	3.4.0
	R99
	Removal of Reference to TS 26.112
	rejected
	F
	
	Codec for Circuit switched Multimedia Telephony Service; Modifications to H.324
	S4

	SP-030215
	26.111
	008
	1
	4.0.0
	Rel-4
	Removal of Reference to TS 26.112
	rejected
	A
	
	Codec for Circuit switched Multimedia Telephony Service; Modifications to H.324
	S4

	SP-030215
	26.111
	009
	1
	5.0.0
	Rel-5
	Removal of Reference to TS 26.112
	approved
	F
	5.1.0
	Codec for Circuit switched Multimedia Telephony Service; Modifications to H.324
	S4

	SP-030216
	26.173
	017
	1
	5.6.0
	Rel-5
	MMS compatible input/output option for fixed-point AMR-WB source code
	approved
	F
	5.7.0
	ANSI-C code for the Adaptive Multi-Rate - Wideband (AMR-W) speech codec
	S4

	SP-030217
	26.234
	059
	-
	4.5.0
	Rel-4
	SMIL supported event types
	rejected
	F
	
	Transparent end-to-end transparent streaming service; Protocols and codecs
	S4

	SP-030217
	26.234
	058
	1
	5.4.0
	Rel-5
	SMIL supported event types
	approved
	F
	5.5.0
	Transparent end-to-end transparent streaming service; Protocols and codecs
	S4

	SP-030217
	26.234
	060
	-
	5.4.0
	Rel-5
	Correction to the Content Model of the SMIL Language Profile
	approved
	F
	5.5.0
	Transparent end-to-end transparent streaming service; Protocols and codecs
	S4

	SP-030218
	26.235
	005
	1
	5.1.0
	Rel-6
	Handling of DTMF in IMS
	approved
	C
	6.0.0
	Packet switched conversational multimedia applications; Default codecs
	S4

	SP-030219
	26.236
	005
	-
	5.2.0
	Rel-5
	Examples of QoS profiles for conversational multimedia applications
	approved
	F
	5.3.0
	Packet switched conversational multimedia applications; Transport protocols
	S4

	SP-030266
	32.101
	022
	-
	5.3.0
	Rel-5
	Correction and update of Management System Interactions
	approved
	F
	5.4.0
	Telecommunication management; Principles and high level requirements
	S5

	SP-030291
	32.104
	011
	-
	3.5.0
	R99
	Remove ambiguity in NE file generation behaviour in case of multiple granularity periods
	approved
	F
	3.6.0
	3G Performance Management
	S5

	SP-030275
	32.111-2
	026
	-
	5.3.0
	Rel-5
	Correction of imported references table for managedGenericIRP
	revised
	F
	
	Telecommunication management; Fault Management; Part 2: Alarm Integration Reference Point (IRP): Information Service
	S5

	SP-030316
	32.111-2
	026
	1
	5.3.0
	Rel-5
	Correction of imported references table for managedGenericIRP
	approved
	F
	5.4.0
	Telecommunication management; Fault Management; Part 2: Alarm Integration Reference Point (IRP): Information Service
	S5

	SP-030276
	32.111-3
	030
	-
	5.3.0
	Rel-5
	Correction of CORBA type definition in struct "AlarmInformationIdAndSev"
	approved
	F
	5.4.0
	Telecommunication management; Fault Management; Part 3: Alarm Integration Reference Point (IRP): Common Object Request Broker Architecture (CORBA) solution set
	S5

	SP-030277
	32.111-4
	019
	-
	5.4.0
	Rel-5
	Correction of Compilation Errors
	approved
	F
	5.5.0
	Telecommunication management; Fault Management; Part 4: Alarm Integration Reference Point (IRP): Common Management Information Protocol (CMIP) solution set
	S5

	SP-030277
	32.111-4
	020
	-
	5.4.0
	Rel-5
	Addition of missing reasons for the emission of notifyAlarmListRebuilt
	approved
	F
	5.5.0
	Telecommunication management; Fault Management; Part 4: Alarm Integration Reference Point (IRP): Common Management Information Protocol (CMIP) solution set
	S5

	SP-030268
	32.200
	022
	-
	5.3.0
	Rel-5
	Alignment with 32.235 on MMS charging scenarios with VASP MMS CDR types
	approved
	F
	5.4.0
	Telecommunication management; Charging management; Charging principles
	S5

	SP-030268
	32.200
	023
	-
	5.3.0
	Rel-5
	Correction of IMS charging architecture
	approved
	F
	5.4.0
	Telecommunication management; Charging management; Charging principles
	S5

	SP-030269
	32.205
	016
	-
	5.3.0
	Rel-5
	Correction of record contents regarding Partial Record Type
	approved
	F
	5.4.0
	Telecommunication management; Charging management; Charging data description for the Circuit Switched (CS) domain
	S5

	SP-030269
	32.205
	017
	-
	5.3.0
	Rel-5
	Correction on MMS records ASN.1 definition
	approved
	F
	5.4.0
	Telecommunication management; Charging management; Charging data description for the Circuit Switched (CS) domain
	S5

	SP-030269
	32.205
	018
	-
	5.3.0
	Rel-5
	Correction on IMS record definitions
	approved
	F
	5.4.0
	Telecommunication management; Charging management; Charging data description for the Circuit Switched (CS) domain
	S5

	SP-030270
	32.215
	026
	-
	5.3.0
	Rel-5
	Correction of “Cause Code”
	approved
	F
	5.4.0
	Telecommunication management; Charging management; Charging data description for the Packet Switched (PS) domain
	S5

	SP-030271
	32.225
	015
	-
	5.2.0
	Rel-5
	Corrections to align “Event Charging with Unit Reservation” (ECUR) with IETF Credit Control Application
	approved
	F
	5.3.0
	Telecommunication management; Charging management; Charging data description for the IP Multimedia Subsystem (IMS)
	S5

	SP-030271
	32.225
	016
	-
	5.2.0
	Rel-5
	Correction of usage of Application-Provided-Called-Party-Address AVP
	approved
	F
	5.3.0
	Telecommunication management; Charging management; Charging data description for the IP Multimedia Subsystem (IMS)
	S5

	SP-030271
	32.225
	017
	-
	5.2.0
	Rel-5
	Correction of “Cause” and “Service-ID”AVP
	approved
	F
	5.3.0
	Telecommunication management; Charging management; Charging data description for the IP Multimedia Subsystem (IMS)
	S5

	SP-030271
	32.225
	018
	-
	5.2.0
	Rel-5
	Correction to some AVP definitions
	approved
	F
	5.3.0
	Telecommunication management; Charging management; Charging data description for the IP Multimedia Subsystem (IMS)
	S5

	SP-030271
	32.225
	019
	-
	5.2.0
	Rel-5
	Correction on ICID definition
	approved
	F
	5.3.0
	Telecommunication management; Charging management; Charging data description for the IP Multimedia Subsystem (IMS)
	S5

	SP-030315
	32.225
	019
	1
	5.2.0
	Rel-5
	Correction on ICID definition
	revised
	F
	
	Telecommunication management; Charging management; Charging data description for the IP Multimedia Subsystem (IMS)
	S5

	SP-030340
	32.225
	019
	1
	5.2.0
	Rel-5
	Correction on ICID definition
	withdrawn
	F
	
	Telecommunication management; Charging management; Charging data description for the IP Multimedia Subsystem (IMS)
	S5

	SP-030267
	32.235
	015
	-
	4.5.0
	Rel-4
	Correction on charging for roaming MMS subscribers - alignment with 22.140, 29.061 and 29.060
	approved
	F
	4.6.0
	Telecommunication management; Charging management; Charging data description for application services
	S5

	SP-030272
	32.235
	014
	-
	5.2.0
	Rel-5
	Correction of inconsistencies in the "Charge information" field description
	approved
	F
	5.3.0
	Telecommunication management; Charging management; Charging data description for application services
	S5

	SP-030267
	32.235
	016
	-
	5.2.0
	Rel-5
	Correction on charging for roaming MMS subscribers - alignment with 22.140, 29.061 and 29.060
	approved
	A
	5.3.0
	Telecommunication management; Charging management; Charging data description for application services
	S5

	SP-030278
	32.302
	003
	-
	4.1.1
	Rel-4
	Correction of the description of the objectClass and objectInstance parameter of the notification header
	approved
	F
	4.2.0
	Telecommunication management; Configuration Management (CM); Notification Integration Reference Point (IRP): Information Service
	S5

	SP-030278
	32.302
	004
	-
	5.0.2
	Rel-5
	Correction of the description of the objectClass and objectInstance parameter of the notification header
	approved
	A
	5.1.0
	Telecommunication management; Configuration Management (CM); Notification Integration Reference Point (IRP): Information Service
	S5

	SP-030291
	32.401
	005
	-
	4.2.0
	Rel-4
	Clarification of NE file generation behaviour in case of multiple granularity periods
	approved
	A
	4.3.0
	Telecommunication management; Performance Management (PM); Concept and requirements
	S5

	SP-030291
	32.401
	007
	-
	4.2.0
	Rel-4
	Correction of Measurement Result File Name Definition for alignment with Windows based systems
	approved
	F
	4.3.0
	Telecommunication management; Performance Management (PM); Concept and requirements
	S5

	SP-030291
	32.401
	006
	-
	5.1.0
	Rel-5
	Clarification of NE file generation behaviour in case of multiple granularity periods.
	approved
	A
	5.2.0
	Telecommunication management; Performance Management (PM); Concept and requirements
	S5

	SP-030291
	32.401
	008
	-
	5.1.0
	Rel-5
	Correction of Measurement Result File Name Definition for alignment with Windows based systems
	approved
	A
	5.2.0
	Telecommunication management; Performance Management (PM); Concept and requirements
	S5

	SP-030292
	32.403
	013
	-
	4.3.0
	Rel-4
	Correction of the definition of  the successful GPRS attach counters
	approved
	F
	4.4.0
	Telecommunication management; Performance Management (PM); Performance measurements - UMTS and combined UMTS/GSM
	S5

	SP-030292
	32.403
	014
	-
	5.2.0
	Rel-5
	Correction of the definition of  the successful GPRS attach counters
	approved
	A
	5.3.0
	Telecommunication management; Performance Management (PM); Performance measurements - UMTS and combined UMTS/GSM
	S5

	SP-030292
	32.403
	015
	-
	5.2.0
	Rel-5
	Deletion of dual clause 4.1.2
	approved
	F
	5.3.0
	Telecommunication management; Performance Management (PM); Performance measurements - UMTS and combined UMTS/GSM
	S5

	SP-030293
	32.403
	016
	-
	5.2.0
	Rel-6
	Addition of GPRS per cause measurement definitions
	approved
	C
	6.0.0
	Telecommunication management; Performance Management (PM); Performance measurements - UMTS and combined UMTS/GSM
	S5

	SP-030293
	32.403
	017
	-
	5.2.0
	Rel-6
	Introduction of MMS Service Based Performance Measurement
	approved
	B
	6.0.0
	Telecommunication management; Performance Management (PM); Performance measurements - UMTS and combined UMTS/GSM
	S5

	SP-030279
	32.603
	010
	-
	5.1.0
	Rel-5
	Alignment with Basic CM IRP information service (32.602) - add one exception for the operation createMO
	approved
	F
	5.2.0
	Telecommunication management; Configuration Management (CM); Basic CM Integration Reference Point (IRP): Common Object Request Broker Architecture (CORBA) solution set
	S5

	SP-030283
	32.615
	004
	-
	4.2.0
	Rel-4
	Deletion of attribute relationType in XML Schema.
	approved
	F
	4.3.0
	Telecommunication management; Configuration Management (CM); Bulk CM Integration Reference Point (IRP): eXtensible Markup Language (XML) file format definition
	S5

	SP-030284
	32.615
	005
	-
	4.2.0
	Rel-4
	Correction of Bulk CM session log file XML element "log" declaration
	approved
	F
	4.3.0
	Telecommunication management; Configuration Management (CM); Bulk CM Integration Reference Point (IRP): eXtensible Markup Language (XML) file format definition
	S5

	SP-030284
	32.615
	006
	-
	5.0.1
	Rel-5
	Correction of Bulk CM session log file XML element "log" declaration
	approved
	A
	5.1.0
	Telecommunication management; Configuration Management (CM); Bulk CM Integration Reference Point (IRP): eXtensible Markup Language (XML) file format definition
	S5

	SP-030287
	32.615
	007
	-
	5.0.1
	Rel-5
	Correction of Bulk CM configuration data file XML schema namespace URIs
	approved
	F
	5.1.0
	Telecommunication management; Configuration Management (CM); Bulk CM Integration Reference Point (IRP): eXtensible Markup Language (XML) file format definition
	S5

	SP-030288
	32.615
	008
	-
	5.0.1
	Rel-5
	Generic NRM XML schema dependencies removal
	approved
	F
	5.1.0
	Telecommunication management; Configuration Management (CM); Bulk CM Integration Reference Point (IRP): eXtensible Markup Language (XML) file format definition
	S5

	SP-030280
	32.622
	007
	-
	4.3.0
	Rel-4
	Correction of Notifications for IOCs and MOCs
	approved
	F
	4.4.0
	Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	S5

	SP-030280
	32.622
	009
	-
	4.3.0
	Rel-4
	Correction of the log notification for Bulk CM - Alignment with 32.612
	approved
	F
	4.4.0
	Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	S5

	SP-030280
	32.622
	008
	-
	5.0.0
	Rel-5
	Correction of Notifications for IOCs
	approved
	A
	5.1.0
	Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	S5

	SP-030287
	32.625
	001
	-
	5.0.0
	Rel-5
	Correction of Generic NRM XML schema namespace URIs
	approved
	F
	5.1.0
	Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	S5

	SP-030288
	32.625
	002
	-
	5.0.0
	Rel-5
	Generic NRM XML schema dependencies removal
	approved
	F
	5.1.0
	Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	S5

	SP-030281
	32.632
	007
	-
	5.2.0
	Rel-5
	CN Network Resource Model changed to the New Methodology - alignment with 32.102
	approved
	F
	5.3.0
	Telecommunication management; Configuration Management (CM); Core Network Resources Integration Reference Point (IRP): Network Resource Model (NRM)
	S5

	SP-030287
	32.635
	001
	-
	5.0.0
	Rel-5
	Correction of Core NRM XML schema namespace URIs
	approved
	F
	5.1.0
	Telecommunication management; Configuration Management (CM); Core network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	S5

	SP-030288
	32.635
	002
	-
	5.0.0
	Rel-5
	Generic NRM XML schema dependencies removal
	approved
	F
	5.1.0
	Telecommunication management; Configuration Management (CM); Core network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	S5

	SP-030282
	32.642
	007
	-
	4.2.0
	Rel-4
	Add missing notifications from all managed objects (notifyComments, notifyAlarmListRebuilt)
	approved
	F
	4.3.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	S5

	SP-030282
	32.642
	009
	-
	4.2.0
	Rel-4
	Correction of UML diagram vsDataContainer Containment/Naming and Association in UTRAN NRM
	approved
	F
	4.3.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	S5

	SP-030283
	32.642
	011
	-
	4.2.0
	Rel-4
	Deletion of UTRAN attribute relationType
	approved
	F
	4.3.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	S5

	SP-030282
	32.642
	008
	-
	5.1.1
	Rel-5
	Include notification tables
	approved
	A
	5.2.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	S5

	SP-030282
	32.642
	010
	-
	5.1.1
	Rel-5
	Correction of UML diagram vsDataContainer Containment/Naming and Association in UTRAN NRM
	approved
	A
	5.2.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	S5

	SP-030283
	32.642
	012
	-
	5.1.1
	Rel-5
	Deletion of UTRAN attribute relationType
	approved
	A
	5.2.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	S5

	SP-030283
	32.643
	003
	-
	4.1.0
	Rel-4
	Deletion of UTRAN attribute relationType from CORBA SS
	approved
	F
	4.2.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Common Object Request Broker Architecture (CORBA) solution set
	S5

	SP-030283
	32.643
	004
	-
	5.0.0
	Rel-5
	Deletion of UTRAN attribute relationType from CORBA SS.
	approved
	A
	5.1.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Common Object Request Broker Architecture (CORBA) solution set
	S5

	SP-030283
	32.644
	002
	-
	4.1.1
	Rel-4
	Removal of relationType
	approved
	F
	4.2.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Common Management Information Protocol (CMIP) solution set
	S5

	SP-030283
	32.644
	003
	-
	5.0.0
	Rel-5
	Removal of relationType
	approved
	A
	5.1.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Common Management Information Protocol (CMIP) solution set
	S5

	SP-030283
	32.645
	001
	-
	5.0.0
	Rel-5
	Deletion of UTRAN attribute relationType in XML Schema.
	approved
	F
	5.1.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	S5

	SP-030287
	32.645
	002
	-
	5.0.0
	Rel-5
	Correction of UTRAN NRM XML schema namespace URIs
	approved
	F
	5.1.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	S5

	SP-030288
	32.645
	003
	-
	5.0.0
	Rel-5
	Generic NRM XML schema dependencies removal
	approved
	F
	5.1.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	S5

	SP-030285
	32.645
	004
	-
	5.0.0
	Rel-5
	Remove UTRAN NRM XML schema duplicate MOC attribute XML declarations
	approved
	F
	5.1.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	S5

	SP-030282
	32.652
	009
	-
	4.4.0
	Rel-4
	Add missing notifications from all managed objects (notifyComments, notifyAlarmListRebuilt)
	approved
	F
	4.5.0
	Telecommunication management; Configuration Management (CM); GERAN network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	S5

	SP-030282
	32.652
	011
	-
	4.4.0
	Rel-4
	Correction of UML diagram vsDataContainer Containment/Naming and Association in GERAN NRM
	approved
	F
	4.5.0
	Telecommunication management; Configuration Management (CM); GERAN network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	S5

	SP-030283
	32.652
	013
	-
	4.4.0
	Rel-4
	Deletion of GERAN attribute relationType
	approved
	F
	4.5.0
	Telecommunication management; Configuration Management (CM); GERAN network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	S5

	SP-030282
	32.652
	010
	-
	5.0.1
	Rel-5
	Include notification tables
	approved
	A
	5.1.0
	Telecommunication management; Configuration Management (CM); GERAN network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	S5

	SP-030282
	32.652
	012
	-
	5.0.1
	Rel-5
	Correction of UML diagram vsDataContainer Containment/Naming and Association in GERAN NRM
	approved
	A
	5.1.0
	Telecommunication management; Configuration Management (CM); GERAN network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	S5

	SP-030283
	32.652
	014
	-
	5.0.1
	Rel-5
	Deletion of GERAN attribute relationType
	approved
	A
	5.1.0
	Telecommunication management; Configuration Management (CM); GERAN network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	S5

	SP-030283
	32.653
	004
	-
	4.1.0
	Rel-4
	Deletion of GERAN attribute relationType from CORBA SS
	approved
	F
	4.2.0
	Telecommunication management; Configuration Management (CM); GERAN network resources Integration Reference Point (IRP): Common Object Request Broker Architecture (CORBA) solution set
	S5

	SP-030283
	32.653
	005
	-
	5.0.1
	Rel-5
	Deletion of GERAN attribute relationType from CORBA SS
	approved
	A
	5.1.0
	Telecommunication management; Configuration Management (CM); GERAN network resources Integration Reference Point (IRP): Common Object Request Broker Architecture (CORBA) solution set
	S5

	SP-030283
	32.654
	004
	-
	4.1.0
	Rel-4
	Removal of relationType
	approved
	F
	4.2.0
	Telecommunication management; Configuration Management (CM); GERAN network resources Integration Reference Point (IRP): Common Management Information Protocol (CMIP) solution set
	S5

	SP-030283
	32.654
	005
	-
	5.0.0
	Rel-5
	Removal of relationType
	approved
	A
	5.1.0
	Telecommunication management; Configuration Management (CM); GERAN network resources Integration Reference Point (IRP): Common Management Information Protocol (CMIP) solution set
	S5

	SP-030286
	32.654
	006
	-
	5.0.0
	Rel-5
	Alignment of object class names to externalGsmCell - Alignment with 32.624
	approved
	F
	5.1.0
	Telecommunication management; Configuration Management (CM); GERAN network resources Integration Reference Point (IRP): Common Management Information Protocol (CMIP) solution set
	S5

	SP-030283
	32.655
	001
	-
	5.0.0
	Rel-5
	Deletion of GERAN attribute relationType in XML Schema.
	approved
	F
	5.1.0
	Telecommunication management; Configuration Management (CM); GERAN network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	S5

	SP-030287
	32.655
	002
	-
	5.0.0
	Rel-5
	Correction of GERAN NRM XML schema namespace URIs
	approved
	F
	5.1.0
	Telecommunication management; Configuration Management (CM); GERAN network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	S5

	SP-030288
	32.655
	003
	-
	5.0.0
	Rel-5
	Generic NRM XML schema dependencies removal
	approved
	F
	5.1.0
	Telecommunication management; Configuration Management (CM); GERAN network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	S5

	SP-030289
	32.664
	002
	-
	6.0.0
	Rel-6
	Correction to notifyCMSynchronizationRecommendedInfo
	approved
	F
	6.1.0
	Telecommunication management; Configuration Management (CM); Kernel CM Integration Reference Point (IRP): Common Management Information Protocol (CMIP) solution set
	S5

	SP-030224
	33.102
	179
	-
	5.1.0
	Rel-5
	Handling of START values stored on a ME for use with a SIM
	approved
	F
	5.2.0
	3G security; Security architecture
	S3

	SP-030221
	33.108
	015
	1
	5.3.0
	Rel-5
	Changes to meet international LI Requirements
	approved
	F
	5.4.0
	3G security; Handover interface for Lawful Interception (LI)
	S3

	SP-030221
	33.108
	016
	1
	6.1.0
	Rel-6
	Changes to meet international LI Requirements
	approved
	A
	6.2.0
	3G security; Handover interface for Lawful Interception (LI)
	S3

	SP-030222
	33.203
	040
	-
	5.5.0
	Rel-5
	Annex H: Alignment of Authentication algorithm handling with RFC3329
	approved
	F
	5.6.0
	3G security; Access security for IP-based services
	S3

	SP-030223
	33.203
	041
	-
	5.5.0
	Rel-5
	Clarification on USIM-based access to IMS
	approved
	F
	5.6.0
	3G security; Access security for IP-based services
	S3

	SP-030225
	33.210
	009
	-
	5.3.0
	Rel-5
	Use of IPsec ESP with encryption on the Za-interface
	approved
	F
	5.4.0
	3G security; Network Domain Security (NDS); IP network layer security
	S3

	SP-030225
	33.210
	010
	-
	6.1.0
	Rel-6
	Use of IPsec ESP with encryption on the Za-interface
	approved
	A
	6.2.0
	3G security; Network Domain Security (NDS); IP network layer security
	S3

	SP-030226
	35.206
	001
	-
	5.0.0
	Rel-5
	Addition of missing line to Rijndael S-box listing
	approved
	F
	5.1.0
	3G Security; Specification of the MILENAGE algorithm set: An example algorithm Set for the 3GPP Authentication and Key Generation functions f1, f1*, f2, f3, f4, f5 and f5*; Document 2: Algorithm specification
	S3

	SP-030229
	41.102
	010
	1
	4.8.0
	Rel-4
	Correction to list of specs
	approved
	F
	4.9.0
	GSM Release 4 specifications
	SP

	SP-030359
	41.102
	011
	-
	4.8.0
	Rel-4
	Removal of list of specs and substitution of a pointer to replacement spec
	approved
	F
	4.9.0
	GSM Release 4 specifications
	SP

	SP-030357
	41.102
	011
	-
	4.8.0
	Rel-4
	Removal of list of specs and substitution of a pointer to replacement spec
	withdrawn
	F
	
	GSM Release 4 specifications
	SP

	SP-030229
	41.103
	004
	-
	5.3.0
	Rel-5
	Correction to list of specs
	approved
	F
	5.4.0
	GSM Release 5 specifications
	SP

	SP-030359
	41.103
	005
	-
	5.3.0
	Rel-5
	Removal of list of specs and substitution of a pointer to replacement spec
	approved
	F
	5.4.0
	GSM Release 5 specifications
	SP

	SP-030357
	41.103
	005
	-
	5.3.0
	Rel-5
	Removal of list of specs and substitution of a pointer to replacement spec
	withdrawn
	F
	
	GSM Release 5 specifications
	SP

	TP-030118
	11.10-4
	A012
	-
	8.3.0
	R99
	Corrections to Send Short Message, Sequence 1.4
	approved
	F
	8.4.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	T3

	TP-030118
	11.10-4
	A013
	-
	8.3.0
	R99
	Redial in Set Up Call
	approved
	F
	8.4.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	T3

	TP-030118
	11.10-4
	A014
	-
	8.3.0
	R99
	Correction to Terminal Response: Set Up Call 1.7.1
	approved
	F
	8.4.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	T3

	TP-030118
	11.10-4
	A015
	-
	8.3.0
	R99
	Select Item: Support of “No response from user”
	approved
	F
	8.4.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	T3

	TP-030118
	11.10-4
	A016
	-
	8.3.0
	R99
	Correction of Emergency Call test cases
	approved
	F
	8.4.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	T3

	TP-030117
	11.14
	A217
	-
	8.13.0
	R99
	Correction of Item Icon Identifier list coding example
	approved
	F
	8.14.0
	Specification of the SIM Application Toolkit (SAT) for the Subscriber Identity Module - Mobile Equipment (SIM-ME) interface
	T3

	TP-030114
	23.040
	064
	-
	3.9.0
	R99
	Missing SMSs over MSC even if the MS is capable of such sending
	approved
	F
	3.10.0
	Technical realization of Short Message Service (SMS)
	T2

	TP-030114
	23.040
	065
	-
	4.7.0
	Rel-4
	Missing SMSs over MSC even if the MS is capable of such sending
	approved
	A
	4.8.0
	Technical realization of Short Message Service (SMS)
	T2

	TP-030114
	23.040
	066
	-
	5.5.1
	Rel-5
	Missing SMSs over MSC even if the MS is capable of such sending
	approved
	A
	5.6.0
	Technical realization of Short Message Service (SMS)
	T2

	TP-030114
	23.040
	063
	-
	6.0.1
	Rel-6
	Reserved values in TP-Status
	approved
	F
	6.1.0
	Technical realization of Short Message Service (SMS)
	T2

	TP-030114
	23.040
	067
	-
	6.0.1
	Rel-6
	Missing SMSs over MSC even if the MS is capable of such sending
	approved
	A
	6.1.0
	Technical realization of Short Message Service (SMS)
	T2

	TP-030119
	23.048
	035
	-
	5.6.0
	Rel-5
	Correction of the ’System Parameters constructed value field’
	approved
	F
	5.7.0
	Security Mechanisms for the (U)SIM application toolkit; Stage 2
	T3

	TP-030115
	23.140
	117
	-
	4.9.0
	Rel-4
	Updating references
	approved
	F
	4.10.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	T2

	TP-030115
	23.140
	128
	-
	4.9.0
	Rel-4
	Correction of RFC 2821 reference
	approved
	F
	4.10.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	T2

	TP-030115
	23.140
	118
	-
	5.6.0
	Rel-5
	Updating references
	approved
	A
	5.7.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	T2

	TP-030115
	23.140
	129
	-
	5.6.0
	Rel-5
	Correction of RFC 2821 reference
	approved
	A
	5.7.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	T2

	TP-030115
	23.140
	119
	-
	6.1.0
	Rel-6
	Updating references
	approved
	A
	6.2.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	T2

	TP-030115
	23.140
	120
	-
	6.1.0
	Rel-6
	Support for DRM in MMS
	approved
	B
	6.2.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	T2

	TP-030115
	23.140
	121
	-
	6.1.0
	Rel-6
	Extension of the X-Mms-MM-Status-Code “reject”, in the MM4_Delivery_report.REQ (CR)
	approved
	B
	6.2.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	T2

	TP-030115
	23.140
	122
	-
	6.1.0
	Rel-6
	Addition of IEs that currently exist in MM1/MM4 but not in MM7
	approved
	B
	6.2.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	T2

	TP-030115
	23.140
	123
	-
	6.1.0
	Rel-6
	Over the air provisioning in MMS
	approved
	B
	6.2.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	T2

	TP-030115
	23.140
	124
	-
	6.1.0
	Rel-6
	Addition of information regarding encrypted or obfuscated address in MM7
	approved
	B
	6.2.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	T2

	TP-030115
	23.140
	125
	-
	6.1.0
	Rel-6
	Addition of Service Provider Identification to the MM7 reference point
	approved
	B
	6.2.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	T2

	TP-030115
	23.140
	126
	-
	6.1.0
	Rel-6
	Charged Party ID (CR)
	approved
	B
	6.2.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	T2

	TP-030115
	23.140
	127
	-
	6.1.0
	Rel-6
	Correction of RFC 2821 reference
	approved
	A
	6.2.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	T2

	TP-030113
	27.007
	110
	-
	6.2.0
	Rel-6
	Correction of references
	approved
	F
	6.3.0
	AT command set for 3G User Equipment (UE)
	T2

	TP-030120
	31.101
	028
	-
	6.1.0
	Rel-6
	Clarification on the support of extra guardtime
	approved
	F
	6.2.0
	UICC-terminal interface; Physical and logical characteristics
	T3

	TP-030121
	31.102
	145
	-
	3.12.0
	R99
	Corrections and clarifications
	approved
	F
	3.13.0
	Characteristics of the USIM Application
	T3

	TP-030121
	31.102
	149
	-
	3.12.0
	R99
	Clarification on the support of extra guardtime
	approved
	F
	3.13.0
	Characteristics of the USIM Application
	T3

	TP-030121
	31.102
	142
	-
	4.8.0
	Rel-4
	Correction of the MMS example
	approved
	F
	4.9.0
	Characteristics of the USIM Application
	T3

	TP-030121
	31.102
	146
	-
	4.8.0
	Rel-4
	Corrections and clarifications
	approved
	A
	4.9.0
	Characteristics of the USIM Application
	T3

	TP-030121
	31.102
	150
	-
	4.8.0
	Rel-4
	Clarification on the support of extra guardtime
	approved
	F
	4.9.0
	Characteristics of the USIM Application
	T3

	TP-030121
	31.102
	143
	-
	5.4.0
	Rel-5
	Correction of the MMS example
	approved
	A
	5.5.0
	Characteristics of the USIM Application
	T3

	TP-030121
	31.102
	147
	-
	5.4.0
	Rel-5
	Corrections and clarifications
	approved
	A
	5.5.0
	Characteristics of the USIM Application
	T3

	TP-030121
	31.102
	151
	-
	5.4.0
	Rel-5
	Clarification on the support of extra guardtime
	approved
	A
	5.5.0
	Characteristics of the USIM Application
	T3

	TP-030121
	31.102
	153
	-
	5.4.0
	Rel-5
	Clarification on SIM support by R5 terminal
	approved
	F
	5.5.0
	Characteristics of the USIM Application
	T3

	TP-030121
	31.102
	144
	-
	6.1.0
	Rel-6
	Correction of the MMS example
	approved
	A
	6.2.0
	Characteristics of the USIM Application
	T3

	TP-030121
	31.102
	148
	-
	6.1.0
	Rel-6
	Corrections and clarifications
	approved
	A
	6.2.0
	Characteristics of the USIM Application
	T3

	TP-030121
	31.102
	152
	-
	6.1.0
	Rel-6
	Clarification on SIM support by terminals
	approved
	A
	6.2.0
	Characteristics of the USIM Application
	T3

	TP-030122
	31.103
	007
	-
	5.3.0
	Rel-5
	Clarification that the home operator's network domain name is a SIP URI
	approved
	F
	5.4.0
	Characteristics of the IP Multimedia Services Identity Module (ISIM) application
	T3

	TP-030122
	31.103
	009
	-
	5.3.0
	Rel-5
	Clarification on the support of extra guardtime
	approved
	F
	5.4.0
	Characteristics of the IP Multimedia Services Identity Module (ISIM) application
	T3

	TP-030122
	31.103
	008
	-
	6.1.0
	Rel-6
	Clarification that the home operator's network domain name is a SIP URI
	approved
	A
	6.2.0
	Characteristics of the IP Multimedia Services Identity Module (ISIM) application
	T3

	TP-030123
	31.121
	024
	-
	3.5.0
	R99
	Correction of acceptance criteria
	approved
	F
	3.6.0
	UICC-terminal interface; Universal Subscriber Identity Module (USIM) application test specification
	T3

	TP-030123
	31.121
	025
	-
	4.4.0
	Rel-4
	Correction of acceptance criteria
	approved
	A
	4.5.0
	UICC-terminal interface; Universal Subscriber Identity Module (USIM) application test specification
	T3

	TP-030098
	34.108
	207
	-
	3.11.0
	R99
	Reinstate parameters for Interactive or background /UL:64 kbps / PS RAB
	approved
	F
	3.12.0
	Common test environments for User Equipment (UE) conformance testing
	T1

	TP-030098
	34.108
	209
	-
	3.11.0
	R99
	Correction to  Figure 7.4.1.1 (Rel-99)
	approved
	F
	3.12.0
	Common test environments for User Equipment (UE) conformance testing
	T1

	TP-030098
	34.108
	211
	-
	3.11.0
	R99
	Update of SIB 11 and 12 in clause 6.1.0b in  TS34.108 (TDD)
	approved
	F
	3.12.0
	Common test environments for User Equipment (UE) conformance testing
	T1

	TP-030098
	34.108
	213
	-
	3.11.0
	R99
	Update of  Default parameters for 1 to 8 cell environments in TS34.108 (TDD)
	approved
	F
	3.12.0
	Common test environments for User Equipment (UE) conformance testing
	T1

	TP-030098
	34.108
	215
	-
	3.11.0
	R99
	Correction of default messages according to 25331 CR1823
	approved
	F
	3.12.0
	Common test environments for User Equipment (UE) conformance testing
	T1

	TP-030098
	34.108
	217
	-
	3.11.0
	R99
	Section 8.2: Definition of default values for authentication key K on test USIM
	approved
	F
	3.12.0
	Common test environments for User Equipment (UE) conformance testing
	T1

	TP-030098
	34.108
	220
	-
	3.11.0
	R99
	Correction to RADIO BEARER RELEASE and RRC CONNECTION SETUP messages (Revision of T1-030568)
	approved
	F
	3.12.0
	Common test environments for User Equipment (UE) conformance testing
	T1

	TP-030098
	34.108
	222
	-
	3.11.0
	R99
	Update of Reconfiguration messages [revision to T1-030691]
	approved
	F
	3.12.0
	Common test environments for User Equipment (UE) conformance testing
	T1

	TP-030108
	34.108
	223
	-
	3.11.0
	R99
	Changing the default value of W (Rel-99)
	withdrawn
	F
	
	Common test environments for User Equipment (UE) conformance testing
	T1

	TP-030140
	34.108
	225
	-
	3.11.0
	R99
	Correction to default SIB5 (FDD)
	approved
	F
	3.12.0
	Common test environments for User Equipment (UE) conformance testing
	T1

	TP-030108
	34.108
	225
	-
	3.11.0
	R99
	Correction to default SIB5 (FDD)
	withdrawn
	F
	
	Common test environments for User Equipment (UE) conformance testing
	T1

	TP-030098
	34.108
	208
	-
	4.6.0
	Rel-4
	Reinstate parameters for Interactive or background /UL:64 kbps / PS RAB
	approved
	A
	4.7.0
	Common test environments for User Equipment (UE) conformance testing
	T1

	TP-030098
	34.108
	210
	-
	4.6.0
	Rel-4
	Correction to  Figure 7.4.1.1 (Rel-4)
	approved
	A
	4.7.0
	Common test environments for User Equipment (UE) conformance testing
	T1

	TP-030098
	34.108
	212
	-
	4.6.0
	Rel-4
	Update of SIB 11 and 12 in clause 6.1.0b in  TS34.108 (TDD)
	approved
	A
	4.7.0
	Common test environments for User Equipment (UE) conformance testing
	T1

	TP-030098
	34.108
	214
	-
	4.6.0
	Rel-4
	Update of  Default parameters for 1 to 8 cell environments in TS34.108 (TDD)
	approved
	A
	4.7.0
	Common test environments for User Equipment (UE) conformance testing
	T1

	TP-030098
	34.108
	216
	-
	4.6.0
	Rel-4
	Correction of default messages according to 25331 CR1823
	approved
	A
	4.7.0
	Common test environments for User Equipment (UE) conformance testing
	T1

	TP-030098
	34.108
	218
	-
	4.6.0
	Rel-4
	Section 8.2: Definition of default values for authentication key K on test USIM
	approved
	A
	4.7.0
	Common test environments for User Equipment (UE) conformance testing
	T1

	TP-030098
	34.108
	219
	-
	4.6.0
	Rel-4
	Update of Reconfiguration messages
	approved
	A
	4.7.0
	Common test environments for User Equipment (UE) conformance testing
	T1

	TP-030098
	34.108
	221
	-
	4.6.0
	Rel-4
	Correction to RADIO BEARER RELEASE and RRC CONNECTION SETUP messages (Revision of T1-030569)
	approved
	A
	4.7.0
	Common test environments for User Equipment (UE) conformance testing
	T1

	TP-030108
	34.108
	224
	-
	4.6.0
	Rel-4
	Changing the default value of W (Rel-4)
	withdrawn
	F
	
	Common test environments for User Equipment (UE) conformance testing
	T1

	TP-030108
	34.108
	226
	-
	4.6.0
	Rel-4
	Correction to default SIB5 (FDD)
	withdrawn
	F
	
	Common test environments for User Equipment (UE) conformance testing
	T1

	TP-030140
	34.108
	226
	-
	4.6.0
	Rel-4
	Correction to default SIB5 (FDD)
	approved
	F
	4.7.0
	Common test environments for User Equipment (UE) conformance testing
	T1

	TP-030099
	34.121
	243
	-
	3.12.0
	R99
	Modifications to the test cases for Transmit diversity modes in TS34.121
	approved
	F
	3.13.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	T1

	TP-030098
	34.121
	243
	-
	3.12.0
	R99
	Modifications to the test cases for Transmit diversity modes in TS34.121
	approved
	F
	3.13.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	T1

	TP-030099
	34.121
	244
	-
	3.12.0
	R99
	Correction for Cell Re-selection in CELL_FACH state test case
	approved
	F
	3.13.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	T1

	TP-030098
	34.121
	244
	-
	3.12.0
	R99
	Correction for Cell Re-selection in CELL_FACH state test case
	approved
	F
	3.13.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	T1

	TP-030099
	34.121
	245
	-
	3.12.0
	R99
	Correction for Random Access test case
	approved
	F
	3.13.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	T1

	TP-030098
	34.121
	245
	-
	3.12.0
	R99
	Correction for Random Access test case
	approved
	F
	3.13.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	T1

	TP-030098
	34.121
	246
	-
	3.12.0
	R99
	Correction for downlink compressed mode test case
	approved
	F
	3.13.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	T1

	TP-030099
	34.121
	246
	-
	3.12.0
	R99
	Correction for downlink compressed mode test case
	approved
	F
	3.13.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	T1

	TP-030099
	34.121
	247
	-
	3.12.0
	R99
	CR to 34.121 R99; Correction to Activation Time in Hard Handover RRM Test Cases
	approved
	F
	3.13.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	T1

	TP-030098
	34.121
	247
	-
	3.12.0
	R99
	Correction to Activation Time in Hard Handover RRM Test Cases
	approved
	F
	3.13.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	T1

	TP-030098
	34.121
	249
	-
	3.12.0
	R99
	Corretion to Inner Loop Power Control in the Uplink
	approved
	F
	3.13.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	T1

	TP-030099
	34.121
	249
	-
	3.12.0
	R99
	CR to 34.121 R99; Corretion to Inner Loop Power Control in the Uplink
	approved
	F
	3.13.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	T1

	TP-030098
	34.121
	250
	-
	3.12.0
	Rel-5
	Addition of clarification for modulation accuracy requirement
	approved
	F
	5.0.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	T1

	TP-030099
	34.121
	250
	-
	4.0.0
	Rel-5
	Addition of clarification for modulation accuracy requirement
	approved
	F
	5.0.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	T1

	TP-030100
	34.122
	167
	-
	4.7.0
	Rel-4
	Addition  LCR cell re-selection in Cell_PCH, single cell test
	approved
	F
	4.8.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030100
	34.122
	168
	-
	4.7.0
	Rel-4
	Addition  LCR cell re-selection in PCH, multi-cell test
	approved
	F
	4.8.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030100
	34.122
	169
	-
	4.7.0
	Rel-4
	Addition  LCR cell re-selection in URA_PCH, single cell test
	approved
	F
	4.8.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030100
	34.122
	170
	-
	4.7.0
	Rel-4
	Addition  LCR cell re-selection in URA_PCH, multi-cell test
	approved
	F
	4.8.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030100
	34.122
	171
	-
	4.7.0
	Rel-4
	Addition  LCR cell re-selection in Cell_Fach, multi-cell test
	approved
	F
	4.8.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030100
	34.122
	172
	-
	4.7.0
	Rel-4
	Addition  LCR cell re-selection in Cell_Fach, single cell test
	approved
	F
	4.8.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	T1

	TP-030102
	34.123-1
	472
	-
	5.3.0
	Rel-5
	Measurement Control and Report: Inter-frequency measurement for transitions (TDD)
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030102
	34.123-1
	473
	-
	5.3.0
	Rel-5
	Corrections of Measurement Control and Report: Intra-frequency measurement for transitions (TDD)
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030102
	34.123-1
	474
	-
	5.3.0
	Rel-5
	Update of Broadcast of system information test for TDD mode
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030101
	34.123-1
	475
	-
	5.3.0
	Rel-5
	Measurement Control and Report: Cell forbidden to affect reporting range (FDD only)
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030102
	34.123-1
	476
	-
	5.3.0
	Rel-5
	Measurement Control and Report: Traffic volume measurement for transitions, TDD update
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030109
	34.123-1
	477
	-
	5.3.0
	Rel-5
	Correction to low prio RLC test case 7.2.3.32
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030109
	34.123-1
	478
	-
	5.3.0
	Rel-5
	Correction to package 1 RLC test case 7.2.3.33
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030109
	34.123-1
	479
	-
	5.3.0
	Rel-5
	Removal of RAB test cases associated with recently void RABs in 34.108
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030102
	34.123-1
	480
	-
	5.3.0
	Rel-5
	Corrections to Package 3 RRC test cases (clause 8.1)
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030102
	34.123-1
	481
	-
	5.3.0
	Rel-5
	Corrections to Package 4 RRC test cases (clause 8.2)
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030109
	34.123-1
	482
	-
	5.3.0
	Rel-5
	Introduction of a new test case 9.2.5 Authentication Rejected by the UE / fraudulent network
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030109
	34.123-1
	483
	-
	5.3.0
	Rel-5
	Correction to TC 9.3.2
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030101
	34.123-1
	484
	-
	5.3.0
	Rel-5
	Update to clause 8 conformance requirements according to 25.331 CR1829 and CR1835 approved in RAN#19.
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030102
	34.123-1
	485
	-
	5.3.0
	Rel-5
	Removal of package 4 and low priority redundant RRC Reconfiguration failure cases
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030101
	34.123-1
	486
	-
	5.3.0
	Rel-5
	Usage of downlink CCCH vs DCCH for CELL UPDATE CONFIRM and URA UPDATE CONFIRM RRC messages
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030102
	34.123-1
	487
	-
	5.3.0
	Rel-5
	Correction to package 4 RRC test case 8.2.1.4 according to 25.331 CR 1820
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030101
	34.123-1
	488
	-
	5.3.0
	Rel-5
	Correction of RRC test cases according to 25331 CR1823
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030102
	34.123-1
	489
	-
	5.3.0
	Rel-5
	Corrections to Package 3 RRC test cases (clause 8.3)
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030102
	34.123-1
	490
	-
	5.3.0
	Rel-5
	Corrections to low priority RRC test cases (clause 8.2)
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030102
	34.123-1
	491
	-
	5.3.0
	Rel-5
	Corrections to low priority RRC test cases (clause 8.3)
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030101
	34.123-1
	492
	-
	5.3.0
	Rel-5
	Correction of RRC test cases according to 25331 CR1847
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030102
	34.123-1
	493
	-
	5.3.0
	Rel-5
	Correction of package 4 RRC test cases 8.4.1.42 and 8.4.1.43 according to 25.331 CR1838
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030109
	34.123-1
	494
	-
	5.3.0
	Rel-5
	Corrections to package 3 SMS test cases 16.1.9.1 and 16.1.9.2 (Multiple SMS mobile originated)
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030109
	34.123-1
	495
	-
	5.3.0
	Rel-5
	Section 16.2.5: Corrections to low-priority SMS test cases 16.2.5.1, 16.2.5.2, 16.2.5.3
	rejected
	F
	
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030101
	34.123-1
	496
	-
	5.3.0
	Rel-5
	Corrections to Package 2 RRC test case 8.4.1.7 (revision of T1-030646)
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030101
	34.123-1
	497
	-
	5.3.0
	Rel-5
	Corrections to Package 2 RRC test cases (clause 8.4) (revision to T1-030559)
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030102
	34.123-1
	498
	-
	5.3.0
	Rel-5
	Corrections to Package 3 RRC test cases (clause 8.4) (revision to T1-030561)
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030101
	34.123-1
	499
	-
	5.3.0
	Rel-5
	Corrections to Package 2 RRC test cases 8.3.1.5 and 8.3.1.6
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030109
	34.123-1
	500
	-
	5.3.0
	Rel-5
	Corrections to GMM P4 test case 12.9.6
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030109
	34.123-1
	501
	-
	5.3.0
	Rel-5
	Modifications and corrections for GMM test cases
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030101
	34.123-1
	502
	-
	5.3.0
	Rel-5
	Correction to Package 1 RRC test case 8.1.1.7 (Revision of T1-030570)
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030109
	34.123-1
	503
	-
	5.3.0
	Rel-5
	Correction to package 2 idle mode test cases 6.2.1.7 and 6.2.1.8
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030109
	34.123-1
	504
	-
	5.3.0
	Rel-5
	Correction to low priority idle mode test cases 6.2.1.3 and 6.2.1.4
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030101
	34.123-1
	505
	-
	5.3.0
	Rel-5
	Corrections to Package 2 RRC test cases (clause 8.2) [revision to T1-030477]
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030101
	34.123-1
	506
	-
	5.3.0
	Rel-5
	Corrections to Package 2 RRC test cases (clause 8.3) [revision to T1-030558]
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030101
	34.123-1
	507
	-
	5.3.0
	Rel-5
	Correction to package 1 RRC test case 8.1.1.4
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030101
	34.123-1
	508
	-
	5.3.0
	Rel-5
	Corrections to TC 8.3.2.3 (T1-030434rev1, T1-030481rev1)
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030101
	34.123-1
	509
	-
	5.3.0
	Rel-5
	Corrections to Package 1 RRC test cases (clause 8.3)
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030102
	34.123-1
	510
	-
	5.3.0
	Rel-5
	Corrections to low priority RRC test cases (clause 8.1) [revision to T1-030478]
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030101
	34.123-1
	511
	-
	5.3.0
	Rel-5
	Correction of IE “Measurement Command” from “Modify” to “Setup” for TVM [revision to T1-030566]
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030102
	34.123-1
	512
	-
	5.3.0
	Rel-5
	Removal of low-priority RRC test case 8.4.1.20 and 8.4.1.21
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030102
	34.123-1
	513
	-
	5.3.0
	Rel-5
	Corrections to low priority test case 8.4.1.9 (Measurement)
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030102
	34.123-1
	514
	-
	5.3.0
	Rel-5
	Corrections to low priority test case 8.1.6.3.
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030102
	34.123-1
	515
	-
	5.3.0
	Rel-5
	Corrections to low priority test case 8.1.9a
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030109
	34.123-1
	516
	-
	5.3.0
	Rel-5
	Correction to low priority test cases 9.4.3.2, 9.4.3.3 and 9.4.3.4 (Revision of T1-030572)
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030102
	34.123-1
	517
	-
	5.3.0
	Rel-5
	URA identity for transition from CELL_FACH to URA_PCH
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030109
	34.123-1
	518
	-
	5.3.0
	Rel-5
	Corrections to package 4 GMM test cases 12.4.1.4c and 12.4.1.4.d
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030109
	34.123-1
	519
	-
	5.3.0
	Rel-5
	Modifications and corrections of GMM test case
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030109
	34.123-1
	520
	-
	5.3.0
	Rel-5
	Correction to low priority test cases 14.2.34.1, 14.2.45, 14.2.46, 14.2.54 and to sections 14.1.1 and 14.1.2 (Revision of T1-030573)
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030102
	34.123-1
	521
	-
	5.3.0
	Rel-5
	New RRC test cases for Inter-RAT cell reselection (PS) from UTRAN
	approved
	B
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030102
	34.123-1
	522
	-
	5.3.0
	Rel-5
	New RRC test cases for Inter-RAT cell change order from UTRAN
	approved
	B
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030101
	34.123-1
	523
	-
	5.3.0
	Rel-5
	Modification of RRC reconfiguration test cases due to updates to default messages as of T1-030714r1
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030101
	34.123-1
	524
	-
	5.3.0
	Rel-5
	Corrections to Package 1 RRC test cases (clause 8.2) [revision to T1-030476, T1-030724]
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030102
	34.123-1
	525
	-
	5.3.0
	Rel-5
	New test cases for radio link failure [revision to T1-030565, T1-030725]
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030101
	34.123-1
	526
	-
	5.3.0
	Rel-5
	Correction to Package 1 RRC test cases 8.2.5.1, 8.3.4.3 (Revision of T1-030571 and T1-030681 and T1-030689)
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030101
	34.123-1
	527
	-
	5.3.0
	Rel-5
	Corrections to Package 1 RRC Test Cases 8.2.1.8 and 8.2.1.9 (Revision of T1-030700 and T1-030698)
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030108
	34.123-1
	528
	-
	5.3.0
	Rel-5
	Corrections to Package 1 RRC test cases (clause 8.4) [T1-030557rev1, T1-030682rev1]
	revised
	F
	
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030108
	34.123-1
	528
	1
	5.3.0
	Rel-5
	Corrections to Package 1 RRC test cases (clause 8.4) [T1-030557rev1, T1-030682rev1]
	revised
	F
	
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030108
	34.123-1
	529
	-
	5.3.0
	Rel-5
	Correction to clause 8.4.1.2 (Package 2 test case) (revision to T1-030564, T1-030664, T1-030701)
	withdrawn
	F
	
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030108
	34.123-1
	529
	-
	5.3.0
	Rel-5
	Correction to clause 8.4.1.2 (Package 2 test case) (revision to T1-030564, T1-030664, T1-030701)
	withdrawn
	F
	
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030108
	34.123-1
	530
	-
	5.3.0
	Rel-5
	Modifications to Package 1 RRC measurement test cases
	revised
	F
	
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030108
	34.123-1
	530
	1
	5.3.0
	Rel-5
	Modifications to Package 1 RRC measurement test cases
	revised
	F
	
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	T1

	TP-030103
	34.123-2
	102
	-
	5.3.0
	Rel-5
	Inclusion of new test cases for Measurement Control and Report TDD in applicability table
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	T1

	TP-030103
	34.123-2
	103
	-
	5.3.0
	Rel-5
	Update of applicability table for Broadcast of system information test (TDD)
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	T1

	TP-030103
	34.123-2
	104
	-
	5.3.0
	Rel-5
	Update of applicability table: Cell update: Restricted cell reselection to a cell belonging to forbidden LA list (Cell_FACH) TDD
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	T1

	TP-030103
	34.123-2
	105
	-
	5.3.0
	Rel-5
	Update of applicability table for Traffic Volume measurement tests (TDD)
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	T1

	TP-030103
	34.123-2
	106
	-
	5.3.0
	Rel-5
	Update of applicability table for MM
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	T1

	TP-030103
	34.123-2
	107
	-
	5.3.0
	Rel-5
	Correction to test case names and to one conditional
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	T1

	TP-030103
	34.123-2
	108
	-
	5.3.0
	Rel-5
	Removal of ICS for the RAB test cases associated with recently void RABs in 34.108
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	T1

	TP-030103
	34.123-2
	109
	-
	5.3.0
	Rel-5
	Correction of applicability for RB test case 14.2.43.1.
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	T1

	TP-030103
	34.123-2
	110
	-
	5.3.0
	Rel-5
	Update to TS 34.123-2 for RRC test cases (revision to T1-030567)
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	T1

	TP-030103
	34.123-2
	111
	-
	5.3.0
	Rel-5
	Corrections to applicability for RRC testcases.
	approved
	F
	5.4.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	T1

	TP-030103
	34.123-2
	112
	-
	5.3.0
	Rel-5
	Applicability for new RRC Inter-RAT PS reselection and Cell Change Order test cases
	approved
	B
	5.4.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	T1

	TP-030104
	34.123-3
	016
	-
	3.1.0
	R99
	Test Case 7.1.1.2
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	017
	-
	3.1.0
	R99
	Test Case 7.1.1.8
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	018
	-
	3.1.0
	R99
	Test Case 8.1.1.2
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	019
	-
	3.1.0
	R99
	Test Case 8.1.1.3
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	020
	-
	3.1.0
	R99
	Test Case 8.1.1.8
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	021
	-
	3.1.0
	R99
	Test Case 8.2.1.8
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	022
	-
	3.1.0
	R99
	Test Case 8.2.1.10
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	023
	-
	3.1.0
	R99
	Test Case 8.1.5.1
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	024
	-
	3.1.0
	R99
	Test Case 8.1.5.4
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	025
	-
	3.1.0
	R99
	Test Case 8.2.3.7
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	026
	-
	3.1.0
	R99
	Addition of RLC test case 7.2.3.6 to RLC ATS V3.1.0
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	027
	-
	3.1.0
	R99
	Addition of RLC test case 7.2.3.25 to RLC ATS V3.1.0
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	028
	-
	3.1.0
	R99
	Addition of RLC test case 7.2.3.14 to RLC ATS V3.1.0
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	029
	-
	3.1.0
	R99
	Addition of RLC test case 7.2.3.15 to RLC ATS V3.1.0
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	030
	-
	3.1.0
	R99
	Addition of RLC test case 7.2.3.16 to RLC ATS V3.1.0
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	031
	-
	3.1.0
	R99
	Addition of RLC test case 7.2.3.33 to RLC ATS V3.1.0
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	032
	-
	3.1.0
	R99
	Addition of NAS test case 10.1.2.5.1 to NAS ATS V3.1.0
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	033
	-
	3.1.0
	R99
	7.1.1.1
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	034
	-
	3.1.0
	R99
	7.1.1.3
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	035
	-
	3.1.0
	R99
	7.1.1.4
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	036
	-
	3.1.0
	R99
	Introduction of Test Case 7.1.1.5
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	037
	-
	3.1.0
	R99
	Test Case 8.2.3.15
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	038
	-
	3.1.0
	R99
	Test Case 8.2.3.18
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	039
	-
	3.1.0
	R99
	Test Case 8.2.3.19
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	040
	-
	3.1.0
	R99
	Test Case 12.3.1.2
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	041
	-
	3.1.0
	R99
	Test Case 8.3.3.1
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	042
	-
	3.1.0
	R99
	Addition of RLC test case 7.2.3.13 to RLC ATS V3.1.0
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	043
	-
	3.1.0
	R99
	Addition of RLC test case 7.2.3.18 to RLC ATS V3.1.0
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	044
	-
	3.1.0
	R99
	Addition of RLC test case 7.2.2.5 to RLC ATS V3.0.0
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	045
	-
	3.1.0
	R99
	Addition of RLC test case 7.2.2.6 to RLC ATS V3.0.0
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	046
	-
	3.1.0
	R99
	Addition of RLC test case 7.2.3.17 to RLC ATS V3.0.0
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	047
	-
	3.1.0
	R99
	Addition of RLC test case 7.2.3.20 to RLC ATS V3.0.0
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	048
	-
	3.1.0
	R99
	Addition of RLC test case 7.2.3.34 to RLC ATS V3.0.0
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	049
	-
	3.1.0
	R99
	Addition of SM test case 11.1.1.1 to NAS ATS V3.1.0
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	050
	-
	3.1.0
	R99
	Addition of RLC test case 7.2.3.23 to RLC ATS V3.1.0
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	051
	-
	3.1.0
	R99
	Addition of RLC test case 7.2.3.24 to RLC ATS V3.1.0
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	052
	-
	3.1.0
	R99
	Addition of RLC test case 7.2.3.26 to RLC ATS V3.1.0
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	053
	-
	3.1.0
	R99
	Addition of RLC test case 7.2.3.27 to RLC ATS V3.1.0
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	054
	-
	3.1.0
	R99
	Addition of SM test case 11.3.1 to NAS ATS V3.1.0
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	055
	-
	3.1.0
	R99
	Addition of SM test case 11.3.2 to NAS ATS V3.1.0
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	056
	-
	3.1.0
	R99
	Addition of GMM test case 12.3.1.5 to NAS ATS V3.1.0
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	057
	-
	3.1.0
	R99
	Addition of GMM test case 12.7 to NAS ATS V3.1.0
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	058
	-
	3.1.0
	R99
	Test Case 8.2.1.9
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	059
	-
	3.1.0
	R99
	Test Case 8.2.3.8
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	060
	-
	3.1.0
	R99
	Test Case 12.3.1.1
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	061
	-
	3.1.0
	R99
	Test Case 12.9.1
	withdrawn
	F
	
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	062
	-
	3.1.0
	R99
	Test Case 12.9.2
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	063
	-
	3.1.0
	R99
	Addition of GMM test case 12.3.2.1 to NAS ATS V3.1.0
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	064
	-
	3.1.0
	R99
	CR for correction of generic test step in RLC ATS V3.1.0
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	065
	-
	3.1.0
	R99
	ASP Enhancement
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	066
	-
	3.1.0
	R99
	Test Case 8.1.2.2
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030104
	34.123-3
	067
	-
	3.1.0
	R99
	Test Case 8.1.2.9
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030110
	34.123-3
	068
	-
	3.1.0
	R99
	Add new approved test cases in test case list in Annex A
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030141
	34.123-3
	069
	-
	3.1.0
	R99
	Test Case 8.1.3.3
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	T1

	TP-030124
	51.011
	020
	-
	4.7.0
	Rel-4
	Correction of the MMS example
	approved
	F
	4.8.0
	Specification of the Subscriber Identity Module - Mobile Equipment (SIM-ME) interface
	T3

	TP-030124
	51.011
	021
	-
	4.7.0
	Rel-4
	Essential correction on SIM/UICC interface compatibility
	approved
	F
	4.8.0
	Specification of the Subscriber Identity Module - Mobile Equipment (SIM-ME) interface
	T3

	TP-030124
	51.011
	022
	-
	4.7.0
	Rel-4
	Correction of inconsistencies within the document
	approved
	F
	4.8.0
	Specification of the Subscriber Identity Module - Mobile Equipment (SIM-ME) interface
	T3

	TP-030124
	51.011
	023
	-
	4.7.0
	Rel-4
	Correction of pre-personalisation values
	approved
	F
	4.8.0
	Specification of the Subscriber Identity Module - Mobile Equipment (SIM-ME) interface
	T3

	TP-030125
	51.013
	001
	-
	4.0.1
	Rel-5
	Update of 51.013 Specification for Release 5
	approved
	B
	5.0.0
	Test specification for SIM API for Java card
	T3


TSG SA

3GPP

3GPP

TSG SA


