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· PROACTIVE COMMAND : LAUNCH BROWSER  2.2.1
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· PROACTIVE COMMAND : LAUNCH BROWSER  1.3.1

· PROACTIVE COMMAND : LAUNCH BROWSER  1.4.1 

· PROACTIVE COMMAND : LAUNCH BROWSER  1.5.1

· PROACTIVE COMMAND : LAUNCH BROWSER  1.5.1:

Wrong length indicated in Text String TLV

· Coded value of general result value shall be “Command performed successfully, but requested icon could not be displayed” instead of “Command performed successfully, limited service” in:

· TERMINAL RESPONSE : LAUNCH BROWSER 4.1.1 B

· TERMINAL RESPONSE : LAUNCH BROWSER 4.2.1 B

· PROACTIVE COMMAND : LAUNCH BROWSER  1.4.1:
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27.22.4.26.1
LAUNCH BROWSER (No session already launched)
[..]

27.22.4.26.1.4.1
Initial Conditions

The ME is connected to the SIM Simulator and the System Simulator.

The elementary files are coded as SIM Application Toolkit default.

Prior to this test the ME shall have been powered on and performed the PROFILE DOWNLOAD procedure.

A valid access to 2 different Wap gateways is required:

· the default Wap parameters (IP address, gateway/proxy identity, called number, URL …) of the tested mobile shall be properly filled to access one of the gateways (“default gateway”)

With that default gateway we shall be able to access to an URL different from the default one.

· another gateway with an IP address different from the one defined in default Wap parameters.

The mobile is in idle mode.

27.22.4.26.1.4.2 
Procedure

Expected Sequence 1.1 (LAUNCH BROWSER, connect to the default URL)

	Step
	Direction
	MESSAGE / Action
	Comments

	0
	ME
	
	[the ME is in idle mode]

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: LAUNCH BROWSER 1.1.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND : LAUNCH BROWSER 1.1.1
	[connect to the default URL, “launch browser, if not already launched”, no null alpha id.]

	4
	ME ( USER
	ME displays the alpha identifier
	

	5
	USER ( ME
	The user may have to confirm the launch browser.
	[option : user confirmation]

	6
	ME ( SIM
	TERMINAL RESPONSE : LAUNCH BROWSER 1.1.1
	[Command performed successfully]

	7
	ME->SS 
	The ME attempts to launch the session with the default Wap parameters and the default URL.
	

	8
	SIM ( ME
	PROACTIVE SIM SESSION ENDED
	

	9
	USER  ( ME
	The user verifies that the default Wap session is properly established. 

Then he/she ends the navigation.

The ME returns in idle mode.
	


PROACTIVE COMMAND : LAUNCH BROWSER  1.1.1

Logically:


Command details



Command number:
1



Command type:
LAUNCH BROWSER



Command qualifier:
launch browser, if not already launched

Device identities



Source device:
SIM



Destination device:
ME


URL


empty


Alpha identifier
"Default URL"

Coding:

	BER-TLV:
	D0
	18
	81
	03
	01
	15
	00
	82
	02
	81
	82
	31

	
	00
	05
	0B
	44
	65
	66
	61
	75
	6C
	74
	20
	55

	
	52
	4C
	
	
	
	
	
	
	
	
	
	


TERMINAL RESPONSE : LAUNCH BROWSER 1.1.1

Logically:


Command details



Command number:
1



Command type:
LAUNCH BROWSER



Command qualifier:
launch browser, if not already launched

Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully

Coding:

	BER-TLV:
	81
	03
	01
	15
	00
	82
	02
	82
	81
	83
	01
	00


Expected Sequence 1.2 (LAUNCH BROWSER, connect to the specified URL, alpha identifier length=0)

	Step
	Direction
	MESSAGE / Action
	Comments

	0
	ME
	
	[the ME is in idle mode]

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: LAUNCH BROWSER 1.2.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND : LAUNCH BROWSER 1.2.1
	[connect to defined URL, “launch browser, if not already launched, alpha identifier length=0]

	4
	ME ( USER
	No information should be displayed.
	

	5
	USER ( ME
	The user may have to confirm the launch browser.
	[option : user confirmation]

	6
	ME ( SIM
	TERMINAL RESPONSE : LAUNCH BROWSER 1.2.1
	[Command performed successfully]

	7
	ME->SS 
	The ME attempts to connect the URL specified in the LAUNCH BROWSER command.
	

	8
	SIM ( ME
	PROACTIVE SIM SESSION ENDED
	

	9
	USER  ( ME
	The user verifies that the URL is properly connected. 

Then he/she ends the navigation.

The ME returns in idle mode.
	


PROACTIVE COMMAND : LAUNCH BROWSER  1.2.1

Logically:


Command details



Command number:
1



Command type:
LAUNCH BROWSER



Command qualifier:
launch browser, if not already launched

Device identities



Source device:
SIM



Destination device:
ME



URL


http://xxx.yyy.zzz (note: this URL shall be different from the default URL, but it can be reached from the gateway defined by default in the Wap parameters of the mobile)


Alpha identifier
empty

Coding:

	BER-TLV:
	D0
	1F
	81
	03
	01
	15
	00
	82
	02
	81
	82
	31

	
	12
	68
	74
	74
	70
	3A
	2F
	2F
	78
	78
	78
	2E

	
	79
	79
	79
	2E
	7A
	7A
	7A
	05
	00
	
	
	


TERMINAL RESPONSE : LAUNCH BROWSER 1.2.1

Logically:


Command details



Command number:
1



Command type:
LAUNCH BROWSER



Command qualifier:
launch browser, if not already launched

Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully

Coding:

	BER-TLV:
	81
	03
	01
	15
	00
	82
	02
	82
	81
	83
	01
	00


Expected Sequence 1.3 (LAUNCH BROWSER, Browser identity, no alpha identifier)

	Step
	Direction
	MESSAGE / Action
	Comments

	0
	ME
	
	[the ME is in idle mode]

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: LAUNCH BROWSER 1.3.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND : LAUNCH BROWSER 1.3.1
	[connect to the default URL, “launch browser, if not already launched, browser identity]

	4
	ME ( USER
	ME may display a default message of its own.
	

	5
	USER ( ME
	The user may confirm the launch browser.
	[option : user confirmation]

	6
	ME ( SIM
	TERMINAL RESPONSE : LAUNCH BROWSER 1.3.1
	[Command performed successfully]

	7
	ME->SS 
	The ME attempts to connect the default URL.
	

	8
	SIM ( ME
	PROACTIVE SIM SESSION ENDED
	

	9
	USER  ( ME
	The user verifies that the default Wap session is properly established. 

Then he/she ends the navigation.

The ME returns in idle mode.
	


PROACTIVE COMMAND : LAUNCH BROWSER  1.3.1

Logically:


Command details



Command number:
1



Command type:
LAUNCH BROWSER



Command qualifier:
launch browser, if not already launched

Device identities



Source device:
SIM



Destination device:
ME


Browser Identity
default


URL


empty
Coding:

	BER-TLV:
	D0
	0E
	81
	03
	01
	15
	00
	82
	02
	81
	82
	30

	
	01
	00
	31
	00
	
	
	
	
	
	
	
	


TERMINAL RESPONSE : LAUNCH BROWSER 1.3.1

Logically:


Command details



Command number:
1



Command type:
LAUNCH BROWSER



Command qualifier:
launch browser, if not already launched

Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully

Coding:

	BER-TLV:
	81
	03
	01
	15
	00
	82
	02
	82
	81
	83
	01
	00


Expected Sequence 1.4 (LAUNCH BROWSER, one bearer specified and gateway/proxy identity)  

	Step
	Direction
	MESSAGE / Action
	Comments

	0
	ME
	
	[the ME is in idle mode]

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: LAUNCH BROWSER 1.4.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND : LAUNCH BROWSER 1.4.1
	[connect to the default URL, “launch browser, if not already launched, 1 bearer specified, gateway/proxy id specified]

	4
	ME ( USER
	ME may display a default message
	

	5
	USER ( ME
	The user may confirm the launch browser.
	[option : user confirmation]

	6
	ME ( SIM
	TERMINAL RESPONSE : LAUNCH BROWSER 1.4.1 A

Or

TERMINAL RESPONSE : LAUNCH BROWSER 1.4.1 B

Or

TERMINAL RESPONSE : LAUNCH BROWSER 1.4.1 C
	[Command performed successfully]

[Launch browser generic error code – bearer not available]

[Command performed with partial comprehension]

	7
	ME->SS 
	The ME attempts to connect the default URL using the requested bearer and proxy identity
	

	8
	SIM ( ME
	PROACTIVE SIM SESSION ENDED
	

	9
	USER  ( ME
	If performed successfully:

the user verifies that the Wap session is properly established with the required bearer. Then he/she ends the navigation.

The ME returns in idle mode.
	


PROACTIVE COMMAND : LAUNCH BROWSER  1.4.1

Logically:


Command details



Command number:
1



Command type:
LAUNCH BROWSER



Command qualifier:
launch browser, if not already launched

Device identities



Source device:
SIM



Destination device:
ME


URL


empty

Bearer


GPRS


Gateway/Proxy id



DCS

unpacked, 8 bits data



Text string
abc.def.ghi (different from the default IP address)

Coding:

	BER-TLV:
	D0
	1C
	81
	03
	01
	15
	00
	82
	02
	81
	82
	31

	
	00
	32
	01
	03
	0D
	0C
	04
	61
	62
	63
	2E
	64

	
	65
	66
	2E
	67
	68
	69
	
	
	
	
	
	


TERMINAL RESPONSE : LAUNCH BROWSER 1.4.1 A

Logically:


Command details



Command number:
1



Command type:
LAUNCH BROWSER



Command qualifier:
launch browser, if not already launched

Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully

Coding:

	BER-TLV:
	81
	03
	01
	15
	00
	82
	02
	82
	81
	83
	01
	00


TERMINAL RESPONSE : LAUNCH BROWSER 1.4.1 B

Logically:


Command details



Command number:
1



Command type:
LAUNCH BROWSER



Command qualifier:
launch browser, if not already launched

Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Launch browser generic error code



Additional information
Bearer not available

Coding:

	BER-TLV:
	81
	03
	01
	15
	00
	82
	02
	82
	81
	83
	02
	26

	
	01
	
	
	
	
	
	
	
	
	
	
	


TERMINAL RESPONSE : LAUNCH BROWSER 1.4.1 C

Logically:


Command details



Command number:
1



Command type:
LAUNCH BROWSER



Command qualifier:
launch browser, if not already launched

Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully, with partial comprehension

Coding:

	BER-TLV:
	81
	03
	01
	15
	00
	82
	02
	82
	81
	83
	01
	01


Expected Sequence 1.5 (LAUNCH BROWSER, several bearers specified, gateway/proxy id specified)

	Step
	Direction
	MESSAGE / Action
	Comments

	0
	
	
	[ME is in idle mode]

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: LAUNCH BROWSER 1.5.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND : LAUNCH BROWSER 1.5.1
	[connect to the default URL, “launch browser, if not already launched, several bearers, gateway/proxy id specified]

	4
	ME ( USER
	ME may display a default message
	

	5
	USER ( ME
	The user may confirm the launch browser.
	[option : user confirmation]

	6
	ME ( SIM
	TERMINAL RESPONSE : LAUNCH BROWSER 1.5.1 A

Or

TERMINAL RESPONSE : LAUNCH BROWSER 1.5.1 B

Or

TERMINAL RESPONSE : LAUNCH BROWSER 1.5.1 C
	[Command performed successfully]

[Launch browser generic error code – bearer not available]

[Command performed with partial comprehension]

	7
	ME->SS 
	The ME attempts to connect the default URL.
	

	8
	SIM ( ME
	PROACTIVE SIM SESSION ENDED
	

	9
	USER  ( ME
	If performed successfully:

the user verifies that the Wap session is properly established with one of the required bearers. Then he/she ends the navigation.

The ME returns in idle mode.
	


PROACTIVE COMMAND : LAUNCH BROWSER  1.5.1

Logically:


Command details



Command number:
1



Command type:
LAUNCH BROWSER



Command qualifier:
launch browser, if not already launched

Device identities



Source device:
SIM



Destination device:
ME


URL


emtpy

Bearer


GPRS, USSD, SMS


Gateway/Proxy id



DCS

7 bits default alphabet



Text string
abc.def.ghi (different from the default IP address)

Coding:

	BER-TLV:
	D0
	1D
	81
	03
	01
	15
	00
	82
	02
	81
	82
	31

	
	00
	32
	03
	03
	02
	00
	0D
	0B
	00
	61
	F1
	D8

	
	45
	2E
	9B
	5D
	67
	74
	1A
	
	
	
	
	


TERMINAL RESPONSE : LAUNCH BROWSER 1.5.1 A

Logically:


Command details



Command number:
1



Command type:
LAUNCH BROWSER



Command qualifier:
launch browser, if not already launched

Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully

Coding:

	BER-TLV:
	81
	03
	01
	15
	00
	82
	02
	82
	81
	83
	01
	00


TERMINAL RESPONSE : LAUNCH BROWSER 1.5.1 B

Logically:


Command details



Command number:
1



Command type:
LAUNCH BROWSER



Command qualifier:
launch browser, if not already launched

Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Launch browser generic error code



Additional information
Bearer not available

Coding:

	BER-TLV:
	81
	03
	01
	15
	00
	82
	02
	82
	81
	83
	02
	26

	
	01
	
	
	
	
	
	
	
	
	
	
	


TERMINAL RESPONSE : LAUNCH BROWSER 1.5.1 C

Logically:


Command details



Command number:
1



Command type:
LAUNCH BROWSER



Command qualifier:
launch browser, if not already launched

Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully, with partial comprehension

Coding:

	BER-TLV:
	81
	03
	01
	15
	00
	82
	02
	82
	81
	83
	01
	01


27.22.4.26.1.5  Test Requirement

The ME shall operate in the manner defined in expected sequences 1.1 to 1.5
27.22.4.26.2
LAUNCH BROWSER (Interaction with current session)

[..]
27.22.4.26.2.4.1
Initial Conditions

The ME is connected to the SIM Simulator and the System Simulator.

The elementary files are coded as SIM Application Toolkit default.

Prior to this test the ME shall have been powered on and performed the PROFILE DOWNLOAD procedure.

A valid access to a Wap gateway is required. The default Wap parameters (IP address, gateway/proxy identity, called number …) of the tested mobile shall be properly filled to access that gateway.

The mobile is busy in a Wap session, the user navigates in pages different from the URL defined by default in Wap parameters.

27.22.4.26.2.4.2 
Procedure

Expected Sequence 2.1 (LAUNCH BROWSER, use the existing browser, connect to the default URL)

	Step
	Direction
	MESSAGE / Action
	Comments

	0
	ME
	The user is navigating in a Wap session (not default URL).
	[Browser is in use, the current session is not secured]

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: LAUNCH BROWSER 2.1.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND : LAUNCH BROWSER 2.1.1
	[connect to the default URL, “use the existing browser”, no null alpha id.]

	4
	ME ( USER
	ME displays the alpha identifier
	

	5
	USER ( ME
	The user confirms the launch browser.
	[user confirmation]

	6
	ME ( SIM
	TERMINAL RESPONSE : LAUNCH BROWSER 2.1.1
	[Command performed successfully]

	7
	ME->SS 
	The ME does not close the existing session and attempts to connect the default URL.
	

	
	
	
	

	8
	SIM ( ME
	PROACTIVE SIM SESSION ENDED
	

	9
	USER  ( ME
	The user verifies that the default URL is connected; and the previous URL can be retrieved. 

Then he/she ends the navigation with the default URL.
	


PROACTIVE COMMAND : LAUNCH BROWSER  2.1.1

Logically:


Command details



Command number:
1



Command type:
LAUNCH BROWSER



Command qualifier:
use the existing browser


Device identities



Source device:
SIM



Destination device:
ME


URL


empty


Alpha identifier
"Default URL"

Coding:

	BER-TLV:
	D0
	18
	81
	03
	01
	15
	02
	82
	02
	81
	82
	31

	
	00
	05
	0B
	44
	65
	66
	61
	75
	6C
	74
	20
	55

	
	52
	4C
	
	
	
	
	
	
	
	
	
	


TERMINAL RESPONSE : LAUNCH BROWSER 2.1.1

Logically:


Command details



Command number:
1



Command type:
LAUNCH BROWSER



Command qualifier:
use the existing browser


Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully

Coding:

	BER-TLV:
	81
	03
	01
	15
	02
	82
	02
	82
	81
	83
	01
	00


Expected Sequence 2.2 (LAUNCH BROWSER, close the existing browser session and launch new browser session, connect to the default URL)

	Step
	Direction
	MESSAGE / Action
	Comments

	0
	ME
	The user is navigating in a Wap session (not default URL)..
	[Browser is in use, the current session is not secured]

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: LAUNCH BROWSER 2.2.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND : LAUNCH BROWSER 2.2.1
	[connect to the default URL, “close the existing browser session and launch new browser session”, no null alpha id.]

	4
	ME ( USER
	ME displays the alpha identifier
	

	5
	USER ( ME
	The user confirms the launch browser.
	[user confirmation]

	6
	ME ( SIM
	TERMINAL RESPONSE : LAUNCH BROWSER 2.2.1
	[Command performed successfully]

	7
	ME->SS 
	The ME closes the existing session and attempts to launch the session with the default Wap parameters and the default URL.
	

	
	
	
	

	
	
	
	

	8
	SIM ( ME
	PROACTIVE SIM SESSION ENDED
	

	9
	USER  ( ME
	The user verifies that the default URL is connected; and the previous URL cannot be retrieved (to verify the previous session has been closed). 

Then he/she does not end the navigation.
	


PROACTIVE COMMAND : LAUNCH BROWSER  2.2.1

Logically:


Command details



Command number:
1



Command type:
LAUNCH BROWSER



Command qualifier:
close the existing browser session and launch new browser session
Device identities



Source device:
SIM



Destination device:
ME


URL


empty


Alpha identifier
"Default URL"

Coding:

	BER-TLV:
	D0
	18
	81
	03
	01
	15
	03
	82
	02
	81
	82
	31

	
	00
	05
	0B
	44
	65
	66
	61
	75
	6C
	74
	20
	55

	
	52
	4C
	
	
	
	
	
	
	
	
	
	


TERMINAL RESPONSE : LAUNCH BROWSER 2.2.1

Logically:


Command details



Command number:
1



Command type:
LAUNCH BROWSER



Command qualifier:
close the existing browser session and launch new browser session


Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully

Coding:

	BER-TLV:
	81
	03
	01
	15
	03
	82
	02
	82
	81
	83
	01
	00


Expected Sequence 2.3 (LAUNCH BROWSER, if not already launched)

	Step
	Direction
	MESSAGE / Action
	Comments

	0
	ME
	The user is navigating in a Wap session (not default URL)..
	[Browser is in use, the current session is not secured]

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: LAUNCH BROWSER 2.3.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND : LAUNCH BROWSER 2.3.1
	[connect to the default URL, “launch browser, if not already launched]

	8
	ME ( SIM
	TERMINAL RESPONSE : LAUNCH BROWSER 2.3.1
	[ME unable to process command – browser unavailable]

	9
	SIM ( ME
	PROACTIVE SIM SESSION ENDED
	

	10
	USER  ( ME
	The user verifies that the default URL has not been connected. 

Then he/she ends the navigation.

The ME returns in idle mode.
	


PROACTIVE COMMAND : LAUNCH BROWSER  2.3.1

Logically:


Command details



Command number:
1



Command type:
LAUNCH BROWSER



Command qualifier:
launch browser, if not already launched

Device identities



Source device:
SIM



Destination device:
ME


URL


empty

Coding:

	BER-TLV:
	D0
	0B
	81
	03
	01
	15
	00
	82
	02
	81
	82
	31

	
	00
	
	
	
	
	
	
	
	
	
	
	


TERMINAL RESPONSE : LAUNCH BROWSER 2.3.1

Logically:


Command details



Command number:
1



Command type:
LAUNCH BROWSER



Command qualifier:
launch browser, if not already launched

Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Launch browser generic error code


Additional data 
Browser unavailable

Coding:

	BER-TLV:
	81
	03
	01
	15
	00
	82
	02
	82
	81
	83
	02
	26

	
	02
	
	
	
	
	
	
	
	
	
	
	


27.22.4.26.2.5  Test Requirement

The ME shall operate in the manner defined in expected sequences 2.1 to 2.3

27.22.4.26.3
LAUNCH BROWSER (UCS2 support)

[..]
27.22.4.26.3.4.1
Initial Conditions

The ME is connected to the SIM Simulator and the System Simulator.

The elementary files are coded as SIM Application Toolkit default.

Prior to this test the ME shall have been powered on and performed the PROFILE DOWNLOAD procedure.

A valid access to 2 different Wap gateways is required:

· the default Wap parameters (IP address, gateway/proxy identity, called number, URL …) of the tested mobile shall be properly filled to access one of the gateways (“default gateway”)

With that default gateway we shall be able to access to an URL different from the default one.

· another gateway with an IP address different from the one defined in default Wap parameters.

The mobile is busy in a Wap session, the user navigates in pages different from the URL defined by default in Wap parameters.

27.22.4.26.3.4.2 
Procedure

Expected Sequence 3.1 (LAUNCH BROWSER, use the existing browser, connect to the default URL)

	Step
	Direction
	MESSAGE / Action
	Comments

	0
	ME
	The user is navigating in a Wap session (not default URL)..
	[Browser is in use, the current session is not secured]]

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: LAUNCH BROWSER 3.1.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND : LAUNCH BROWSER 3.1.1
	[connect to the default URL, “use the existing browser”, alpha id. In UCS2]

	4
	ME ( USER
	ME displays the alpha identifier

“ЗДРАВСТВУЙТЕ”
	[“Hello” in Russian]

	5
	USER ( ME
	The user confirms the launch browser.
	[user confirmation]

	6
	ME ( SIM
	TERMINAL RESPONSE : LAUNCH BROWSER 3.1.1
	[Command performed successfully]

 

	7
	ME->SS 
	The ME does not close the existing session and attempts to connect the default URL.
	

	
	
	
	

	
	
	
	

	8
	SIM ( ME
	PROACTIVE SIM SESSION ENDED
	

	9
	USER  ( ME
	The user verifies that the default URL is connected; and the previous URL can be retrieved. 

Then he/she ends the navigation with the default URL.
	


[..]
27.22.4.26.3.5  Test Requirement

The ME shall operate in the manner defined in expected sequence 3.1.

27.22.4.26.4
LAUNCH BROWSER (icons support)

[..]
27.22.4.26.4.4.1
Initial Conditions

The ME is connected to the SIM Simulator and the System Simulator.

The elementary files are coded as SIM Application Toolkit default.

Prior to this test the ME shall have been powered on and performed the PROFILE DOWNLOAD procedure.

A valid access to 2 different Wap gateways is required:

· the default Wap parameters (IP address, gateway/proxy identity, called number, URL …) of the tested mobile shall be properly filled to access one of the gateways (“default gateway”)

With that default gateway we shall be able to access to an URL different from the default one.

· another gateway with an IP address different from the one defined in default Wap parameters.

The mobile is busy in a Wap session, the user navigates in pages different from the URL defined by default in Wap parameters.

27.22.4.26.4.4.2 
Procedure

Expected Sequence 4.1A (LAUNCH BROWSER, use the existing browser, icon not self explanatory, successful)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: LAUNCH BROWSER 4.1.1
	[Browser is in use, the current session is not secured]]

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND : LAUNCH BROWSER 4.1.1
	[connect to the default URL, “use the existing browser”, no null alpha id.]

	4
	ME ( USER
	ME displays the alpha identifier

and the icon
	[“Not self explan.”]

	5
	USER ( ME
	The user confirms the launch browser.
	[user confirmation]

	6
	ME ( SIM
	TERMINAL RESPONSE : LAUNCH BROWSER 4.1.1 A


	[Command performed successfully]



	7
	ME->SS 
	The ME does not close the existing session and attempts to connect the default URL.
	

	
	
	
	

	
	
	
	

	8
	SIM ( ME
	PROACTIVE SIM SESSION ENDED
	

	9
	USER  ( ME
	The user verifies that the default URL is connected; and the previous URL can be retrieved. 

Then he/she ends the navigation with the default URL.
	


[..]
Expected Sequence 4.1B (LAUNCH BROWSER, use the existing browser, icon not self explanatory, requested icon could not be displayed)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: LAUNCH BROWSER 4.1.1
	[Browser is in use, the current session is not secured]]

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND : LAUNCH BROWSER 4.1.1
	[connect to the default URL, “use the existing browser”, no null alpha id.]

	4
	ME ( USER
	ME displays the alpha identifier

Without the icon
	[“Not self explan.”]

	5
	USER ( ME
	The user confirms the launch browser.
	[user confirmation]

	6
	ME ( SIM
	TERMINAL RESPONSE : LAUNCH BROWSER 4.1.1 B
	 [ Command performed successfully but requested icon could not be displayed]

	7
	ME->SS 
	The ME does not close the existing session and attempts to connect the default URL.
	

	
	
	
	

	
	
	
	

	8
	SIM ( ME
	PROACTIVE SIM SESSION ENDED
	

	9
	USER  ( ME
	The user verifies that the default URL is connected; and the previous URL can be retrieved. 

Then he/she ends the navigation with the default URL.
	


TERMINAL RESPONSE : LAUNCH BROWSER 4.1.1 B

Logically:


Command details



Command number:
1



Command type:
LAUNCH BROWSER



Command qualifier:
use the existing browser


Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully but requested icon could not be displayed
Coding:

	BER-TLV:
	81
	03
	01
	15
	02
	82
	02
	82
	81
	83
	01
	04


Expected Sequence 4.2A (LAUNCH BROWSER, use the existing browser, icon self explanatory, successful)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: LAUNCH BROWSER 4.2.1
	[Browser is in use, the current session is not secured]]

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND : LAUNCH BROWSER 4.2.1
	[connect to the default URL, “use the existing browser”, alpha id. In UCS2]

	4
	ME ( USER
	ME displays only the icon
	[“Self explan.”]

	5
	USER ( ME
	The user confirms the launch browser.
	[user confirmation]

	6
	ME ( SIM
	TERMINAL RESPONSE : LAUNCH BROWSER 4.2.1 A


	[Command performed successfully]

 

	7
	ME->SS 
	The ME does not close the existing session and attempts to connect the default URL.
	

	
	
	
	

	
	
	
	

	8
	SIM ( ME
	PROACTIVE SIM SESSION ENDED
	

	9
	USER  ( ME
	The user verifies that the default URL is connected; and the previous URL can be retrieved. 

Then he/she ends the navigation with the default URL.
	


[..]

Expected Sequence 4.2B (LAUNCH BROWSER, use the existing browser, icon self explanatory, requested icon could not be displayed)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: LAUNCH BROWSER 4.2.1
	[Browser is in use, the current session is not secured]]

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND : LAUNCH BROWSER 4.2.1
	[connect to the default URL, “use the existing browser”, alpha id. In UCS2]

	4
	ME ( USER
	ME displays only the alpha identifier
	[“Self explan.”]

	5
	USER ( ME
	The user confirms the launch browser.
	[user confirmation]

	6
	ME ( SIM
	TERMINAL RESPONSE : LAUNCH BROWSER 4.2.1 B
	[Command performed successfully]

[ Command performed successfully but requested icon could not be displayed]

	7
	ME->SS 
	The ME does not close the existing session and attempts to connect the default URL.
	

	
	
	
	

	
	
	
	

	8
	SIM ( ME
	PROACTIVE SIM SESSION ENDED
	

	9
	USER  ( ME
	The user verifies that the default URL is connected; and the previous URL can be retrieved. 

Then he/she ends the navigation with the default URL.
	


TERMINAL RESPONSE : LAUNCH BROWSER 4.2.1 B

Logically:


Command details



Command number:
1



Command type:
LAUNCH BROWSER



Command qualifier:
use the existing browser


Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully but requested icon could not be displayed
Coding:

	BER-TLV:
	81
	03
	01
	15
	02
	82
	02
	82
	81
	83
	01
	04


27.22.4.26.3.5  Test Requirement

The ME shall operate in the manner defined in expected sequences 4.1A to 4.2B
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