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1 Overview

This document details the changes needed introduce test case 8.2.6.20 to RRCv321 by using iWD-TRv311_WK20 as the primary source of the new tables and applying only essential fixes to the TTCN. 

This document details the changes needed to introduce test case 8.2.6.20 in to RRCv321. Only essential fixes to the TTCN are applied. The reference prose specification used is TS 34.123-1 (V5.4.0) with the following path covered:-

Domain:

PS

Integrity:

Enabled

Ciphering:
Disabled

2 Changes required for test-case 8.2.6.20
2.1 Tables deleted from RRCv321

None

2.2 Tables modified in RRCv321 

None

2.3 Tables added to RRCv321 

2.3.1 Tables added from iWD-TRv311_WK20

cds_PhyChReconfDCH_ToURA_PCH

tc_8_2_6_20

ts_SS_ReconfDCH_ToFACH

2.3.2 New tables added

None

2.4 Modifications to tables added from iWD-TRv311_WK20

2.4.1 tc_8_2_6_20

Reason for change: URA update should be included in the Physical Channel Reconfiguration

Summary of Change: Change constraint reference on line 12 to include a parameter for URA Identity.

Change test case from:

	Test Step Name
	tc_8_2_6_20

	Nr
	Label
	Behaviour Description
	Constraints Ref
	Verdict
	Comments

	…
	
	…..
	
	
	

	
	
	lt_LocalTest
	
	
	

	12
	
	AM ! RLC_AM_DATA_REQ
	cas_PhyChReconf (

tsc_CellDedicated,

tsc_RB2,

cds_PhyChReconfDCH_ToURA_PCH (

     tcv_CellIndInfo.dl_IntegrityCheckInfo,

     tcv_RRC_Ti, 

     tcv_CellInfoA.frequencyInfo, 

     tcv_CellInfoA.priScrmCode,

    tcv_CellInfoA.cRNTI  ) 

)

	
	step 1

	13
	
	+ts_RRC_ReceivePhyChReconfCmpl(tsc_CellA, tcv_CellInfoA.cellConfig
	
	
	step 2


To:

	Test Step Name
	tc_8_2_6_20

	Nr
	Label
	Behaviour Description
	Constraints Ref
	Verdict
	Comments

	…
	
	…..
	
	
	

	
	
	lt_LocalTest
	
	
	

	12
	
	AM ! RLC_AM_DATA_REQ
	cas_PhyChReconf (

tsc_CellDedicated,

tsc_RB2,

cds_PhyChReconfDCH_ToURA_PCH (

     tcv_CellIndInfo.dl_IntegrityCheckInfo,

     tcv_RRC_Ti, 

    tcv_CellInfoA.ura_Identity,
     tcv_CellInfoA.frequencyInfo, 

     tcv_CellInfoA.priScrmCode,

    tcv_CellInfoA.cRNTI  ) 

)

	
	step 1

	13
	
	+ts_RRC_ReceivePhyChReconfCmpl(tsc_CellA, tcv_CellInfoA.cellConfig
	
	
	step 2


2.4.2 cds_PhyChReconfDCH_ToURA_PCH

Reason for change: URA update should be included in the Physical Channel Reconfiguration

Summary of Change: Add an additional parameter for URA Identity. This necessitates the constraint being defined in full rather than as a derived constraint. In the detailed change below only technical changes are shown in the constraint body.

Change constraint from:

	Constraint Name
	cds_PhyChReconfDCH_ToURA_PCH (

    p_IntegrityInfo:      IntegrityCheckInfo ;

    p_RRC_Ti:             RRC_TransactionIdentifier;

    p_FreqInfo:            FrequencyInfo;

    p_PrimScramblingCode : PrimaryScramblingCode;

    p_NewC_RNTI : C_RNTI  )

	PDU Type
	DL_DCCH_Message

	Derivation Path
	cbs_108_PhyChReconf64k_PS_DCH_ToFACH.

	Constraint Value

	REPLACE   message.physicalChannelReconfiguration.r3.physicalChannelReconfiguration_r3.rrc_StateIndicator BY   ura_PCH,

REPLACE   message.physicalChannelReconfiguration.r3.physicalChannelReconfiguration_r3.utran_DRX_CycleLengthCoeff  BY 3


To

	Constraint Name
	cds_PhyChReconfDCH_ToURA_PCH (

    p_IntegrityInfo:      IntegrityCheckInfo ;

    p_RRC_Ti:             RRC_TransactionIdentifier;

    p_URA:                  URA_Identity;
    p_FreqInfo:            FrequencyInfo;

    p_PrimScramblingCode : PrimaryScramblingCode;

    p_NewC_RNTI : C_RNTI  )

	PDU Type
	DL_DCCH_Message

	Derivation Path
	

	Constraint Value

	{

    integrityCheckInfo p_IntegrityInfo, 

    message physicalChannelReconfiguration : r3:{   

       physicalChannelReconfiguration_r3    {    --PhysicalChannelReconfiguration_r3_IEs

            rrc_TransactionIdentifier    p_RRC_Ti, 

            integrityProtectionModeInfo    OMIT,  

            cipheringModeInfo    OMIT, 

            activationTime    OMIT, 

            new_U_RNTI     OMIT, 

            new_C_RNTI    p_NewC_RNTI ,

            rrc_StateIndicator    ura_PCH,

            utran_DRX_CycleLengthCoeff    3,

            cn_InformationInfo    OMIT, 

            ura_Identity p_URA,
            dl_CounterSynchronisationInfo  OMIT, 

            frequencyInfo p_FreqInfo,

            maxAllowedUL_TX_Power  tsc_MaxAllowPwr,

            ul_ChannelRequirement    OMIT, 

              modeSpecificInfo   fdd:

                {

                  dl_PDSCH_Information  OMIT -- DL_PDSCH_Information 

                }, 

              dl_CommonInformation    OMIT,

              dl_InformationPerRL_List  c_DL_InfoPerRL_DCH_OrFACH_ToFACH_PS

                                                     (p_PrimScramblingCode ) --DL_InformationPerRL_List 

        },

        v3a0NonCriticalExtensions OMIT    

    }

}


�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.  


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 1

[image: image1.wmf]A

N

R

I

T

S

U

L

I

M

I

T

E

D

_988785252.doc










































































































































































































































































































































































































































































D







E







T







I







M







I







L







U







S







T







I







R







N







A












