Page 1



3GPP TSG- T1  Meeting #21 
Tdoc (
T1-031596

Budapest, 3rd – 7th November 2003
	CR-Form-v7

	CHANGE REQUEST

	

	(

	34.108
	CR
	260
	(

rev
	2
	(

Current version:
	4.8.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	CR to TS 34.108 [REL-4] PAGING TYPE 1, RRC CONNECTION REQUEST and RRC CONNECTION SETUP messages for MT RR Connection (Revision of T1-03163 and T1-031593)                            

	
	

	Source:
(

	Anite Telecoms

	
	

	Work item code:
(

	TEI
	
	Date: (

	04/11/03

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	REL-4

	
	
	

	
	

	Reason for change:
(

	For a MT RR Connection the UE Identity value in the PAGING TYPE 1, RRC CONNECTION REQUEST and RRC CONNECTION SETUP messages will be P-TMSI if this is for the PS domain.

(Removed changes covered in T1-031452)

	
	

	Summary of change:
(

	The PAGING TYPE 1, RRC CONNECTION REQUEST and RRC CONNECTION SETUP messages are updated so that the fields are correct and the note refers to the change in UE Identity IE.

	
	

	Consequences if 
(

not approved:
	The specified values will be incorrect for the PS domain.

	
	

	Clauses affected:
(

	7.1.2.4

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	Affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	Affects Rel-4 test cases.


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request

…………
7.1.2.4.1
PAGING TYPE 1

This message is sent from the SS to the UE, using the TM RLC SAP, on the PCCH logical channel:

	Information Element
	Value/Remark

	Message Type
	PAGING TYPE 1

	UE Information elements
	

	Paging record list
	Paging record
	CN originator
	Paging cause
	Terminating Speech Call (note)

	
	
	
	CN domain identity
	CS domain (note)

	
	
	
	
UE Identity
	TMSI (GSM-MAP)

As specified during Registration procedure

	

	Other information elements
	
	
	

	BCCH modification info
	omit

	NOTE:
These defaults are applied if no subsequent procedure is to be run. Otherwise, the Paging cause, CN domain identity and UE Identity are selected in accordance with the requirements of the following procedure.


7.1.2.4.2 
RRC CONNECTION REQUEST

This message is sent by the UE to the SS using the TM-RLC SAP. It is sent on the CCCH Logical channel.

	Information Element
	Value/Remark

	Message Type 
	RRC CONNECTION REQUEST

	UE information elements
	

	Initial UE identity
	TMSI and LAI
	TMSI (GSM-MAP)
	As specified during Registration procedure

	
	
	LAI (GSM-MAP)
	As specified by default 1 cell environment

	Initial UE capability
	Maximum number of AM entities
	As declared in UE ICS

	Establishment cause
	As appropriate

	Protocol error indicator
	FALSE

	>UE Specific Behaviour Information 1 idle
	This IE will not be checked by default behaviour, but in specific test case.

	

	Measurement information elements
	

	Measured results on RACH
	Not checked

	NOTE:
These defaults are applied if no subsequent procedure is to be run. Otherwise, the UE Identity is selected in accordance with the requirements of the following procedure.


7.1.2.4.3 
RRC CONNECTION SETUP

This message is sent from the SS to the UE using the UM-RLC SAP. The message is sent on the CCCH Logical channel.

The default RRC CONNECTION SETUP message for the transition to connected mode CELL_DCH is used except for the IE fields specified below.

	Information Element
	Value/Remark

	Message Type
	RRC CONNECTION SETUP

	UE Information Elements
	

	Initial UE identity
	TMSI and LAI
	TMSI (GSM-MAP)
	As specified during Registration procedure

	
	
	LAI (GSM-MAP)
	As specified by default 1 cell environment

	

	RB Information Elements

	Use default

	TrCH Information Elements

	Use default

	TrCH Information Elements

	Frequency info
	As specified by default 1 cell environment

	

	Use default

	Downlink radio resources
	
	
	

	Use default

	NOTE:
These defaults are applied if no subsequent procedure is to be run. Otherwise, the UE Identity is selected in accordance with the requirements of the following procedure.
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