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This document contains the CRs to TS 34.108 v3.13.0 and v4.8.0. These CRs have been agreed by T1 and are put forward to TSG T for approval.

	Tdoc #
	Title
	CR#
	rev
	Cat
	Version in
	Version out
	Release

	T1-031380
	CR 34.108 R99: EFRPLMNACT (RPLMN Last used Access Technology) removed
	261
	
	F
	3.13.0
	3.14.0
	99

	T1-031381
	CR 34.108 Rel-4: EFRPLMNACT (RPLMN Last used Access Technology) removed
	262
	
	A
	4.8.0
	4.9.0
	Rel-4

	T1-031441
	CR 34.108 Rel-4: Addition of Bearer combination for Interactive/background UL 64 kbps DL 768 kbps for Rel-5
	269
	
	F
	4.8.0
	4.9.0
	Rel-4

	T1-031451
	Correction of CM TGD parameter
	274
	
	F
	3.13.0
	3.14.0
	99

	T1-031470
	Corrections to default message contents of Radio Bearer Release
	276
	
	F
	3.13.0
	3.14.0
	99

	T1-031526
	Correction of TFCS for radio bearer combination 6.10.2.4.1.51b
	282
	
	F
	3.13.0
	3.14.0
	99

	T1-031527
	Correction of TFCS for radio bearer combination 6.10.2.4.1.51b
	283
	
	A
	4.8.0
	4.9.0
	Rel-4

	T1-031546
	Update of default messages for RRC CONNECTION SETUP and SECURITY MODE COMMAND
	263
	1
	F
	3.13.0
	3.14.0
	99

	T1-031547
	Update of default messages for RRC CONNECTION SETUP and SECURITY MODE COMMAND
	264
	1
	A
	4.8.0
	4.9.0
	Rel-4

	T1-031554
	Test frequencies of UMTS800MHz band VI
	267
	1
	B
	3.13.0
	3.14.0
	99

	T1-031555
	Test frequencies of UMTS800MHz band VI
	268
	1
	A
	4.8.0
	4.9.0
	Rel-4

	T1-031591
	Correction of CM TGD parameter
	275
	1
	A
	4.8.0
	4.9.0
	Rel-4

	T1-031594
	Corrections to default message contents of Radio Bearer Release
	277
	1
	F
	4.8.0
	4.9.0
	Rel-4

	T1-031595
	CR on PAGING  TYPE 1, RRC CONNECTION REQUEST and RRC CONNECTION SETUP messages for MT RR Connection
	259
	2
	F
	3.13.0
	3.14.0
	99

	T1-031596
	CR on PAGING TYPE 1, RRC CONNECTION REQUEST and RRC CONNECTION SETUP messages for MT RR Connection
	260
	2
	A
	4.8.0
	4.9.0
	Rel-4

	T1-031597
	Modification to default DPCCH_Power_offset value
	278
	1
	F
	3.13.0
	3.14.0
	99

	T1-031598
	Modification to default DPCCH_Power_offset value
	279
	1
	A
	4.8.0
	4.9.0
	Rel-4

	T1-031607
	Introduction of generic test procedure for RRM handover test cases
	272
	1
	F
	3.13.0
	3.14.0
	99

	T1-031608
	Introduction of generic test procedure for RRM handover test cases
	273
	1
	A
	4.8.0
	4.9.0
	Rel-4

	T1-031609
	Update of generic test procedure for TX, RX and Performance Requirement
	270
	1
	F
	3.13.0
	3.14.0
	99

	T1-031610
	Update of generic test procedure for TX, RX and Performance Requirement
	271
	1
	A
	4.8.0
	4.9.0
	Rel-4

	T1-031644
	Description and corrections of channels for minimum performance levels, TDD mode.
	265
	1
	F
	3.13.0
	3.14.0
	99

	T1-031645
	Description and corrections of channels for minimum performance levels, TDD mode.
	266
	1
	F
	4.8.0
	4.9.0
	Rel-4

	T1-031659
	Addition of Default message contents for TDD
	251
	1
	F
	4.8.0
	4.9.0
	Rel-4

	T1-031660
	Addition of Default message contents for TDD
	252 
	1
	F
	4.8.0
	4.9.0
	Rel-4

	T1-031661
	Addition of Default message contents for TDD
	253 
	1
	F
	4.8.0
	4.9.0
	Rel-4

	T1-031662
	Addition of Default message contents for TDD
	254 
	1
	F
	4.8.0
	4.9.0
	Rel-4

	T1-031663
	Addition of Default message contents for TDD
	255 
	1
	F
	4.8.0
	4.9.0
	Rel-4

	T1-031664
	Addition of Default message contents for TDD
	256 
	1
	F
	4.8.0
	4.9.0
	Rel-4

	T1-031665
	Addition of Default message contents for TDD
	257 
	1
	F
	4.8.0
	4.9.0
	Rel-4

	T1-031666
	Addition of Default message contents for TDD
	258 
	1
	F
	4.8.0
	4.9.0
	Rel-4


