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	Reason for change:
(

	Uplink TFCS for radio bearer combination 6.10.2.4.1.51b is not aligned to how downlink TFCS are specified nor how uplink/downlink TFCS are specified for other radio bearer combination in 34.108. The associated package 3 test cases in section 14.2.51b have assumed that the uplink TFCS is following the same principles as for the other radio bearer combinations. 


	
	

	Summary of change:
(

	The uplink TFCS have been changed to follow the principles used for all other radio bearer combinations, i.e. to first list the TFC where transport format for the DCCH is TF0 and then TF1.

Current specification of the uplink TFCS is: 
(64 kbps Conversational RAB, 16 kbps I/B RAB, DCCH)=
(TF0, TF0, TF0), 
(TF0, TF1, TF0), 
(TF0, TF2, TF0), 
(TF0, TF0, TF1), 
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(TF1, TF1, TF0), 
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(TF1, TF0, TF1), 
(TF1, TF1, TF1), 
(TF1, TF2, TF1) 

It is proposed to be changed to:

(64 kbps Conversational RAB, 16 kbps I/B RAB, DCCH)=
(TF0, TF0, TF0), 
(TF0, TF1, TF0), 
(TF0, TF2, TF0), 
(TF1, TF0, TF0), 
(TF1, TF1, TF0), 
(TF1, TF2, TF0), 
(TF0, TF0, TF1), 
(TF0, TF1, TF1), 
(TF0, TF2, TF1), 

(TF1, TF0, TF1), 
(TF1, TF1, TF1), 
(TF1, TF2, TF1) 
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not approved:
	Re-design of package 3 radio bearer test case 14.2.51b is needed which would introduce unessecary work for ETSI MCC team and delay verification of the test case.
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6.10.2.4.1.51b 
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or Background / UL:16 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

6.10.2.4.1.51b.1
Uplink

6.10.2.4.1.51b.1.1
Transport channel parameters

6.10.2.4.1.51b.1.1.1
Transport channel parameters for Conversational / unknown / UL:64 kbps / CS RAB

See clause 6.10.2.4.1.13.1.1.1.

6.10.2.4.1.51b.1.1.2 
Transport channel parameters for Interactive or Background / UL:16 kbps / PS RAB

	Higher layer
	RAB/Signalling RB
	RAB

	RLC
	Logical channel type
	DTCH

	
	RLC mode
	AM

	
	Payload sizes, bit
	320

	
	Max data rate, bps
	16000

	
	AMD PDU header, bit
	16

	MAC
	MAC header, bit
	0

	
	MAC multiplexing
	N/A

	Layer 1
	TrCH type
	DCH

	
	TB sizes, bit
	336

	
	TFS
	TF0, bits
	0x336

	
	
	TF1, bits
	1x336

	
	
	TF2, bits
	2x336

	
	TTI, ms
	40

	
	Coding type
	TC

	
	CRC, bit
	16

	
	Max number of bits/TTI after channel coding
	2124

	
	Uplink: Max number of bits/radio frame before rate matching
	531

	
	RM attribute
	135-175


6.10.2.4.1.51b.1.1.3
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See clause 6.10.2.4.1.2.1.1.1.

6.10.2.4.1.51b.1.1.4
TFCS

	TFCS size
	12

	TFCS
	(64 kbps Conversational RAB, 16 kbps I/B RAB, DCCH)=

(TF0, TF0, TF0), (TF0, TF1, TF0), (TF0, TF2, TF0), (TF1, TF0, TF0), (TF1, TF1, TF0), (TF1, TF2, TF0), (TF0, TF0, TF1), (TF0, TF1, TF1), (TF0, TF2, TF1), (TF1, TF0, TF1), (TF1, TF1, TF1), (TF1, TF2, TF1) 


6.10.2.4.1.51b.1.2
Physical channel parameters

	DPCH Uplink
	Min spreading factor
	16

	
	Max number of DPDCH data bits/radio frame
	2400

	
	Puncturing Limit
	0.64


6.10.2.4.1.51b.2
Downlink

See clause 6.10.2.4.1.51.2.
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