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<START OF MODIFIED SECTION>

	10.1.2.7.2
	U11 disconnect request / RELEASE received
	R99
	C10
	UEs supporting at least one mobile originated circuit switched basic service

	10.1.2.7.3
	U11 disconnect request / timer T305 time-out
	R99
	C10
	UEs supporting at least one mobile originated circuit switched basic service

	10.1.2.7.4
	U11 disconnect request / lower layer failure
	R99
	C10
	UEs supporting at least one mobile originated circuit switched basic service

	10.1.2.7.5
	U11 disconnect request / unknown message received
	R99
	C10
	UEs supporting at least one mobile originated circuit switched basic service

	10.1.2.8.1
	U12 disconnect indication / call releasing requested by the user
	R99
	C13
	UEs supporting bearer capability for speech.= UE supporting mobile originated circuit switched basic service for telephony

	10.1.2.8.2
	U12 disconnect indication / RELEASE received
	R99
	C13
	UEs supporting bearer capability for speech. = UE supporting mobile originated circuit switched basic service for telephony

	10.1.2.8.3
	U12 disconnect indication / lower layer failure
	R99
	C13
	UEs supporting bearer capability for speech. = UE supporting mobile originated circuit switched basic service for telephony

	10.1.2.8.4
	U12 disconnect indication / unknown message received
	R99
	C13
	UEs supporting bearer capability for speech. = UE supporting mobile originated circuit switched basic service for telephony

	10.1.2.9.1
	Outgoing call / U19 release request / timer T308 time-out
	R99
	C10
	UEs supporting at least one mobile originated circuit switched basic service.

	10.1.2.9.2
	Outgoing call / U19 release request / 2nd timer T308 time-out
	R99
	C10
	UEs supporting at least one mobile originated circuit switched basic service.

	10.1.2.9.3
	Outgoing call / U19 release request / RELEASE received
	R99
	C10
	UEs supporting at least one mobile originated circuit switched basic service.

	10.1.2.9.4
	Outgoing call / U19 release request / RELEASE COMPLETE received
	R99
	C10
	UEs supporting at least one mobile originated circuit switched basic service.

	10.1.2.9.5
	Outgoing call / U19 release request / lower layer failure
	R99
	C10
	UEs supporting at least one mobile originated circuit switched basic service.

	10.1.3.1.1
	Incoming call / U0 null state / SETUP received with a non supported bearer capability
	R99
	C11
	UEs supporting at least one mobile terminating circuit switched basic service.All UEs.

	10.1.3.2.1
	Incoming call / U6 call present / automatic call rejection
	R99
	C11
	UEs supporting at least one mobile terminating circuit switched basic service.

	10.1.3.3.1
	Incoming call / U9 mobile terminating call confirmed / alerting or immediate connecting
	R99
	C11
	UEs supporting at least one mobile terminating circuit switched basic service.

	10.1.3.3.2
	Incoming call / U9 mobile terminating call confirmed / DTCH assignment
	R99
	C41
	UEs supporting at least one MT circuit switched basic service, for which immediate connect is not used.

	10.1.3.3.3
	Void
	
	
	

	10.1.3.3.4
	Incoming call / U9 mobile terminating call confirmed / DISCONNECT received
	R99
	C41
	UEs supporting at least one MT circuit switched basic service, for which immediate connect is not used.

	10.1.3.3.5
	Incoming call / U9 mobile terminating call confirmed / RELEASE received
	R99
	C41
	UEs supporting at least one MT circuit switched basic service, for which immediate connect is not used.

	10.1.3.3.6
	Incoming call / U9 mobile terminating call confirmed / lower layer failure
	R99
	C41
	UEs supporting at least one MT circuit switched basic service, for which immediate connect is not used.


<END OF MODIFIED SECTION>
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