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	Incorrect Timer poll value used for SS RLC transmit entity in TCs 8.2.1.8,8.2.1.9 (Revision of T1-031782) 
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	Reason for change:
(

	34.123-1-550 specifies that timer poll value of tp800 be used for testcases 8.2.1.8 and 8.2.1.9

	
	

	Summary of change:
(

	1. Add a new constraint cd_UL_AM_RLC_SRB_TimerPoll.

2. Add a new constraint cb_UL_AM_RLC_TimerPoll.

3. In constriant declaration of ca_RB_AM_Info_SRB use cd_UL_AM_RLC_SRB_TimerPoll instead of cd_UL_AM_RLC_SRB.

4. In constriant declaration of ca_RB_AM_Info_RAB use cb_UL_AM_RLC_TimerPoll instead of cb_UL_AM_RLC
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(
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	The testcase will be non compliant with the 34.123-1
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	Local Tree and Test step
	ASN.1 Type Constriant Declarations

	Reason for change
	1. 34.123-1-550 specifies that timerpoll value of tp800 be used for testcases 8.2.1.8 and 8.2.1.9

	Summary of change
	1. Add a new constraint cd_UL_AM_RLC_SRB_TimerPoll

	Source of change
	new change



After:

	Constriant Name:
	cd_UL_AM_RLC_SRB_TimerPoll (p_Timer_poll : TimerPoll)

	Group:
	

	Type Name:
	UL_AM_RLC_Mode

	Derivation Path:
	

	Encoding Variation:
	

	Comments:
	


{

  transmissionRLC_Discard noDiscard : dat15,

  transmissionWindowSize tw32,

  timerRST tr500,

  max_RST rst1,

  pollingInfo {

    timerPollProhibit tpp200,

    timerPoll p_Timer_poll,

    poll_PDU OMIT,

    poll_SDU sdu1,

    lastTransmissionPDU_Poll TRUE,

    lastRetransmissionPDU_Poll TRUE,

    pollWindow pw99,

    timerPollPeriodic OMIT

  }

}

	Local Tree and Test step
	ASN.1 Type Constriant Declarations

	Reason for change
	1. 34.123-1-550 specifies that timerpoll value of tp800 be used for testcases 8.2.1.8 and 8.2.1.9

	Summary of change
	1. Add a new constraint cb_UL_AM_RLC_TimerPoll

	Source of change
	new change



After:

	Constriant Name:
	cb_UL_AM_RLC_TimerPoll ( p_Timer_poll : TimerPoll )

	Group:
	

	Type Name:
	UL_AM_RLC_Mode

	Derivation Path:
	

	Encoding Variation:
	

	Comments:
	


{

  transmissionRLC_Discard noDiscard : dat15,

  transmissionWindowSize tw128,

  timerRST tr500,

  max_RST rst1,

  pollingInfo {

    timerPollProhibit tpp200,

    timerPoll p_Timer_poll,

    poll_PDU OMIT,

    poll_SDU sdu1,

    lastTransmissionPDU_Poll TRUE,

    lastRetransmissionPDU_Poll TRUE,

    pollWindow pw99,

    timerPollPeriodic OMIT

  }

}

	Local Tree and Test step
	ASN.1 ASP Constriant Declarations

	Reason for change
	1. 34.123-1-550 specifies that timerpoll value of tp800 be used for testcases 8.2.1.8 and 8.2.1.9

	Summary of change
	1. In constriant declaration of ca_RB_AM_Info_SRB use cd_UL_AM_RLC_SRB_TimerPoll instead of cd_UL_AM_RLC_SRB.

	Source of change
	new change



Before:

	Constriant Name:
	ca_RB_AM_Info_SRB(p_CellId: INTEGER; p_RB_Id: INTEGER;p_TimerPollProhbt :TimerPollProhibit; p_Timer_poll: TimerPoll; p_PollSDU: Poll_SDU; p_PollWindw: PollWindow; p_LogChMapping : RB_LogCH_Mapping; p_PayLoad : INTEGER)

	Group:
	

	ASP Name:
	CRLC_Config_REQ

	Derivation Path:
	

	Comments:
	Used  to setup AM RLC entity


{

  cellId p_CellId,

  routingInfo rB_Identity: p_RB_Id,

  ratType fdd,

  configMessage setup : {

    sS_rlc_Info { sS_ul_RLC_Mode dl_AM_RLC_Mode :cd_DL_AM_RLC_SRB,

      sS_dl_RLC_Mode {

        dl_PayloadSize p_PayLoad,

        dl_RLCModeInfo ul_AM_RLC_Mode : cd_UL_AM_RLC_SRB
      }

    },

    rB_LogCH_Mapping p_LogChMapping

  }

}

After:

	Constriant Name:
	ca_RB_AM_Info_SRB(p_CellId: INTEGER; p_RB_Id: INTEGER;p_TimerPollProhbt :TimerPollProhibit; p_Timer_poll: TimerPoll; p_PollSDU: Poll_SDU; p_PollWindw: PollWindow; p_LogChMapping : RB_LogCH_Mapping; p_PayLoad : INTEGER)

	Group:
	

	ASP Name:
	DL_DCCH_Message

	Derivation Path:
	

	Comments:
	Used  to setup AM RLC entity


{

  cellId p_CellId,

  routingInfo rB_Identity: p_RB_Id,

  ratType fdd,

  configMessage setup : {

    sS_rlc_Info { sS_ul_RLC_Mode dl_AM_RLC_Mode :cd_DL_AM_RLC_SRB,

      sS_dl_RLC_Mode {

        dl_PayloadSize p_PayLoad,

        dl_RLCModeInfo ul_AM_RLC_Mode : cd_UL_AM_RLC_SRB_TimerPoll (p_Timer_poll)

      }

    },

    rB_LogCH_Mapping p_LogChMapping

  }

} 

	Local Tree and Test step
	ASN.1 ASP Constriant Declarations

	Reason for change
	1. 34.123-1-550 specifies that timerpoll value of tp800 be used for testcases 8.2.1.8 and 8.2.1.9

	Summary of change
	1. In constriant declaration of ca_RB_AM_Info_RAB use cb_UL_AM_RLC_TimerPoll instead of cb_UL_AM_RLC

	Source of change
	new change



Before:

	Constriant Name:
	ca_RB_AM_Info_RAB(p_CellId: INTEGER; p_RB_Id: INTEGER;p_TimerPollProhbt :TimerPollProhibit; p_Timer_poll: TimerPoll; p_PollSDU: Poll_SDU; p_PollWindw: PollWindow; p_LogChMapping : RB_LogCH_Mapping; p_PayLoad : INTEGER)

	Group:
	

	ASP Name:
	CRLC_Config_REQ

	Derivation Path:
	

	Comments:
	Used  to setup AM RLC entity


{

  cellId p_CellId,

  routingInfo rB_Identity: p_RB_Id,

  ratType fdd,

  configMessage setup : {

    sS_rlc_Info { sS_ul_RLC_Mode dl_AM_RLC_Mode :cb_DL_AM_RLC,

      sS_dl_RLC_Mode {

        dl_PayloadSize p_PayLoad,

        dl_RLCModeInfo ul_AM_RLC_Mode : cb_UL_AM_RLC
      }

    },

    rB_LogCH_Mapping p_LogChMapping

  }

}

After:

	Constriant Name:
	ca_RB_AM_Info_RAB(p_CellId: INTEGER; p_RB_Id: INTEGER;p_TimerPollProhbt :TimerPollProhibit; p_Timer_poll: TimerPoll; p_PollSDU: Poll_SDU; p_PollWindw: PollWindow; p_LogChMapping : RB_LogCH_Mapping; p_PayLoad : INTEGER)

	Group:
	

	ASP Name:
	DL_DCCH_Message

	Derivation Path:
	

	Comments:
	Used  to setup AM RLC entity


{

  cellId p_CellId,

  routingInfo rB_Identity: p_RB_Id,

  ratType fdd,

  configMessage setup : {

    sS_rlc_Info { sS_ul_RLC_Mode dl_AM_RLC_Mode :cb_DL_AM_RLC,

      sS_dl_RLC_Mode {

        dl_PayloadSize p_PayLoad,

        dl_RLCModeInfo ul_AM_RLC_Mode : cb_UL_AM_RLC_TimerPoll (p_Timer_poll)
      }

    },

    rB_LogCH_Mapping p_LogChMapping

  }

} 
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