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	Reason for change:
(

	According to 34.123 the IE Maximum allowed UL TX power should not be present in the message RADIO BEARER RECONFIGURATION (In  test case 8.2.2.8, 8.2.2.9 and 8.2.2.23). Currently SS is sending RADIO BEARER RECONFIGURATION message containing the IE Maximum allowed UL TX power present (with the value 33).

	
	

	Summary of change:
(

	The following TTCN change required for not sending the IE Maximum allowed UL TX power in the message RADIO BEARER RECONFIGURATION  -

The following TTCN change required for not sending the IE Maximum allowed UL TX power in the message RADIO BEARER RECONFIGURATION  -

1. For 8.2.2.8 and 8.2.2.9

   In cds_RB_ReconfigDCH_ToFACH_RB20_RST600, a line to be added to set the value of maxAllowedUL_TX_Power to OMIT.

2. For TC 8.2.2.23 

  In cds_RB_ReconfDCH_ToFACH_PCH_RLC_Status500ms_RST600, a line to be  added to set the value of maxAllowedUL_TX_Power to OMIT.
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	ASN.1 PDU Constraint Declarations
	cds_RB_ReconfigDCH_ToFACH_RB20_RST600

	Reason for change
	According to 34.123 the IE Maximum allowed UL TX power should not be present in the message RADIO BEARER RECONFIGURATION (in test case 8.2.2.8 and 8.2.2.9). Currently SS is sending RADIO BEARER RECONFIGURATION message containing the IE Maximum allowed UL TX power present (with the value 33).

	Summary of change
	The following TTCN change is required for not sending the IE Maximum allowed UL TX power in the message RADIO BEARER RECONFIGURATION  -

   In cds_RB_ReconfigDCH_ToFACH_RB20_RST600, a line to be added to set the value of maxAllowedUL_TX_Power to OMIT. 


	Source of change
	New change



Before:


[image: image1.png]ASN.1 PDU Canstraint Declaration

Constraint Name:  cds_RB_ReconfigDCH_ToFACH_RB20_RST600 (
p_integribino : IntegrityCheckinfo ;
p_RRC_Ti: RRC_Transactionidentifer,
p_Fredinfo: Frequencylnfo;
p_PrimaryScramblingCode : PrimaryScramblingCods;
P_NewC_RNTI: C_RNTI

Group,
PDU Name: DL_DCCH_Message
Derivation Path; chs_108_RB_ReconfigDCH_ToFACH

Encoding Rule Narme:
Encotling Variation
Comments:

Canstraint Value

REPLACE message radioBearerReconfiguration 13 radioBearerReconfiguration_r3 rb_InformationReconfiglist BY ¢_RB_InfoReconfigList20_RSTAOD





After:


[image: image2.png]ASN.1 PDU Canstraint Declaration

GonsiamtName: o RB_RecomaDCH_ToFACH_RBZ0_RST600(
p_Integrityinfo : IntegrityCheckinfa ;
5.RRC.TI:RRC_Transactonidenie;
p_Freginio. | Frequencyint;
p_PrimanySeramblingCods - PrimanSerambiingCode;
B_NeWC_RNTI- C_RNT

Group,
PDU Name: DL_DCCH_Message
Derivation Path; chs_108_RB_ReconfigDCH_ToFACH

Encoding Rule Narme:
Encotling Variation
Comments:

Canstraint Value

REPLACE message radioBearstReconfiguration r3 radioBearerReconfiguration_r3 rb_InformationReconfigList BY c_RB_InfoReconfigList20_RST600,





	ASN.1 PDU Constraint Declarations
	cds_RB_ReconfDCH_ToFACH_PCH_RLC_Status500ms_RST600

	Reason for change
	According to 34.123 the IE Maximum allowed UL TX power should not be present in the message RADIO BEARER RECONFIGURATION (in 8.2.2.23). Currently SS is sending RADIO BEARER RECONFIGURATION message containing the IE Maximum allowed UL TX power present (with the value 33).

	Summary of change
	The following TTCN change required for not sending the IE Maximum allowed UL TX power in the message RADIO BEARER RECONFIGURATION  -

   In cds_RB_ReconfDCH_ToFACH_PCH_RLC_Status500ms_RST600, a line to be  added to set the value of maxAllowedUL_TX_Power to OMIT. 


	Source of change
	New change



Before:


[image: image3.png]ASN.1 PDU Canstraint Declaration

SonsvamName, s RB_ReronDGHLTOFACHPOH_RLO_Siatus600ms_eT00
p_Integrityinfo : IntegrityCheckinfa ;
5.RRC.TI:RRC_Transactonidenie;
p_Freginio. | Frequencyint;
p_PrimanySeramblingCots - PrimanSerambiingCode;
B_NEWC_RNTI- C_RNTY
p_DR¥_CycleLengthCoeff: UTRAN_DRX_CycleLengthCoefficient )

Group,
PDU Name: DL_DCCH_Message
Derivation Path; ths_RB_ReconDCH_ToFACH_PCH

Encoding Rule Narme:
Encotling Variation
Comments:

Canstraint Value

REPLACE message radioBearetReconfiguration 13 radioBearerReconfiguration_r3 b_informationReconfiglist BY c_RE_InfoReconfiglist20_RLC_Statu
s500ms_RSTE00





After:


[image: image4.png]ASN.1 PDU Canstraint Declaration

Constraint Name: _ cds_RB_ReconiDCH_ToFACH_PCH_RLC_Statuss00ms_RSTBO0
p_integribino : IntegrityCheckinfo ;
p_RRC_Ti: RRC_Transactionidentifer,
p_Fredinfo: Frequencylnfo;
p_PrimaryScramblingCode : PrimaryScramblingCods;
p_NewC_RNTI: C_RNTI;
_DRX_CycleLengthCoeff: UTRAN_DRX_CycleLengthCoeficient)

Group,
PDU Name: DL_DCCH_Message
Derivation Path; ths_RB_ReconDCH_ToFACH_PCH

Encoding Rule Narme:
Encotling Variation
Comments:

Canstraint Value
REPLACE message radioBearetReconfiguration 13 radioBearerReconfiguration_r3 b_informationReconfiglist BY c_RE_InfoReconfiglist20_RLC_Statu

5500ms_RSTBOD,
| REPLACE message radioBearerReconfiguration 13 radioBearerReconiguration_r3 maxallowedUL_TX_Power BY OMIT
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