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8.4.1.1
Normal operation

After successful discovery of its peer entity the originator MMS Relay/Server shall route an MM forward to the recipient MMS Relay/Server using a separate MM4_forward.REQ per MM recipient. The MM4_forward.REQ contains MMS control information and the MM content. The recipient MMS Relay/Server shall respond with a MM4_forward.RES, which provides the status of the request if an MM4_forward.RES was requested. If multiple recipients are addressed in the MM4_Forward.REQ the recipient MMS Relay/Server may respond with any of the following to the originator MMS Relay/Server: a single MM4_Forward.RES message, multiple MM4_Forward.RES messages, or any combination of single or multiple MM4_Forward.RES messages. E.g. this will allow for multiple status indications or a single collective status indication in the MM4_Forward.RES in case of partial addressing failures.

Support for MM4_forward.REQ and MM4_forward.RES is mandatory for the MMS Relay/Server.

8.4.4 
Message format on MM4

All elements of an MM shall be included within a single SMTP "mail" message which shall be organised as MIME message with the appropriate 'Content-Type' [44] header field value (e.g. multipart/related, multipart/mixed, image/jpeg, text/plain). All MM elements shall be of standard MIME content types. In addition to the MM elements this SMTP "mail" message should reflect all MMS information elements according to the definitions in clauses 6 and 8.4.

All other MMS-related messages, such as delivery reports, read-reply reports, transfer acknowledgements shall each be transferred as a single SMTP "mail" message which shall be organised as MIME type text/plain. This SMTP "mail" message should reflect all MMS information elements as defined above.

8.4.4.1
Message header fields

MMS information elements should be reflected as "header fields" according to STD 11 in the SMTP "mail" message. See RFC 1327 [53] for a detailed description of the X.400 header to STD 11 headers mappings. Some of the mappings are context dependent. 

For those information elements that cannot be mapped to standard STD 11 "header fields" the "X-" extensions mechanism shall be used with an "X-MMS-" prefix.

The mapping of information elements to commonly used (RFC 1327) [53] or standard STD 11 "header fields" is shown in following tables. 

8.4.4.2
MM4_Forward.REQ Header Mappings

The MM4 Forward request header mappings are detailed below.

Table 1: MM4_Forward.REQ Information Elements to
 STD 11 Header Mappings

	Information element
	STD 11 Headers

	3GPP MMS Version
	X-Mms-3GPP-MMS-Version:

	Message Type
	X-Mms-Message-Type:

	Transaction ID
	X-Mms-Transaction-ID:

	Message ID
	X-Mms-Message-ID:

	Recipient(s) address
	To:, Cc: , Bcc:

	Sender address
	From:

	Content type
	Content-Type:

	Message class
	X-Mms-Message-Class:

	Date and time
	Date:

	Time of Expiry
	X-Mms-Expiry:

	Delivery report
	X-Mms-Delivery-Report:

	Originator R/S delivery report
	X-Mms-Originator-R/S-Delivery-Report

	Priority
	X-Mms-Priority:

	Sender visibility
	X-Mms-Sender-Visibility:

	Read reply
	X-Mms-Read-Reply:

	Subject
	Subject:

	Acknowledgement Request
	X-Mms-Ack-Request:

	Forward counter
	X-Mms-Forward-Counter:

	Previously-sent-by
	X-Mms-Previously-sent-by:

	Previously-sent-date and-time
	X-Mms-Previously-sent-date-and-time:

	Content
	<message body>

	-
	Sender:

	-
	X-Mms-Originator-System:

	-
	Message-ID:


The table above indicates the mappings from MM4_Forward.REQ information elements to the corresponding STD 11 [5] headers.

The MM4 information element Message ID is not directly mapped to a corresponding STD 11  "Message-ID:" header. Each STD 11 message must have a unique message id, which is carried in the "Message-ID:" header.

Content-type maps directly since both are defined as being MIME content types as specified in RFC 2046 [6].

The STD 11 "From:" header is determined by the mail user agent, or, in this case, the MMS User Agent. This corresponds to the MM4 information element Sender address, as set by the MMS User Agent or MMS Relay/Server.

STD 11 messages are required to have a "Sender:" header that indicates the originator address (as determined by the SMTP "MAIL From" command). 

The STD 11 “X-Mms-Originator-System:” header shall be used to indicate the address that the recipient MMS Relay/Server shall use as the recipient address with MM4_Forward.RES.

In case there are only blind carbon-copy recipient(s) (“Bcc:”), the behaviour shall be as recommended by RFC2821 [22], Appendix B, i.e. the originating MMS Relay/Server shall only insert an empty “Bcc:” header and no “To:” or “Cc:” headers. The recipient(s) shall then only be indicated in the SMTP command layer (RCPT TO:).

In case there are both “To:” /  “Cc:” and “Bcc:” recipients, the  “Bcc:” headers shall be removed by the originating MMS Relay/Server and the “Bcc:” recipients shall only be indicated in the SMTP command level (RCPT TO:). This is in accordance with the functionality recommended by RFC2821 [22], Appendix B.

The SMTP RCPT TO: shall convey the MM to the recipient, one recipient at a time. 
For example, if an MMS originator sends an MM to 3 recipients (e.g., To: userA, Cc: userB; Bcc: userC), all served by the same MMS Relay/Server, differing from the originator’s MMS Relay/Server; the originator MMS Relay/Server shall send:

an SMTP MM4_Forward.REQ, with RCPT To: = userA,

a different SMTP MM4_Forward.REQ, with RCPT To: = userB,

and another SMTP MM4_Forward.REQ, with RCPT To: = userC.
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