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	Requirements have been defined to transfer hyperlinks embedding them in a multimedia messages. This will improve the user experience and will allow easier utilisation of functionalities of terminals such as internet browsing. Furthermore a hyperlink may reference to additional mobile services e.g. mobile office, organizer, streaming and SIP addresses which lead to increased user convenience for further upcoming Rel.6 services.

In order to ensure that the functionality will be available in a user friendly manner a certain level of standardisation is required.

	
	

	Summary of change:
(

	This CR is aimed to fulfil the requirements on hyperlink recently introduced in the MMS stage 1 description. 

Functional description is added to section 7.1.
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	Extensive links and references have to be put in manually in order to use well deployed and further enhanced mobile data services.
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7.1.X
Support of Hyperlinks in MMS

An MMS User Agent should support hyperlinks within an MM as described below:

Note: There is no requirement on the MMS User Agent for supporting any specific transport protocols for following URLs conveyed in hyperlinks.

If a hyperlink is embedded in a SMIL presentation it shall be according to PSS SMIL [74].

If the MMS User Agent supports Rich Text Encoding in XHTML Mobile Profile [74] the hyperlink may also be embedded according to XHTML Mobile Profile [74].

An MMS User Agent should ask for end-user confirmation before following a hyperlink which triggers a terminal action (e.g. placing a phone call) or which refers to a  resource that is not part of the same MM.

Note: End user confirmation is recommended as accessing a resource on the network might result in additional charges.
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