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3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

3G
3rd Generation

3GPP
3rd Generation Partnership Project

ACC
ACcess Class

ACL
APN Control List

ACM
Accumulated Call Meter

ACMmax
ACM maximal value

ACT
ACcess Technology 

ADF
Application Dedicated File

AoC
Advice of Charge

AoCC
Advice of Charge Charging

APN
Access Point Name

ATR
Answer To Reset

BCCH
Broadcast Control Channel

BCD
Binary Coded Decimal

BDN
Barred Dialling Number

CCI
Capability / Configuration Identifier

CCM
Current Call Meter

CK
Cipher key

DF
Dedicated File

EF
Elementary File

EMMI
Electrical Man Machine Interface

Ext n
Extension n

FDN
Fixed Dialling Number

FPLMN
Forbidden PLMN

GSM
Global System for Mobile communications

HPLMN
Home PLMN

ICC
Integrated Circuit Card

ID
IDentifier

IEC
International Electrotechnical Commission

IK
Integrity key

IMSI
International Mobile Subscriber Identity

ISO
International Organization for Standardization

KSI
Key Set Identifier

LAC
Location Area Code

LAI
Location Area Information

LSB
Least Significant Bit

MCC
Mobile Country Code

MF
Master File

MMI
Man Machine Interface

MNC
Mobile Network Code

MSB
Most Significant Bit

NAS
Non Access Stratum

NPI
Numbering Plan Identifier

OFM
Operational Feature Monitor

OSI
Open System Interconnection

P1
Parameter 1

P2
Parameter 2

P3
Parameter 3

PIN
Personal Identification Number

PLMN
Public Land Mobile Network

PS
Packet switched

RACH
Random Access Channel

RFU
Reserved for Future Use


RRC
Radio Resource Control

SS
System Simulator (GSM)

TE
Terminal Equipment

TLV
Tag Length Value

TMSI
Temporary Mobile Subscriber Identity

TON
Type Of Number

UE
User Equipment

USIM
Universal Subscriber Identity Module

USS
UMTS System Simulator

UTRAN
UMTS Terrestrial Radio Access Network

VPLMN
Visitor PLMN

4.1.1
Values of the EF's (Default UICC)

[..]

4.1.1.13
Void

	
	
	

	
	
	


[..]

7
PLMN related tests

[..]
7.2.3
UE recognising the priority order of the User controlled PLMN selector list using a ACT preference.

7.2.3.1
Definition and applicability

The User controlled PLMN selector list gives in priority order the preferred PLMNs of the User on which the UE shall register. The Radio Access Technology identifier defines the Radio network in which the UE shall register. The list is stored on the USIM in the EFPLMNwACT. Update and deletion of User controlled PLMNs may be performed by the subscriber by the use of the PIN.

This test applies to a GSM/UMTS dual mode UE accessing both UTRAN and GSM using either ID-1 or Plug-in UICC.

7.2.3.2
Conformance requirement

When registering onto a VPLMN the UE shall take into account the priority of the ACT identifier in the preferred list on the USIM. 
· TS 22.011, subclause 3.2.2;

· TS 31.102, subclauses 4.2.5 and 5.1.2.

7.2.3.2.1
Test purpose

To verify that the ACT with the higher priority (defined by its position in EFPLMNwACT) takes precedence over the UPLMN with the lower priority when the UE performs a network selection.

7.2.3.3
Method of test

7.2.3.3.1
Initial conditions

For this test both a GSM SS and a UTRAN USS is needed.

The GSM SS transmit on BCCH, with the following network parameters:

-
Attach/detach:
disabled.

-
LAI (MCC/MNC/LAC):
244/081/0001.

-
Access control:
unrestricted.

The UMTS USS transmit on BCCH, with the following network parameters:

-
Attach/detach:
disabled.

-
LAI (MCC/MNC/LAC):
244/082/0001.

-
Access control:
unrestricted.

The default UICC is used.


	
	
	

	
	
	


The UICC is installed into the Terminal and the UE is set to automatic PLMN selection mode.

7.2.3.3.2
Procedure

a)
The UE is powered on.

b)
After receipt of a CHANNEL REQUEST from the UE, the SS sends IMMEDIATE ASSIGNMENT to the UE.

c)
After receipt of a LOCATION UPDATE REQUEST from the UE, the SS sends LOCATION UPDATE ACCEPT with:


LAI (MCC/MNC):
244/081


TMSI:
"34567890"


to the UE.

d)
After receipt of a TMSI REALLOCATION COMPLETE from the UE, the SS sends CHANNEL RELEASE to the UE.

e)
The UE is soft powered down.

7.2.3.4
Acceptance criteria

1)
After step b) the UE shall send LOCATION UPDATE REQUEST containing an MCC/MNC of 244/081 to the SS.

2)
After step c) the UE shall respond with TMSI REALLOCATION COMPLETE.

3)
After step e) the USIM shall contain the following values:

EFLOCI (Location Information)

Logically:
LAI-MCC:
244


LAI-MNC:
081


TMSI:
"34567890"

	Coding:
	B1
	B2
	B3
	B4
	B5
	B6
	B7
	B8
	B9
	B10
	B11

	Hex
	34
	56
	78
	90
	42
	14
	80
	xx
	xx
	xx
	00




	
	
	

	
	
	


7.2.4
Void
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7.5
Void
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