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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case 12.6.1.2 which is part of the NAS test suite. Only essential changes to the TTCN are applied and documented in section 4.

With these changes applied the test case can be demonstrated to run with one or more 3G UEs 
(see section 6). Execution log files are provided as evidence. 
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3 Verification Test Summary

Test Case:
TC_12_6_1_2 

Test Group:
GMM/ Authentication_and_ciphering

ATS Version:
iWD-TVB2003-03_D04wk04 + essential modifications

System Simulator used:
Rohde & Schwarz 3G system simulator CRTU-W

UE used:
Nokia 3G UE 7600 

Verification Status:
PASS
4 Corrections required for test case 12.6.1.2

4.1 Introduction

This section describes the changes required to make test case 12.6.1.2 run correctly with a 3G UE. All modifications are marked with label “WA#NAS<number>” for NAS related changes in the TTCN comments column of the enclosed ATS [1].

The ATS version used as basis was NAS_wk04.mp which is part of the iWD-TVB2003-03_D04wk04 release. This is the most recent ATS provided by MCC160 which contains GCF package 1 and 2 test cases.

The enclosed ATS [1] contains a number of additional changes (see list below) in common test steps which are required for other tests, but which are not applicable to test case 12.6.1.2: 

WA#NAS4218

4.2 ts_RegistrationOnCS2
4.2.1 WA#NAS4243

	Test step name
	ts_RegistrationOnCS2

	Reason for change
	If UE is to be attached with IMSI, then a TMSI Reallocation Complete will not be sent by the UE

	Summary of change
	Removed TMSI Reallocation Complete message

	Source of change
	New change

	Label
	WA#NAS4243


WA#NAS4242
	Test step name
	ts_RegistrationOnCS2

	Reason for change
	Wrong Cell ID used in "ts_Registration_CS2" for Location Update

	Summary of change
	Replaced p_CellId with tsc_Celldedicated

	Source of change
	New change

	Label
	WA#NAS4242
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4.3 tc_12_6_1_2 
4.3.1 WA#NAS4380

	Test step name
	tc_12_6_1_2 : lt_TestBody

	Reason for change
	According to the prose, Registration on CS is not required as ATT flag is switched off after Idle Update.

	Summary of change
	Removed "ts_RegistrationOnCS2_IfOpModeA" in testbody

	Source of change
	New change

	Label
	WA#NAS4380


4.3.2 WA#NAS4364

	Test step name
	tc_12_6_1_2

	Reason for change
	According to the prose, in Step 1, Cell B should be set to an attenuation level of a "Non-Suitable cell"

	Summary of change
	Changed "tsc_AttenuationSuitableNeighbourCell" to "tsc_AttenuationNonSuitableNeighbourCell"

	Source of change
	New change

	Label
	WA#NAS4364
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4.3.3 WA#NAS4381

	Test step name
	tc_12_6_1_2 : lt_TestBody

	Reason for change
	Incorrect test step used for UE's supporting AutoAttach OFF on Switch ON, as Attach Request needs to be triggered via AT cmds.

	Summary of change
	Replaced "ts_MMI_UE_SwitchOn" to "ts_MMI_UE_SwitchOnTriggerGMM_Attach"

	Source of change
	New change

	Label
	WA#NAS4381
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4.3.4 WA#NAS4385

	Test step name
	tc_12_6_1_2 : lt_Attach_and_AuthenticationReject_Steps_3To8

	Reason for change
	Authentication parameters like the PS key sequense number needs to be calculated.

	Summary of change
	Added test step "ts_GMM_AuthenticationInit"

	Source of change
	New change

	Label
	WA#NAS4385
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4.3.5 WA#NAS4366

	Test step name
	tc_12_6_1_2 : lt_TestBody

	Reason for change
	According to the prose, in Step 11 the cell power levels should be switched with "Non-Suitable cell" for Cell A & "Serving cell" for Cell B. Therfore test step "ts_SS_SwitchCellPowerLevels" should be used rather than "lt_SwitchPowerLevels"

	Summary of change
	Changed "lt_SwitchPowerLevels" to "ts_SS_SwitchCellPowerLevels"

	Source of change
	New change

	Label
	WA#NAS4366
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4.3.6 WA#NAS4367

	Test step name
	tc_12_6_1_2 : lt_TestBody

	Reason for change
	According to the prose, no IMSI detach is expected on switch off. Therfore the ATT flag for Cell B has to be turned off.

	Summary of change
	Switched off Att Flag & added "ts_SysInfoModifyMM" to inform UE of change in SIB's

	Source of change
	New change

	Label
	WA#NAS4367


[image: image6.png]42
43
44

45

+s_RRC_ConnRel(tsc_CellB, cell_Dch)
ov_CellinfoBatiFlag = tsc_AOM)
+ts_Sysinfohtodihmi(

tsc_Cellg,

tev_CellinfoB.mee,

te_CellinfoB.mnc,

tev_CellinfoB.ac,

to_CellinfoB.atlag,

to_CellinfoB.13212,

te_CellinfoB.rac,

te_CellinfoB.nmo)
+ts_AT_TriggerGMM_Attach

WAENAS4310
WAFNASA367
WAFNASA367

WARNASA310




4.3.7 WA#NAS4368

	Test step name
	tc_12_6_1_2 : lt_TestBody

	Reason for change
	In order to briing the cell power levels to the original attenuation levels, they should be switched with "Non-Suitable cell" for Cell B & "Serving cell" for Cell A as mentioned in Step 1. Therfore test step "ts_SS_SwitchCellPowerLevels" should be used rather than "lt_SwitchPowerLevels"

	Summary of change
	Changed "lt_SwitchPowerLevels" to "ts_SS_SwitchCellPowerLevels"

	Source of change
	New change

	Label
	WA#NAS4368
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4.3.8 WA#NAS4194

	Test step name
	tc_12_6_1_2 : lt_Attach_and_AuthenticationReject_Steps_3To8

	Reason for change
	Authentication Response without Extension is not accounted for in Test Body.

	Summary of change
	Added local Test step "lt_AuthAndCiph_Resp" to handle Authentication Response with & without extension

	Source of change
	New change

	Label
	WA#NAS4194
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4.3.9 WA#NAS4370

	Test step name
	tc_12_6_1_2 : lt_Attach_Steps_20To22

	Reason for change
	Upon trigger of the AT commands, the RRC Connection establishment is not handled in "lt_Attach_Steps_20To22"

	Summary of change
	Added test step "ts_RRC_ConnEst"

	Source of change
	New change

	Label
	WA#NAS4370
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4.3.10 WA#NAS4310

	Test step name
	tc_12_6_1_2 : lt_TestBody

	Reason for change
	In step 19 the UE would Register on the CS domain due to the presence of a different PLMN ID, but the RRC connection has to be released & the Attach has to be triggered before beginning the subsequent PS registration.

	Summary of change
	Added test steps "ts_RRC_ConnRel" & "ts_AT_TriggerGMM_Attach"

	Source of change
	New change

	Label
	WA#NAS4310
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Branches executed in test case 12.6.1.2

The test case implementation executed the PS branch for NMO_II, UE_OpMode A with Integrity activated, Ciphering disabled, AutoAttach off.

5 Execution Log Files

5.1 Nokia 3G UE 7600

The Nokia 3G UE 7600 passed this test case on Rohde & Schwarz 3G System Simulator CRTU-W. The documentation below is enclosed as evidence of the successful test case run [1]:

· Execution log files 12_6_1_2_Logs\Index.html 
This execution log files in HTML format show the dynamic behaviour of the test in a tabular view and in message sequence chart (MSC) view. All message contents are fully decoded and listed in hexadecimal format. Preliminary verdicts and the final test case verdict are listed in the log file.

· PICS/PIXIT file 12_6_1_2-pics-pixit.txt 
Text file containing all PICS/PIXIT parameters used for testing.

6 References
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	T1S040017
This archive comprises HTML Execution log files, PICS/PIXIT files and the TTCN MP file
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