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	Reason for change:
(

	The Radio bearer setup from Cell_DCH to Cell_FACH is setup for PS 32k but PDP Context request is made for 64kbps in test case 8.2.1.8 and 8.2.1.9.

	
	

	Summary of change:
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	1. A new test step ts_AT_OrgPS_Call_RAB_DCH_ToFACH is defined to set up the maxBitrates for the minimum QoS and requested QoS to 32kbps when the cell configuration is cell_DCH_standAloneSRB_NoConn and used specifically for test cases 8.2.1.8 and 8.2.1.9. 

2. A new test step ts_RRC_NAS_SessionActPS_MO_DCH_ToFACH is defined to handle PDP Context Request for 32kbps  to be used specifically for test cases 8.2.1.8 and 8.2.1.9.

3. Modified test step pr_GotoState6_5_Or6_7_MO_TimerPoll to use the new test steps ts_AT_OrgPS_Call_RAB_DCH_ToFACH and ts_RRC_NAS_SessionActPS_MO_DCH_ToFACH.
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	Local Tree and Test step
	New test step ts_AT_OrgPS_Call_RAB_DCH_ToFACH.

	Reason for change
	To set up the maxBitrates for the minimum QoS and requested QoS to 32kbps when the cell configuration is cell_DCH_standAloneSRB_NoConn.

	Summary of change
	New test step 

	Source of change
	new change
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	Local Tree and Test step
	New test step ts_RRC_NAS_SessionActPS_MO_DCH_ToFACH.

	Reason for change
	To handle PDP Context Request for 32kbps  to be used specifically for test cases 8.2.1.8 and 8.2.1.9.

	Summary of change
	New test step 

	Source of change
	new change
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	Local Tree and Test step
	In test step pr_GotoState6_5_Or6_7_MO_TimerPoll.

	Reason for change
	To use the new test steps ts_AT_OrgPS_Call_RAB_DCH_ToFACH and ts_RRC_NAS_SessionActPS_MO_DCH_ToFACH.

	Summary of change
	Use new test steps ts_AT_OrgPS_Call_RAB_DCH_ToFACH and ts_RRC_NAS_SessionActPS_MO_DCH_ToFACH  for a specific AT init connection for the PS Domain and to handle the specific PDP Context Request from UE.

	Source of change
	new change
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